IJCSIS Vol. 9 No. 1, January 2011 
ISSN 1947-5500 



International Journal of 
Computer Science 
& Information Security 



IJCSIS PUBLICATION 2011 



Editorial 
Message from Managing Editor 

The current January 2011 issue of International Journal of Computer Science and Information 
Security (IJCSIS) continues the tradition of encompassing a wide array of subjects in the fields 
computer science and information security, ranging from network technologies to security 
systems. We are very pleased to confirm that IJCSIS is indexed and abstracted in EBSCO and 
ProQuest, with pending decisions from a number of other database vendors. 

Field coverage includes: security infrastructures, network security: Internet security, content 
protection, cryptography, steganography and formal methods in information security; multimedia 
systems, software, information systems, intelligent systems, web services, data mining, wireless 
communication, networking and technologies, innovation technology and management. (See 
monthly Call for Papers) 

We will do our outmost to maintain the established practice of timely publication of regular, as 
well as special issues of the journal, and further improve the quality of published papers and the 
journal itself. It will be a great pleasure for us if the readers, reviewers, and authors recognize 
our intention and efforts, and continue to support us in this mission. 

On behalf of the Editorial Board and the IJCSIS members, we would like to express our gratitude 
to all authors and reviewers for their hard and high-quality work, diligence, and enthusiasm. 

Available at http:/ / sites.qooqle.com/ site/ ijcsis/ 

IJCSIS Vol. 9, No. 1, January 2011 Edition 
ISSN 1947-5500 © IJCSIS, USA. 



Abstracts Indexed by (among others): 

ScieniifkContmons 

bfrfCHircti »njirm ro-r scleras 



Goosle scholar — = r;tA<;Aor< bUIVUa 



IJCSIS EDITORIAL BOARD 



Dr. Gregorio Martinez Perez 

Associate Professor - Professor Titular de Universidad, University of Murcia 
(UMU), Spain 

Dr. M. Emre Celebi, 

Assistant Professor, Department of Computer Science, Louisiana State University 
in Shreveport, USA 

Dr. Yong Li 

School of Electronic and Information Engineering, Beijing Jiaotong University, 
P. R. China 

Prof. Hamid Reza Naji 

Department of Computer Enigneering, Shahid Beheshti University, Tehran, Iran 

Dr. Sanjayjasola 

Professor and Dean, School of Information and Communication Technology, 
Gautam Buddha University 

Dr Riktesh Srivastava 

Assistant Professor, Information Systems, Skyline University College, University 
City of Sharjah, Sharjah, PO 1797, UAE 

Dr. Siddhivinayak Kulkarni 

University of Ballarat, Ballarat, Victoria, Australia 

Professor (Dr) Mokhtar Beldjehem 

Sainte-Anne University, Halifax, NS, Canada 

Dr. Alex Pappachen J ames, (Research Fellow) 

Queensland Micro-nanotechnology center, Griffith University, Australia 

Dr. T.C. Manjunath, 

ATRIA Institute of Tech, India. 



TABLE OF CONTENTS 



1. Paper 31121008: ANNaBell Island: A 3D Color Hexagonal SOM for Visual Intrusion Detection (pp. 
1-7) 

Chet Langin, Michael Wainer, and Shahram Rahimi 

Computer Science Department, Southern Illinois University Carbondale, Carbondale, Illinois, USA 

2. Paper 31121009: Multimedia Video Conference Identities Study (pp. 8-12) 

Mahmoud Baklizi, Nibras Abdullah, Ali Abdulqader Bin Salem, Sima Ahmadpour, Sureswaran Ramadass 
National Advanced IPv6 Centre of Excellence, Universiti Sains Malaysia, Pinang, Malaysia 

3. Paper 31121012: A Multi-Purpose Scenario-based Simulator for Smart House Environments (pp. 
13-18) 

Zahra Forootan Jahromi and Amir Rajabzadeh, Department of Computer Engineering, Razi University, 
Kermanshah, Iran 

Ali Reza Manashty, Department of IT and Computer Engineering, Shahrood University of Technology, 
Shahrood, Iran 

4. Paper 31121032: Carrier Offset Estimation for MIMO-OFDM Based on CAZAC Sequences (pp. 
19-23) 

Dina Samah Dr. Sherif Kishk Dr. Fayez Zaki 

Department of electronics and communications engineering, Mansoura University, Egypt 

5. Paper 31121042: A New Approach to Prevent Black Hole Attack in AODV (pp. 24-29) 

M. R. Khalili Shoja, Department of Electrical Engineering, Amirkabir University of Technology, Tehran, 

Iran 

Hasan Taheri, Department of Electrical Engineering, Amirkabir University of Technology, Tehran, Iran 

Shahin Vakilinia, Department of Electrical Engineering, Sharif University of Technology, Tehran, Iran 

6. Paper 31121047: Application of Web Server Benchmark using Erlang/OTP Rll and Linux (pp. 
30-34) 

A. Suhendra, A.B. Mutiara, 

Faculty of Computer Science and Information Technology, Gunadarma University, Jl. Margonda Raya 

No. 100, Depok 16464, Indonesia 

7. Paper 31121021: Advanced Virus Monitoring and Analysis System (pp. 35-38) 

Fauzi Adi Rafrastara, Faculty of Information and Communication Technology, University of Technical 
Malaysia Melaka, Melaka, Malaysia 

Faizal M. A, Faculty of Information and Communication Technology, University of Technical Malaysia 
Melaka, Melaka, Malaysia 



8. Paper 23121004: A New Approach for Clustering Categorical Attributes (pp. 39-43) 

Parul Agarwal, Department Of Computer Science, Jamia Hamdard (Hamdard University), New Delhi 

=110062 , India 

M. Afshar Alam, Department Of Computer Science, Jamia Hamdard (Hamdard University), Jamia 

Hamdard (Hamdard University), New Delhi =110062 ,India 

Ranjit Biswas, Manav Rachna International University, Green Fields Colony, Faridabad, Haryana 121001 

9. Paper 31121007: Position based Routing Scheme using Concentric Circular Quadrant Routing 
Protocol in mobile ad hoc network (pp. 44-47) 

Upendra Verma, M.E. (Research Scholor), Shri Vaishnav Institute Of Science and Technology Indore 
(Madhya Pradesh), INDIA 

Mr. Vijay Prakash, Asst. Prof, Shri Vaishnav Institute Of Science and Technology Indore (Madhya 
Pradesh), INDIA 

10. Paper 31121010: Comparative Analysis of Techniques for Eliminating Spam in Fax over IP (pp. 
48-52) 

Manju Jose, Research Scholar, Mother Teresa Women 's University, Kodaikanal, India 
Dr. S.K. Srivatsa, Senior Professor, St. Joseph College of Engineering , Chennai, India. 

11. Paper 31121011: Resource Estimation And Reservation For Handoff Calls In Wireless Mobile 
Networks (pp. 53-59) 

K. Venkatachalam, Professor - Department of ECE, Velalar College of Engineering and Technology, 

Thindal post, Erode - 638012 , Tamilnadu, India. 

P. Balasubramanie, Professor - Department of CSE, Kongu Engineering College, Erode, Tamilnadu, India 

12. Paper 31121015: Low Complexity Scheduling Algorithm for Multiuser MIMO System (pp. 60-67) 

Shailendra Mishra, Kumaon Engineering College, Dwarahat, Uttrakhand ,India 
D.S. Chauhan, Uttrakhand Technical University, Dehradun,Uttrakhand,India 

13. Paper 31121020: Email Authorship Identification Using Radial Basis Function (pp. 68-75) 

A. Pandian, Asst. Professor (Senior Grade), Department of MCA, SRM University, Chennai, India 

Dr. Md. Abdul Karim Sadiq, Ministry of Higher Education, College of Applied Sciences, Sohar, Sultanate 

of Oman 

14. Paper 31121022: Performance of Iterative Concatenated Codes with GMSK over Fading 
Channels (pp. 76-85) 

Labib Francis Gergis, Misr Academy for Engineering and Technology, Mansoura, Egypt 

15. Paper 31121025: Priority Based Mobile Transaction Scheme Using Mobile Agents (pp. 86-91) 

J.L. Walter Jeyakumar, R.S.Rajesh, Department of Computer Science and Engineering, Manonmaniam 
Sundaranar University, Tirunelveli, Tamilnadu, INDIA. 

16. Paper 31121027: Design of Content-Oriented Information Retrieval by Semantic Analysis (pp. 
92-97) 

S. Amudaria, Dept of IT, SSN College of Engineering, Chennai, India 
S. Sasirekha, Dept of IT, SSN College of Engineering, Chennai, India 



17. Paper 31121035: Enhanced Load Balanced AODV Routing Protocol (pp. 98-101) 

Iftikhar Ahmad and Humaira Jabeen 

Department of Computer Science, Faculty of Basic and Applied Sciences, International Islamic University 

Islamabad, Pakistan 

18. Paper 31121037: Comparative Analysis of Speaker Identification using row mean of DFT, DCT, 
DST and Walsh Transforms (pp. 102-107) 

Dr. H B Kekre, Senior Professor, Computer Department, MPSTME, NMIMS University, Mumbai, India 
Vaishali Kulkarni. Associate Professor, Electronics & Telecommunication, MPSTME, NMIMS University, 
Mumbai, India 

19. Paper 31121041: Performance Evaluation of Space-Time Turbo Code Concatenated With Block 
Code MC-CDMA Systems (pp. 108-115) 

Lokesh Kumar Bansal, Department of Electronics & Comm. Engg., N.I.E.M., Mathura, India 
Aditya Trivedi, Department of Information and Comm. Technology, ABV-IIITM, Gwalior, India 

20. Paper 31121046: An Unsupervised Feature Selection Method Based On Genetic Algorithm (pp. 
116-120) 

Nasrin Sheikhi, Amirmasoud Rahmani, Mehran Mohsenzadeh 

Department of computer engineering, Islamic Azad University of Iran Research and Science Branch 

Ahvaz, Iran 

Reza Veisisheikhrobat, National Iranian South Oil Company (NISOC), Ahvaz, Iran 

21. Paper 31121050: A PCA Based Feature Extraction Approach for the Qualitative Assessment of 
Human Spermatozoa (pp. 121-126) 

V. S. Abbiramy, Department of Computer Applications, Velammal Engineering College, Chennai, India 
Dr. V. Shanthi, Department of Computer Applications, St. Joseph 's Engineering College, Chennai, India 

22. Paper 31121053: Analysis of Error Metrics of Different Levels of Compression on Modified Haar 
Wavelet Transform (pp. 127-133) 

X. Arumuga Maria Devi, Assistant Professor, Centre for Information Technology and Engineering, 
Manonmaniam Sundaranar University, Tirunelveli . TamilNadu. 

S. S. Vinsley, Student IEEE Member, Guest Lecturer, Manonamaniam Sundaranar University, Centre for 
Information Technology and Engg, Manonmaniam Sundaranar University, Tirunelveli. TamilNadu. 

23. Paper 31121056: Information Security and Ethics in Educational Context: Propose a Conceptual 
Framework to Examine Their Impact (pp. 134-138) 

Hamed Taherdoost, Islamic Azad University, Islamshahr Branch, Department of Computer, Tehran, Iran 

Meysam Namayandeh, Islamic Azad University, Islamshahr Branch, Department of Computer, Tehran, 

Iran 

Neda Jalaliyoon, Islamic Azad University, Semnan Branch, Department of Management, Semnan, Iran 

24. Paper 31121038: Finding Fuzzy Locally Frequent Itemsets (pp. 139-146) 

Fokrul Alom Mazarbhuiya, College of Computer Science, King Khalid University, Abha, Saudi Arabia 
Md. Ekramul Hamid, College of Computer Science, King Khalid University, Abha, Saudi Arabia 



25. Paper 31121039: An Extensible Cloud Architecture Model for Heterogeneous Sensor Services (pp. 
147-155) 

R.S. Ponmagal, Dept of CSE, Anna University of Technology, Tiruchirappalli, India 
J. Raja, Dept ofECE, Anna University of Technology, Tiruchirappalli, India 

26. Paper 31121045: Computer Simulation tool for Learning Brownian Motion (pp. 156-158) 

Dr Anwar Pasha Abdul Gafoor Deshmukh 

Lecturer, College of Computer and Information Technology, University ofTabuk , Tabuk., Saudi Arabia 

27. Paper 31121052: Mobility Management Techniques to Improve QoS In Mobile Networks Using 
Intelligent Agent Decision Making Protocol (pp. 159-165) 

Selvan C, Department of Computer Science and Engineering Government College of Technology, 
Coimbatore, Tamil Nadu, India 

Dr. R. Shanmugalakshmi, Department of Computer Science and Engineering, Government College of 
Technology, Coimbatore, Tamil Nadu, India 

28. Paper 31121060: Security Risks and Modern Cyber Security Technologies for Corporate 
Networks (pp. 166-170) 

Wajeb Gharibi, College of Computer Science and Information Systems, Jazan University, Jazan, Saudi 
Arabia. 
Abdulrahman Mirza, Center of Excellence in Information Assurance (CoEIA), King Saud University, KSA. 

29. Paper 31121068: Analysis of Data Mining Visualization Techniques Using ICA AND SOM 
Concepts (pp. 171-180) 

K. S. Rathnamala, Research Scholar of Mother Teresa Women's University, Kodaikanal 

Dr. R. S. D. Wahida Banu, Professor& Head, Dept. of Electronics& Communication Engg., GCE. 

30. Paper 31121017: Mobile Agent Computing (pp. 181-187) 

MrigankRajya, Software Engineer, HCL Technologies Ltd. Gurgaon, India 

31. Paper 31121034: Map Reduce for DC4.5 and Ensemble Learning In Distributed Data Mining 
(pp.188-192) 

Dr. E. Chandra, Research Supervisor and Director, Department Of Computer Science, D J Academy for 
Managerial Excellence, Coimbatore, Tamilnadu, India. 

P. Ajitha, Research Scholar and Assistant Professor, Department Of Computer Science, D J Academy for 
Managerial Excellence, Coimbatore, Tamilnadu, India 

32. Paper 31121058: A Novel E-Service for E-Government (pp. 193-200) 

A. M. Riad, Hazem M. El-Bakry, and Gamal H. El-Adl 

Dept. of Information Systems, Faculty of Computer Science and Information Systems, Mansoura 

University, Mansoura, Egypt 



(IJCSIS) International Journal of Computer Science and Information Security, 

Vol. 9, No. 1, 2011 



ANNaBell Island: A 3D Color Hexagonal SOM 
for Visual Intrusion Detection 



Chet Langin, Michael Wainer, and Shahram Rahimi 

Computer Science Department 

Southern Illinois University Carbondale 

Carbondale, Illinois, USA 



Abstract — Self-Organizing Maps (SOM) are considered by many 
to be black boxes because the results are often non-intuitive. Our 
research takes the multidimensional output from a successful 
intrusion detecting SOM and displays it in novel full color and 3D 
formats, with landscape features similar to an island, that assist 
in understanding the SOM results. This paper describes the 
visual data mining from the map and explains the methodology in 
obtaining the full color and 3D maps. 

Keywords: Data Mining; Forensics; Intrusion Detection; 
Modeling; Self-Organizing Map (SOM); Visualization. 



II. 



Related Works 



I. 



Introduction 



Self-Organizing Maps (SOM) have been researched for 
years as being possible methods of intrusion detection. SOM 
can display multidimensional data in lower dimensions, but the 
results are often not intuitive, resulting in SOM sometimes 
being called a black box method, meaning that the inner 
workings are not visible. Security technicians appear to be 
reluctant to use methods that they do not understand. 

SOM methods are actually programmed by design and the 
creators know exactly what is inside the box. The results 
mystify many technicians, though, resulting in the black box 
epithet. Our visual approach attempts to present the output of a 
successful SOM intrusion detector in a way that is more 
comprehensible to people that need to understand how this type 
of intrusion detection works. 

Compare SOM to a hound dog with a good sense of smell. 
One knows when the dog uses this sense of smell to find 
something, even if the exact smell is not known. Likewise with 
SOM, the method can be successfully used, even if the inner 
workings are not exactly understood by the technicians. The 
value of our research is that it can help to convince technicians 
to use SOM as a valid means of intrusion detection instead of 
dismissing it as being something that cannot be understood, 
thus helping to find more intrusions. 

Previously existing methods of showing SOM in hexagonal 
formats are discussed in Section II, Related Works. The 
background of our research leading up to this paper is 
explained in Section III, Background. How the full color and 
3D maps were created is given in Section IV, Methodology, 
and Section V is the Conclusion. 



A. Intrusion Detection Development 

Amoroso [1] said intrusion detection is the process of 
identifying and responding to malicious activity targeted at 
computing and networking sources. Applied intrusion 
detection was first notably methodized in 1986 by Denning [2]. 
One of the first published systems was reported by Lunt [3] in 
the late 1980's and was called the Intrusion Detection Expert 
System (IDES). It used expert systems and statistics. 

The following papers summarized the development of 
computational intelligent methods in intrusion detection. The 
use of soft computing methods in intrusion detection was noted 
by Garcia [4] in 2000. A comprehensive survey of intrusion 
detection systems was written by Lazarevic [5] in 2005. A 
comprehensive summary of unsupervised learning algorithms 
for intrusion detection systems was written by Zanero [6] in 
2008. The state of the art of using soft computing methods for 
intrusion detection was written in 2010 by Langin [7]. 

B. Using Visual SOM for intrusion detection 

The idea for Self-Organizing Maps was developed over a 
period of years by Kohonen starting in 1976 with his current 
form conceived in 1982 [8]. (See Kohonen [8] for detailed 
information about the SOM.) SOM was suggested as a 
possible method for intrusion detection in 1990 by Fox [9]. 

Graphical representations of SOM are data mining in the 
sense that the multidimensional data needs to be organized and 
displayed in ways that are clearer and can be interpreted. 

Fig. 1 shows an early method of visually displaying the 
information contained in a SOM. It is a 4x4 sample cutout of 
an 8x8 SOM from Girardin [10] in 1998 which was trained 
with firewall logs. Each SOM node is represented by a square 
which is subdivided into four triangular parts with colors and 
textures to indicate characteristics of 
that node, resulting in a non-intuitive 
cryptic display. (A key was not 
provided for the colors and textures). 
An alternative layout from the same 
paper labels each node with an acronym 
of its primary characteristic, such as http 
or udp. For example, the upper left 
node in Fig. 1 was subsequently labeled 




Figure 1, 
Pre-Hexagonal 
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with http as being the primary characteristic. See that paper for 
the entire graphic and an explanation of it. 

Fig. 2 shows an 11x3 sample cutout of an 18x14 SOM from 
Hoglund [11] in a hexagonal format representing user 
behaviors such as CPU times, characters transmitted, and 
blocks read in a U-matrix display, meaning that every other 
hexagon is a node (marked in Fig. 2 with either a dot or a 
numerical label) and that the intervening hexagons are in a grey 
scale indicating the distances between the neighboring nodes, 
darker meaning a larger distance and lighter meaning a closer 
distance. The labels indicate a user number and the number of 
Best Matching Node (BMN) hits in a node for that user. For 
example, 127_8 means that User 127 had 8 BMN hits on the 
node with that label. A single user as reported in this paper can 
have hits on nodes in numerous areas of the map. The 
hexagons provide better representation than a standard 2D 
layout, but the rectangular layout of the hexagons limits this 
potential. The U-matrix display is an advantage in that it 
visually highlights clusters of nodes. The researchers on this 
project probably have a good idea of the characteristics of 
various clusters, but these characteristics are not readily 
apparent from the displayed map. See that paper for the entire 
graphic and explanation of it. Rectangular U-matrix hexagonal 
maps were also used by Cho [12] in 2002. 

Fig. 3 is a sample cutout of a SOM from Kayacik [13] in 
2003 based on network traffic where each hexagon is a node 
and the amount of filling in the hexagon represents how many 
BMN hits the corresponding node has (the more hits, the larger 
the filling). This can create different patterns for different 
types of traffic, attack vs. normal traffic, for example. See that 
paper for the entire graphic and explanation of it. A similar 
histogram map was used by Yeloglu [14] in 2007. This type of 
map produces useful visual patterns, but does not indicate 
distances between nodes nor characteristics of nodes. 

Fig. 4 is a sample cutout of a U-matrix SOM from Kayacik 
[15] in 2006 which has been labeled with acronyms and with 
boundaries drawn to enclose clusters. MHP, for example, 
stands for multihop, and is in a region in this cutout called host- 
based attack group. See that paper for the full graphic and an 
explanation of it. This type of map provides more information 
that previous ones, but is still somewhat cryptic. 

III. Background 

This research evolved from a one dimensional SOM, now 
called ID ANNaBell, reported by Langin [16 and 17]. This ID 
ANNaBell has discovered numerous real life instances of 
malicious network traffic, being the first self-trained 
computational intelligence to find feral malware, as far as the 
authors know, on March 29, 2008, and is still in production 
after more than two years. 



127_1 

127_1 . 

127_1 
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The ID ANNaBell was only conceptually a map because 
there was very little visually, just a jagged line, to observe. A 
particular jag in the line represented the BMN only for the IP 
addresses of two local computers infected with a certain kind of 
bot. This node was used to find additional infected computers. 
The SOM hound dog had the scent, but it was not clear to 
technicians what the scent was— thus, the black box effect. 




So ID ANNaBell was redesigned, using the same data, as a 
hexagonal map with the intent of producing something visual 
which would aid technicians in understanding the SOM 
process. Some of the methodology, using grey scale, for this 
hexagonal ANNaBell was described by Langin [18 and 19]. 
This paper continues the methodology by showing how 
colorization influenced the map, and this paper also shows the 
map as a 3D island. Look ahead to Fig. 14 for the full color 
map and Fig. 23 for the 3D island to see where this is leading. 

The source data for ANNaBell Island is from firewall logs 
and is in the form of a six dimensional vector for each local IP 
address— these are the pertinent features, given here as a 
reference for the rest of this paper: 

1 tot_norm: Total normalized. The total number of log 
entries in a 24 hour period, normalized. The lowest 
number of entries in the source data for a local IP 
address was and the highest number was 2,020,349. 
These counts were normalized to a range of to 1 . 

2 src_rat: Source ratio. The ratio of unique source 
(external) IP addresses to the total number of log 
entries. 

3 port_rat: Port ratio. The ratio of unique destination 
(local) ports to the total number of log entries. 

4 lo_norm: Lowest port normalized. The lowest 
attempted destination (local) port, normalized from 
to 1, with the lowest possible port being and the 
highest possible port being 65,535. 

5 hi_norm: Highest port normalized. The highest 
attempted destination (local) port, normalized from 
to 1, with the lowest possible port being and the 
highest possible port being 65,535. 

6 udp_rat: UDP ratio. The ratio of UDP network 
traffic to all network traffic. 

For example, a local IP address with 1,548 log entries in a 
24-hour period, from 139 external IP addresses, directed at 58 
local ports, from Port 22 to Port 61,123, with 1,345 of the log 
entries being for UDP traffic would have a vector of 
0.000766204, 0.089793282, 0.0374677, 0.000335698, 



Figure 2, U-matrix 




FTP 




Figure 3, 
Histogram 



Figure 4, 
Acronyms 
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0.932677195,0.868863049. 



Over 6,000 (out of 65,536) IP addresses on our local 
network had no entries in the input data and these were given 
vectors of 0, 0, 0, 0, 0, 0. This was enough IP addresses to 
warrant their own node in the SOM, and so a special node was 
created in the SOM with the vector 0, 0, 0, 0, 0, 0. Since this 
vector represents the origin in a graph of multidimensional 
space, this node was called the Origin. All other node vectors 
in the SOM were created with random vectors (as described 
shortly). 

Fig. 5 shows how a meta-hexagonal layout was used 
instead of a rectangular one because this would allow the SOM 
nodes to spread out in more directions. It is a large hexagon 
made of 919 smaller hexagons, with each smaller hexagon 
representing a node on the SOM. Thus, there is a one-to-one 
relationship between small hexagons and nodes in this layout. 
The nodes have numbered labels in a spiral fashion from the 
center towards the edge. The node with the largest numbered 
label is Node 918 and is located at the very top. The island in 
ANNaBell Island refers to this meta-hexagon. Other parts of 
this paper will refer to other features in Fig. 5 later. 

Fig. 6 is an enlarged cutout from the center of Fig. 5 and 
shows how the smaller hexagons, each representing a SOM 
node, were labeled inside the meta-hexagon. Node 0, the 
Origin, was placed in the center and the other numbers 
increased in a clockwise spiral from the Origin. Hexagons 1-6 
in yellow indicate nodes with a distance of 1 from Node 0. 
Likewise, hexagons 7-18 in blue indicate which nodes are a 
distance of 2 from Node and hexagons 19-36 in green 
indicate which nodes are a distance of 3. (The colors yellow, 
blue, and green in this graphic are not related to how these 
same colors are used in other graphics in this paper.) For 
comparison, these nodes are a distance of 1 from Node 10: 23, 
24, 25, 11, 2, and 9; and, these nodes are a distance of 2 from 
Node 3: 1, 9, 10, 25, 26, 27, 28, 29, 14, 15, 5, and 6. 





Figure 6, Node Label Numbering Scheme 

Some 918 random vectors were created and sorted by their 
Euclidean distance from the Origin. The closest vector in 
multidimensional space to Node was assigned to Node 1, the 
second closest to Node 2, the third closest to Node 3, and so 
forth up to Node 918, which then had the vector which was 
furthest away from Node in multidimensional space. 

The reason that these vector assignments were made to the 
nodes in this sorted order was to speed the training time of the 
SOM by placing at least some of the neighboring nodes in 
multidimensional space closer to each other in the SOM. 

Node movement in multidimensional space was monitored 
during the SOM training and the training was terminated when 
the movement stabilized after approximately a week of 
processing. Referring again to Fig. 5, the Origin moved from 
Node in the middle to Node 850 in the lower right (yellow). 
The node furthest from the Origin changed from Node 918 at 
the top to Node 827 in the upper right (blue arrow and red 
asterisk). The Best Matching Nodes for the two local bot IP 
addresses moved from various areas of the map to Nodes 819 
and 820 in the upper right (red). (Note that the SOM did not 
know these were the IP addresses of the bots during the 
training.) Nodes 819 and 820 were also the BMN for other IP 
addresses in addition to the IP addresses for the bots. (The 
colors red, yellow, and blue in Fig. 5 have no relation to how 
these same colors are used in other graphics in this paper.) 

A couple of specific issues and a general issue arose as a 
result of this training. One specific issue was that ID 
ANNaBell did a better job mathematically of isolating the bots 
(even though ANNaBell Island provided more visual 
information). Can the hexagonal method be refined to produce 
as good alerts as the ID method? The second specific issue 
was how to represent that nodes (hexagons) 827 and 850 were 
furthest apart in multidimensional space when they were not 
furthest apart on the meta-hexagonal island? The general issue 
was how does one extract other meaningful information from 
the island? Attempts to answer these questions sparked the 
methodology reported on below. 



Figure 5, Meta-Hexagonal Layout 
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IV. Methodology 

Based on the properties of a color wheel, an intuitive 
hypothesis was made that three of the features could be 
represented each by the colors of red, green, and blue, and 
these colors could then be blended for a full color 
representation of the interaction of these three features. 



Fig. 7 shows the basic layout for what was the color 
experimentation. The B in the upper right shows the locations 
of the BMNs for the bot IP addresses. The O in the lower right 
indicates the location of the Origin. Fig. 8 displays the 
tot_norm values for each hexagonal node scaled in blue. A 
normalized value of for a hexagon is represented with no blue 
(white) and a normalized value of 1 is represented by full blue, 
with other values apportioned in between for various shades of 
blue. The highest valued hexagon was colored black to 
distinguish it from the other full blue hexagons (it is 1 1 nodes 
(small hexagons) directly above the Origin). The Origin 
hexagon is appropriately given no blue tint and the nodes 
(hexagons) representing the bots are relatively dark blue, 
indicating relatively high tot_norm values. 

Overall, Fig. 8 shows that the SOM training moved the 
most active IP addresses toward the upper right edges of the 
island. Fig. 8 also shows that most IP addresses (most of the 
island, everything with little or no blue tint), have relatively 
low tot_norm values, i.e., they are not very numerous in the log 
files. 

Fig. 9 shows udp_rat shaded in green and Fig. 10 shows 
hi_norm shaded in red. The maximum valued hexagons are 
colored black so that they can be easily identified. 
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The maximum udp_rat hexagon is in the upper left of Fig. 9 
and the maximum hi_norm is on the right edge in Fig. 10. 
These figures reveal that most of the IP addresses on the local 
network have significant UDP traffic and that the SOM moved 
the high port traffic, generally, from the lowest high ports at the 
lower left to the highest high ports in the upper right. A pattern 
has already developed: The most interesting features have 
been pushed by the SOM to the edges of the island. 
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Figure 7, Reference 



Figure 8, Total Entries 



Three features still need to be displayed, but there are no 
more primary colors, so these three additional features were 
produced in grey scale. (The tot_norm, udp_rat, and hi_norm 
features were selected for the primary colors because they were 
suspected of being the most indicative of malicious behavior.) 

Fig. 11 is src_rat in grey scale. The node with the 
maximum value is colored white for identification and is in the 
bottom left of the island. Fig. 12 displays port_rat in grey scale 
with the hexagon containing the maximum value in white. 
This maximum value is located just inside the edge of the 
island towards the right and about halfway down. This is the 
only instance where a maximum value is not on the edge of the 
island. 

Fig. 13 shows the lo_norm in grey scale. The node with the 
maximum value is colored white and is on the lower left edge 
of the island. This figure is more splotchy than the others 
which is probably an indication that this feature is not as 
dominant as the other features. 

The next step was to combine the red, green, and blue maps 
to get a full color representation of those features on the island. 

Fig. 14 is a red-green-blue 
full-color map of the island 
showing major features. The 
red was taken from Fig. 10, 
the green from Fig. 9, and the 
blue from Fig. 8, all of these 
three colors being blended 
together for each hexagon for 
a full color image. It is now 
helpful to describe these 
major features as landscape 
features to assist in further 
discussion. The middle right 
of the map has a dark red tint 
and is purple with the labels 




Figure 11, Source Ratio 







Figure 9, UDP Ratio 



Figure 10, High Ports 



Figure 12, Port Ratio 



Figure 13, Low Ports 
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Figure 14, Full Color Map 



Ports, Hi Port, and Total 1. Ports refers to the port_rat 
maximum, Hi Port refers to the hi_norm maximum, and Total 
1 refers to the tot_norm maximum. This area of the island was 
labeled with the landscape designation the Hi Port Mountains 
(think of purple mountains). The red-tinted area next to it was 
labeled the Port Cliffs. 

The very top of the island in Fig. 14, an area from dark 
green to black, has the labels UDP, Bots, and Total 2. UDP 
refers to the area with the maximum UDP ratios and was 
labeled the UDP Plains. Total 2 refers to an area with 
secondary high values of tot_norm, so this area of the island 
was labeled the Bot Hills. 

A large part of the island In Fig. 14 is green and was 
labeled the Valley. It contains areas labeled Lo Port for the 
lo_norm maximum and Sources for the src_rat maximum. The 
brown area between the Bot Hills and the Hi Port Mountains 
was labeled the Plateau. A distance channel image, similar to 
a U-matrix, was created for comparison with previous methods 
of analysis. 

Fig. 15 shows a distance channel image with the same data 
and labels as Fig. 14. Unlike a U-matrix, where some 
hexagons are nodes and other hexagons represent the distances 
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between nodes, in Fig. 15 every hexagon is a node and the 
shade of grey for that node (hexagon) represents the average 
distance between a node (hexagon) and the other nodes 
(hexagons) around it. Dark areas indicate nodes which are 
closer together and light areas indicate nodes which are farther 
apart. Imagine farther apart in this context to be similar to 
elevation. The UDP Plains is clearly delineated as is the Bot 
Hills. The right side of the island from the Origin to the Port 
Cliffs and Hi Port Mountains can be seen to be a rocky area 
with frequent changes in elevations. The Valley is relatively 
level and the Plateau has a slight elevation. It is not necessary 
or appropriate to get too technical in evaluating the elevations. 
This is only an aid in imagining the different parts of the island. 

Fig. 16 is a drawing which simplifies the landscape labeling 
of the island. The Valley is called the Traditional Valley 
because this is where traditional office network traffic appears, 
as is further explained below. Origin Basin emphasizes that 
this is the lowest part of the island. 




Origan 



The next issue addressed was the location of the population 
on the map. Population in this context means that if the BMNs 
of all of the local IP addresses were determined, where would 
they appear on the island? The grey scale method was used, at 
first, to determine this, and later another method was used. 
Both will be shown in order. 

Fig. 17 plots all (65,536) of the local IP address locations 
on the island. Dark grey indicates high population for a 
hexagon (node) and light grey indicates low population. Two 
areas are relatively highly populated in terms of landscape 
features: The Valley and the UDP Plains. Fig. 18 displays in 
light shades of grey the locations of the IP addresses of 
professionally administered computers, such as desktops for 
faculty and staff, which are clearly located primarily in the 
Valley and the Plateau. 

A better way of displaying populations was determined. 
Imagine looking down on Earth from above at night and seeing 
the lights of villages and cities which indicate populated areas. 
This was imitated on ANNaBell Island by putting asterisks in 
hexagons where numerous IP addresses were represented. Red 
asterisks were arbitrarily used sometimes, and yellow asterisks 
other times. There is no significant difference between the use 
of the red and yellow asterisks in showing population locations. 
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Figure 15, Distance Channel Image 



Figure 16, Landscape Drawing 
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Figure 17, 
All IP Addresses 



Figure 18, 
Weil-Kept Computers 



Fig. 19 shows the population centers of the IP addresses for 
the subnet of a well-administered department. The locations 
are primarily spread out in the Valley with some in the Plateau. 
Contrast this with locations for IP addresses used by students in 
Fig. 20, which are largely in the UDP Plains, the Bot Hills, and 
the Mountains. Showing population centers on the island can 
clearly be used to characterize the security of various 
departments, possibly reflecting the skills of the LAN 
administrators for those areas. 

The populated areas of numerous departments were plotted 
to determine if any differences based upon known security 
issues could be readily visualized. The results are forensics 
analyses for organizational departments. Individual IP 
addresses can also be plotted on the map for an indication of 
the type of network traffic involved for a single IP address. 

Fig. 21 shows the populated area of a department with a 
history of security problems. Contrast this with Fig. 22, which 
shows another department which has been locked down by a 
paranoid administrator. 

The IP address of any individual computer can be plotted 
on the map in order to characterize the use of that computer. If 
an office computer, for example, appears in the UDP Plains 
instead of the Traditional Valley, then the computer becomes 
suspect for an infection and/or misuse. 

The last step of this research was to display the island in 
three dimensions. An open source 3D graphics application, Art 
of Illusion [20], rendered the 3D Island displayed in Fig. 23 by 
mapping the distance channel data (Fig. 15) to elevation. This 
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Figure 21, 
Poorly-Kept Department 



Figure 22, 
Paranoid Department 



Figure 19, 
Well-Kept Department 



Figure 20, 
Student IP Addresses 



technique, referred to as a height map, is often used in terrain 
modeling. Here, color was determined based upon height, but 
colors could have been determined by other data such as that 
shown in Fig. 14. Indeed, a huge variety of 3D images are 
possible since any data set or distance channel can be used as 
an elevation map while colors, textures, and transparencies are 
supplied by other data sets. To help orient the viewer, Fig. 23 
adds background colors of blue for sky and dark blue for water. 

V . Conclusion and future work 

A hexagonal SOM in a meta-hexagonal layout can 
graphically display features of network traffic as an island 
landscape for better understanding of the SOM output, aiding 
in data mining and forensics and mitigating the black box 
epithet for SOM. This graphical display can also profile 
networks and individual computers to aid in security and 
intrusion detection. 

This research took the cryptic output of a successful SOM 
intrusion detector and creatively used color for a 3D 
landscaped island that represents different types of network 
traffic, differentiating between malicious and various types of 
normal behavior. The methodology requires cleverness in 
manipulating the data channels for visual meaning. Further 
research in this area would aid in improving informational 
security intrusion analysis and detection. 

There are at least two open questions: 

• Would a temporal map maintain the same basic 
landscape shape or change over time, either randomly or in a 
meaningful way? 

Is the existing map specific to the tested network or a 
pattern of Internet traffic, in general? 

Much more research can be done in this area, such as the 
following: 

• Track malicious network traffic through the several 
days leading up to a detection to see if an involved IP address 
can be seen moving from safe areas to dangerous areas of the 
map. 

• Rebuild the SOM to dynamically handle temporal 
data, simultaneously training itself and graphically displaying 
ongoing results. 
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Figure 23, 3D ANNaBell Island 

• Create a hierarchical SOM in the Bot Hills area to 
further differentiate the types of network activity in that area. 

• Determine the types of computers that are represented 
by the Plateau, based on a hypothesis that they are primarily 
professionally administered servers available to the Internet. 

• Address a hypothesis that the UDP Plain represents 
P2P and/or network gaming traffic. 

• An interactive map could be developed giving 
administrators various tools, such as filters, to aid in visualizing 
the maps, plus the ability to track changes. 
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Abstract — In multimedia conferences there are many 
Video Conference System (VCS) applications with 
specific features for each such identity, Support Global 
Roaming and Support Multiple Client behind NAT. one 
of the most important features in VCS is the identity, 
which control and manage the system. The identity 
feature includes chairman, participants and observers. 
In this paper we made comparison between the six VCS 
systems in term of identity feature. At the end we 
found the NLVC is slightly better than other systems 
and it is useful for control. 

Keywords- NLVC, Eyeball chat, WebEx, Skype, 
Polycom PVX, Meeting Plaza, Chairman, Participant, 
Observer. 



I. 



Introduction 



Recently, many areas that used distributed computer 
network systems are increasing rapidly such as 
industry, academia, and government. Video 
conferencing system is a type of computer-based 
communication applications. The idea of video 
conferencing appeared for the first time in the 1920s 
[1]. The task of video conferences focuses to be 
together in space and time. In addition, it focuses to 
make groups more effective in their work by using 
various services such as telephony service over IP 
networks that are known as IP telephony or Voice 
over IP [2]. 

Products of video conference contain a wide range of 
interactive features of multiple reciprocal actions 
between the participants. Significantly, in many cases 
on the internet you can add live video image to a 
presentation for more effectiveness of education. 
Supports for a wide range of activities based on video 
[3]. 

Voice conversation is the most natural form of 
interpersonal Communication. In a conversation with 
at least two participants, every person will finish 
speaking to be the fact thoughts and hear others 
transforming. In rare cases, several participants can 
speak at the same time or one of them can interrupt 
another, so that occur ambiguous words. Face to Face 
conversation is, in that all participants in the same 
physical location, as a meeting place. However, due 
to the globalization of the activities, there is an 
increasing need to communicate to a person about 
geographical locations. Thereby the development of 
systems becomes to allow a high perception of the 



present for face to face like the communication with 
high-quality speech [4]. 

The goal of this paper is to investigate how NLVC 
(Northern Light Videoconference) reacts to network 
congestion that is, how NLVC manages and handles 
the sessions to improve slightly comparing with five 
products Eyeball Chat, Meeting Plaza, Microsoft 
Communicator, Polycom PVX, and Skype systems. 

The paper is organized as follows: in Section II, we 
present a brief of user identities; in Section III we 
describe the NLVC system; Section IV describes the 
comparison of products; Section V shows the 
comparison of NLVC and other products; finally 
Section VI concludes the paper. 



II. 



User Identities 



In general, any conference and meeting session is 
made up of at least one of the following user 
identities: (i) conference chairman; (ii) participants; 
(iii) observers. The conference participants must be 
existing in any conference meeting. 

-The Observer site is allowed only to see the 
conference, and it is not admitted by active 
participation in the conference. 

-The Participant site can take a contribution and 
part of the conference. In other words, every 
participant can send inquiry to an active side to send 
audio, video, chat and files [5]. 

-The Chairman site initiates the conference which 
considers the responsible on the pre-coordination, 
organization, and company. Moreover, the chairman 
site can decide, 'why / what', 'if, 'where', and 'that' 
the meeting. It can also organize and publish an 
agenda meeting. 

The chairman site has the following features: 

- To have the ability to cut a short part of a lengthy 
active site, that is, to 'Kill' the currently site that is 
activated. 

- To have the ability to change the status of a 
participant to observer and vice-versa. 

- To have the ability to terminate or end the 
conference. 

It can become only one side of conferencing leader 
[6] [5]. 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 

Vol. 9, No. 1,2011 



Generally, a conference is made up of the conference 
chairman, participants and observers. The conference 
chairman is the organizer and coordinator of the 
conference while other conference members can be 
participants or observers [7] [8]. 



III. NLVC System 

Desktop Conferencing System has become 
immensely popular in substituting real meetings and 
conferences because time cannot be compromised in 
today's world. The idea of NLVC was adopted by 
[9]. NLVC depends on control criteria for the 
optimization of the document and bandwidth of the 
multimedia Conferencing. The current NLVC 
implemented by the Network Research Group (NRG) 
from the school of Computer science at the 
University Science Malaysia in collaboration with 
Multimedia Research. 

The current NLVC used to utilize a switching method 
to gain low bandwidth exhaustion. Nowadays, NLVC 
still allows an unlimited number of users to 
participate in the conference. NLVC is a set of 
conference control options that can be considered as 
rules for controlling the current NLVC that is called 
Real-time Switching (RSW) control criteria [10]. 
RSW is used to handle two issues in multimedia 
conferencing. The first one is to handle the confusion 
that is generated when everyone tries to speak at the 
same time. The second issue is the tremendous 
amount of network traffic that is generated by all 
participating sites [2]. In addition NLVC has a useful 
interface as shown in Figure 1. 
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Fig 1 : Screenshot of NLVC program 



IV. The product comparison 

1- Eyeball Chat System 

The Eyeball chat is a free software parcel, integrated 
live video, the conversation, the exchange of video- 
messages and the transference of graphic arts files, 
and audio. The Eyeball chat offers high-quality video 
chartrooms with the management of the private 
sphere that integrates with AIM, messenger MSN and 
Yahoo instruments compatible [3]. 
According to the fact that business communication 
and electronic commerce become more popular and 
move into cyberspace, the businessmen like to use 
Eyeball as a result of adopting with technologies 
changing. [11]. 

The eyeball is an instrument super massive-shared 
media where the communication distance allows a 
different distribution channel, like video, audio, and 
text messages. The video becomes high-quality, also 
even in a slow internet connection. Another 
interesting Feature of this software is the user 
friendliness. 

Eyeball chat can be used either like video -messenger 
or video communication tool. This last feature gives 
the user the more permit to send and receive video 
messages. In addition, it is very useful, especially 
when the other users are temporarily offline. 
Moreover, the web version of the software allows the 
user to begin a chat session directly from the web 
browser. This feature is useful- for example- the user 
can access the service from other locations by using 
the options that offer in Eyeball chat main menu 
without the chairman handles [12] as shown in Figure 
2. 




Fig 2: Screenshot of Eyeball Chat main menu 

2- WebEx System 

WebEx is considered an easy possibility to exchange 
the ideas with each other everywhere. 
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WebEx has estimated, that the presidium to 
conferencing system tools like instant messaging that 
include chat, audio-conferencing, presence 
awareness, video conferences, application Sharing, 
whiteboard, vote and recording of meeting 
information [13]. 

WebEx combines the real-time desktop sharing with 
phone conferencing therefore everybody sees the 
same thing during speaking by using the sharing 
controls [14] as shown in Figure 3. 
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Fig 3: Screenshot of WebEx Chat main menu 

It can easily expect the coming of application 
sharing products like Microsoft Net meeting, Lotus 
seminal time and WebEx.com come. Participants in 
the application sharing can allow to the others to see 
and even control their desktop applications in the 
same time the chairman can control of their desktop 
application [15]. 

WebEx is the famous on-line system meeting for 
Global business. An efficient communication-tool 
supports a wide palette of on-line meeting services 
like application sharing, whiteboard and video 
conferences. The idea is a build up a number of 
switching centers that are increasing in the world. 
Switching centers are responsible for the routing of 
the communication between end users. This strategy 
is actually concurrent for a big number of video 
conferences. Even where two members are in the 
same area, the data always transmitted from 
switching centers that will originate an unreasonable 
delay for video communication [14]. 

3- Skype 

Nowadays, the efficient transport of Multimedia- 
Flows is an open edition and a hot subject as long as 
multimedia services are rapid in meaning. The Voice- 
over-IP- applications are taking an ever growing 
importance like the effectiveness of Skype 



application for end users and the application of big 
networks under SIP[16]. 

There are several VoIP software applications on the 
internet as Skype, Google talcum, Windows Live 
messenger, and Yahoo messenger. After the best 
knowledge, we insure, only Skype supports multi- 
party Conferencing [4] . 

Skype is an interactive software application which 
allows users to make calls over the internet to 
different parts of the world. It became popularly 
under addition of instant messaging, audio/video- 
entertainment, and file transfer Features. In Skype, 
phone calls to normal landline and mobile phones 
need to an emblematic fee based on debiting from the 
user account system while phone calls to other Skype 
users in the service are free. 

Skype is principal in the educational setting to add 
interaction to online courses. Students can do 
chatting with each other or with their teacher using 
text, audio or video [17]. 

Skype [18] is a well-known conferencing service 
with several Million registered users communicate on 
(best effort) the internet [19]. Figure 4 is shown 
Screenshot of Skype program. 
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Fig 4: Screenshot of Skype Program 
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4- Polycom PVX 

The Polycom PVX video conferences are class 
economic applications package that delivers 
qualitatively high-quality audio, video and content 
sharing on the PC and USB camera. The Polycom 
PVX application is an excellent visual 
communications solution for small teams, who do not 
have dedicated IT support or a need to centrally 
manage user access or capabilities. PVX System 
offers high-quality video-phone calls where the 
pupils are able to see the lecturer and the other pupils 
in the class. Indeed, is the desktop picture that will 
transfer is a converted scan with low quality. PVX 
should be completed with the shared view. In 
addition, the pupil does not have a text chat 
characteristic in the PVX system [17]. The Figure 5 
is shown the Polycom interface. 
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Fig 5: Screenshot of Polycom program 



5- MeetingPlaza 

MeetingPlaza is a pure software solution. The most 
characteristic in MeetingPlaza is "high availability" 
that no matter how bad the situation can connect and 



use. In 17 open trial conducted in the internet has 
been successfully proven. MeetingPlaza has been 
adopted as the B/S structure (browser / server) 
without having to install client software. 
MeetingPlaza takes up little space and it is able to 
achieve high-quality and reliability of audio and 
video communications, document sharing, 
collaborative browsing, text chatting and other 
meeting functions, effectively saving time and 
money, and improving the work efficiency even 
without the high cost of inputs. MeetingPlaza video 
conferencing system can be used internal 
communication, meetings, the exchange of customers 
and partners in the business, customer service 
systems, remote training, education system, advisory 
system, medical tele-consultation system, and many 
other industries through the network remote real-time 
audio and video communication systems [20]. 
Meeting Plaza WCS (Web Contact Service) was 
improved and connected remote points using VoIP 
with the internet and PCs for removing the restriction 
of transporting time and distance. For this reason, the 
real-time are supported and made in practical to 
window service for customers [21]. Figure 6 shows 
the screenshot of Meeting Plaza software. 




Fig 6: screenshot of Meeting Plaza software 

V. Comparison NLVC with other products 

The five applications are described above and 
compared to the following three features - chairman, 
participant, and observer in Table 1. 



Table 1 : Comparison of multimedia systems 



Identity 


NLVC 


Eyeball Chat 


WebEx 


Skype 


Polycom 


Meeting 
Plaza 


Chairman 


YES 


NO 


YES 


YES 


NO 


NO 


Participant 


YES 


YES 


YES 


YES 


YES 


YES 


Observer 


YES 


NO 


NO 


NO 


NO 


NO 
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VI. Conclusion 

This paper compared the performance of NLVC and five 
technologies in term of user identities -chairman, participants, 
and observer as the common features for a useful technology. 
These technologies are Eyeball chat, WebEx, Skype, Polycom 
PVX and Meeting Plaza. From the discussion and comparison, 
we conclude that NLVC performs slightly better than other 
five technologies. 
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Abstract: Developing smart house systems has been a great 
challenge for researchers and engineers in this area because of 
the high cost of implementation and evaluation process of these 
systems, while being very time consuming. Testing a designed 
smart house before actually building it is considered as an 
obstacle towards an efficient smart house project. This is 
because of the variety of sensors, home appliances and devices 
available for a real smart environment. In this paper, we 
present the design and implementation of a multi-purpose 
smart house simulation system for designing and simulating all 
aspects of a smart house environment. This simulator provides 
the ability to design the house plan and different virtual 
sensors and appliances in a two dimensional model of the 
virtual house environment. This simulator can connect to any 
external smart house remote controlling system, providing 
evaluation capabilities to their system much easier than before. 
It also supports detailed adding of new emerging sensors and 
devices to help maintain its compatibility with future 
simulation needs. Scenarios can also be defined for testing 
various possible combinations of device states; so different 
criteria and variables can be simply evaluated without the need 
of experimenting on a real environment. 

Keywords- smart house simulator; scenario-based smart house; 
virtual smart house; sensor simulator. 



I. 



Introduction 



As new technologies are emerging, people are more 
eager to apply these technologies to their house in order to be 
more and more comfortable and secure. Smart houses, as a 
state-of-the-art technology in two last decades, are becoming 
the most exciting and useful tools in our daily lives, which 
has brought a higher comfort and security level into our life. 

The terms smart homes and intelligent homes have been 
used for more than a decade to introduce the concept of 
smart devices and equipment in the house. According to the 
Smart Homes Association the best definition of the smart 
home technologies is "The integration of technology and 
services through home networking for a better quality of 
living". 

Smart home is not only an interesting topic, but also a 
burgeoning industry as well as entering to a broad audience 
home gradually [1]. Most programmers have to design smart 



home systems case by case and spend a lot of time managing 
them [2]. Many others have already presented how to cut 
down the building costs by using smart home simulators or 
high level programming languages [3]. 

Smart houses could be divided into two main categories: 

• Programmable houses - are those scenario-based 
systems programmed to perform an action triggered 
by a condition on a sensor output. 

• Intelligent houses - are those that possess some kind 
of intelligence without the need of precise manual 
design of the procedures. 

A. Programmable Houses 

Programmable houses will be those that have reactions 
based only on simple sensor inputs, and possess no built-in 
intelligence. Such a house for a predefined input has a 
programmed set of actions to perform. 

Examples of such actions might be light bulbs operated 
by movement sensors, or selection of one of the predefined 
lighting settings by a button on a remote controller. 

Actually, many of currently manufactured and sold smart 
house systems belong to this group. 

The biggest problem with this type of houses is that they 
have to be reprogrammed when some of the features change. 
That presents a problem for many people and requires calling 
a technician to get the job done. 

Hence increasing tension to develop some smart home 
solution that is based on artificial intelligence will adapt its 
operation to changing user behavior. That tension leads to 
development of the houses that belong to the second 
category. This paper, though, supports the first group of 
smart houses described earlier. 

B. Inteligent Houses 

They represent the state-of-the-art technology. Those 
types of installations are driven by artificial intelligence, and 
instead of having to be programmed they are able to learn 
basing on observation of inhabitants behavior over a period 
of time. 
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One of the first successful implementations was well 
known Adaptive House developed by M. Mozer at 
University of Colorado back in 1998. Some other examples 
that belong to the group of intelligent houses are: 

• Georgia Tech Aware Home 

• AIRE spaces at MIT 

• Interactive Workspaces Project at Stanford 

• Gaia project at UIUC 

• MavHome project at UTA 

The smart house consists of a large and wide ranging set 
of many services, applications, equipment, networks and 
systems that act together in delivering the "intelligent" or 
"connected" home in order to maintain security and control, 
communications, leisure and comfort, environmental 
integration and accessibility. These components are 
represented by many actors that interact and work together to 
provide interactive systems that benefit the home based user 
in the smart house. Because of this wide ranging variability 
of the entities in the smart house, there is a very high level of 
potential complexity in finding the optimal solution for each 
different smart house. 

For researchers and engineers, it is difficult to work in 
the real smart home since home appliances are very 
expensive. 

In this paper we present the designing and 
implementation of a comprehensive smart house simulator 
to reduce these complexities of implementation a smart 
house and also find the best solution of making a home or a 
building smart. Our simulator is completely object based, 
because we have considered no limitation in different 
process of simulation. 

II. Related Works 

There have been lots of works on this research area 
including the big corporations and research groups. As a 
result, various ubiquitous computing simulators such as the 
Ubiquitous Wireless Infrastructure Simulation Environment 
(Ubiwise) and TATUS and Context Aware Simulation 
Toolkit (CAST) have been proposed. The Ubiwise 
Simulator is used to test computation and communication 
devices. It has three dimensional (3D) models that form a 
physical environment viewed by users on a desktop 
computer through two windows [4, 5]. This simulator 
focuses on device testing, e.g., in aggregating device 
functions and exploring the integration of handheld devices 
and Internet service. Thus, this simulator does not consider 
an adaptive environment. TATUS is built using the Half 
Life game engine. Therefore, it looks like an assembled 
simulation game. It constructs a 3D virtual environment, 
e.g., a meeting scenario. Using this simulator, a user 
commands a virtual character to perform tasks, such as to sit 
down. This simulator does not consider device simulation 
[6]. CAST is a simulator for the test home domain. This 
simulator uses scenario based approach. It has been 
proposed as a prototype using Macromedia's Flash MX 
2004 [7]. However, using Flash MX [8] does not support 
users to freely control their environment. Joon Seok Park et 
al. proposed the design structure for smart home simulator 
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regardless of environment factor as well as interaction 
aspect [9]. 



III. Proposed Smart House Simulator 

There are many simulators in different scope of science 
and the main purpose of implementing and developing them 
is demonstrating a virtual model of real subject as well, in 
order to decrease the problems and difficulties emerge in the 
way of implementing and evaluating the proposed project in 
reality. 

Indeed researchers use simulators to decrease costs and 
consumed time for testing and evaluating their ideas on 
developing and evaluating a project. So the principle duty of 
a simulator is simulating a virtual model of reality that must 
be close to its actual model in the real world 

In this paper, we present the designing and 
implementation of smart house simulator for developing and 
evaluating smart house projects to decrease the obstacles in 
the way of such projects, mostly cost and time. Due to some 
difficulties such as providing the necessary real sensors and 
home appliances to analyze the real home environment, 
couldn't advance any further than their design level. 

This simulator can be used as a substitution for the 
corresponding real smart environment. Every kind of state- 
of-the-art sensors and home appliances can be used in the 
proposed simulator. All the necessary requirements for 
making a house smart are provided in the simulator. 

In the following sections we explain the designing and 
implementation level of the project and then discuss about 
the main features of the proposed simulator. 

All the principle futures and main capabilities are 
considered in the designing level, which distinct the 
proposed simulator from other similar systems. 

Some of the most important characteristics of the 
simulator are describing in the following sections. These 
principle features of the proposed system are illustrated in 
Fig.l. 




Defining 
Scenarios 



Smart 

House 

Simulator 



Designing 
House 

Plan 



Figure 1 : Principle features of the proposed Smart House Simulator 

A. Top view plan of the specified house 

The simulator should have the capability 



of 



demonstrating the plane of the desired house plan in order to 
be able to simulate a more real virtual model of the house 
(Fig. 2). The possibility of drawing the house plane is 
provided in this simulator, so the user can define all 
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Figure 2: Simulator environment containing top view plan of the house and virtual simulated devices 



boundaries of the house such as different rooms, doors, 
windows and etc. The user also can load an image of top 
view plan of a house as the house plan. 

After designing the house plan user should place each 
home appliance in their positions as they placed is in real 
house so user can distinguish them easily for crating different 
tasks in different objects. User can design the most real 
model of the real house by using this capability of the 
proposed simulator. 

B. Supporting all kinds of sensors and home appliances 

Using different types of sensors and actuators for getting 
and setting status of each device is an inseparable part of 
every smart house projects. Many of these sensors are too 
expensive and some of them have various kinds with 
different futures of a certain type. 

As technology is improving so fast, it's obvious that 
every day a new kind of sensors, actuators and home 
appliances will emerge, so the ability of supporting any kind 
of sensors and actuators is an important future for a smart 
house simulator. 

This simulator provides the possibility of creating a 
virtual model of any kind of cutting-edge sensors and devices 
with defining all of their details like the kind of data that 
each sensor can sense (Fig. 3). 

As it is shown in this figure, first user should enter a 
name for the considered sensor and then select the data 



format of it. Data format is the format of the considered 
sensor that each sensor uses it for demonstrating the status of 
environment. We have considered 3 data format for sensors 
contains "Numeral", "Point" and "Multi States", because 
almost all the sensors data format can be in one of these 
kinds of data. For example light sensor data format is multi 
state and it means this sensor use for example two state of 
"On" and "Off for showing the light status of environments. 

The data format of each sensor can be defined via this 
form, so that every kind of sensors will all details can be 
simulated and have a very close model of each sensor in 
order to have an optimal simulation of smart houses. 

For example a light sensor demonstrate the level of light 
by describing it in 3 level of light, dim and dark; but a 
temperature sensor show the temperature of an environment 
in range of numbers or a temperature sensor demonstrates the 
temperature status of the environments in a range of number, 
so user should choose the numeral data format for this kind 
of sensor. 

So there is no limitation for using any kind of off the 
shelf equipment for simulating a virtual smart house 
environment as well and user can add any number and kind 
of sensors and home appliances in the simulator. Fig. 4 
illustrates the Windows Form which handles adding any 
virtual model of devices to the simulator. Then user should 
assign related sensors to each device and choose the devices 
icon to be shown in designed house environment. 
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Added Sensors: 

Power 

Temperature 
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Light 
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Light 

Dim 

Dark 



Add State 



Remove State 



Figure 3: Add sensor form. This form enables the user to create any kind of 
sensors for use in the devices. 



Object Icon: 



List of .Added objects: 



Lamp 
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Camera 
TV 




Figure 4: Adding house devices form 



c. 



Connecting to house remote controlling systems 

There are a number of houses remote controlling projects 
which controlling the devices of a smart house remotely via 
web or mobile messaging systems. 

The proposed simulator can connect to the server of these 
systems through a network or web. Users can observe the 
designing simulated house by using internet or via a network 
and define a task to be done and then send it as a command 
to the house remote controlling server. The simulator is 
always checking the server and applies the commands on 
proper devices. 

After each tasks done, the simulator send the updated 
status of each device to the server. The format of updated 
status for sending to the server should be in a certain format 
as Fig. 5 illustrates. This feature enables the use of this 
simulator as a good substitution for smart houses testing 
facilities. 



ObjectJD 



Sensor ID 



Sensor Value 



TimeStamp 



Figure 5: The fields in the packet used to send data to smart house remote 
controlling server 

D. Planning scenarios 

Scenarios make it easy for people saving the list of 
actions for further use, in addition to design multiple actions 
to be done in a single scenario. Later the scenarios can be 
enabled / disabled in the scenarios list or be used in another 
scenario too. Cheng, Wang and Chen proposed a reasoning 
system for smart houses that is also scenario based [10]. 

One of the capabilities of this simulator, which distinct it 
from other smart house simulators is the ability of creating 
scenarios. Each scenario consists of some scheduled tasks 
and each scheduled task defines a particular action for 
executing on a special device. As it is shown in figure 5, 
each scenario has a name and first executing time and date. It 
means for the first time that a scenario will be executed, user 
should define the date and time of executing it. A repeating 
time is considered to repeat the scenario automatically after 
the first time it executed, and there is no need that user each 
time Enable the scenario. 

So by using a scenario, a set of tasks will execute 
continuously. As it is shown in the Fig. 6, a delay time is 
considered for each task which was selected to be added in a 
scenario. This means as soon as a scenario executes, a set of 
selected tasks will be run after its defined time passed from 
the previous executed task. 

User can define each schedule and set a combination of 
specified schedules as a scenario. Scenarios are used for 
testing various possible combinations of device states; so 
different criteria and variables can be simply evaluated, 
without the need of experimenting on a real environment. 
The scenarios are designed to set a number of tasks all in 
one place for further and easier use [1 1]. 

IV. Evaluation 

To evaluate the proposed Smart House Simulator we 
considered a set of scheduled tasks which created by user 
via the proposed software and then execute them on defined 
device at the defined time. 

In order to create a test plan for simulating via proposed 
simulator, first user should design a house plane and defines 
different home appliances and sensors and assign related 
sensors to each appliance. Then via the "define scheduled 
task" some tasks should be created on desired objects which 
are used in the house. 

Each task executes on a special device at a specific time 
and date and set the device's sensor to defined data. Also a 
scenario can be created via proposed smart house simulator 
as it described in planning scenarios section. 
Scenarios are a set of these tasks which user has create them 
via "scheduled a task" form without considering their Time 
and date. 
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Scenario Features 

Scenario Name: 'Watering Plants 




Edit Scenario 



Figure 6: Define Scenario form. A set of scheduled task in the "Scheduled Tasks" checked box, should be selected for defining the scenario. 

These scheduled are created by user via "Define Schedule" form. 



To check the updated status of devices trough the 
simulator, a solution considered that can show status of each 
device every time the user get the status of them. As it is 
demonstrated in Fig. 7, by clicking on a specific device and 
choose "Get Status" option, the updated status of the 
selective device shown in a message box. So it can be 
realized if each task has executed correctly or not. Testing a 
defined scenario is the same also. We only should get the 
status of all devices which are defined in the scenario as 
scheduled tasks. 



File Smart House Edit Tools Help 



■I 



& 



Coffee maker 




Figure 7: checking the status of selected device 

V. CONCOLUSIONS 

In this paper we presented design and implementation of 
smart house simulator, which has considered all aspect of 
smart environment and there is no limitation for using 
virtual state-of-the-art sensors and appliances for simulation. 



The proposed simulator have some characteristics 
which distinct it from other smart house simulators. The 
ability of designing the plan of desired house plan or load 
top view plan of the house as it's plan and then placed 
appliances in their real place, makes this simulator to 
simulate a house very close to the real mod. 

Scenarios make it easy for people saving the list of 
actions for further use, in addition to design multiple 
actions to be done in a single scenario. 

The ability of connecting to smart house remote 
controlling systems is a good choice for researchers in 
this area to evaluate their projects. Because this feature of 
propose smart house simulator need a special format for 
interpreting commands, we considered a unique format 
for commands which received from house remote 
controlling systems. 



VI. Future Works 

In the future works, we plan to add the ability to define 
some variables such as energy consumption, computational 
complexity and etc. so that we can observe the changes in 
these variables as the simulation continues. This can be a 
great leap forward in minimization plans that are about to be 
applied on real smart houses but the real outcome of plan is 
hard to estimate as a linear or even nonlinear equation. The 
simulator can run the house scenarios and calculate real- 
time values of the variables so we can have a better estimate 
of the minimization plan if applied to a similar real house. 
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Abstract — The combination of Multi-Input Multi-Output 
(MIMO) with Orthogonal Frequency Division Multiplexing 
(OFDM) is regarded as a winning technology for future 
broadband communication. However, its sensitivity to Carrier 
Frequency Offset (CFO) is a major contributor to the Inter- 
Carrier Interference (ICI), this effect becomes more severe by the 
presence of multipath fading in wireless channels. This paper is 
concerned with CFO estimation for MIMO-OFDM system. The 
presented algorithm uses a two-step strategy. In the proposed 
method a preamble structure is used which made up of repeated 
orthogonal polyphase sequences such as Zadoff and Chu 
sequences. Both of them belong to the class of Constant 
Amplitude Zero Auto-Correlation (CAZAC) sequences. The 
repeated preambles that are constructed using a CAZAC code 
are simultaneously transmitted from all transmit antennas to 
accomplish frequency offset estimation. Simulation results show 
the robustness, accuracy and time-efficiency of the proposed 
algorithm compared to existing similar algorithms that use PN 
codes especially in multi-path channel. 

Keywords — CFO, MIMO, OFDM, Zadoff-Chu sequences. 



I. 



Introduction 



Nowadays, the limitations of modulation schemes in existing 
communication systems have become an obstruction in further 
increasing the data rate. Orthogonal Frequency Division 
Multiplexing (OFDM) is a promising modulation technique 
used in a wide range of communications systems. A key 
aspect of OFDM is the overlapping of individual orthogonal 
sub -carriers which leads to efficient spectral efficiency. One 
advantage of OFDM is that it reduces the effect of multipath 
environments. Multi-Input Multi-Output (MIMO) wireless 
system is a system that is equipped with multiple antennas at 
transmitter and receiver, takes spectral efficiency to a new 
level. MIMO systems are an efficient method to enhance data 
transmission rate requiring no extra bandwidth in rich 
scattering environments. The combination of OFDM and 
MIMO technologies referred to as MIMO-OFDM is a winning 
combination for wireless technology [1]. MIMO-OFDM has 
gained more and more interests in recent years. Carrier 
Frequency Offset (CFO) is caused by the Doppler effect of the 
channel or the mismatch between the transmitter and receiver. 
In OFDM systems, CFO destroys the orthogonality between 
the subcarriers, hence results in Inter Carrier Interference (ICI) 
and performance degradation. As the core technique is OFDM, 



MIMO-OFDM systems are much more sensitive to frequency 
synchronization errors. Therefore, these errors must be 
accurately estimated and compensated in order to avoid severe 
error rates. The synchronization techniques for single-input 
single-output (SISO) OFDM either exploit the inherent 
structure of the OFDM symbol using the cyclic prefix part 
without bandwidth overhead [2]. This approach relies only in 
the redundancy introduced by the cyclic prefix. Other 
techniques use specifically designed training symbols 
consisting of repeated parts [2-4]. Moose [3] proposed a 
Maximum Likelihood (ML) estimator which can correct the 
CFO after Fast Fourier Transform (FFT) of two identical 
training symbols. He also described how to increase the 
estimation range by using shorter training symbols, on the 
expense of reducing estimation accuracy. Schmidl and Cox 
[4] concluded that a first symbol is sent with two identical 
halves which lead to easier detection based on correlation 
properties. That is when the CFO is partially corrected in the 
first training phase, a second training symbol is sent to correct 
the remaining frequency offset. Tufvesson et al. [5] proposed 
an approach for frequency offset estimation using Pseudo- 
Noise (PN) sequence that can correct frequency offset with 
large estimation range. Recent works tackled the CFO 
proplem in MIMO-OFDM systems [6-9]. Mody and Stuber [6] 
applied a scheme using orthogonal polyphase sequences as 
training sequence, to estimate fine frequency offsets in time 
domain and coarse frequency offsets in frequency domain. 
Schenk and Van Zelst [7] extended Moose's method using 
repeated sequence with constant envelope as orthogonal 
training sequence to realize coarse and fine frequency 
synchronization in one step in time domain. Yao and Tung- 
Sang [8] proposed frequency offset estimation in MIMO 
systems assuming that the frequency offset between the 
transmit and receive antennas is different, whereas time delay 
is the same. Recently Liming [9] proposed frequency 
synchronization scheme using repeated (PN) as training 
sequences to correct CFO. 

In this study an algorithm is proposed based on the idea of 
[9] which aims to apply its frequency synchronization 
algorithm for MIMO-OFDM system, using a modified 
preamble consists of training symbol of constant envelope 
orthogonal codes with good periodic correlation properties, 
such as Frank-Zadoff [10] and Chu [11] sequences. Zadoff- 
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Chu sequences possess good correlation properties which are 
essential in a variety of engineering applications such as 
establishing synchronization, performing channel estimation 
and reducing peak-to-average power ratio. The use of these 
sequences leads to better frequency offset estimation at each 
transmitting antenna under the assumption of perfect timing 
synchronization. 

In the proposed method CFO is compensated in two stages, 
at first CFO correction is performed in an acquisition stage, 
but there will still be existing residual CFO that has to be 
compensated. To remove these CFO residuals a tracking stage 
is implanted. 

The paper is organized as follows .Section II describes the 
system model. In section III frequency synchronization 
preamble structure is explained in conjunction with properties 
of Zadoff and Chu sequences. The proposed frequency offset 
estimation algorithm is explained in section IV. System 
performance is evaluated through computer simulation in 
section V. Conclusion remarks are presented in section VI. 

II. System Model 

A general MIMO-OFDM system comprising N, transmitter 
antennas and N r receiver antennas is depicted in Fig. 1 . 
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Fig.l. MIMO-OFDM system block diagram. 

The received signal on the I th receive antenna is described in 
equation (1), supposing that time has been synchronized 
correctly 

N t 
n («) = Y, h q,i s q («) expi^ 2 ^} + w l (n) (1) 

q=\ 

Where s q (n) is the synchronization training sequence 
transmitted on q th transmit antenna, w(n) is the AWGN on the 
q' h receive antenna, £ is the frequency offset factor, L is the 
length of the training sequence, and h q , is the channel gain 
between the q,/, transmit antenna and the l th receive antenna .In 
the present study the same frequency offset for each transmit 
and receive antenna pair has been assumed . 



III. Sequence Analysis 

The main contribution of the proposed frequency 
synchronization algorithm is implementation of Zadoff and 
Chu sequences as synchronization sequences. Both of these 
sequences are considered as Constant Amplitude Zero 
Autocorrelation (CAZAC) sequences. The proposed frequency 
synchronization algorithm uses the good correlation property 
of CAZAC sequences. It is worthwhile to mention that 
complexity of polyphase and PN sequences could be 
compared using two different perspectives .First, a polyphase 
sequence in frequency domain is also a polyphase sequence in 
time domain, in other word Zadoff-Chu sequence is also 
Zadoff-Chu sequence after FFT which can help even in the 
implementation. Second, the frequency domain correlation of 
a PN sequence cannot give reliable sequence detection. Thus, 
keeping in mind the above mentioned comparison it has been 
decided to choose polyphase sequences as the basic sequence 
in the proposed study. 

A. Frank-Zadoff code sequence 

It is defined as cyclic shifted orthogonal code with good 
periodic correlation properties for preamble sequences. Frank- 
Zadoff code was described as a more general form of another 
code introduced by Heimiller [12]. For a code sequence of 
length L, {s , s h s 2 ... Sl-i}, the complex cyclic correlation 
function is defined as: 
L-\ 



= 1 

n=0 



S .S 

n+i n 



(2) 



note that s denotes the complex conjugate of s, s m = s m+L 

because it is a cyclic code. For i = 0, the value of x, reaches its 
maximum: 

2 



X 







L-\ 

XI 



(3) 



« = 
On the other hand, for < i < L — 1 the values of x, should be 
zero. That means each code is orthogonal to its own phase 
shifted version. 

B. Chu sequence 

The autocorrelation function of Chu sequences is known to 
be zero except at the lag of an integer multiple of the sequence 
length. The length of Zadoff codes is restricted to perfect 
squares. But, Chu sequences have the same correlation 
properties and can be constructed for any code length. A set of 
Chu sequence with length L is considered as S„, < n < L-l, 
where the k th element of S„, S„(k), is defined as: 



S n (k) 



nk- 



expO— ) 
expO> — : — ) 



L even 



L odd 



(4) 
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C. Preamble design 

The data packet is preceded by a section of pre-defined data, 
preamble, which is constructed using a repeated CAZAC code. 
Each transmitter transmits the same code, but with different 
cyclic shifts. The preamble is followed by a data transmission 
on all transmitters. The advantage of this MIMO preamble is 
that it takes only as much time as a SISO preamble and it is 
independent of the number of transmitting antennas. For the 
proposed frequency synchronization algorithm a repetition of 
the CAZAC training sequence is considered. The training 
sequences from different transmit antennas have to be 
orthogonal to each other for at least the maximum channel 
delay length to preserve orthogonality. 

N N 

K > l < > j 

data TX1 



TX2 



Time (sample) 

Fig. 2. MIMO-OFDM system preamble schematic diagram using 2 
transmitting antennas 

Fig. 2 shows an example of preamble including a CAZAC 
sequence repetition with N periods for 2 transmitters MIMO 
system. It is transmitted twice by 2 transmitters 
simultaneously with a different cyclic shift. 

IV. Frequency Synchronization Algorithm 

The proposed CFO estimation specifies a unique training 
sequence at each transmit antenna to designate the antennas 
and estimate the CFO. Chu and Zadoff sequences are adopted 
as training sequences in different transmit antenna with their 
shift and orthogonal properties. Assume the length of training 
sequence is L, and the period length of Chu or Zadoff 
sequence is N, then M=L/N. M is positive integer pointed to 
number of Chu or Zadoff sequences contained in the training 
sequence. Generally CFO estimation will be switched 
between two operation modes, the first called acquisition 
mode and the other is tracking mode. In the acquisition mode, 
a wide range of CFO can be estimated and the remaining 
CFO should be much less than half of the space between 
subcarriers. During the tracking mode only small frequency 
fluctuations will be dealt with 

A. CFO Acquisition 

CFO acquisition is performed only once when the 
transmissions begin. Therefore, the time of acquisition is not 
critical. When there is no channel fading and noise, the 
relationship between corresponding samples from different 
Chu or Zadoff sequences in a received training sequence on 
the same antenna is given by: 



(5) 



r /W exp(^) 

l<E(l,Nr),n<E(0,L- g N-l) 

Where g is the correlation period (the number of Chu or 
Zadoff sequences) denoting the distance between two 
correlated samples .The CFO can be estimated as: 

s=- — -xangle{</> ), 
2ngN s 

Where <j>„ is defined as: 



ge(LM-l) 



(6) 



N t L_gN_\ 



(7) 



1=1 n=0 



In (6), S is estimated with single "g". This kind of estimators 
is named as single-g estimators. They are adopted for CFO 

L 



acquisition, the estimation range is \s\ < 



2gN 



B. CFO Tracking 

For different "g", multiple different single-g estimators can 
be used together in estimating CFO to improve estimation 
accuracy. This is called as multiple-g estimator. The number 
of used "g" will be pointed to by parameter "m". One 
multiple-g estimator is given by: 



7 = 1 



L x angle{(j) ) x {2ng N)~ 



(8) 



Where: we(l,M-l) , g 1 ,g 2 ,g 3 ,....g m e (1,M -1) 

The estimation range of multiple-g estimator 

I I L 
is \s\ < . The estimation error of one 

2iVmax(g 1 ,g 2 ,....,g m ) 

multiple-g estimator may be much smaller than each single-g 
estimator used by it, especially when all these single-g 
estimators have the same or close accuracy. 

V. Simulation Results 

In order to examine the synchronization performance, 
number of simulation experiments will be performed for the 
proposed synchronization scheme and that described in [9]. 
Results reported here are carried out using Matlab . There are 
a number of parameters that describe the system. In the 
simulations, the following parameters are held constant: 

(1) Length of the training sequences: L = 1024. 

(2) Normalized CFO factor=0.5, that uniformly distributed 
within ±0.5 subcarrier spacing. 

(3) The multipath channel consists of six paths that have 
uniformly distributed delays over the interval [0, 2tt]. 

(4) Results are calculated for a 6x6 MIMO-OFDM system 
under the assumption of ideal modulation. 
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The performance of the estimator is evaluated by the Mean- 
Square Error (MSE) of the frequency offset estimates. The 
MSE for the/>-th transmit antenna is defined as 

I N matlab 2 



MSE= — 

p N 



matlab 



I 

1=1 



'est,p 



(9) 



Where s t (i) the frequency is offset estimate obtained in 

the j-th Matlab® trial, and W ,, j is the total number of 

Matlab® trials. 

In the first simulation experiment, comparison results of 
using PN and zadoff sequences in AWGN channel are shown 
in Fig. (3). Single-g estimator (g=l) (acquisition) and multiple- 
g estimators (m=2, g=2, 3) (tracking) are considered for both 
used sequences. The using preamble consists of four repeated 
sequences and, N=256 (the period length of training 
sequence). It can be shown that in acquisition stage 
performance of zadoff sequence better than PN sequence. In 
the tracking mode it is obvious that using zadoff sequence 
improves the estimation of CFO. 



1 Pn sequence, single-g, g:=1 
■ Frank code, single-g, g=1 
1 Pn sequence, m=2,g=2, 3 
1 Frank code,m=2,g=2,3 




10 15 

SNR 
Fig. 3. MSE versus SNR for PN and zadoff sequence in acquisition 
And tracking in AWGN ch. 

To obtain the results of Fig. (4), simulation experiment 
results run using Chu sequences compared with PN sequences 
in AWGN channel. The using preamble structured of 8 
repeated sequences (N=128.). Single-g estimator (g=2) 
(acquisition) and multiple-g estimators (m=4, g=3, 4, 5, 6) 
(tracking) are considered for both PN and Chu sequences. The 
comparison obviously illustrates that Chu sequence performs 
much better in acquisition stage and it is more accurate for low 
and high different value of "g" in tracking stage. 

From Figs. 3 and 4, it can be seen that the performance of 
zadoff and Chu sequences in multiple-g estimator is better 
than that of single-g estimator. Both sequences impact on the 
offset estimation performance nearly the same, which gives 
wide choices to enhance the system performance. 



PN sequence, single-g, g=2 
chu code,g=2 

PN sequence,m=4,g=3,4,5,6 
chu code,m=4,g=3,4,5,6 




10' 

-5 5 10 15 

SNR 

Fig. 4. MSE versus SNR for PN and Chu sequence in acquisition and 
tracking in AWGN ch. 

10% , , , , , , 



■ Pn sequence, single-g, g=1 

■ Frank code, single-g, g=1 

■ Pn sequence, m=2,g=2, 3 

■ Frank code,m=2,g=2,3 




SNR 
Fig. 5 MSE versus SNR for PN and zadoff sequence in acquisition 
and tracking in multipath ch. 

The other side in our simulation experiment is examining 
the sequences influence in the estimation with the effect of the 
multipath channel described before. In Fig. (5) and Fig. (6) the 
same parameters mentioned before are assumed for 
simulating, but with the effect of multipath channel. The better 
performance comparison of zadoff code and Chu code with 
PN sequence is demonstrated. 

From all previous simulation experiments, it can be seen 
that the performance of zadoff and Chu sequences is identical; 
they are nearly with the same trend, with same variations in all 
the simulation experiments depicted previously. 

In general both sequences impact on the offset estimation 
performance nearly the same, which gives wide choices to 
enhance the system performance, the proposed preamble using 
either zadoff sequence or chu sequence as training sequence is 
more robust and accurate from two sides. The first one is its 
superior performance and the other is saving required time 
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which makes the system more accurate especially with 
existing of the multipath effects 



PN sequence, single-g,g=2 
chu code,g=2 

PN sequence, m=4,g=3, 4, 5,6 
chu code,m=4,q=3,4,5,6 




Fig. 6 MSE versus SNR for PN and Chu sequence in acquisition 
and tracking in multipath ch 

VI. Conclusion 

A new CFO synchronization method for MIMO-OFDM 
systems with modified preamble method using repeating 
CAZAC sequences is carried out. The performance of a two 
stage synchronization structure has been studied. Simulation 
results show that fast and robust synchronization can be 
established. The proposed method enhances the 
synchronization performance even under low SNR. The new 
method surpasses the traditional one using regular PN 
sequences in both the AWGN channel and multipath channel. 
It achieves better performance without consuming much 
computation time. This is considered a very important feature 
in wireless communication systems in general. 
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Abstract — Ad-hoc networks are a collection of mobile hosts that 
communicate with each other without any infrastructure. These 
networks are vulnerable against many types of attacks including 
black hole. In this paper, we analyze the effect of this attack on 
the performance of ad-hoc networks using AODV as a routing 
protocol. Furthermore, we propose an approach based on hash 
chain to prevent this type of attack. Simulation results using 
OPNET simulator depicts that packet delivery ratio, in the 
presence of attacker nodes, reduces remarkably. On the other 
hand, applying proposed approach can reduce the effect of black 
hole attacks. 

Keywords:AODV;black hole;hash chain;OPNET 



proposed solution is discussed in section 6. In section 7, 
simulation results are analyzed. 



I. 



Introduction 



Ad-hoc networks are characterized by dynamic topology, 
self-configuration, self-organization, restricted power, 
temporary network and lack of infrastructure. Characteristics of 
these networks lead to using them in disaster recovery 
operation, smart buildings and military battlefields [1]. 

Routing protocol in ad-hoc networks are classified into two 
main categories, proactive and reactive [3], In proactive routing 
protocols, routing information of nodes is exchanged, 
periodically, such as DSDV [4]. In on-demand routing 
protocols, nodes exchange routing information when needed 
such as, AODV [2] and DSR [5], Furthermore, some ad-hoc 
routing protocols are a combination of above categories. 

Although trusted environment has been assumed in most 
research on ad-hoc routing protocols, many usages of ad-hoc 
network run in untrusted situations. So, most ad-hoc routing 
protocols are vulnerable to diverse types of attacks that one of 
which is black hole attack. In this attack, a malicious node uses 
the routing protocol to advertise itself as having the shortest or 
freshest path to the node whose packets it wants to intercept. In 
a flooding based protocol, the attacker listens to requests for 
routes. When the attacker receives a request for a route to the 
target node, the attacker creates a reply consisting of an 
extremely short or fresh route [6]. The rest of this paper is 
organized as follows: In section 2, AODV routing protocol is 
described. In section 3, we describe classification of attacks in 
MANET. Network layer attack is described in section 4. 
Section 5 summarizes related works and detailed description of 



II. 



AODV ROUTING PROTOCOL 



AODV is used to find a route between source and 
destination as needed and this routing protocol uses three 
significant type of messages, route request (RREQ), route 
reply (RREP) and route error (RERR). Field information of 
these messages, such as source sequence number, destination 
sequence number, hop count and etc is explained in detail in 
[2]. Each node has a routing table, which contains information 
about the route to the specific destination. When source node 
wants to communicate with a destination and there is not any 
route between them in its routing table, at first step source 
node broadcasts RREQ. So, RREQ is received by intermediate 
nodes that they are in the transmission range of sender. These 
nodes broadcast RREQ until RREQ is received by destination 
or an intermediate node that has fresh enough route to the 
destination. Then it sends RREP unicastly toward the source. 
Hence, a route among source and destination is made. A fresh 
enough route is a valid route entry that its destination sequence 
number is at least as great as destination sequence number in 
RREQ. The source sequence number is used to determine 
freshness about route to the source. In addition, destination 
sequence number is used to determine freshness of a route to 
the destination. When intermediate nodes receive RREQ, with 
consideration of source sequence number and hop count, make 
or update a reverse route entry in its routing table for that 
source. Furthermore, when intermediate nodes receive RREP, 
with consideration of destination sequence number and hop 
count, make or update a forward route entry in its routing table 
for that destination. 

III. Classification of attacks in MANET 

The attacks in MANET can be classified into two 
categories, called passive attacks and active attacks. Passive 
attacks are done to steal information of network such as, 
eavesdropping attacks and traffic analysis attacks. Indeed, 
passive attackers get data exchanged in the network without 
disrupting the operation of a network and modification of 
exchanged data. On the other hand, in active attacks, 
replication, modification and deletion of exchanged data is 
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done by attackers. The attacks in ad-hoc networks can also be 
classified into two categories, called external attacks and 
internal attacks. Internal attacks are done by authorized node in 
the network, whereas external attacks are executed by nodes 
that they are not authorized to participate in the network 
options. Another classification of attacks is related to protocol 
stacks, for instance, network layer attacks. 

IV. Network layer attacks in MANET 
Some network layer attacks are described in below: 

A. Wormhole attack 

In this attack, an attacker records a packet, at one location 
in the network, tunnels the packet to another location and 
replays it there [21]. 

B. Byzantine attack 

In this attack, malicious nodes individually or cooperatively 
carry out attacks such as creating routing loops and forwarding 
packets through non-optimal paths. 

C. Rushing attack 

Rushing attacker forwards packets quickly by skipping 
some of the routing processes. So, in on-demand routing 
protocol such as AODV, the route between source and 
destination include rushing nodes. 

D. Resource consumption attack 

In this attack, an attacker attempts to consume battery life 
of other nodes. 

E. Location disclosure attack 

In this attack, information relating to structure of network 
is revealed by attacker nodes. 

F. Black hole attack 

In black hole attack, malicious nodes falsely claim a fresh 
route to the destination to absorb transmitted data from source 
to that destination and drop them instead of forwarding. 

Black hole attack in AODV protocol can be classified into 
two categories: black hole attack caused by RREP and black 
hole attack caused by RREQ. 

1) Black hole attack caused by RREQ 
With sending fake RREQ messages an attacker can form black 
hole attack as follows: 

a) Set the originator IP address in RREQ to the 
originating node 's IP address. 

b) Set the destination IP address in RREQ to the 
destination node 's IP address. 

c) Set the source IP address of IP header to its own IP 
address. 

d) Set the destination IP address of IP header to 
broadcast address. 

e) Choose high sequence number and low hop count 
and put them in related fields in RREQ. 




Drop the packet 



Calculate the hash order in 
hash_RREQ. 




Accept the packet 



Calculate the hash of hash_RREQ 
specific times 




Drop the packet and set the name of 
sender node in blacklist. 



Accept the packet and change 

the criterion to the value of 

hash_RREQ 




Calculate hash of hash_RREQ 

and set this value in hash_RREQ 

and rebroadcast RREQ. 



Figure 1 . Operation at intermediate nodes when receive RREQ 

So, false information about source node is inserted to the 
routing table of nodes that get fake RREQ. Hence, if these 
nodes want to send data to the source, at first step they send it 
to the malicious node. 

2) Black hole attack caused by RREP 
With sending fake RREP messages an attacker can form black 
hole attack. After receiving RREQ from source node, a 
malicious node can generate black hole attack by sending 
RREP as follow: 

a) Set the originator IP address in RREP to the 
originating node 's IP address. 

b) Set the destination IP address in RREP to the 
destination node 's IP address. 

c) Set the source IP address of IP header to its own IP 
address. 

d) Set the destination IP address of IP header to the IP 
address of node that RREQ has been received from it. 
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TABLE I. 



SIMULATION PARAMETERS 



Simulation parameters 


Value 


Number of nodes 


46 


Network size 


600*600(m) 


Simulation duration 


600(sec) 


Transmit power(w) 


.0001 


Packet Reception-power Threshold(dBm) 


-95 


Hash function 


SHA-1 


Source node 


Mobile-node-1 


Destination node 


Mobile-node-4 


Packet Inter-Arrival Time(sec) 


Uniform(.l,.ll) 


Packet size(bits) 


Exponential 1024) 



e) Choose high number for sequence number and low 
number for hop count. 

So, data from source reach to malicious node and it drops 
them. 

V. Related works 

There are basically two approaches to secure MANET: 
1. securing ad-hoc routing and 2.Intrusion detection [7]. 

A. Securing routing 

Ariadne [8] has proposed ad-hoc routing protocol that 
provides security in MANET and relies on efficient symmetric 
cryptography. This protocol is based on the basic operation of 
the DSR protocol. In [9], a secure routing protocol based on 
DSDV has been proposed. Hash chains have been used to 
authenticate hop counts and sequence numbers. ARAN [10] 
uses cryptographic public-key certificates in order to achieve 
the security goals. The goal of SAR [11] is to characterize and 
explicitly represent the trust values and trust relationships 
associated with ad-hoc nodes and use these values to make 
routing decisions. Secure AODV (SAODV) [12] is a security 
extension of AODV protocol, based on public key 
cryptography. Hash chains are used in this protocol to 
authenticate the hop count. Adaptive SAODV (A-SAODV) 
[13] has proposed a mechanism based on SAODV for 
improving the performance of SAODV. In [14] a bit of 
modification has been applied to A-SAODV for increasing its 
performance. TRP [20] employs hash chain algorithm to 
generate a token, which is appended to the data packets to 
identify the authenticity of the routing packets and to choose 
correct route for data packets. TRP provides significant 
reduction in energy consumption and routing packet delay by 
using hash algorithm. 

B. Intrusion detection system 

[15] introduces a method that requires each intermediate node 
to send back the next hop information inside RREP message. 
This method uses further request message and further reply 



403 4S) -W3 E!-3 




e_ni>rie_32 



Figure 2. Network topology 

message to verify the validity of the route. Zhang and Lee [16] 
propose a distributed and cooperative intrusion detection 
model based on statistical anomaly detection techniques. In 
[17], the intermediate node requests its next hop to send a 
confirmation message to the source. After receiving both route 
reply and confirmation message, the source determines the 
validity of path according to its policy. In [18], Huang et al use 
both specification-based and statistical-based approaches. 
They construct an Extended Finite State Automation (EFSA) 
according to the specification of AODV routing protocol and 
model normal state and detect attacks with anomaly detection 
and specification-based detection. An approach based on 
dynamic training method in which the training data is updated 
at regular time intervals has been proposed in [19]. 

VI. Proposed work 

As we will discuss, AODV is weak against black hole 
attack. In this paper we propose mechanism to prevent black 
hole attack based on hash chain. Black hole attack is based on 
modification of sequence number and hop count. In this 
method, when an intermediate node receives RREQ or RREP, 
check an extra field, which will be explained later, to verify 
sequence number and hop count. If this node authenticates 
validity of this field, it can accept control messages and fill its 
routing table accordingly. We add one field named 
hash_RREQ to RREQ and similarly, one field called 
hash_RREP to RREP. We assume that only destination can 
send RREP, although, intermediate nodes can have enough 
fresh routes to the destination. It means that destination only 
flag in RREQ must be set. When source node wants to send 
data to destination, it must use AODV protocol to find a route 
to the destination. So this node sends new RREQ as below: 



Normal RREQ Hash-RREQ 



Normal RREQ is RREQ in AODV and hash_RREQ field is 
a new field that we add to existing protocol. Source node 
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should fill this field and intermediate nodes should verify the 
authenticity and change this field as will be explained. Source 
node chooses a random number as a seed. After that this node 
calculates hash of the seed a specific number of times as 
below: 



h <<,-i )b+ i(seed) 



(1) 



Where h r (x) means calculation of hash of x, r times (or 
order of hash is r) and a is the number that should be higher 
than maximum sequence number during the working of 
network, b is the maximum hop count between two furthest 
nodes plus one in the network, i is the value of sequence 
number and j is the hop count (patently j for source node is 0). 
We assume that before sending the RREQ with source node, 
all nodes in the network know the value: 



K + nt(seed) 



(2) 



We called this value criterion. Therefore, source node 
generates the hash of the seed using the formula (1) and places 
it in the hash_RREQ field; for example, for first RREQ that is 
sent by source node, i=l and j=0 . When this packet, RREQ, 
arrives to next hop, at the first step, this node checks the 
validity of hash value by knowing the formula (2). It means 
that the receiver node computes hash of hash_RREQ for y 
times, where y is the difference between order of hash in 
hash_RREQ and order of hash in criterion. If it is equal to 
criterion, Eq. (2), so intermediate node accepts this packet and 
inserts appropriate entry in relation with source node in its 
routing table. On the other hand, receiver node, after 
validating of hash_RREQ, changes its criterion to the value of 
hash_RREQ. Now this node should change the hash_RREQ in 
accordance with 1. It means that this node calculates hash of 
the hash_RREQ and places it in hash_RREQ. 

Similarly, destination node does as above but calculates 
hash chain in accordance with its own seed. Destination node 
places the value of hash in hash_RREP. New RREP is shown 
below: 



Normal RREP 



Hash-RREP 



Other things and operation are exactly similar to RREQ. 
Thus, malicious nodes cannot increase sequence number and 
decrease hop count. Because if they want do this, they should 
calculate hash in lower order and obviously this is impossible, 
for instance, with having h_20 it is impossible to calculate 
h_19. Consequently, malicious nodes can only increase hop 
count or decrease sequence number. As a result, wrong 
information about sequence number and hop count cannot be 
placed in routing tables. Besides, each node has a blacklist and 
when a node receive RREQ or RREP from malicious node that 
hash_RREQ or hash_RREP field is not valid, puts the name of 
the sender in its own blacklist. Furthermore all packets from 
nodes in blacklist won't be accepted and must be discarded. 
Operation at intermediate nodes, when receive RREQ, is 
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Figure 3. PDR in presence of one malicious node 
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Figure 4. PDR in presence of two malicious nodes 

depicted in Fig. 1. Furthermore, operation at intermediate 
nodes, on receiving RREP, is exactly the same as Fig. 1 . 

VII. Simulation Results 

For the simulation, we use OPNET 14.0.A [22] as a simulator. 
Our network topology is indicated in Fig. 2. TABLE I contains 
parameters that we choose for simulation. For evaluating the 
performance of the network, we consider the following 
metrics: 

Packet Delivery Ratio: The ratio of the data delivered to the 
destination to the data sent out by the source. 

Various mobilities of nodes have been considered to measure 
the performance of network in presence of malicious nodes as 
attackers. Fig. 3 demonstrates the results in presence of only 
one malicious node. In this scenario mobile-node-5 is the 
attacker. In Fig. 4, mobile-node-5 and mobile-node-20 act as 
malicious nodes. Mobile-node-5, mobile-node-20 and mobile 
node- 10 are malicious nodes in another scenario and results of 
this section are presented in Fig. 5. In another scenario mobile- 
node-5, mobile-node20, mobile-node- 10 and mobile-node- 1 1 
send fake messages to construct a black hole attack. Related 
results are illustrated in Fig. 6. Fig. 7, Fig. 8 and Fig. 9 show 
the variation of PDR when the number of malicious nodes in 
the network is varied from 1 to 4 in the mobility of lOm/s, 
30m/s, 50m/s respectively. As it is shown by these figures, the 
proposed mechanism improves PDR nodes, in other words, 
this approach protects MANETs against black hole attack. 
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PDR in presence of three malicious nodes 
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Figure 6. PDR in presence of four malicious nodes 
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Abstract — As the web grows and the amount of traffics on the 
web server increase, problems related to performance begin to 
appear. Some of the problems, such as the number of users that 
can access the server simultaneously, the number of requests that 
can be handled by the server per second (requests per second) to 
bandwidth consumption and hardware utilization like memories 
and CPU. To give better quality of service (QoS), web hosting 
providers and also the system administrators and network 
administrators who manage the server need a benchmark 
application to measure the capabilities of their servers. Later, the 
application intends to work under Linux/Unix - like platforms 
and built using Erlang/OTP Rll as a concurrent oriented 
language under Fedora Core Linux 5.0. It is divided into two 
main parts, the controller section and the launcher section. 
Controller is the core of the application. It has several duties, 
such as read the benchmark scenario file, configure the program 
based on the scenario, initialize the launcher section, gather the 
benchmark results from local and remote Erlang node where the 
launcher runs and write them in a log file (later the log file will be 
used to generate a report page for the sysadmin). Controller also 
has function as a timer which act as timing for user inters arrival 
to the server. Launcher generates a number of users based on the 
scenario, initialize them and start the benchmark by sending 
requests to the web server. The clients also gather the benchmark 
result and send them to the controller. 

Key words — Erlang, QoS, Network Management, Concurrent 
Programming, Distribution 



I. 



Introduction 



In the last two decades, human necessities in fast and 
accurate information create a lot of innovations in information 
technology, one of them is the internet. Since TCP/IP released 
to public in 1982 and World Wide Web (WWW) introduced in 
1991, internet has became a popular media to access and 
publish information. The easy to use web mechanisms make 
people easy to search and publish information on the internet. 
The web service later grows to many aspects, such as 
entertainment, education, scientific research and many more. 

To access the web on the internet, we need a certain server 
than can provide user access on the web pages. This server is 
called web server or HTTP server and has a main duty to serve 
user access to web pages contents, either static or dynamic. 

To give better quality of service (QoS) , web hosting 
providers and also the system administrators and network 
administrators who manage the server need a benchmark 
application to measure the capabilities of their servers. Later, 



the application intends to work under Linux/Unix — like 
platforms and built using Erlang/OTP Rll as a concurrent 
oriented language under Fedora Core Linux 5.0. 

Based on the above descriptions, there are some problems 
than can be summarized, such as: 

1) To give better Quality of Service, web hosting 
provider and also system administrators and network 
administrators who manage the web server need a 
benchmark application to measure the capabilities/ 
performances of their servers. 

2) The benchmark application is intended to be use by 
the network administrators and system administrators 
who work under Linux/Unix - like systems. 

3) The application is made by utilizing the concurrent 
capability of Erlang programming language under 
Linux operating system. 

II. Theories 

A Web Server 

The term web server can mean one of two things [2]: 

1) A computer or a number of computers which 
responsible for accepting HTTP requests from clients, 
which are known as web browsers, and serving them 
web pages, either static or dynamic pages. 

2) A computer program that provides the functionality 
described in the first sense of the term. 

Web server also works based on several standards, such as 
[2]: HTTP response to HTTP Request, Logging, 
Configurability, Authentication, Handling Static and Dynamic 
Contents, Modular Support, Virtual Hosts 

B. Erlang/OTP 

Erlang is a concurrent programming language with a 
functional core. By this we mean that the most important 
property of the language is that it is concurrent and that 
secondly, the sequential part of the language is a functional 
programming language. Concurrent means that the language 
has focus on how to makes multiple executions threads to run 
and do computational work together. In Erlang, these 
execution threads are called processes. The sequential sub-set 
of the language expresses what happens from the point it time 
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where a process receives a message to the point in time when 
it emits a message. 

The early version of Erlang was developed by Ericsson 
Computer Science Laboratory in 1985. During that time, 
Ericsson couldn't find an appropriate language that has high 
performance in concurrency especially for telecommunication 
applications programming (for switching, trunking, etc), so 
they developed their own language. OTP stands for Open 
Telecom Platform, OTP was developed by Ericsson Telecom 
AB for programming next generation switches and many 
Ericsson products are based on OTP. OTP includes the entire 
Erlang development system together with a set of libraries 
written in Erlang and other languages. OTP was originally 
designed for writing telecoms application but has proved 
equally useful for a wide range of non-telecom that have 
concurrent, distributed, and also fault tolerant applications. In 
1998 Ericsson released Erlang and the OTP libraries as open 
source. Now, Erlang/OTP has reached the Rll version. 

III. Why We Use Erlang? 

The simple answer to the question above that is we need 
concurrency in the benchmark application. The application 
must be able to generate multiple users to do some stress tests 
to the web server. 

But, there are some good features in Erlang, and even the 
other languages don't have these features. Some of these 
Erlang features are described below: 
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spawn(modulename, f unctionname, 
argumentlists) 
or 

pid_variabe=spawn(modulename, functionna 
me, argumentlists) 



1) 
2) 



3) 



4) 



5) 
6) 

7) 



In Erlang processes are light weight. 

Not only are Erlang processes light-weight, but also 

we can create many hundreds of thousands of such 

processes without noticeably degrading the 

performance of the system (unless of course they are 

all doing something at the same time)[5]. 

In Erlang, processes share no data and the only way 

in which they can exchange data is by explicit 

message passing, "dangling" pointers are very 

difficult to program in the presence of hardware 

failures - we took the easy way out, by disallowing all 

such data structures [4]. 

In Erlang, processes scheduling operation is done by 

its own virtual machine, so Erlang didn't inherit the 

underlying operating system processes scheduling. 

Real time. Erlang is intended for programming soft 

real-time systems where response times in the order 

of milliseconds are required. [4] 

Continuous operation. 

Automatic Memory management. 

Distribution. 



A. Concurrent and Distributed Erlang 

Concurrent in Erlang involves processes creation and 
deletion. In order to create a new process in Erlang, we use 
BIF (Built In Function) spawn/3 : 



The illustration of process creation can be seen in figure 1. 



(a) 



( p ld y 



(b) 




Uid2j 



Figure 1. Process Creation Illustration 



A process which no longer need by the system will be 
automatically shutdown/delete by the virtual machine (Erlang 
Runtime System/ERTS). Meanwhile, the message parsing 
mechanism can be done by these codes : 

Pid ! Message 



Receive 
Messagel -> 
Actionsl; 
Message2 -> 
Actions2 



After Time - > 
TimeOutActions 
end 

The illustration for message parsing can be seen in figure 






digits, [1,2,6] I) 



B! (seifO , (digit [1,2,6] }} receive 

(A, (digits, D() -> 

analyse (D) ; 
end 



Figure 2. Message Parsing Illustration 

Besides the example that has been shown above, in Erlang 
we can also use Behaviour in OTP Design Principles to create, 
delete and do message parsing between processes. A 
distributed Erlang system is a number of Erlang Runtime 
System (we called them nodes) that communicated each other 
by using message parsing with pid (process indentifier) 
through TCP/IP sockets transparently. A node must be given a 
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name before it can communicate each other. The name is 
either a long name or a short name like the examples below: 

$erl -name dilbert [long name] 
(dilbert§uab.ericsson .se)l> 
§erl-sname dilbert [short 
name] (dilbert§uab)l> 

A simple distribution in Erlang can be done by these codes: 

Pid = spawn(Fun§Node) 

alive(Node) 

not_alive(Node) 

B. Benchmark 

The term benchmark can be described as: 

1) A group of parameters in which products (software or 
hardware) can be measured the performance 
according to these parameters. 

2) A computer program designed to measure the 
performance of software or hardware according to 
certain parameters. 

3) A group of performance criteria that must be 
complied by software or hardware. 

Web server benchmark means that a benchmark activity is 
made to the web server to measure its performance based on 
several parameters and using certain computer program to do 
this activity. 

IV. Designing 

A. Application Concepts 

Application is divided into two main parts, the controller 
section and the launcher section. 

Controller is the core of the application. It has several 
duties, such as read the benchmark scenario file, configure the 
program based on the scenario, initialize the launcher section, 
gather the benchmark results from local and remote Erlang 
node where the launcher runs and write them in a log file (later 
the log file will be used to generate a report page for the 
sysadmin). Controller also has function as a timer which act as 
timing for user inters arrival to the server. 

Launcher generates a number of user based on the 
scenario, initialize them and start the benchmark by sending 
requests to the web server. The clients also gather the 
benchmark result and send them to the controller. The 
illustration for Application Concepts can be seen in figure 3. 

Several parameters that can be measured by this 
application are: 

1) Number of Requests per second. 

2) Simultaneous users that can be served by the server 
(per second). 
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3) Time that needs to connect for the client so it can be 
connected to server. 

4) Number of user that can be served during the duration 
of benchmark. 

5) Time that needs for a user so it can receive a full page 
of document/web page according to the request. 

6) Time that needs to complete a session (a group of 
requests) as described in the scenario. 

7) Network throughput. 

8) HTTP Status (200, 404). 

The application also has a report generator that written in 
PERL and using GNUPLOT to generate graphs based on the 
benchmark results from the log file. 



nodeO 
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£Tjii_rn editoring | 
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Figure 3. Illustration for Application Concepts 

B. The Scenario Files 

The benchmark scenario file is written using XML and 
consists of several sections: 

1) The server section, where the user (sysadmin) 
describe the IP address of the server that he/she wants 
to benchmark. 

2) The client section, in this section, user can write the 
IP addresses where the launcher section starts and 
generate a numbers of clients. 

3) Inters arrival phase and benchmark duration section. 

4) The simulated user agents (web browser) section. 

5) The session and request section. 

6) Each of the section describes above can be modified 
according to user necessity. 
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V. Implementation 



A. Hardware and Software Specifications 

Application is implemented by using a simple topology 
consists of two computers and a server across Local Area 
Network in Kapuk Valley, Margonda, Depok. The two 
computers using an Intel Celeron Processor (1.8 GHz and 2.28 
GHz) and running Linux operating System (SuSE 10.0 and 
Slackware Linux 11.0), Open SSH v2, Erlang/OTP Rll, 
PERL v5.8, and also BASH Shell. Both of them also 
connected to the TCP/IP network and within Kapuk- Valley 
domain (hostname mobile and posen-asik). The server using 
an Intel Pentium II 400 MHz. processor with 768 megabytes 
SDRAM memories and running Slackware Linux 11.0 with 
Apache 2.0.55 web server. 

B. Testing and Implementation Process 

In this implementation process, we're going to make a 
benchmark scenario with these parameters: 

1) Total clients to generate: 600 clients. 

2) Benchmark duration: 10 minutes. 

3) Client inters arrival phase: 1 second. 

4) 300 clients will be generating in host mobile, 
meanwhile the other 300 clients will be generate in 
host posen-asik. 

Before we run the program, we must generate a pair of 
authentication key (public and private) for passwordless 
authentication using SHH in order to get the Erlang nodes to 
communicate each other. 

[root@mobile~]#ssh-keygen -t rsa 

Enter file in which to save the key 
(/root/.ssh/id_rsa) : 

Enter passphrase (empty for no 
passphrase) : 

Enter same passphrase again: 

Your identification has been saved in 
/root/. ssh/id_rsa. 

Your public key has been saved in 
/root/. ssh/id„rsa. pub. 

The key fingerprint is: 

ec : 30 : 2c : c9 : eQ : Qa : 92 : 48 : 3c : e5 : 5a : f 3 : 7c : 69 : 

d8:92 root@mobile.myownlinux.org 

[root@mobile~]#scp /root/. ssh/id_rsa. pub 
root@posen-asik : /root/ . ssh/ 

[root@posen-asik]#echo . ssh/id_rsa. pub » 
. ssh/authorized_keys} 

After the process above, we can start the benchmark process 
by executing the shell script to initialize and start the 
application. 

[root@mobile~]#/usr/local/bin/wii start 
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Several results from the important parameters to examine by 
the sysadmin are listed in the table I. 



Table I 
Bencmark Results 



Parameters 


Result 


Request per Second 


3.4 requests per second 


Connection per Second 


1.8 connections per 
second 


Page loaded per second 


1.8 pages per second 


Total user served 


595 of 600 users 



2) 



VI. CONCLUSIONS 

After our studies we show that in Erlang: 

1) Processes are light weight. Not only are Erlang 
processes light-weight, but also we can create many 
hundreds of thousands of such processes without 
noticeably degrading the performance of the system 
(unless of course they are all doing something at the 
same time), 

Processes share no data and the only way in which 
they can exchange data is by explicit message 
passing. Erlang message never contain pointers to 
data and since there is no concept of shared data, each 
process must work on a copy of the data that it needs. 
All synchronization is performed by exchanging 
messages. 

Processes scheduling operation is done by its own 
virtual machine. 

Processes are real time. Erlang is intended for 
programming soft real-time systems where response 
times in the order of milliseconds are required. 
Processes code has continuous operation. Erlang has 
primitives which allow code to be replaced in a 
running system and allow old and new versions of 
code to execute at the same time. 
Processes operation use automatic memory 
management. Memory is allocated automatically 
when required, and deallocated when no longer used. 
All interaction between processes is by asynchronous 
message passing. Distributed systems can easily be 
built. 

By examine the results based on the important parameters; we 

hope that the syadmin and netadmin can make fine tuning to 

their server. 
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Abstract — This research proposed an architecture and a system 
which able to monitor the virus behavior and classify them as a 
traditional or polymorphic virus. Preliminary research was 
conducted to get the current virus behavior and to find the 
certain parameters which usually used by virus to attack the 
computer target. Finally, "test bed environment" is used to test 
our system by releasing the virus in a real environment, and try 
to capture their behavior, and followed by generating the 
conclusion that the tested or monitored virus is classified as a 
traditional or polymorphic virus. 

Keywords-Computer virus, polymorphic virus, traditional virus, 
VMAS. 



I. 



Introduction 



Nowadays, we all live in the digital era, which most 
information moves from one place to another digitally. The 
information can be derived easily from everywhere and send it 
to whoever, only in minutes or even seconds. Unfortunately, 
wherever we are, including in this digital information era, 
threats always exist, perhaps in the different shapes. One of 
the popular threats which always peering us in this era, is 
Computer Virus. 

The virus is a threat, because it can do bad things to 
whomever. It can make the computer becomes slow, broken, 
or even it can delete the data. The virus can run automatically 
and hide the process, so that users cannot see the processes 
and activities, which are done by virus. What can users see 
from the virus is what they have done. 



II. 



Background 



There is a kind of software that can be used to detect the 
existence of Virus inside the computer, called Anti Virus 
(AV). AV is widely used to detect and combat the virus. They 
will report to the user when they found the virus inside the PC. 
Unfortunately, they cannot list and report all behaviors or 
activities of the virus [1]. This limitation of AV has been 
covered by the certain tools, which mostly do not have a 
capability in virus detection system, called Virus Monitoring 
and Analysis Tool (VMAS). VMAS is specially used to 
monitor and analyze as well as capture all activities performed 
by virus [1]. VMAS also can generate the details report 
regarding the virus's behavior. This kind of report is important 
for those who want to learn more about virus activities. 
Furthermore, people can eliminate the viruses from their PC 



and recover the Operating System from viruses attack by 
reading the virus behavior analysis report [2]. There are 
several popular VMAS which mostly used to get the data of 
virus's behavior, such as CWSandbox, Capture, MBMAS, 
Joebox and ThreatExpert [2], 

The aforementioned tools indeed are able to produce the 
behavior analysis report in details. Unfortunately, by using 
these tools, the type of malicious file, that have been tested, 
still cannot be recognized. Even though the analysis report can 
be derived, it is not easy to determine which virus file is 
classified as traditional or polymorphic only by reading this 
report [2][3]. 

However, either AV or VMAS cannot distinguish between 
traditional and polymorphic virus. They are only capable of 
detecting and reporting the virus behavior. Whereas, 
classifying the virus automatically, it will be a different task 
which has not been solved yet. So, in this research, a new 
architecture will be proposed as well as the system. This 
architecture and system are served to classify the virus 
automatically whether it is considered as a traditional or 
polymorphic virus. 

III. Data Collection 

Data Collection is needed to conduct the preliminary 
research in which all the required data will be collected 
manually. Further, these data will be compared to the 
generated data in testing phase. Here 20 viruses will be 
examined and analyzed one by one. This step is important to 
classify whether these viruses are categorized as a traditional 
or polymorphic virus. Based on this manual experiment, two 
viruses were detected as a polymorphic virus, since they 
always obfuscated their signatures whenever they propagate 
[4] [5], as listed in Table I. The signature that was identified in 
our research here is MD5 checksum [6] [7]. This kind of 
checksum is popular to be used by current antivirus to detect 
the existence of viruses based on their signatures [8] [9] [10], 

Further, these data will be used to validate the final data 
which generated by the proposed system. The proposed 
system can be considered to be successful if it can produce the 
same result and conclusion with the data from this preliminary 
research. 
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TABLE I. 



List of The Analyzed Virus 



No. 


Virus Name 


Detected by 


Types 


1. 


W32.Blaster.E.Worm (Lovesan) 


Symantec 


Traditional 


2. 


W32.Downadup.B (Conficker) 


Symantec 


Traditional 


3. 


W32.Higuy@mm 


Symantec 


Traditional 


4. 


W32.HLLW.Benfgame.B (Fasong) 


Symantec 


Polymorphic 


5. 


W32.HLLW.Lovgate.J@mm 


Symantec 


Traditional 


6. 


W32.Imaut 


Symantec 


Traditional 


7. 


W32.Klez.E@mm 


Symantec 


Polymorphic 


8. 


W32.Kwbot.F.Worm 


Symantec 


Traditional 


9. 


W32.Mumu.B.Worm 


Symantec 


Traditional 


10. 


W32.Mytob.AV@mm 


Symantec 


Traditional 


11. 


W32.SillyFDC (Brontok) 


Symantec 


Traditional 


12. 


W32.SillyFDC (Xema) 


Symantec 


Traditional 


13. 


W32.Sober.C@mm 


Symantec 


Traditional 


14. 


W32.Swen.A@mm 


Symantec 


Traditional 


15. 


W32.Valla.2048 (Xorala) 


Symantec 


Traditional 


16. 


W32Virut.CF 


Symantec 


Traditional 


17. 


W32.Wullik@mm 


Symantec 


Traditional 


18. 


W32/Rontokbro.gen@MM 


McAfee 


Traditional 


19. 


W32/YahLover.worm.gen 


McAfee 


Traditional 


20. 


Worm:Win32/Orbina!rts 


Symantec 


Traditional 



IV. The Proposed Architecture and System 

Since the main objective of this research is to propose an 
architecture and system which is able to classify between 
traditional and polymorphic virus, so this research focuses on 
the host side attack only. 

In this research, two tools have been developed to classify 
between polymorphic and traditional virus, which are Virus 
Behavior Monitoring Tools (VBMT) and Virus Behavior 
Analysis Tool (VBAT). These tools are included in one 
system, called Advanced Virus Monitoring and Analysis 
System (AVMAS). 

VBMT is served to monitor the activity of virus. They will 
execute the virus and then captured all activities which are 
performed by virus, during monitoring time. Usually current 
VMASes take maximal 4 minutes along for the monitoring 
time [1][11][12]. The VBMT will be installed into two PCs. 
Later, the same virus will be executed and monitored inside 
these PCs, to know whether or not the virus performs different 
things, especially in term of offspring's signature. 

On the other hand, VBAT is used to analyze the results 
that generated by each VBMT. This analysis process is 
important to come up with the conclusion that the tested virus 
is classified as a polymorphic or traditional virus. 

The proposed architecture here actually can be 
implemented in two environments, which are real environment 
and virtual environment. Real environment means, by 
providing at least two PCs to test the virus and installing 
VBMT into these PCs. One more PC is needed to be installed 
with a VBAT. Fig. 1 illustrates the architecture of AVMAS in 
real environment. 




Figure 1. Architecture of AVMAS in real environment 

The main concept of this architecture here is, a virus is 
tested in two PC with VBMT inside, by which VBMT will 
monitor and captured all activities which are performed by the 
tested virus. After monitoring time is finished, then each 
VBMT will generate a result that is reporting all activities 
captured, including new files generated and their checksums. 
Further, these two reports should be submitted to VBAT 
which installed inside the third PC. VBAT is tasked to analyze 
and compare between these two reports, and come up with the 
conclusion whether the tested virus is classified as a 
polymorphic or traditional virus. If VBAT found the fact that 
there is a difference between the first report with second 
report, especially in term of virus's activity or the signature of 
new files generated, so VBAT will conclude that the tested 
virus is classified as a polymorphic virus [1][4][5], otherwise 
it classified as a traditional virus [1][5]. 

This architecture actually can be simplified by using only 
one PC, but two virtual machines must be installed inside. The 
concept of the second architecture is almost similar to the first 
one. The difference is the location of VBMT which is installed 
inside these two virtual machines. Meanwhile, VBAT will be 
put inside the main or real PC. Fig. 2 shows the architecture of 
AVMAS in virtual environment. 




Figure 2. Architecture of AVMAS in virtual environment 
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V. Testing and Result 



After completing the development phase, testing process 
should be done to make sure that the proposed system can be 
used to deal with the problems. Fig. 3 shows the flowchart to 
test the AVMAS. Firstly, a virus is put into two PCs with 
VBMT inside. After that, the virus is executed and monitoring 
process is started. Monitoring process will be performed in 5 
minutes along, because according to [1][11][12], usually 
current VMAS take maximal 4 minutes to monitor virus 
activity. During this monitoring process, all virus behaviors, 
especially which relating to host side effect will be captured. 
When the timeout limit have been reached, each VBMT will 
generate the report consisting all behavior captured and the 
required data to classify the tested virus whether it is 
considered as a traditional or polymorphic virus. 



Submitted to 
VBMT in PC Y 



Show message 

"Virus A is 

potential to be 

Polymorphic Virus 



Submitted to 
VBMT in PC Z 



Start Monitoring 



Show message 

"Virus A is 

potential to be 

Traditional Virus 



Yes 



Start Monitoring 



All Virus Behavior 

will be captured 

(including File, 

Registry, and 

Process Activity) 




All Virus Behavior 

will be captured 

(including File, 

Registry, and 

Process Activity) 



End Monitoring 



Generate 
Report_Y 



Compare 

Report_Y with 

Report_Z 



Submitted to 
VBAT in PC X 



End Monitoring 



Generate 
Report_Z 



Figure 3. Flowchart to test the AVMAS 

The next step is by submitting each report into VBAT 
which is installed in the third PC. This VBAT will compare 
the first report to the second report, especially in term of 
checksum generated. Once it finds the differences, so it means 
that, the tested virus can generate the different signature of 
offspring in the different PC. This conclusion addresses to the 
further conclusion that, this virus can be considered as a 
polymorphic virus. 

On the other side, when the VBAT finds the same content 
between these two reports, including the generated checksums, 
so straight away VBAT will come up with the conclusion that 
this virus is classified as a traditional virus. 
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TABLE II. Result comparison between data from preliminary 

RESEARCH AND AVMAS TESTING 



No. 


Virus Name 


Preliminary 

Research 

Result 


AVMAS 
Testing 
Result 


1. 


W32.Blaster.E.Worm (Lovesan) 


Traditional 


Traditional 


2. 


W32.Downadup.B (Conficker) 


Traditional 


Traditional 


3. 


W32.Higuy@mm 


Traditional 


Traditional 


4. 


W32.HLLW.Benfgame.B (Fasong) 


Polymorphic 


Polymorphic 


5. 


W32.HLLW.Lovgate.J@mm 


Traditional 


Traditional 


6. 


W32.Imaut 


Traditional 


Traditional 


7. 


W32.Klez.E@mm 


Polymorphic 


Polymorphic 


8. 


W32.Kwbot.F.Worm 


Traditional 


Traditional 


9. 


W32.Mumu.B.Worm 


Traditional 


Traditional 


10. 


W32.Mytob.AV@mm 


Traditional 


Traditional 


11. 


W32.SillyFDC (Brontok) 


Traditional 


Traditional 


12. 


W32.SillyFDC (Xema) 


Traditional 


Traditional 


13. 


W32.Sober.C@mm 


Traditional 


Traditional 


14. 


W32.Swen.A@mm 


Traditional 


Traditional 


15. 


W32.Valla.2048 (Xorala) 


Traditional 


Traditional 


16. 


W32.Virut.CF 


Traditional 


Traditional 


17. 


W32.Wullik@mm 


Traditional 


Traditional 


18. 


W32/Rontokbro.gen@MM 


Traditional 


Traditional 


19. 


W32/YahLover.worm.gen 


Traditional 


Traditional 


20. 


Worm:Win32/Orbina!rts 


Traditional 


Traditional 



Based on our test experiment, we found that this system 
can classify the tested virus correctly, with 100% similar to the 
data from preliminary research, as listed in Table II. 

VI. Conclusion and Future Work 

In the monitoring process, this research focused on the 
host side attack, in which consist of three parameters that 
should be monitored, such as file, registry, and process 
activity. Whereas, to analyze the result for virus classification, 
there are several parameters used in this research, which are 
file activity, especially executable file creation, by comparing 
their checksums which produced in one PC to the checksum 
from antoher PC. 

In the data collection phase, the viruses' behavior and 
activity especially which related to the host side have been 
captured, either manually or by using the third-party tools, 
such as: Joebox and ThreatsExpert. This data is used to match 
the result obtained from AVMAS. The result of this test and 
validation process show that, the system called AVMAS is 
able to monitor and classify the tested virus with same 
conclusion than one generated manually. 

For the future work, this research can be improved to be a 
system, which is not only able to classify between traditional 
and polymorphic virus, but also to classify metamorphic virus 
as well. Next, this research also can be developed further to 
produce a system that is able to monitor and analyze the 
activity of a virus, then produce the virus removal tool 
automatically. It will be very beneficial to common users who 
want to clean their computers, which have been infected by 
the virus, since antivirus focuses on the prevention side so far, 
rather than cure action. 
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I. 



Introduction 



Data Mining is a process of extracting useful 
information. Clustering is the problem being solved in data 
mining. Clustering discovers interesting patterns in the 
underlying data. It groups similar objects together in a 
cluster(or clusters) and dissimilar objects in other cluster(or 
clusters).This grouping is based on the approach used for the 
algorithm and the similarity measure which identifies the 
similarity between an object and a cluster.The approach is 
based upon the clustering method chosen for clustering.The 
clustering methods are broadly divided into hierarchical and 
partitional. hierarchical clustering performs partitioning 
sequentially. It works on bottom -up and top-down.The bottom 
up approach known as agglomerative starts with each object in 
a separate cluster and continues combining 2 objects based on 
the similarity measure until they are combined in one big 
cluster which consists of all objects. .Wheras the top-down 
approach also known as divisive treats all objects in one big 
cluster and the large cluster is divided into small clusters until 
each cluster consists of just a single object. The general 
approach of hierarchical clustering is in using an appropriate 
metric which measures distance between 2 tuples and a 
linkage criteria which specifies the dissimilarity of sets as a 
function of the pairwise distances of observations in the sets 
The linkage criteria could be of 3 types [28]single linkage 
, average linkage and complete linkage. 

In single linkage(also known as nearest neighbour), the 
distance between 2 clusters is computed as: 

D(Ci,Cj)= min (D(a,b) : where a C Ci, b C Cj. 



Thus distance between clusters is defined as the distance 
between the closest pair of objects, where only one object 
from each cluster is considered. 

i.e. the distance between two clusters is given by the value 
of the shortest link between the clusters. In average Linkage 
method (or farthest neighbour), Distance between Clusters 
defined as the distance between the most distant pair of objects, 
one from each cluster is considered. 

In the complete linkage method, D(Ci,Cj) is computed as 

D(Ci,Cj) = Max { d(a,b) : a C Ci,b C Cj.} 

the distance between two clusters is given by the value of 
the longest link between the clusters. 

Whereas,in average linkage 

D(Ci,Cj) = { d(a,b) / (11 * 12): a C Ci,b C Cj. And 11 is the 
cardinality of cluster Ci,and 12 is cardinality of Cluster Cj. 

And d(a,b) is the distance defined. } 

The partitional clustering on the other hand breaks the data 
into disjoint clusters. In Section II we shall discuss the related 
work. In Section III, we shall talk about our algorithm followed 
by section IV containing the experimental results followed by 
Section V which contains the conclusion and Section VI will 
discuss the future work. 



II. 



Related Work 



The hierarchical clustering forms its basis with older 
algorithms Lance-Williams formula(based on the Williams 
dissimilarity update formula which calculates dissimilarities 
between a cluster formed and the existing points, which are 
based on the dissimilarities found prior to the new cluster), 
conceptual clustering,SLINK[l], COBWEB[2] as well as 
newer algorithms like CURE[3] and CHAMELEON[4]. The 
SLINK algorithm performs single-link (nearest-neighbour) 
clustering on arbitrary dissimilarity coefficients and 
constructs a representation of the dendrogram which can be 
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converted into a tree representation. COBWEB constructs a 
dendogram representation known as a classification tree that 
characterizes each cluster with a probabilistic distribution. 
CURE(Clustering using Representatives) an algorithm that 
handles large databases and employs a combination of 
random sampling and partitioning. A random sample is 
drawn from the data set and then partitioned and each 
partition is partially clustered. The partial clusters are then 
clustered in a second pass to yield the desired clusters 
CURE has the advantage of effectively handling outliers. 
CHAMELEON combines graph partitioning and dynamic 
modeling into agglomerative hierarchical clustering and can 
perform clustering on all types of data. The 
interconnectivity between two clusters should be high as 
compared to intra connectivity between objects within a 
given cluster.. 

Whereas, in the partitioning method, a partitioning 
algorithm arranges all the objects into various groups or 
partitions,, where the total number of partitions(k) is less than 
the number of objects(n).i.e. a database of n objects can be 
arranged into k partitions ,where k < n. Each of the partition 
thus obtained by applying some similarity function is a cluster. 
The partitioning methods are subdivided as probabilistic 
clustering^] (EM ,AUTOCLASS), algorithms that use the k- 
medoids method (like PAM[6], CLARA[6],CLARANS[7]), 
and k-means methods (differ on parameters like initialization, 
optimization and extensions).EM (expectation - maximization 
algorithm) calculates the maximum likelihood estimate by 
using the marginal likelihood of the observed data for a given 
statistical model which depends on unobserved latent data or 
missing values .But this algorithm depends on the order of 
input. AUTOCLASS algorithm works for both continuous 
and categorical data. AUTOCLASS, is a powerful 
unsupervised Bayesian classification system which mainly has 
application in biological sciences and is able to handle the 
missing values. PAM (partitioning around medoids) builds k 
representative objects, called medoids randomly from given 
dataset consisting of n objects . A medoid is an object of a 
given cluster such that its average dissimilarity to all the 
objects in the cluster is the least. Then each object in the dataset 
is assigned to the nearest medoid. The purpose of the algorithm 
is to minimize the objective function which is the sum of the 
dissimilarities of all the objects to their nearest medoid. 

CLARA (Clustering Large Applications) deals with large 
data sets.it combines sampling and PAM algorithm to to 
generate an optimal set of medoids for the sample. It also tries 
to find k representative objects that are centrally located in the 
cluster.lt considers data subsets of fixed size, so that the 
overall computation time and storage requirements become 
linear in the total number of objects. CLARANS (Clustering 
Large Applications based on RANdomized Search) views the 
process of finding k medoids as searching in a graph [12]. 
CLARANS performs serial randomized search instead of 
exhaustively searching the data.lt identifies spatial structures 
present in the data. 

Partitioning algorithms are also density based i.e. try to 
discover dense connected components of data, which are 
flexible in terms of their shape. Several algorithms like 
DBSCAN[8], OPTICS have been proposed.. The DBSCAN 



(Density-Based Spatial Clustering of Applications with 
Noise)algorithm identifies clusters on the basis of the density 
of the points. 

Regions with a high density of points depict the existence 
of clusters whereas regions with a low density of points 
indicate clusters of noise or outliers. Its main features include 
abitlity to handle large datasets with noise,identifying clusters 
with different sizes and shapes. OPTICS (Ordering Points To 
Identify the Clustering Structure) though similar to DBSCAN 
in being density based and working over spatial data but differs 
by considering the problem posed by DBSCAN problem of 
detecting meaningful clusters in data of varying density. 

Another category is grid based methods like BANG[9] 
in addition to evolutionary methods such as Simulated 
Annealing(a probabilistic method of calculating the global 
mininmum over a cost function having many local 
minimas), Genetic Algorithms [10]. Several scalabitlity 

algorithms e.g. BIRCH[1 1],DIGNET[12] have been suggested 
in the recent past to address the issues associated with large 
databases . BIRCH (Balanced Iterative Reducing and 
Clustering using Hierarchies) is an incremental and 
agglomerative hierarchical clustering algorithm for databases 
which are large enough to not fit the main memory. This 
algorithm performs only single scan of the database and 
effectively deals with data containing noise. 

Another category of algorithms deals with high 
dimensional data and works on Subspace Clustering,Projection 
Techniques,Co-Clustering Techniques. Subspace clustering 
finds clusters in various subspaces within a dataset. High 
dimensional data may consist of thousands of dimensions and 
thus may pose difficulty in their enumeration due to their 
multiple values that they may be take and visualization owing 
to the fact that many of the dimensions may often be 
irrelevant.. The problem with subspace clustering is ,that with 
d dimensions there exist 2 subspaces. Projected clustering[14] 
assigns each point to a unique cluster, but clusters may exist in 
different subspaces. Co-Clustering or Bi-Clustering[15] is 
simulataneous clustering of rows and columns of a matrix i.e. 
of tuples and attributes. 

The techniques of grouping the objects are different 
for numerical and categorical data owing to their separate 
nature. The real world databases contain both numerical and 
categorical data.Thus, we need separate similarity measures for 
both types. The numerical data is generally grouped on the 
basis of the inherent geometric properties like distances(most 
common being Euclidean, Manhattan etc) between them. 
Whereas for categorical data the attribute values that they take 
is small in number and secondly, it is difficult to measure their 
similarity on the basis of the distance as we can for real 
numbers. There exist two approaches for handling mixed type 
of attributes. Firstly, group all the same type of variables in a 
particular cluster and perform separate dissimilarity computing 
method for each variable type cluster. Second approach is to 
group all the variables of different types into a single cluster 
using dissimilarity matrix and make a set of common scale 
variables. Then using the dissimilarity formula for such cases, 
we perform the clustering. 



40 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 
Vol. 9, No. 1, January 2011 



There exist several clustering algorithms for 
numerical datasets .The most common being K- 
means,BIRCH,CURE,CHAMELEON.The k-means algorithm 
takes as input the number of clusters desired.Then from the 
given database ,it randomly selects k tuples as centres and then 
assigning the objects in the database to belong to these clusters 
on the basis of the distance.lt then recomputes the k centres and 
continues the process till the centres don't move. K-means was 
further proposed as fuzzy k-means and also for categorical 
attributes. The original work has been explored by several 
authors for extension and several algorithms for the same have 
been proposed in the recent past. In[16], Ralambondrainy 
proposed an extended version of the k-means algorithm which 
converts categorical attributes into binary ones. In this paper 
the author represents every attributes in the form of binary 
values which results in increased time and space incase the 
number of categorical attributes is large 

A few algorithms have been proposed in the last 
few years which cluster categorical data. A few of them listed 
in[17-19]. Recently work has been done to define a good 
distance (dissimilarity) measure between categorical data 
objects[20-22,25].For mixed data types a few algorithms[23- 
24] have been written. In [22]the author presents k-modes 
algorithm , an extension of the K-means algorithm in which 
the number of mismatches between categorical attributes is 
considered as the measure for performing clustering. In k- 
prototypes , the distance measure for numerical data is 
weighted sum of Euclidean distances and for categorical data 
,a measure has been proposed in the paper.K- Representative is 
a frequency based algorithm which considers the frequency of 
attribute in that cluster and dividing it by the length of the 
cluster 

III. . The Proposed Algorithm(namely MHC)(Matches 

based Hierarchical-Clustering)where M stands for the number 

of matches. 

This algorithm works for categorical datasets and constructs 
clusters hierarchically. 

Consider a database D If D is the database with domain 

Dl, Dm defined by attributes Al, ,Am, then each 

tuple X in D is represented as 

X = ( X!,x 2 ,....,xm) e (DlxD2x xDm). (1) 

Let, there be n objects in the database, then 

D = ( X! ,X 2 , ,X n ). Where object Xi is represented as 

Xi = (x„ ,x i2 , ,x im ) (2) 

Where m is the total number of attributes. Then, we define 
similarity between any two clusters as 



Sim(Q,C,)=matches(Q,C,)/(n* (1,- *!,•)) 



(3) 



Where C;,Cj denote the clusters for which similarity is being 
calculated . 

matches(Q,C,- ): denote the number of matches between 2 
tuples over corresponding attributes. 

n: total number of attributes in database 



1; : length of the C; cluster 
L : length of the Cj cluster 

A. The Algorithm: 

Input: Number of Clusters (k),Data to be Clustered(D) 

O/p: k number of clusters created. 

Stepl. Begin with n Clusters, each having just one tuple. 

Step 2 . Repeat step 3 for n-k times. 

Step 3. Find the most similar cluster C; and Cj using the 
similarity measure Sim(Cj,Cj) by "(3)" and merge them into a 
single cluster. 

B. Implementation Details: 

l.This algorithm has been implemented in Matlab[26] and 
the main advantage is that we do not have to reconstruct the 
similarity matrix once this task is done. 

2.1t is simple to implement. 

3. Given n tuples construct n*n similarity matrix with all i=j 
value initially set to 8000(a special vaule).and the rest with a 
value 

4. During 1 st iteration, calculate the similarity of each 
cluster with every other cluster.for all i,j s.t.i^j .Compute the 
similarity between 2 tuples(clusters) of database by 
identifying the number of matches over attributes and then 
using equation (3) to calculate the value for this step and 
accordingly update the matrix. 

5. Since only the upper triangular matrix will be 
used,identify the highest value from matrix and merge the 
corresponding i and j .the changes in the matrix include : 

a)set (j,j)=-9000 to identify that this cluster has been 
merged with some other cluster. 

b)set (i,j) = 8000 which denotes that for corresponding 
row i,all j's with 8000 as value have been merged with i. 

c)During next iteration ,do not consider the similarity 
between those clusters which have been merged.for example 
if database D contains 4 (n) tuples with 5 (m) attributes ,and 
1 ,2 have been merged then following similarities have to be 
calculated. 

sim(l,3)=sim(l,3)+sim(2,3) where li =2,1 ,=1 

sim(3,4) where li =1,1 j=l 

sim(l,4)=sim(l,4)=sim(2,4) where /;' =2,1 =1 



IV. Experimental Results 

We have implemented this algorithm with small size 
synthetic database and the results have been good. But as the 
size increases ,the algorithm has the drawback of producing 
mixed clusters. Thus, we consider a real life dataset which is 
small in size for experiments. 

Real life dataset: 
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This dataset has been taken from UCI machine learning 
repository[27]The dataset is the soyabean small dataset. 

A small subset of the original soybean (large)database.The 
soyabean large has 307 instances and 35 attributes alongwith 
some missing values. The data has been classified into 19 
classes. On the other hand,the soyabean small dataset with no 
missing values consisting of 47 tuples with 35 attributes . The 
dataset has been classified into 4 classes. Both the datasets are 
being used for soyabean disease diagnosis. A few of the 
attributes are germination(in %),area damaged, plant 
growth(norm,abnorm),leaves(norm,abnorm),etc 

Table 1 



Classes 


Expected No. 
Of Clusters 


Resultant No. of 
Clusters 


1 


10 


10 


2 


10 


10 


3 


10 


10 


4 


17 


17 



A. Validation Methods: 

l.Precision(P): Precision in simplest terms can be 
formulated as number of objects identified correctly which 
belong to the class divided by the number of objects identified 
in that class. 

2. Recall (R): Recall can be formulated as the number of 
objects correctly identified in that class divided by the total 
number of objects this class correctly has. 

3. F measure (say denoted by F):it is the harmonic mean of 
precision and recall. 



i.e. F-Measure= (2*P*R)/(P+R). 



(4) 



The following Tables contain the values of the three 
validation measures discussed abov for the algorithms 
ROCK,K-modes with our algorithm. 

We assign the four classed obtained in results as 
cl,c2,c3,c4 and the actual classes as C1,C2,C3,C4. 



Table 2 (MHC) 





C1 


C2 


C3 


C4 


P 


R 


F 


d 


10 











1 


1 


1 


C2 





10 








1 


1 


1 


c3 








10 





1 


1 


1 


C4 











17 


1 


1 


1 



Table 3 ROCK 





Cl 


C2 


C3 


C4 


P 


R 


F 


cl 


7 








8 


0.47 


0.70 


0.56 


c2 


1 


7 








0.87 


0.70 


0.78 


c3 


1 


3 


4 





0.50 


0.40 


0.44 


c4 


1 





6 


9 


0.56 


0.52 


0.55 



Table 4 k-Modes 





Cl 


C2 


C3 


C4 


P 


R 


F 


cl 


2 








7 


0.22 


0.20 


0.21 


c2 





8 


1 





0.89 


0.80 


0.84 


c3 


6 





7 


1 


0.50 


0.70 


0.58 


c4 


2 


2 


2 


9 


0.60 


0.52 


0.56 



Using Table 4, we shall show how to calculate 
Precision,Recall and F-Measure for a particular class say cl 
for k -modes. 
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In class cl, there are 2 tuples that actually belong to cl 
and 7 tuples that belong to class c4. 

So, Precision(P) = 2/(2+7)=0.22 

Also, there should be total of 10 tuples that should belong 
to this class against 2 which have been obtained by k modes 
algorithm 

So, Recall(R) = 2/10 = 0.20 

F-Measure calculated using eqn (4) for class cl 

= (2*0.22*0.20)/ (0.22+0.20) = 0.21 

Thus experimental results clearly indicate that M-Cluster 
has generated accurate achieving 100 % accuracy in contrast to 
other algorithms. 



V. Conclusion 

This algorithm produces good results for small 
databases. The advantages are that it is extremely simple 
to implement, memory requirement is low and accuracy 
rate is high as compared to other algorithms. 

VI Future Work 

We would like to analyse the results for large 
databases as well. 
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Abstract — Mobile ad hoc network is a self-organizing and 
self-configuring network in which, mobile host moved 
freely, due to this disconnection is often occurred between 
mobile hosts. In mobile ad hoc network location of mobile 
nodes are frequently changed. Location management is a 
crucial issue in manet due to dynamic topologies. In this 
paper we propose a position based routing scheme called 
"Concentric Circular Quadrant Routing Scheme 
(CCQRS)". In this paper we use single location server 
region for location update and location query. This 
strategy reduces the cost associated with location update 
and location query. 

Keywords- mobile adhoc network; routing protocol; Concentric 
Circular location management;CCQRS. 



I. Introduction 

Mobile ad hoc network is self configuring network using 
network of mobile nodes connected by wireless link. In manet, 
mobile nodes are free to join or leave the network and they 
move randomly. Due to this, the network topology is 
frequently changed, that means dynamic network topology is 
used in manet. Mobile ad hoc network is highly suited for use 
in situations where fixed infrastructure is not available, not 
trusted, too expensive or unreliable. In manet, there is no need 
for planning of base station installation or wiring. In manet, 
users accomplishing their task, accessing information and 
communicating anytime, anywhere and from any device or 
node. 

There are various application of manet. The original 
motivation of manet for military application. In battlefield, 
military can not rely on access to fixed infrastructure. Manet is 
also used for emergency services such as search and rescue 
operation, disaster recovery, replacement of fixed 
infrastructure in case of environmental disaster, policing and 
fire fighting, supporting doctors and nurses in hospital. 
Manet is also used for conference and meeting routs, office 
wireless networking, network at construction sites, inter 
vehicle network. Manet is also used for education such as 
virtual classrooms, ad hoc communicating during meetings 
and lectures. Manet is used for entertainment like multi-user 



games. Manet is also used for location specific services, time 
dependent services. 

In this scheme, we assumed that the whole network area is a 
circular. Here this circular area contains another circle, which 
is called location server region. We use only one location 
server region in which nodes (location servers) are relative 
fixed. 

The rest of paper is organized as follows. In section 2 , 
Classification of Routing Protocol are presented. Section 3 
gives description of Proposed scheme. Section 4 gives 
conclusion. 



II. 



Classification of routing protocol 



Routing is the act of moving information from source to 
destination in internetwork. During this process, at least one 
intermediate node within the internetwork is encountered. 

Problem with routing in mobile ad hoc network: 

- Asymmetric links: Most of the wired networks rely on the 
symmetric links which are always fixed. But this is not a case 
with ad-hoc networks as the nodes are mobile and constantly 
changing their position within network. For example consider 
a MANET( Mobile Ad-hoc Network ) where node B sends a 
signal to node A but this does not tell anything about the 
quality of the connection in the reverse direction. 

- Routing Overhead: In wireless adhoc networks, nodes 
often change their location within network. So, some stale 
routes are generated in the routing table which leads to 
unnecessary routing overhead. 

- Interference: This is the major problem with mobile ad-hoc 
networks as links come and go depending on the transmission 
characteristics, one transmission might interfere with another 
one and node might overhear transmissions of other nodes and 
can corrupt the total transmission. 

- Dynamic Topology: This is also the major problem with ad- 
hoc routing since the topology is not constant. The mobile 
node might move or medium characteristics might change. In 
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ad-hoc networks, routing tables must somehow reflect these 
changes in topology and routing algorithms have to be 
adapted. For example in a fixed network routing table 
updating takes place for every 30sec. This updating frequency 
might be very low for ad-hoc networks. 

There are two types of routing protocol- Table driven routing 
protocol (Proactive) and on demand routing protocol 
(Reactive) as shown in table: 
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into four quadrant. Each four quadrants uses the small circle 
region i.e. location server region for location update and 
location query. In this scheme only one location server region 
is used. Location server region contains multiple location 
servers. 

This scheme uses "one for all location service", i.e. one 
location sever region (containing nodes acting as location 
server) is used for location update and location query. 
The architecture of Concentric Circular Quadrant as shown in 
fig- 



Ad hoc routing protocok 
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(table-driven) 




1 
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Figure 1 Concentric Circular Quadrant Architecture 



In proactive protocol each and every node in the network 
maintains routing information of every other node in the 
network. Routing information is generally kept in the routing 
tables and it is periodically updated as network topology 
changes. Proactive protocol is suitable for small network not 
for larger network because protocol need to maintains node 
entries for each and every node in the routing table. This 
causes more overhead in the routing table leading to 
consumption of more bandwidth. 

Reactive Protocol is a protocol, they don't maintain routing 
information. If a node want to send message to another node 
then this protocol searches for route in on demand manner and 
establish connection in order to transmit and receive the 
message. The route discovery occurs by flooding the route 
request packets throughout the network. 

here, we will use DSDV ( Distance sequenced distance vector) 
Protocol. DSDV is a proactive protocol, which is based on 
bellman ford algorithm. It was developed by c peakins and P. 
bhagwat in 1994. DSDV solve the routing loop problem. For 
routing loop problem, each entry in the routing table contains 
a sequence number. 



Here, only one location server region say R. It contains many 

nodes acting as location servers. This location server region 

will stores complete location information of a node. Complete 

location information consists of nodeid, quadrant 
number, x-coordinate, y-coordinate. 

A. Location Server Update: 

Let' p' be a node in the network. There are two movement 
of p: 

i) movement within the region (Quadrant) 

ii) movement between the region(Quadrant). 

i) Movement within the region(Quadrant):- 

Whenever node 'p' moves from one location to other location 
within the same quadrant. In this situation, after movement 
node p informs to location server. Location server updates the 
existing location information related to node p as shown fig. 



III. Description of Proposed Scheme 

A position based routing scheme called "Concentric Circular 
Quadrant Routing Scheme (CCQRS)" is used for location 
update and location query. In this scheme I have assumed that 
whole network area as circular. In this scheme a small circle 
region called location server region denoted by R is in the 
other circular area. This circular area divides 
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Figure 2: movement within the quadrant 



Figure 4: Location query within the quadrant 
ii) Location query between the quadrants: 



ii) Movement between the region(Quadrant):- 

Whenever node 'P' moves from one location to other location 
between the quadrants (i.e. different quadrant). In this 
situation, after movement node P informs to same location 
server means that in this situation same location server region 
is used. Location server updates the existing location 
information related to node P as shown in fig. 



Node P sends a message to node R. here, node P is in a 
quadrant and node R is in other quadrant. In this situation node 
P sends the message to one of the location servers, which is in 
location server region. The location server contains the 
complete information for node R. Location server sends 
message directly to node R as shown in fig. Same procedure 
for both queries because of only one location server region. 





Figure 3: movement between the quadrant 



Figure 5: Location query between the quadrants 



IV. PROPOSED ALGORITHMS 



B. Location query: 

There are two cases for location query: 

i) Location query within the quadrant 

ii) Location query between the quadrants 

i) Location query within the quadrant: 

Node P sends a message to node R. in this situation node P 
sends the message to one of the location servers, which is in 
location server region. The location server contains the 
complete information for node R. Location server sends 
message directly to node R as shown in fig. 



• Algorithm for movement of nodes within the 
quardrand 

Let us take: Q0,Q 1 ,Q2,Q3 [for quadrants] 
P [for node] 

1. begin: node p move from one location to another 
location [QOtoQO or QltoQl etc.] within the 
quadrant 

2. move: moverment of nodes within the quadrant. 
After movement the information of node (radius 
r) is changed in location server of location server 
region. 
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3. protocol: for communication any on e of the 
protocols is used (e.g. 
DSDV,AODV,DSR,LARetc) 

4. store: New information is stored into the location 
server 

5. repeat:[step 1 to step 2] for new moving nodes 

• Algorithm for movement of nodes across the 
quadrant 

1. begin: node p move from one location to another 
location [QOtoQl or QltoQ2 etc.] within the 
quadrant 

2. move: moverment of nodes within the quadrant. 
After movement the information of node (radius 
r and quadrant number) is changed in location 
server of location server region 

3. Protocol: for communication any on e of the 
protocols is used (e.g. 
DSDV,AODV,DSR,LARetc) 

4. Store: New information (radius r and quadrant 
number) is stored into the location server 

5. Repeat:[atep 1 to step 2] for new moving nodes 

V. Conclusion 

In this paper I propose a position based routing scheme called 
"Concentric Circular Quadrant Routing Scheme (CCQRS)". In 
this paper we use single location server region for location 
location update and location query. This strategy reduces the 
cost associated with location update and location query. This 
strategy reduces the cost associated with location update and 
location query. 
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Abstract — Fax over PSTN line suffered heavily in terms of high 
costs, call drops, improper imaging, corrupt messages etc. Fax 
over IP (FoIP) came as substitute to eliminate costly connection 
and transmission fees. With growing usage of FoIP, the spam is 
also rising and ruining business prospects. The approaches from 
the point of view of regulations and technologies to curb spam 
have been examined. Three technologies have also been 
compared to suggest most suitable anti-spam technology. 



Keywords- Fax over IP (FoIP), S/Fax, SharePoint, Spam, 
Filtering Spam Fax, Digital signature 



I. INTRODUCTION 

Facsimile or fax over the Public Switched Telephone Network 
(PSTN) line revolutionized the electronic transmission of 
documents and made Telex obsolete. A fax machine 
traditionally is an electronic device having scanner, modem 
and a printer inbuilt. Fax machine transmits data in pulses 
through a PSTN line to a recipient using a compatible fax 
machine. The recipient fax machine transforms these pulses 
into images and prints the same on fax paper. The traditional 
method reserves its usage for PSTN line, and only one fax can 
be sent or received at a time. 

Fax over PSTN line suffered heavily in terms of high costs, 
call drops, improper imaging, corrupt messages etc. There was 
a need to transform the way traditional fax systems worked. 
Instead of using PSTN line, an idea of using IP was 
experimented with. This experiment was found to be 
extremely successful as it cut down the costs and made faxing 
easier for users. Since fax over IP (FoIP) transmits data over 
an already established network, it eliminates costly connection 
and transmission fees. 

Initially, fax over IP suffered from lack of quality as well as 
efficiency and was not being considered as an ideal alternative 
to traditional fax systems. These issues plagued fax over IP 
system as it didn't have a technology of its own. Initially, it 
used Voice over IP (VoIP) as its base technology. However, 



this technology has improved over the years and now has 
elaborate standards and mechanisms for faxing over IP. 
Reducing cost is one of the most important reasons for 
growing importance of fax over IP. Fax over IP can be almost 
free in some cases. Also, fax over IP doesn't demand 
expensive additional equipment because the existing fax 
machine can be used for the purpose [16], [17]. 



II. 



FAX OVER IP 



Consolidation of data and communication networks through IP 
is serving the objectives of reducing IT infrastructure costs 
while managing data and communication applications 
efficiently [19]. Communication technologies getting 
standardized through IP are causing an overlap between 
network applications based on traditional communications 
backbone and future IP environments. Organizations today are 
experiencing challenges in understanding their existing 
network applications. However, they can take advantages of 
new IP -based approaches to data communications including 
fax over IP (FoIP). 

Most organizations are willing to implement VoIP to support 
their voice based operations. These organizations also need to 
provide reliable faxing capabilities to their employees. It 
makes commercial sense as well to utilize the existing VoIP 
technologies for supporting fax operations as well. There are 
huge potential benefits for organizations consolidating fax 
with voice systems through unified messaging applications. 
Initially, fax systems have utilized reliable PSTN networks 
and have been backed by reliable T.30 fax protocol to 
establish and maintain communication between two fax 
devices. Now FoIP has new standards developed specifically 
for FoIP making it possible for fax transmissions to utilize the 
Internet. Noticing this trend, fax manufacturers have started 
manufacturing fax equipments that can support transmission 
over Internet as well [19]. 



III. 



TECHNOLOGIES 



FoIP is supported by two technologies such as "store-and- 
forward" (T.37) and "realtime" (T.38). These technologies 
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utilize the standard T.30 fax definition to recognize data being 
transferred and to ensure compatibility with existing fax 
devices. These technologies differ from each other in methods 
of delivery and confirmation receipts. Real-time FoIP, based 
on the International Telecommunications Union (ITU) 
standard T.38, elaborates the necessary technical features for 
transferring fax in real-time mode between two standard 
Group 3 facsimile terminals over Internet or other IP based 
networks. T.38 is generally preferred as FoIP protocol because 
of its ability to align with the technologies of faxes over 
PSTN. 

T.30 handles IP fax transmission through like a standard fax 
call facilitating an end-to-end communication. With T.38, 
sending and receiving fax is similar to fax handling of non- 
FoIP fax devices. This involves establishing a session, sending 
and verifying the transmission of one or more pages and 
finally completing the session with positive confirmations 
from both sides. FoIP-enabled transmission is different as the 
server traverses first part of the communication to the network 
on IP technology rather than the PSTN. The session can use 
T.38 for transmission if the partner device is directly 
addressable on the same network. The IP switch converts T.38 
packets to standard T.30 packets over PSTN if the devices are 
separated by the telephone line. 

IP fax mechanism has two approaches namely boardless 
approach and the boarded approach for an Ethernet 
connection. Boardless system makes the fax works through 
DSPs (digital signal processors) located in IP routers. DSP 
manages transmission and conversion of T.38 packets to T.30 
packets. Since there is greater awareness among organizations 
over implementation of VoIP, there are lesser chances that 
organizations will go for FoIP before VoIP. 
Rather organizations are likely to utilize the already existing 
VoIP infrastructure to minimize the expense of adding FoIP to 
the same infrastructure. Also, VoIP will offer the required 
support already included in its routing infrastructure. 
Organizations need to ensure that investments in VoIP 
infrastructure are justified in including support for FoIP as 
well. 

Organizations adopting an IP environment need to enhance the 
benefits of their existing fax technologies by enabling them to 
support FoIP communications. 

A research [19] surveyed more than 500 fax users and 
potential users on their FoIP needs and expectations. This 
research identified the following most sought after benefits 
while implementing FoIP technologies: 

1 . Savings in Total Cost of Ownership (TCO) due to 
network consolidation 

2. Ability to push consistent fax solution throughout the 
entire network including remote locations. 

3. Improved IT management 

4. Device/application integration 



5. Least Cost Routing 

6. Better utilization of new IP equipment 

7. Eliminate the fax boards 

VoIP networks are increasingly entering private and public 
organizations with IP Telephony technology. These 
organizations would naturally want to leverage the value and 
convenience of single IP communications network. Standard 
VoIP Codecs have been designed for voice conversations. 
These Codecs allow certain amount of latency and packet loss, 
which can still be accepted in a voice conversation. 
However, faxes cannot afford to accept even small amounts of 
latency or any packet loss, rendering standard VoIP Codecs 
unacceptable for reliable faxing. 

This limitation forces organizations to retain analog lines on 
PBX, or deploy expensive fax boards to manage their fax 
traffic. These extra expenses affect the ROI negatively that 
organizations expect from their VoIP network investment. 
This scenario also requires organizations to maintain legacy 
communication equipments with their modern IP network 
infrastructure. 

FoIP can utilize TCP/IP standards and technologies to connect 
to the closest PSTN access to send and receive faxes. FoIP, as 
a public standard, is supported by most of the vendors' VoIP 
gateways. Rather than connecting a fax card to the PSTN, 
FoIP device can connect directly to the T.38 supported VoIP 
gateway. This principle is applicable on both inbound and 
outbound faxes [20]. eFax uses the store-and-forward 
capabilities as per T.37 standard to enable sending of faxes as 
emails. This obviously doesn't happen in real-time, which is 
the expected legal standing associated with fax. The fax is 
forwarded as email to an email server and then transmitted as 
an email attachment to a fax device for physical faxing. 
This method cuts IT support requirements for fax, but 
introduces limitations such as higher costs. Other providers 
use their VoIP networks to transmit fax, but this method 
requires an Analog Terminal Adaptor (ATA) hardware device 
into which a traditional fax machine must be plugged. These 
services are not enabling the users to fax straight to a receiver 
desktop. 

These limitations force organizations to not to use their 
existing VoIP networks for faxing. These organizations have 
limitations in realizing that VoIP capabilities added to their 
infrastructure also have added FoIP capabilities, without 
additional effort or expense [21], 

There has been growing consensus regarding using existing 
VoIP networks to support faxing to save efforts and cost. Still, 
notable differences between VoIP and FoIP need to be 
understood by the organizations before taking a decision. 
For organizations that have already implemented VoIP 
technologies, adding FoIP capabilities on the top of VoIP 
infrastructure would make perfect business sense. 
However, for organizations that are yet to decide on type of IP 
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capabilities, they would scale up to, a thorough comparison big relief to business users with numerous advantages 
between VoIP and FoIP is definitely required. associated with it such as compatibility, retention and 



FoIP is less tolerant to delays in comparison to VoIP. As delay 
in the absence of keep-alive mechanisms may force a session 
to drop. However, VoIP would absorb such network 
impairments and would force delayed browsing experience to 
the users. FoIP is also less tolerant towards packet errors or 
losses in comparison to VoIP. For communication reliability, 
FoIP may require an error-correcting but delay-adding 
protocol such as TCP to ensure delivery confirmation or repeat 
requests [22]. Considering the tighter integration of FoIP with 
real-time transmission and reliability, FoIP is treated as first 
possible alternative by the organizations. 

IV. THE GROWTH STORY SO FAR 

A research report [2] highlighted that fax revenues would 
continue to grow from $270 million in 2005 to $400 million in 
2010, achieving a remarkable compound annual growth rate 
(CAGR) of 8.2%. This report estimated that fax over IP sales 
would grow by a 50.7% CAGR to $245 million in 2010 and 
non fax over IP fax sales would decrease to $155 million in 
2010. This report further added that fax over IP systems would 
dominate the market by 2010 with integration of VoIP. 
Another research report [4] highlighted that more than 100 
billion fax pages are transmitted around the globe on a yearly 
basis despite efforts to become a paperless society. This 
research report also highlighted that fax over IP markets 
would continue to grow rapidly during the five-year forecast 
period unfazed by economic recession. This report further 
highlighted that fax has certain advantages over e-mail as it 
largely remains compatible across various devices and 
systems, retains the format of complex documents and finally 
sends documents in non-editable format so that the recipients 
do not modify them. 

A research report [3] on fax messaging markets observed that 
patent law situation with respect to fax over IP has undergone 
radical changes. This report further added that fax over IP 
would continue to enjoy growth rates that were earlier 
diminished due to economic downturn. This report concluded 
with fax over IP market projections of $ 1 .575 billion in 2013. 
A research report [5] on computer based fax markets for the 
period of 2009-2014 and observed that usage of IP has 
contributed towards tremendous growth of fax over IP. This 
report highlighted phenomenon of multi function peripherals 
(MFPs) and integration of business computing systems. The 
MFPs would account for 32% of revenues produced through 
fax over IP industry. This integration has also fuelled demand 
for fax over IP services. This report forecasted that desktop 
faxing would account for 70% share of fax systems, out of 
which 42.5% share would be attributed to unified messaging. 

V. SPAM IN fax: the insider's perspective 

An article [1] argued that fax over IP systems have brought 



integrity. This article also highlighted the challenges of spam 
or junk fax that were ruining the business prospects of fax 
over IP systems. 

The perspectives of spam fax differ for the recipients and 
organizations dealing in fax marketing [14]. The costs 
attached with spam are high and fax spammers are not 
authorized to use fax paper and toner of unwilling recipients to 
send sales pitches. Further, fax spammers shouldn't be 
allowed to tie up bandwidth, computing power, and storage of 
unintended recipients as they haven't paid for it [18]. With 
aggressive marketing pitches over fax machines, email boxes 
and cell phones, the list of offenses that deserve the spam 
handle is also growing [10]. 



VI. 



THE FIGHT BACK 



A new lobby of anti spam activists has decided take on fax 
spammers and these activists have been fighting against 
unsolicited fax messages through claims of damages and 
advocating for a law on spam faxes. 

A suit [9] filed to get junk or spam faxes banned was different 
in approach as it didn't claim damages. Rather, it helped in 
establishing a junk fax ruling under which sending of junk 
faxes was considered a criminal act. 

A prominent case [13] used junk fax law to sue violator over 
email spam and sought damages proving the ground 
comprehensively. This case argued that computer was also 
acting as fax machine and that email was really no different 
from fax over IP. This case further argued that received spam 
email using a phone line connection and printed message 
demonstrate suitability of trial of this case under junk fax law. 
An article [8] cited doubts in the opinions regarding 
willingness of courts to apply junk fax law, as most of the 
existing state laws on spam are weak and counterproductive. 



VII. 



Spam Fax: Curbing the Menace 



An article [14] suggested certain measures to prevent spam in 
fax over IP as per the provisions of the Junk Fax Prevention 
Act [15]. The recipient can contact the sender directly and 
express his/her unwillingness to receive spam fax messages. 
The recipient can also choose "opt out" option to block his/her 
fax number from fax mailing lists. The recipient also has a 
choice to approach a regulator and file a complaint or even 
claim damages. 

A suggestion was made regarding integrating FoIP with 
Microsoft SharePoint to eliminate spam and security risks. 
This integration can ensure the right movement of documents 
and junk or spam is filtered out [1]. This article further 
elaborated that FoIP, when integrated with SharePoint, 
provides efficient inbound routing of fax into SharePoint sites. 
This feature enables the users to search content, metadata tags, 
and optical character recognition (OCR) features of fax 
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documents to differentiate spam from necessary documents 
and apply rule based routing. The users also have the 
provision of triggering an automated SharePoint work flow 
process to ensure that fax documents go to the right folders or 
destinations while filtering junk out of the system. 
Another article [7] criticized the spam filters for their 
application in content sorting only. Moreover, most of the 
spam filters sort the spam after accepting the messages. High 
volume of spam forbids the users from receiving it and all 
messages classified as spam are automatically deleted. This 
causes difficulties to genuine senders as their messages are 
deleted without any reason being assigned. Using spam filter 
on protocol level would reject the spam and assign reason for 
doing so. Such spam filters are rare. This article advocated the 
use of pdf format over spam filters to counter spam faxes. A 
suggestion was made regarding using secure fax (S/FAX) over 
IP to generate secure mails in pdf format containing sender's 
name, address, and digital signature. This pdf can also be 
given password protection, if required. Upon receipt, the pdf 
reader can verify the integrity of the document as well as the 
digital signature and allow the receiver to either view it or 
discard as spam. 

An article [11] suggested charging fax spammer from $500 to 
$1500 for every unsolicited fax they send. The article added 
that this amount could become significant if fax spammers 
send many faxes. The recipient needs to keep track of all 
unsolicited faxes with date & time stamps to be used for 
claims. 

A technology [6] has also been proposed regarding spam fax 
filter that can transform a rasterized form of a fax image into 
non-rasterized forms. Non-rasterized forms of the fax image 
can then be checked against spam fax characteristics, or 
characteristics of fax images not known as spam. The fax 
image is declared as spam if it tests favorably to at least one of 
the known characteristics of spam fax. In case, the fax image 
doesn't conform to any of the characteristics of spam fax, it 
can be declared as non spam. 

Another article [12] suggested complaining to regulator and 
highlighting the matter to draw mass attention to curb the fax 
spam menace. 



(IJCSIS) International Journal of Computer Science and Information Security, 

Vol. 9, No. 1, 2011 
TABLE I. Comparative Analysis 



VIII. 



Comparative Analysis 



A comparative analysis as given in table. I involving three 
approaches [1], [6], [7] has been done to understand the 
unique characteristics associated with each approach. 
While comparing, the key indicators such as disposal of spam 
faxes, system overload, response time etc were kept in 
consideration. The researcher had attached higher significance 
to anti fax spam technology offering pre disposal of spam 
faxes as this would largely save the network from getting 
flooded with spam faxes resulting in higher load on resources. 
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IX. 



Conclusion 



S/FAX over IP approach proposed by Engelbert is 
conclusively better than rest of the approaches, as this 
approach does not allow the spam fax to get into system. 
Rather, this approach proposes to use spam filter to accept or 
discard fax messages subject to verification of integrity and 
digital signature of incoming fax messages. Also, this 
approach proposes to assign reasons for rejection of fax 
messages enabling the senders to receive the status of their 
messages. 



X. 



LIMITATIONS 



The researcher experienced certain limitations while 
conducting this research as there is no benchmark available, 
which could be taken into consideration for comparing the 
technical approaches to prevent spam in fax over IP. The 
researcher interacted with fax users to understand their 
expectations from these spam prevention approaches to 
identify the key indicators for comparison. The researcher 
attached high significance to pre disposal of spam faxes as this 
would prevent the spam faxes from entering into the system. 
The significant factors may be different for different users. 



XL 



FUTURE RESEARCH WORK 



The researcher is willing to work and explore this area more in 
order to identify best technologies and approaches to prevent 
spam in fax over IP. The researcher also intends to bring more 
technologies and approaches under the ambit of comparisons. 
A detailed research can be initiated on the basis of already 
covered issues and suitable statistical parameters can be used 
for rigorous technical comparisons. Developing a globally 
acceptable technology or approach to prevent spam in fax over 
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Abstract — The main aim of future wireless multimedia networks 
is to provide sufficient amount of resource to a multimedia call. 
Reserving required amount of resource in advance to a future 
new and handoff call is better than rejecting a call at neck of the 
moment due to insufficient resource at a particular time. This 
paper presents an efficient handoff resource management 
strategy by considering the future resource demands of a wireless 
multimedia call. Here a novel wiener based resource estimation 
and reservation method is adopted to estimate the instantaneous 
resource demands of a mobile user. Cell segmentation technique 
is introduced and utilized to predict the resource demands more 
accurately in a real time manner. The performance result shows 
this synergy of resource reservation using pilot sensing and cell 
segmentation have been decrease the call dropping probability of 
the handoff calls and increases the micro and pico cellular system 
performance in real time environments. 

Keywords-component; Handoff(HO), Resource Estimation(RE), 
Resource Reservation(RR), Cell Segmentation (CS), Call 
Dropping Probability (CDP), Wireless Multimedia Networks 

(WMN). 



I. 



Introduction 



Resource allocation is done to ensure an efficient use of 
resources in the wireless network. Radio resource allocation in 
cellular mobile system focuses mainly to improve the user 
admission capability and protecting the connection continuity. 
Handoff (HO) is an operation in which Mobile Unit (MU) 
communicating with one wireless Base Transceiver Station 
(BTS) is transferred to another base transceiver station during a 
call. A wireless mobile call in progress could be forced to 
abort during handoff, if it cannot be allocated sufficient amount 
of resources in the new wireless cell. A cell is the radio 
coverage area of a wireless base transceiver station. Present 
wireless cellular systems are employed with mobile assisted 
soft handoff technique for handoff operation. Handoffs are 
critical in cellular mobile system because neighboring cells are 
always using a disjoint subset of frequency bands. Hence 
negotiations must take place between mobile units, the current 
serving base transceiver station and the next potential base 
transceiver station. 



Reserving resources for future handoff calls and new calls 
is an effective way to reduce the handoff call dropping and new 
call blocking probability. Predicting and reserving resources for 
future calls can be classified into two types. They are local and 
collaborative methods[l]-[5]. Existing collaborative and local 
methods for resource reservation requires each base transceiver 
station to gather real time information on the behaviors of 
mobile units in neighboring cells. Such information may 
include how many users are expected to be handoff and service 
class of multimedia call in the neighboring cells at a given 
time. Local methods [6]-[8] assumes that every call requires the 
same bandwidth, the call arrival process is poisson, and the call 
holding time and a particular call channel holding time in each 
cell is exponentially distributed. Service class of a multimedia 
call mainly deals with how much amount of resource required 
for each call request. In the real time environments gathering 
the above information in a very short duration is very difficult 
one. 

The mobility-dependent predictive resource reservation 
(MDPRR) scheme and an admission control scheme are 
proposed in [9] based on common handoff procedure to 
provide flexible usage of scarce resource in mobile multimedia 
wireless networks. NPS(neural-network prediction scheme) is 
proposed in [10] to provide high accurate location prediction of 
a MH (mobile host) in wireless networks. In order to avoid too 
early or over reservation resulting in a waste of resources, a 
three-times resource-reservation scheme (TTRR) is also 
proposed The work in [11] is based on application of multi- 
input-multi-output (MIMO) multiplicative autoregressive- 
integrated-moving average (ARIMA) (p,d,q)x(P,D,Q)s models 
fitted to the traffic data measured in the considered cell itself 
and on the new call admission control (CAC) algorithm that 
simultaneously maximizes the system throughput while 
keeping the handoff call dropping probability (CDP) below the 
targeted value. The mobility-aided adaptive resource 
reservation (MARR) with admission control (AC) based on cell 
division , to provide better usage of scarce resource in wireless 
multimedia networks is proposed in [12]. The effect of pre- 
reservation area size on handoff performance in wireless 
cellular networks are discussed in [13]. It shows that if the 
reserved channels are strictly mapped to the MSs that made the 
corresponding reservations, as we increase the pre-reservation 
area size, the system performance (in terms of the probability 
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that the handoff calls are dropped) improves initially. The 
optimal pre-reservation area size is closely related to the traffic 
load of the network and the MSs' mobility pattern (moving 
speed). 

II. LIMITATIONS OF AVAILABLE METHODS 

Existing local and collaborative methods for predicting and 
reserving resources for future handoff calls and new calls are 
not much suitable for wireless multimedia networks. This is 
because of the following reasons. 

The amount of resource required to successfully handoff a 
call may vary over a wide range in a multimedia wireless 
networks. For example, data and video application calls may 
require different service quality levels and consequently require 
different amount of resources in order to ensure a successful 
handoff. Wireless networks are often consist of large number of 
micro and pico cells (i.e., very small radius cells). In such 
networks, handoff becomes more frequent, handoff call arrivals 
may be non-poisson and non-stationary for extended periods of 
time, and a handoff call channel holing time distribution inside 
each cell can be arbitrary. Even in macro cellular networks, 
handoff call arrivals may often be non-poisson and non- 
stationary for extended periods of time. For example, handoff 
call arrival rates will vary with the number of mobile users, 
user mobility pattern and network configuration. 

Speed of mobile units may vary widely and mobile users 
may stay in a particular micro or pico cell for very short time 
periods. Hence gathering real-time information on current 
status and behaviors of mobile units in other cells and 
communicating such information among base transceiver 
stations in a timely fashion will increases the system 
complexity and cost. 

The limitations of existing methods caused primarily by, 
they do not model the resource demands of handoff calls and 
new calls directly. In a real multimedia wireless networks, 
number of factors can impact the resource demands of future 
handoff calls and new calls. They include cell sizes, network 
configuration, number of mobile units in each cell, speed and 
mobility pattern of mobile units, types of services supported in 
each cell, types of services used by each mobile unit at any 
given time, arrival processes of new and handoff calls, call and 
channel holding times, etc. These factors often have a complex 
correlation and the set of the factors often changes over time. 
Consequently, modeling these factors can be difficult, 
especially when only local information is available. This is 
primarily why most existing collaborative and local methods 
can only handle poisson and stationary call arrivals, and 
requires each radio channel to have the same capacity. 

In this work a new class of Cell Segmentation (CS) based 
new call and handoff call resource estimation and reservation 
method is proposed. This overcomes some of the critical 
limitations of existing methods by modeling the instantaneous 
amount of resource demands directly. The proposed RER 
method uses pilot sensing method to gather information. This 
method perform well for new and handoff call arrival processes 
are non-poisson and non-stationary and each call requests an 
arbitrary amount of resources i.e. limit allowed by the network 
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and has non-exponentially distributed call and channel holding 
times. 



III. KEY FEATURES OF PROPOSED RESOURCE 
ESTIMATION AND RESERVATION (RER) METHOD 

Here a new class of dynamic resource estimation and 
reservation method for supporting multimedia call is proposed. 
The proposed RER method has the following properties. 

> Localized prediction: Each base transceiver station 
uses local available information from neighboring 
cells to determine dynamically how much resource 
should be reserved for future handoff calls and new 
calls. It communicate with other base transceiver 
stations for resource reservation decision, depends 
upon Predetermined Time Interval (PTI). 

> Modeling instantaneous demands directly: The 
proposed method models the instantaneous values of 
resource demands directly by using cell segmentation. 
It also enables to predict instantaneous and average 
future demands, while other existing methods can 
typically predict only average demands. 

> Multimedia call resource estimation and reservation: 
The proposed method estimates the future resource 
demands of each individual service class of 
multimedia call directly. It can also estimate the total 
amount of resource required for handoff calls and new 
calls of all service classes of a multimedia call. 

> Simplicity: The proposed method is much simpler to 
implement in real time and existing networks. 

IV. PROPOSED RESOURCE ESTIMATION AND 

RESERVATION METHOD 

The proposed resource reservation method for handoff calls 
is shown in Figure 1 and is a self explanatory one. When a 
mobile unit is approaching towards the cell boundary, its 
position and velocity are monitored. By using this, its 
remaining time in the current cell is calculated. Once this time 
falls below the threshold value called Resource Reservation 
Interval (RRI), then an new channel reservation request is sent 
to the test or target cell. 

If there are free or ideal channels in the target cell, 
then one channel is immediately reserved. At the same time, 
the channel is locked and temporarily disabled for other usage 
in the target cell. If the target cell has no free channels, then the 
reservation request waits for predetermined time interval. 
When a channel is released in the target cell within PTI, then 
that free channel is assigned for demand request. If there is no 
reservation request arrives then the released channel is remains 
free until the next channel request arrives. When a mobile unit 
ends its call connection in the current cell, but moving towards 
the target cell, in this case, a reservation cancellation request is 
forwarded to the target cell. Upon receiving the cancellation 
request, the target cell releases the locked channel or clears the 
reservation request. 
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Figure 1 . Proposed Handoff Call Resource Reservation Method 
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Figure 2. Flow Chart for Resource Reservation / Release Operations 
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When the mobile unit enters the target cell, handoff will be 

successful only if a channel has been reserved to take it over, or 

blocked if its reservation request is not yet processed. In the 

former case, the mobile unit continues its call, on the new 

channel until leaving or call completion, while in the later case, 

the call is forced into termination. A new call is accepted only 

if a free channel exists upon its arrival. Otherwise it is blocked 

and cleared from the system i.e. in the channel servers. For new 

calls, there is no need of resource reservation. Once free 

channels are available, and then connection is established. 

Otherwise the caller has to wait until the availability of free 

channels in the current cell. But for handoff calls, the resource 

reservation in advance is a mandatory one. 



V. FLOWCHART FOR RESOURCE RESERVATION/ 
RELEASE OPERATIONS 

The flow chart for channel reservation /release operation is 
shown in Figure 2. 

> The reserved resource capacity RC R (S) is initially set 
at X and Base Station Controller (BSC) waits for 
reservation request. 

> When a channel reservation is requested by mobile 
unit, the associated BSC accept the request, if the 
number of reservations 'S' in BSC is smaller than the 
predetermined maximum value of S, S max . 

> In the case of acceptance of the reservation request, 
the BSC increases 'S' by one and increases RCr(S) 
by X s . Which can be properly set at a different value 
for each 'S', if the reserved capacity RCr(S) is less 
than the RC Rmax . Otherwise the RC R (S) is set at RC R 
max. 

> When the release of the reserved channel capacity is 
requested, the BSC decreases 'S' by one and RCr (S) 
by X s+b if RCr(S) is less than the RC Rmax , otherwise 
RCr(S) is remains at RC Rmax . 

This method of pilot sensing reservation mechanism 
reduces the unnecessary blocking of new calls and dropping of 
the hand of calls. Since the system capacity depends on the new 
call blocking and handoff call droppings. The system capacity 
is limited by new call blocking if the new call blocking 
probability is higher than the weighted sum of the handoff call 
failure probability. If the weighted sum of the handoff call 
failure probability is higher than the new call blocking 
probability, the excursive handoff call failure probability limits 
the system capacity. 

The system capacity is maximum, when the new call 
blocking probability is equal to the weighted sum of the 
handoff dropping probability. To keep a balance between the 
new call blocking and the handoff call dropping probability, 
this method controls the size of the minimum reservation 
capacity X by counting the number of new call blocking and 
handoff call droppings. For resource reservation, new calls and 
handoff calls are taken into account, and the Markov model 
shown in Figure 4 can be used to reduce the computational 
complexity. 
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VI. CELL SEGMENTATION FOR RESOURCE 
RESERVATION / RELEASE OPERATIONS 

For effective resource reservation process as well as the 
handoff process, the cell area is divided in to the following 
regions. It is shown in Figure 3. They are 



> The Inner Cell Region (ICR) 

> Inner Most Cell Region (IMCR) 

> The Resource Reservation Region (RRR) 

> Handoff region by Handoff Threshold Value 
(HOTV). 

BHOTV - Below Handoff Threshold Value 

> The Outer Cell Region (OCR) 
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A communicating mobile unit does not require any further 
resource reservation for the following conditions. 

> The call of a communicating mobile unit is 
terminated with in the RRR. 

> The mobile call is terminated with in the IMCR after 
the caller moves from RRR to OCR. 




MU Resource 
Release conditions 



IMCR to RRR - does not 
require any immediate 
handoff 



RRR to outer cell region 
requires the channel 
release in the current cell 



MU Resource 
Reservation Conditions 



RRR to IMCR - Does not 
require any reservation 



MU entering from 
neighboring cell to test cell 
outer region then test cell 
requires immediate handoff 
reservation 



Figure 3. Cell Segmentation for Resource Reservation/Release Conditions 

A Communicating MU requires Resource Reservation for the 
following conditions 

> When the mobile unit moves from RRR to IMCR 
then it does not require any immediate resource 
reservation. 

> When the mobile unit enters from the neighboring 
cell outer boundary i.e OCR to the test cell outer 
region, then immediate reservation is required in the 
test cell. 



A Communicating mobile unit in RRR region requires another 
reservation for the following conditions. 

> A communicating mobile unit moves from RRR to 
IMCR and moves back into the RRR region again. 

> A communicating mobile unit moves from the RRR 
to another RRR. 

When the mobile unit moves from RRR to HOTV i.e. 
handoff threshold value, then the threshold value of the 
received signal in the MU decreases and handoff occurs. This 
handoff is a handoff release process and the channel is kept in 
the Base Station Controller (BSC) or Mobile Switching 
Centre(MSC) pool for allocating this channel into other 
channel reservation requests. When a new call arrives in an 
RRR region, then it requires an immediate channel reservation 
if it is not blocked. 

VII. MARKOV MODEL 

In the Markov process discussed by Lee[14] and Taha et 
al[15], future value is independent of the past values, given in 
the present value, i.e. It can models the future, depends only 
upon the present state. The Wiener process and Poisson process 
are Markov process. Since, both have the properties of 
independent increment, in a continuous time space. If the call 
arrival at a particular time interval is minimum in numbers, 
then poisson process is suggested. If the call arrival at a 
particular interval of time is maximum in numbers, then 
Wiener process is suggested. 
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Figure 4. Markov model for new call, handoff call and resource reservation 
call arrivals 

Here Wiener process is suggested, since in micro and pico 
cellular systems, call arrivals in a particular time interval is 
maximum in numbers. New call arrivals, handoff call arrivals 
and reservation request arrivals based on the Markov model is 
shown in Figure 4. for resource reservation conditions. New 
call arrivals in a handoff region are admitted only if both of the 
associated base transceiver stations accept, and, if they are 
admitted, the calls go into handoff. A handoff arrival with a 
channel reservation enters the system as a reservation request 
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arrival. When the reservation is released, it is assumed that, the 
release is caused by a handoff attempt. Service for a reservation 
request arrival is completed either if the call of the MU that 
requested the reservation is terminated or if the MU moves out 
of an RRR region. 

A. Wiener Based Prediction Method 

The proposed technique for resource reservation is wiener 
based method discussed by Taha et al[15]. This method 
supports multimedia calls since multimedia calls are variable 
bandwidth calls and it supports poisson and random arrival of 
calls in the network. It also supports stationary and non- 
stationary call arrivals in the system. In the wiener process, the 
present and future values are affected by large number of 
independent or weakly dependent factors. Since in the wireless 
cellular network, all calls are continuous with respect to time 
but discrete with respect to events in nature. The expression 
for estimating future demand by using present demand and 
present estimated demand is given by 
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present and future values affected by large number of 
independent or weakly dependent factors. 

> The values of ~ t+l for any two disjoint time 

intervals are independent in nature. 



(l - a )D , + m a D 



(1) 



where, 

D , 

D , 

D t+ , 

a 

m 



Observed demand of the mobile unit a time 't' 
Estimated demand of the mobile unit at time 't' 
Estimated demand of the mobile unit at time 't+l' 
Smoothing factor lies between zero and one 



- Amplification factor according to the 
value of alpha (a) 
At = 't+l' - Estimation time interval - 10 minutes 
When oc = 

D ■ + ' = D * ^ Future estimated demand is equal to 
present estimated demand and, 
When a = 1 

D i + 1 = Dt ^ Future estimated demand is equal to 
present demand, so from a = 0.1 to 0.9 future estimated 
demand is calculated. 

To calculate the demand more accurately, the value 
of 'a' is calculated as 



a = C 
< 

where 0<C<1 
In equation (2), 

Es = Dt 



is- 



D 



CEs 



(2) 



is the prediction error, and 
(1 - a )a , ^ Since < a , is standard 
the value should lies only 



normal variable and 
between zero and one 

° ' ~" std deviation at time 't' 
a i + 1 ^ std deviation at time 't+l' 

The wiener estimation method has the following properties 



AR 



D 



> ~ 1 + l is modeled as normal random variable 

for a given At = t +1. Normal distribution is justified 
because 'a' is the standard normal variable and the 



> The value 



AR 



D 



for the given time interval At 



=t+l is independent of starting time interval. 

has mean zero and standard deviation 



VIII. PERFORMANCE EVALUATION AND 
CONCLUSION 

The analysis of wiener based future resource estimation 
using present demand and present estimated demand is given in 
section 7.1. By varying the smoothing factor alpha, it can 
predict the future estimated demand more accurately. The 
performance of a proposed wiener based resource estimation 
method is shown in Figures 5 and 6. Figure 5 shows linear and 
Figure 6 shows the non-linear estimation of resource demands 
of a mobile unit in a predetermined time interval. The proposed 
method utilizes the cell segmentation effect for resource 
estimation and reservation. 
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Figure 5. Resource Estimation Using Proposed Wiener Method - Linear 
Prediction 
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Figure 6. Resource estimation Using Proposed Wiener Method- Nonlinear 
Prediction 
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Assuming each cell can support up to 78 channels 
and the target Call Dropping Probability (CDP) is 5%. The 
call arrival rate is varied to allow a comparison of CDP 
between lightly loaded and heavily overloaded systems. From 
the simulation it is shown that, using the predictions generated 
by the proposed RER, based on wiener method and the 
existing method, the resulting CDP is comparably reduced. 
Utilizing the cell segmentation effect for resource estimation 
and resource reservation for future handoff calls effectively 
utilizes the available resources. 
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Figure 7. Handoff Call Dropping Probability Comparison between Existing 
and RER Method 

Figure 7 shows the call dropping probability of handoff calls 
with and without considering the cell segmentation and 
resource reservation effects. In this graph, curve 'x' shows the 
CDP of handoff calls for existing methods of local and 
collaborative methods. Curve 'Y' shows the CDP of handoff 
calls with resource reservation and without considering the cell 
segmentation effect. In this case the CDP of lightly and heavily 
loaded system is constantly reduced by an amount of 15 
percent when compared with existing methods. Curve 'Z' is the 
response result by utilizing the cell segmentation effect for 
resource reservation. Now the performance is initially 
improved by an amount of 35 percent in the lightly loaded 
system and when the call arrival rate is increased, it produces 
an improvement of 20 percent reduction in CDP for heavily 
loaded system as compared with existing methods. With 
considering cell segmentation for reserving the resources 
considerably reduces the call dropping probability of handoff 
calls than without cell segmentation. This synergy of resource 
reservation and cell segmentation effectively manage the 
available resources in the network and will increase the micro 
and pico cellular system performance in real time manner. In 
this work more concentration given to handoff calls because 
termination of an ongoing call during handoff due to 
insufficient resource will onset the mobile users more than the 
new call termination during the call initiation. 
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Abstract — Multiple-input and Multiple-output (MIMO) is one 
of several forms of smart antenna technology. Multiuser 
downlink scheduling problem with n receivers and m transmits 
antennas, where data from different users can be multiplexed 
is discussed in this paper. Scheduling Algorithm targets to 
satisfy user's Qos by allocating number of transmit antennas. 
Scheduling performance under two different types of traffic 
modes is also discussed: one is voice or web-browsing and the 
other one is for data transfer and streaming data. We have 
proposed scheduling algorithm for MIMO system which 
targets to satisfy user's QoS by allocating the number of 
transmit antennas. 

Keywords- MIMO,SM,STC,DIV,SA,STBC,MRQDPC,IMD 



I. 



Introduction 



The process of technological advancement has given rise to 
develop MIMO technology in the field of wireless 
communication. MIMO system also reduces the expenditure 
for using extra bandwidth or the transmit power expenditures 
and increases in throughput and range are possible at the same 
bandwidth. MIMO system explores the idea of multipath 
propagation to increase data throughput and range, or reduce 
bit error rates rather than attempting to eliminate effects of 
multipath propagation as traditional SISO (Single-Input 
Single-Output) communication systems [1], [8] 
Multi-user multi-antenna transmission architecture with 
channel estimators cascaded at the receiver side is proposed so 
that each user can feedback channel state information (CSI) 
for the further process of antenna resource allocation [2] [3]. 
In MIMO, "multiple in" means a WLAN device 
simultaneously sends two or more radio signals into multiple 
transmitting antennas. "Multiple out" refers to two or more 
radio signals coming from multiple receiving antennas. These 
views of "in" and "out" may seem reversed; but MIMO 
terminology focuses on the system interface with antennas 
rather than the air interface. Whatever be the terminology, the 
MIMO's basic advantage seems simple, i.e. multiple antennas 
receive more signal and transmit more signal [1],[5],[8]. 
Maximal receive combining takes the signals from multiple 
antennas/receivers and combines them in a way that 
significantly boosts signal strength [6]. This technique is fully 
compatible with standard 802.11a/b/g. It significantly 
improves overall gain, especially in multipath environments. 



In multipath environments, signals pass through and reflect 
from various objects so that different signal reaches the two 
receiving antennas. Some frequencies tend to be attenuated at 
one antenna but not the other, which is shown by channel 
measurements in a multipath environment [5],[7].The capacity 
of the phased array system grows logarithmically with 
increasing antenna array size, whereas the capacity of the 
MIMO system grows linearly[10],[15]. 

II. MIMO SYSTEM 

A. MIMO wireless system 

MIMO wireless system consists of two antennas N&M. N 
antennas transmit the data whereas M antennas are to receive 
the data. MIMO system is different from other phased array 
systems where a single information stream, say x(t), is 
transmitted on all transmitters and then received at the receiver 
antennas. It can transmit different information streams x(t), 
y(t), z(t), on each transmit antenna These are independent 
information streams being sent simultaneously and in the same 
frequency band. The received signals rl(t), r2(t), r3(t) at each 
of the three received antennas are a linear combination of x(t), 
y(t), z(t) [6], [8]. The coefficients {aij} represent the channel 
weights corresponding to the attenuation seen between each 
transmit-receive antenna pair. The affect is that we have a 
system of three equations and three unknowns as shown below. 

R = A [x y z] 
The matrix, A, of channel coefficients { aij } must be invertible 
for MIMO systems to live up to their promise. It has been 
proven that the likelihood for A to be invertible increases as the 
number of multipaths and reflections in the vicinity of the 
transmitter or receiver increases . The impact of this is that in a 
Rayleigh fading environment with spatial independence, there 
are essentially NM levels of diversity available and there are 
min(N,M) independent parallel channels that can be 
established. Increases in the diversity order results in 
significant reductions in the total transmit power for the same 
level of performance[15]. On the other hand, an increase in the 
number of parallel channels translates into an increase in the 
achievable data rate within the same bandwidth. 



B. MIMO Techniques 
There are four unique 



are 
available 



to 



the 



multi -antenna MIMO techniques 
system designer namely : spatial 
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multiplexing (SM-MIMO), space-time coding (STC-MIMO), 
diversity systems (DIV-MIMO), smart antenna (SA-MIMO): 
In spatial multiplexing, a high rate signal is split into multiple 
lower rate streams and each stream is transmitted from a 
different transmit antenna in the same frequency channel. If 
these signals arrive at the receiver antenna array with 
sufficiently different spatial signatures, the receiver can 
separate these streams, creating parallel channels free. Spatial 
multiplexing is a very powerful technique for increasing 
channel capacity at higher Signal to Noise Ratio (SNR)[6]. 
The maximum number of spatial streams is limited by the 
lesser in the number of antennas at the transmitter or receiver. 
Spatial multiplexing can be used with or without transmit 
channel knowledge. Spatial multiplexing MIMO schemes 
have been suggested to solve any and all wireless 
communication issues. Spatial multiplexing maximizes the 
link capacity, for spatial multiplexing the number of receive 
antennas must be greater than or equal to the number of 
transmit antennas [8]. It makes the receivers very complex, 
and therefore it is typically combined with orthogonal 
frequency-division multiplexing (OFDM) [1], [4] .The IEEE 
802. 16e standard incorporates MIMO-OFDMA. The IEEE 
802.1 In standard which is expected to be finalized soon, 
recommends MIMO-OFDM. Compared to spatial 
multiplexing systems, space-time code STC-MIMO systems 
provide robustness of communications without providing 
significant throughput gains against spatial multiplexing 
systems [6], [13]. 

Moreover, to support fully the cellular environments MIMO 
research consortiums including IST-MASCOT, proposed to 
develop advanced MIMO communication techniques such as 
cross-layer MIMO, multi-user MIMO and ad-hoc MIMO. 
Cross-layer MIMO enhances the performance of MIMO links 
by solving cross-layer problems occurred when the MIMO 
configuration is employed in the system. A Cross-layer 
technique has been enhancing the performance of SISO links 
as well [7]. Examples of cross-layer techniques are Joint 
source-channel coding, Link adaptation, or adaptive 
modulation and coding (AMC), Hybrid ARQ (HARQ) and 
user scheduling. Multi-user MIMO can exploit multiple user 
interference powers as a spatial resource at the cost of 
advanced transmit processing while conventional or single- 
user MIMO uses only the multiple antenna dimension [4]. 
Examples of advanced transmit processing for multi-user 
MIMO are interference aware precoding and SDMA-based 
user scheduling. 

Ad-hoc MIMO is a useful technique for future cellular 
networks which considers wireless mesh networking or 
wireless ad-hoc networking. To optimize the capacity of ad- 
hoc channels, MIMO concept and techniques can be applied to 
multiple links between transmit and receive node clusters. 
Unlike multiple antennas at the single-user MIMO transceiver, 
multiple nodes are located in a distributed manner. So, to 
achieve the capacity of this network, techniques to manage 
distributed radio resources are essential like the node 
cooperation and dirty paper coding (DPC) [8]. 
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III. MIMO Channel 

New transmit strategies are derived and compared to existing 
transmit strategies, such as beamforming and space-time block 
coding (STBC). Rayleigh fading multiple input multiple 
output (MIMO) channels are studied using an eigenvalue 
analysis and exact expressions for the bit error rates and 
outage capacities for beamforming and STBC is found [6]. In 
general are MIMO fading channels correlated and there exists 
a mutual coupling between antenna elements. These findings 
are supported by indoor MIMO measurements. It is found that 
the mutual coupling can, in some scenarios, increase the 
outage capacity[9]. The effects of nonlinear transmit 
amplifiers in array antennas are also analyzed, and it is shown 
that an array reduces the effective intermodulation distortion 
(IMD) transmitted by the array antenna by a spatial filtering of 
the IMD. The use of a low cost antenna with switchable 
directional properties, the switched parasitic antenna, is 
studied in a MIMO context and compared to array techniques. 
It is found that it has comparable performance, at a fraction of 
the cost for an array antenna.In recent years, deploying 
multiple antennas at both transmitter and receiver has 
appeared as a very promising technology[8]. By exploiting the 
spatial domain, multiple-input multiple-output (MIMO) 
systems can support extremely high data rates as long as the 
environments can provide sufficiently rich scattering. To 
design high performance MIMO wireless systems and predict 
system performance under various circumstances, it is of great 
interest to have accurate MIMO wireless channel models for 
different scenarios. 



A. Space-time block code 

Space-time block coding is a technique used to transmit 
multiple copies of a data stream across a number of antennas 
and to exploit the various received versions of the data to 
improve the reliability of data-transfer Alamouti invented the 
simplest of all the STBCs . It is readily apparent that this is a 
rate-1 code. It takes two time-slots to transmit two symbols. 
Using the optimal decoding scheme discussed below, the bit- 
error rate (BER) of this STBC is equivalent to 2nR-branch 
maximal ratio combining (MRC)[13]. This is a very special 
STBC. It is the only orthogonal STBC that achieves rate-1. 
That is to say that it is the only STBC that can achieve its full 
diversity gain without needing to sacrifice its data rate[ 13]. 
Strictly, this is only true for complex modulation symbols. 
Since almost all constellation diagrams rely on complex 
numbers however, this property usually gives Alamouti's code 
a significant advantage over the higher-order STBCs even 
though they achieve a better error -rate performance [14]. 
Tarokh et al, discovered a set of STBCs that are particularly 
straightforward, and coined the scheme's name. They also 
proved that no code for more than 2 transmit antennas could 
achieve full-rate. They also demonstrated the simple, linear 
decoding scheme that goes with their codes under perfect 
channel state information assumption [16]. One particularly 
attractive feature of orthogonal STBCs is that maximum 
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likelihood decoding can be achieved at the receiver with only 
linear processing. 

We have calculate the error probability achieved by the MRC, 
showing it to be much smaller than the one corresponding to 
the SISO channel, in which no spatial diversity exists. Next, 
we consider the multiple -input single-output (MISO, multiple 
transmit antennas, single receive antenna) channel, and we 
present some mechanisms that exploit the transmit diversity 
offered by this channel. Specifically, Alamouti's scheme is 
analyzed. Bringing together transmit and receive diversity, the 
MIMO channel is introduced. The Alamouti-based scheme are 
shown to achieve full diversity, i.e., they take full advantage of 
both transmit and receive diversity provided by the MIMO 
channel. 

IVSCHEDULING ALGORITHM 

Multiuser scheduling is the problem of allocating resources 
(such as power or bandwidth) in order to perform desirably 
with respect to criteria such as throughput or delay. Most 
previous studies limit their scope to time-sharing schedules. 
Transmitting to the user with the best reception is sum-rate 
optimal (achieves maximum throughput) for a single-antenna 
broadcast channel under infinite backlogs and symmetric 
channels. However, in a multiple-antenna broadcast channel 
time-division is sub-optimal. 

Schedules most commonly ignore queuing and randomness in 
packet arrivals and hence cannot offer stability guarantees. 
This is true in some scheduling algorithms that aim to satisfy 
fairness criteria, such as proportional-fair scheduling: 

B. Multiuser scheduling 

Multiuser scheduling is the problem of allocating resources 
(such as power or bandwidth) in order to perform desirably 
with respect to criteria such as throughput or delay. This 
problem has attracted great interest in the recent years. Most 
previous studies limit their scope to time-sharing schedules, i.e. 
those where only a single user's data is transmitted at any time. 
The computational complexity of broadcast coding, together 
with the fact that the optimal coding for the MIMO Broadcast 
channel was not known until recently, has made time-sharing 
attractive. In fact, transmitting to the user with the best 
reception is sum-rate optimal (achieves maximum throughput) 
for a single-antenna broadcast channel under infinite backlogs 
and symmetric channels. However, in a multiple-antenna 
broadcast channel time-division is sub-optimal. Schedules 
proposed in previous literature also most commonly ignore 
queuing and randomness in packet arrivals and hence cannot 
offer stability guarantees. This is true in some scheduling 
algorithms that aim to satisfy a fairness criteria, such as 
proportional-fair scheduling. 

A guiding work for incorporating randomness and stability 
issues has been, where the network capacity region is defined 
as the region of stabilizable input data rates, and it is shown 
that this region is achieved by a maximum-weight matching 
(weights being related to queue sizes). Building on those 
definitions, [11] considers a broadcast scenario under time 
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division and demonstrates a schedule that achieves the network 
capacity region. Along similar lines, [12] shows that a 
throughput-optimal policy is a maximum-weight matching in 
the form of maxPi _iqiri where qi's are the queue states of 
users, and the rates ri are left implicit. Also in the downlink 
scenario, compares several heuristic scheduling policies such as 
beamforming to the user with the shortest remaining job versus 
multiplexing several users. To our knowledge, the maximum- 
weight matching scheduling policy has first been combined 
with channel coding and power control explicitly in [14], for 
the multi-access channel. 



C. Scheduling Policies 

The Most of the current researches focus on the fairness 
among users. Nevertheless, it has been found however that a 
dilemma exists between fairness and system capacity 
arrangement. The goal of fairness scheduling is to deliver the 
equal information bits to users, while that of capacity 
scheduling is to maximize the utilization of wireless channels. 
The best way to achieve highest overall throughput of the 
system is to assign higher data rate for those subchannels in 
good condition, and to assign lower data rate for those poor 
subchannels. Unfortunately, under multi-user system 
architecture, each subchannel stands for each user so favoring 
particular subchannel leads to unfairness issue. 

D. Antenna Scheduling and selection 

For the wireline communications, several scheduling 
techniques such as weighted fair queuing and packetized 
general processor sharing have been proposed to furnish fair 
channel access among contending hosts. However, an attempt 
to apply these wireline scheduling algorithms to wireless 
systems is inappropriate because wireless communication 
system presents many new challenges such as radio channel 
impairments. Therefore, late researches investigate some 
resources such as code, power, and bandwidth to exploit more 
efficient transmission under wireless MIMO environment 
[11], [12], [13]. We explore an antenna allocation scheme with 
dynamic allotment of multiple antennas for each real-time user 
to satisfy their QoS requirements. Although fairness is an 
important criterion in judging the design of a scheduling 
algorithm. Overemphasizing it is not good in reality because 
"fairness" does not equal to user's satisfaction. Hence we 
propose a different algorithm which targets to satisfy user's 
QoS by allocating the number of transmit antennas. In this 
algorithm, we have to calculate how many antennas a user 
should use in order to satisfy user's time-varying data rate 
requests. Since we assume that the SNR and spatial correlation 
are known at the transmitter and the receive antenna amounts 
are naturally known. So we can compute the channel capacity 
as the function of the number of transmit antenna. Which 
antenna should be added or taken off as the next step would be 
dependent upon how many antennas are to be used. 

VI SIMULATIONS RESULT 

To assess the relative performance of the MIMO system, we 
consider as metrics the latency, fairness and average rate In Fig. 1 
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we plot the Channel capacity (in total number of bits per second 
per hertz (b/s/Hz)) and the SNR of the downlink channel as a 
function of the number of transmitting (nt)and receiving 
antennas(nr), respectively. It should be noted that the use of 
multiple antennas has significant impact on the Channel Capacity. 
We have calculate the error probability achieved by the MRC, 
showing it to be much smaller than the one corresponding to the 
SISO channel, in which no spatial diversity exists. Next, we 
consider the multiple-input single-output (MISO, multiple 
transmit antennas, single receive antenna) channel, and we 
present some mechanisms that exploit the transmit diversity 
offered by this channel. Specifically, Alamouti's schemes are 
analyzed. In Fig. 2 and 3, we plot SNR vs BER for 2 Transmitter 
&lReciver and 2 Transmitter &2Reciver,it is evident from plot 
that BER is minimum in the case of MIMO system. The 
Alamouti-based scheme are shown to achieve full diversity, i.e., 
they take full advantage of both transmit and receive diversity 
provided by the MIMO channel. 






Figure 


1. Channel Capacity versus SNR 
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Figure 3. BER Vs SNR(2 Transmitter &2Reciver) 

The scheduling performance of our algorithm under two 
different types of traffic mode are implemented: one is voice 
or web-browsing in that bursts of data rate happen in some 
time intervals, sometimes it occurs silently also. The other one 
is for data transfer and streaming data. The requirement of 
data is self-similar and constantly high or low with only few 
fluctuations. The former is modeled by Pareto distribution 
while the later one is modeled by Weibull distribution. In the 
following simulations, channel matrix change every 10 time 
index with a total 12 transmit antennas for 3 users, and the 
algorithm trigger threshold at 1.5 bits/Hz/sec. 
The data streaming traffic mode is modeled by Weibull 
distribution with given pdf, 

f(x)=aBx B1 e axB 

Where a is the scale parameter and B is the shape parameter. 
The pdf distribution is shown is shown in Figure 6.3. Data rate 
request and indemnity curves for Weibull Distribution are 
shown in Figure 4, Figure 5, and Figure 6 respectively. 

pdf for Weibull Distribution (a=SD, b~1D) 




Figure 2. BER vs SNR (2 Transmitter &lReciver) 
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Figure 4: Weibull Distribution 
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Rx-3 (data rate request) 





Rx-3 (indemnity) 
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Figure 5: Data Rate Request and Indemnity Curves 
for Weibull Distribution (a=20,b=10) with Rx=l 
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Figure 6: Data Rate Request and Indemnity Curves for 
Weibull Distribution (a=20,b=10) with Rx=2 
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Figure 7: Data Rate Request and Indemnity Curves for 

Weibull Distribution (a=20,b=10) with Rx= 3 



Pareto distribution 

The former described traffic flow is modeled by Pareto 

distribution with given pdf as 

f(x) =B a B /x B+ ' 

Where a is the scale parameter and B is the shape parameter. 

The pdf distribution is shown is shown in Figure 8. Data rate 

request and indemnity curves for Pareto Distribution are 

shown in Figure 9, Figure 10 and Figure 1 1 respectively. 



pdf for Pareto Distribution (a=2. b=1.Q) 




Figure 8: Pareto Distribution 
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Figure 9: Data Rate Request and Indemnity Curves for Pareto 
Distribution (a=1.8,b=2) with Rx=l 
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Figure 10: Data Rate Request and Indemnity Curves for Pareto 
Distribution (a=1.8,b=2) with Rx=2 





Figure 1 1 : Data Rate Request and Indemnity Curves for Pareto 
Distribution (a=1.8,b=2) with Rx= 3 



Weibull distribution traffic mode is for high-data rate 
transmission (with average throughput request about 20 
bits/HZ/sec); so using single receive antenna is not enough for 
handling the constantly high data rate and in the end it has 
compensation diverge, i.e. system crashes depicted in Figure 
5. Changing forgetting factor smaller could somehow relieve 
the traffic pressure shown in Figure 11, but it doesn't solve the 
problem from the bottom line. Four receive antennas is 
suggested at least for such high-data rate system requirement. 
Though applying smaller forgetting factors can alleviate the 
divergence of compensation, the system turns out to be 
sensitive to the sudden change of 'data rate request' 
particularly for the case of Weibull distribution. The 
indemnity can avoid numbers of antennas being taken off 
when the data rate request abruptly drops; for the sake of this, 
the system doesn't have to increase the number of transmit 
antennas when the data rate request goes back to normal. 
What's more, excessive small forgetting factor equals to no 
compensation. So by choosing an appropriate forgetting factor 
more users can be accommodated by the system. Either the 
higher signal-to-noise ratio or the less correlation, offer a 
better environment for transmission and exploration of more 
capacities. In the time domain analysis, we also evaluate how 
many transmit antennas are needed to reach certain service 
quality (to guarantee the average indemnity under certain 
level). 

Vn.CONCLUSION 
In this paper, broader scope of MIMO channel modeling 
methods was presented. Through simulation study, we showed 
that, how many transmit antennas are needed to reach certain 
service quality and Either the higher signal-to-noise ratio or 
the less correlation, offer a better environment for 
transmission and exploration of more capacities We briefly 
went through diverse scheduling policies and proposed a 
novel, different optimizing target of antenna selection and 
scheduling. Simultaneously, results of antenna scheduling 
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algorithm under random traffic mode-Weibull and Pareto-are 

discussed. It is possible that the future high data-rate-demand AUTHORS PROFILE 

communication system would require more transmit antennas 
to overcome the bottleneck of limited capacity. Our algorithm 
requires as many transmit antennas as that of receive antennas 
approximately and it would be very helpful to enhance the 
overall usage of channel resource for high-speed wireless 
network physical layer design. 
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Abstract - Email authorship identification helps 
tracking fraudulent emails. This research proposes 
extraction on unique words from the emails. These 
unique words will be used as representative features to 
train Radial Basis function (RBF). Final weights are 
obtained and subsequently used for testing. The 
percentage of identification of email authorship depends 
upon number of RBF centers and the type of functional 
words used for training RBF. One hundred fifty 
authors with one hundred files from the sent folder of 
Enron database are considered. A total of 300 unique 
words of number of characters in each word ranging 
from 3 to 7 are considered. Training and Testing RBF 
are done by taking different length of words. The 
percentage of authorship identification ranges from 
95% to 97%. Simulation shows the effectiveness of the 
proposed RBF network for email authorship 
identification. 



Keywords: email authorship 
frequency; radial basis function; 



identification; word 



I. 



INTRODUCTION 



The principal objectives of author 
identification are to classify [Moshe 2002] the emails 
belonging to an author. This approach is used in 
forensic for author identification in malicious emails. 
Some of the commercial softwares like copycatch 
gold, jvocalize, signature stylometric system, textaz, 
Antconc, yoshikoder, lexico3, T-lab, wordsmithtools 
etc. use statistical methods to identify an author.. 
These softwares uses parameters such as total number 
of different words, number of content words used in 
the list, total number of words in the text / vocabulary 
items used, vocabulary richness, mean sentence 
length, mean paragraph length, mean of 2-3 letter 
words, mean of voxel starting words, cumulative 
summation method, bigrams and many more. The 
users who intend to utilize the software for their 
email author identification need to choose the type of 
statistical analysis options that best identify author 
for an email and obtain the characteristics that 
remains constant for large number of emails written 
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by the author. Each author follows style, which is 
called functional words. By using these functional 
words and their frequencies, identification of the 
author is easy [David 2005]. 

Authorship identification is important as the 
number of documents in internet is increasing. The 
researchers are focused on different properties of 
texts. There are two different properties of the texts 
that are used in classification: the content of the text 
and the style of the author. Stylometry [Goodman 
2007] the statistical analysis of literary style - 
complements traditional literary scholarship since it 
offers a means of capturing the often elusive 
character of an author's style [Zheng 2006] by 
quantifying some of its features. Most stylometry 
[Pavelec 2007 and Diederich 2008] studies employ 
items of language and most of these are lexically 
based. 

The usefulness of function words in 
Authorship attribution [Diederich 2003] is examined. 
Experiments were conducted with support vector 
machine classifiers in twenty novels and-success 
rates above 90% were obtained. The use of functional 
words is a valid and good approach in Authorship 
attribution [Koppel 2006]. 

Stamatatos 2001 has measured a success rate 
of 65% and 72% in their study for authorship 
recognition, which is an implementation of multiple 
regression and discriminant analysis. Joachim 
Diederich 2003 and his collaborators conducted 
experiments with support vector classifiers and 
detected author with 60-80% success rates with 
different parameters. 

The effect of word sequences in authorship 
[Abbasi 2005] attribution has been studied. The 
researchers aimed to consider both stylistic and topic 
features of texts. In this work the documents are 
identified by the set of word sequences that combine 
functional and content words. The experiments are 
done on a dataset consisting of poems using naive 
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Bayes classifier [Peng 2004]; the researchers claim 
that they achieved good results. 

II. MATERIALS AND METHODS 
2.1 Materials 

Words of working type, action oriented, 
different categories of prepositions, pronouns, 
adjectives, adverbs, conjunctions and interjections are 
given in Table 1 to Table 3. These words are used as 
filtering and as templates. When an email is analyzed 
for uniqueness, the extracted features are based on 
list of words presented in the tables. Hence, 
unnecessary words are eliminated and the number of 
unique words that represent an email is minimum. 

TABLE 1 SAMPLE WORDS USED FOR FILTERING 



Work 

(70) 


Action 

(524) 


Preposition 
1(94) 


Preposition 2 
(30) 


analyze 


Accelerate 


Aboard 


according to 


annotate 


Accommodate 


About 


ahead of 


ascertain 


Accomplish 


Above 


as of 


attend 


Accumulate 


Absent 


as per 


audit 


Achieve 


Across 


as regards 


build 


Acquire 


After 


aside from 


calculate 


Act 


Against 


because of 


consider 


Activate 


Along 


close to 


construct 


Adapt 


Alongside 


due to 


control 


Add 


Amid 


except for 



TABLE 2 SAMPLE WORDS USED FOR FILTERING 



Preposition 
3(16) 


Preposition 

4(9) 


Pronoun 

(77) 


Adjectives 

(395) 


as far as 


apart from 


All 


early 


as well as 


but 


Another 


abundant 


by means of 


except 


Any 


adorable 


in accordance 
with 


plus 


anybody 


adventurous 


in addition to 


save 


Anyone 


aggressive 


in case of 


concerning 


anything 


agreeable 


in front of 


considering 


Both 


alert 


in lieu of 


regarding 


Each 


alive 


in place of 


worth 


each other 


amused 


in point of 




Either 


ancient 



TABLE 3 SAMPLE WORDS USED FOR FILTERING 



Adverbs (331) 


Conjunctions (25) 


Interjections (77) 


Abnormally 


And 


Absolutely 


absentmindedly 


But 


Achoo 


Accidentally 


For 


Ack 


Acidly 


Nor 


Agreed 


Actually 


Or 


Aha 


Adventurously 


So 


Ahem 


Afterwards 


Yet 


Ahh 


Almost 


after 


Ahoy 


Always 


although 


Alack 


Angrily 


as 


Alas 



Work words: To avoid misinterpretation, work 
words will analyze how an author writes his email 



and what clarity he has in the mail. The number of 
work words will indicate performance task 
requirements in a neat, unambiguous manner by 
using the work words that translate exactly what an 
author has in his mind. Action words: It indicates 
some actions during an expressing in the email. 
Preposition, adjectives, adverbs, conjunctions and 
interjections have their standard meanings. 

The total number of words used as basic dictionary is 
1648 (work + action + prepositions + adjectives + 
adverbs + conjunctions + Interjections). The numbers 
mentioned in the paranthesis are the total in each 
category whereas, only few words are shown in the 
tables for understanding. 

A schematic diagram for implementation of the 
proposed work is presented din Figure 1 . 




Train RBF 
and store 

final 
weights 



Create 
author 
matrix 



Find the 
frequency 

and the 

words for 

each 



Fig. 1 (a) Training the system 



Emails 



Extract words 



Filter words 

using 

template 

words given 




Process 

with final 

weights 



Find the 
frequency and 
the words for 
each category 



Fig. 1 (b) Testing the system 

Email: The email received in the system 

Extract words: all the words in the email are 

arranged. 

Filter words: The words given in Table 1-3 are 

searched in the extracted words. Subsequently, the 

word frequencies are found. 

Author matrix: A matrix with column as authors and 

vertical rows with word frequencies. 

Training patterns: The columns of the matrix are used 

as training patterns and labeling are introduced. 



69 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 
Vol. 9, No. 1, January 2011 



2.2 Methods 

2. 2. 1 Radial Basis Function 

The concept of distance measure is used to 
associate the input and output pattern values. RBFs 
are capable of producing approximations to an 
unknown function 'f from a set of input data 
abscissa. The approximation is produced by passing 
an input point through a set of basis functions, each 
of which contains one of the RBF centers. 

An exponential function is used as an 
activation function for the input data. Distance 
between Input data and set of centers chosen from the 
Input data are found and passed through an 
exponential activation function. A bias value of f is 
used along with the data. These data are further 
processed to get a set of final weights between radial 
basis function and the target value. 

The topology of RBF network is 12 nodes in 
Input layer, 10 nodes in hidden layer and 1 node in 
the output layer. The difference in input data and a 
center is passed through exp(-x) and is called RBF. A 
rectangular matrix is further obtained for which 
inverse is found. The resultant value is processed 
with the entire inputs and target values to obtain final 
weights. 

Details of the Figure 2 is given below: 

Read input pattern: The columns of the author matrix 
are used as training patterns. The number of patterns 
is equal to number of authors. 

Create center: One hundred training patterns are used 
as centers. 

Create RBF: Calculate distance between training 
patterns and one hundred centers. The resultant 
values are passed through activation function, exp(-x) 
to produce outputs of RBF nodes in the hidden layer 
of the network. 

The number of training patterns and the 
number of centers will produce a rectangular matrix. 
This is converted into square matrix and inverse of 
the same is found and processed with labeling to get 
final weights. 



Read 




Create 


Input 


— ► 


centers 


patter 






u 








Find weights 
F=E*Target 



Fig 2 Radial basis function flow chart 

III. . EXPERIMENTAL PROCEDURE 

Enron email dataset has been used for 
evaluating the efficiency of RBF in email authorship 
identification. This email dataset was made public by 
the Federal Energy Regulatory Commission during 
its investigation. It contains all kind of emails, 
personal and official. William Cohen from CMU has 
put up the dataset on the web for researchers. This 
contains around 5,17,431 emails from 151 users. 
Each mail in the folders contains the senders and the 
receiver email addresses, date and time, subject, 
body, text and some other email specific technical 
details. It is available in the form of MySql database 
with a size of 400MB. The Enron database contains 
four tables. The first table contains information of 
each of the 151 employees. The second table contains 
the information of the email message, the sender, 
subject, text and other information. The third table 
contains the recipient's information. The fourth table 
contains information about either as a forward or 
reply. Table 4 presents names of few folders under 
each author. Only 146 authors have been considered 
for study. 
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TABLE 4 DETAILS OF ENRON FOLDER 



Vowels 



a 
o 

u 

a 

a. 


a § 

CO I 


t*) 

S3 

s 

3 
_ u 

< -a 


fifl 

s 

« 

a 
e 
u 


e i 


a 

.2 a 

2 os 

3 4J 
U !h 

.2 j§ 

Q ! 


M 
o 

XI 

a 


M 
o 

XI 

a 

O 

e 
Z 


a 

t/1 


1 .-§ 


allen-p 


602 


628 


2 


361 


412 


66 


48 


562 


345 


amold-j 


814 


1047 


X 


723 


401 


142 


84 


816 


723 


arora-h 


X 


65 


X 


197 


57 


79 


X 


9 


68 


badeer- 
r 


52 


299 


2 


13 


277 


3 


115 


X 


7 


bailey-s 


X 


16 


X 


434 


X 


4 


10 


X 


14 


bass-e 


1409 


2037 


X 


415 


1386 


310 


601 


1363 


258 


Baughm 

an 

-d 


X 


389 


4 


431 


384 


383 


X 




96 


beck-s 


1093 


3137 


7 


309 


2630 


751 


190 


1099 


482 


benson- 
r 


X 


84 


X 


203 


77 


274 


75 


7 


9 


blair-1 


39 


2 


X 


662 


X 


291 


X 


X 


929 


X represents no information 



There are 15 unique words that are identified in all 
the emails under consideration by using the filtering 
words given in Table 1-3.. The list of unique words is 
presented in Table 5. 

TABLE 5 UNIQUE WORDS 



our 


when 


out 


which 


plan 


with 


please 


you 


that 


your 


to 


yours 


we 


zip 


what 






50 100 1 

Authors 

Fig. 3 Number of words with vowel in the beginning of words 

Work 




IV. IMPLEMENTATION 



Authors 
Fig4. Work words for each author 



Characterization and feature extraction for 
training radial basis function (RBF) are based on 
vowels at the beginning of words and some of the 
grammatical rules present in the emails of an author. 
Figure 3 presents authors in x-axis and number of 
words with vowels at the beginning of words in the 
y-axis. Each stem is the average number of words 
with vowels at the beginning considering all the 
emails of an author. Figure 4 presents the number of 
work words. Figure 5 presents the number of action 
words. Figure 6 to figure 9 presents number of 
prepositions. 



Action 




SO 100 

Authors 



Fig. 5 Action words for each author 



71 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 
Vol. 9, No. 1, January 2011 



Preposition-l 



Preposition-4 




1.8 

1.6 

1.4 

..1.2 

r ? 

; (1.8 
0.6 
(1.4 
0.2 [ 





50 100 

Authors 



Fig. 6 Preposition 1 for each author 



Fig. 9 Preposition 4 for each author 



Preposition-2 




Fig. 7 Preposition 2 for each author 
Preposition-3 




30 

25 

; 20 



9 

9 
o 9 

999 e 

i c 

kl I a t I a 

9 9 9 9 M 9. N9 

[9 9 9 H 9 II 9 

9 91 o oil II- 

I 9 f ' 



Fig. 10 Pronoun for each author 
Adjectives 



Fig.l 1 Adjectives for each author 




Fig. 8 Preposition 3 for each author 
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'1.5- 



Fig.12 Adverbs for each author 

Conjunctions 




Fig. 13 Conjunctions for each author 
Interjections 



Hf a r-o o a o i y h 

? ff? n ? f rlf V frlf ff f ff 

f iw fiff r f ftlM 1 rff ffff ffl 1 n h? If R 1f ? ? rlf 



50 100 

Authors 



Fig. 14 Interjections for each author 



We use the following algorithm for email 
identification by Neural Network training and testing: 
Find the number of words and their number of 
occurrences (frequencies) an email and all the emails 
of an author. Similarly, find the number of words and 



their frequencies of all emails of all authors by using 
the filtering words available in Table 1 -3. 

Create a matrix with rows equivalent to total 
number of unique words considering all emails of all 
authors. The number of columns is equivalent to 
number authors. 

Based on the dictionary of words obtained 
from all the emails, fill up a column of the zero 
matrix based on the availability of the words in a 
document with their frequencies. Each column will 
be treated as a pattern for training. A labeling is done 
for each pattern. 

Train the RBF network with patterns 
considered for training. A final weight matrix is 
obtained which is further used to test the incoming 
mails that belongs to existing authors else, the mail 
can belong to some other person other than these 
existing authors considered in this experiment. 



V. RESULTS AND DISCUSSIONS 




Ccnter= 2 

Center= 25 

Center=50 

Center= 75 

-^-Center^OO 
Center=146 



Fig. 1 5 Performance of RBF center selection 

The figure 15 presents the performance of 
RBF in training the patterns. When the number of 
centers used is less than 50% of the total number of 
input patterns, the performance of author 
identification is minimum. As the number of centers 
increase, the author identification increases. The 
legend shows the number of centers. Figure 16 
presents the performance of the RBF. In this plot, 
output obtained from RBF overlaps target outputs. 
The plot emails versus author identification. With 
146 centers, the RBF identifies maximum number of 
authors. 
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Fig. 16 Performance of RBF 

This work has presented a novel method of 
identifying email authorship using RBF patterns of 
training data have been collected by averaging the 
frequencies of words of each person and fixing a 
target value for the person. Testing pattern has been 
created by modifying the existing contents of an 
email. A new word has been considered during 
testing. If the new word does not fit into the patterns 
used for training, then the word is excluded during 
testing. As we are unaware to which author the email 
belongs, now all the training patterns are treated as 
test patterns after adding the frequencies of the new 
mail. As only 146 authors are considered, 146 
outputs are obtained after testing. 

Receiver operating characteristics (ROC) of 
the authorship identification reveals the following 
analysis. 

Is the author correctly identified of a 
different document that belongs to this author which 
is True positive? 

Is the author wrongly classified that the 
document does not belong to him and belongs to 
some other person or the document does not belong 
to any one of the ten authors under experiment (False 
positive) 

Is the document that belongs to some other 
author not considered in this experiment is treated as 
document of one of the ten authors (False negative). 

Is the document considered from outside the 
training group belongs to same group and not the 
authors considered din this experiment. (True 
negative). 

Table 6 presents the confusion matrix values 
and the ROC values. The author emails have been 



considered that belong to the training group and that 
do not belong to training group. All the emails that 
belong to (sent / sentmail) folders are used for 
training. The emails of the remaining folders of all 
authors have been considered for testing. The 
performance of RBF has been calculated using 
confusion matrix. The plot (Figure 17) indicates that 
the proposed RBF system suits the author 
identification from given emails. This is inferred 
from the points obtained above the diagonal of the 
ROC curve. 





TABLE 6 CONFUSION MATRIX FOR RECEIVER 




OPERATING CHARACTERISTICS 






01 

> 


OI 

> 




> 


OI 




01 

> 


x/i 


£ 


OJJ 


£ 




a 


fr 


a. 


oi 


e 
0. 


Z 


? 


o 
0. 


oi 

Z 


01 

IS 




a 


CI 

a 




QB 


CI 


01 
3 


01 


01 oi 
= 2 


a 


u 


a 




a 


1h 




•— a 


H 


U. 


CO 


u. 


H 


95 


h a 


1 


80 


20 


0.80 


10 


40 


0.80 


0.20 


2 


82 


18 


0.82 


8 


42 


0.84 


0.16 


3 


90 


10 


0.90 


5 


45 


0.90 


0.10 


4 


85 


15 


0.85 


7 


43 


0.86 


0.14 


5 


92 


8 


0.92 


8 


42 


0.84 


0.16 


Sensitivity=True Positive Rate=True Positive/Total 


words True Positive Rate=l-Specificity 
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! 0.5 



EOC Sfacr 





m 




^ - 




* . 
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- 


■ Document set 1 






* Document set 2 








* Document set 3 
*■ Document set 4 








* Document set 5 







0.4 0.5 0.6 
FaBePositk'e Rate 



Fig. 17 Receiver Operating Characteristics 

VI. CONCLUSION 

The proposed RBF has been used for author 
identification of emails. Different RBF centers and 
their effectiveness in author identification are 
presented. The receiver operating characteristics 
curve has been presented and it shows the proposed 
RBF network performance is acceptable. As a further 
work, the huge amount of words can be meaningfully 
filtered that are more specific to an author and that 
can be further used for author identification. 
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Abstract-Concatenated continuous phase 
modulation (CCPM) facilitates powerful 
error correction. CPM also has the 
advantage of being bandwidth efficient and 
compatible with non-linear amplifiers. 
Bandwidth efficient concatenated coded 
modulation schemes were designed for 
communication over Additive White 

Gaussian noise (AWGN), and Rayleigh 
fading channels. An analytical bounds on 
the performance of Serial (SCCC), and 
Parallel convolutional concatenated codes 
(PCCC) were derived as a base of 
comparison with the third category known 
as hybrid concatenated convolution codes 
scheme (HCCC). An upper bound to the 
soft-input, soft-output (SISO) maximum a 
posteriori (MAP) decoding algorithm 
applied to CC's of the three schemes was 
obtained. Design rules for the parallel, 
outer, and inner codes that maximize the 
interleaver's gain were discussed. Finally, a 
low complexity iterative decoding algorithm 
that yields a better performance is 
proposed. 

key words: Concatenated codes, continuous 
phase modulation, GMSK, uniform 
interleaved coding, convolutional coding, 
iterative decoding 



I. INTRODUCTION 

The channel capacity unfortunately only 
states what data rate is theoretically possible 
to achieve, but it does not say what codes to 
use in order to achieve an arbitrary low bit 
error rate (BER) for this data rate. 
Therefore, there has traditionally been a 
gap between the theoretical limit and the 



achievable data rates obtained using codes 
of a manageable decoding complexity. 

However, a novel approach to error 
control coding revolutionized the area of 
coding theory. The so-called turbo codes 
[1,2], almost completely closed the gap 
between the theoretical limit and the data 
rate obtained using practical 

implementations. Turbo codes are based on 
concatenated codes (CC's) separated by 
interleavers. The concatenated code can be 
decoded using a low-complexity iterative 
decoding algorithm [3]. Given certain 
conditions, the iterative decoding algorithm 
performs close to the fundamental Shannon 
capacity. In general, concatenated coding 
provides longer codes yielding significant 
performance improvements at reasonable 
complexity investments. The overall 
decoding complexity of the iterative 
decoding algorithm for a concatenated code 
is lower than that required for a single code 
of the corresponding performance 

The parallel, serial, and hybrid 
concatenation of codes are well established 
as a practical means of achieving excellent 
performance. Interest in code concatenation 
has been renewed with the introduction of 
turbo codes [4,5,6,7]. These codes perform 
well and yet have a low overall decoding 
complexity. 

CPM is a form of constant-envelope 
digital modulation and therefore of interest 
for use with nonlinear and/ or fading 
channels. The inherent bandwidth- and 
energy efficiency makes CPM a very 
attractive modulation scheme [8]. 
Furthermore, CPM signals have good 
spectral properties due to their phase 
continuity. Besides providing spectral 
economy, CPM schemes exhibit a "coding 
gain" when compared to PSK modulation. 
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This "coding gain" is due to the memory 
that is introduced by the phase-shaping 
filter and the decoder can exploit this. CPM 
modulation exhibits memory that resembles 
in many ways how a convolutionally 
encoded data sequence exhibits memory - in 
both cases, a "trellis" can be used to display 
the possible output signals (this is why 
convolutional encoders are used with CPM 
in this paper. 

This paper is organized as follows. 
Section II briefly describes continuous 
phase modulation, using Gaussian minimum 
shift keying GMSK, and how it can be 
separated into a finite-state machine and a 
memoryless signal mapper. Section III 
describes in details the system model and 
encoder structure of serial, parallel, and 
hybrid concatenated codes. 

Section IV derives analytical upper 
bounds to the bit-error probability of the 
three concatenated codes using the concept 
of uniform interleavers that decouples the 
output of the outer encoder from the input 
of the inner encoder, from the knowledge of 
the input-output weight coefficients 
(IOWC), A c w , h , for CCs. A c W;h is 
represented related to the type of 
concatenation. The choice of decoding 
algorithm and number of decoder 
iterations is described in section V. 
Factors that affect the performance are 
discussed in section VI. Finally conclusion 
results for some examples described in 
section IV have been considered in section 
VII. 



II. GMSK SYSTEM MODEL 

Gaussian minimum-shift keying is a 
special case of a more genet-ic class of 
modulation schemes known as continuous 
phase modulation (CPM). In CPM schemes, 
the signal envelope is kept constant and the 
phase varies in a continuous manner. This 
ensures that CPM signals do not have the 
high-frequency components associated with 
sharp changes in the signal envelope and 
allows for more compact spectra. CPM 
signal s(t ) can be written [8,9] 



where £ te is the energy per symbol interval, 
T is the duration of the symbol interval, f c , is 
the carrier frequency, and &(t+a) is the 
"phase function" responsible for mapping 
the input sequence to a corresponding phase 
wavefom. 

The term a = {a,} is the input sequence 
taken from the M-ary alphabet ±1, ±3, . . . , 
+ M - 1. For convenience the focus here will 
be on the binary case, a, e {±1}. 

The "continuous phase" constraint in 
CPM requires that the phase function 
maintain a continuous amplitude. In general 
the phase function is given by 



JV 



<P(t+a) = 2nHa„S„g(t-n T) 



n=0 



(2) 



where S is the modulation index, and g(t) is 
the phase pulse. The phase pulse g(t) is 
typically specified in terms of a normalized, 
time-limited frequency pulse f(t) of duration 
LT such that: 



r o 
t 



9(0 = < 



; if t < o 

I f(r)dr ; if 0<t< LT 



1/2 



if t > LT 



(3) 



The duration term (LT) is specified in 
terms of the bit duration T, and identifies 
the number of bit durations over which the 
frequency pulse f (t) is non-zero, d = 1/2, and 
the frequency pulse is 



f(t)= (1/2T) 



2nB (t -t/2)I V In 2 



Q InB (t+r/2)/ V In 2 



(4) 



S(t) = {^2Ei/T) cos \2nU + <D(t+a) ] (1) 



B is a parameter in GMSK which controls 
the amount of bandwidth used as well as the 
severity of the intersymbol interference, the 
B parameter is expressed in terms of the 
inverse of the bit duration T. 
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III. PERFORMANCE ANALYSIS OF 
COCATENATED CODES 



Consider a linear (n,k) code C with code 
rate R c = k/n and minimum distance h m . An 
upper bound on the bit-error rate [BER] of 
the code C over memoryless binary-input 
channels, with coherent detection, using 
maximum likelihood decoding, can be 
obtained as [4] 

n k 

BER < £ £ (w/k)A c w , h D(R c E b /N , h) 

h=d„ in w=l 

(5) 

where Ei/N is the signal-to-noise ratio per 
bit, and A c Wjh for the code C represents the 
number of codewords of the code with 
output weight h associated with an input 
sequence of weight w. A c Wyh is the input- 
output weight coefficient (IOWC).The 
function D(.) represents the pairwise error 
probability which is a monotonic decreasing 
function of the signal to noise ratio and the 
output weight h. For AW GN channels we 
have D(R c E b /N 0) h) = Q( ^ 2R c h E b /N ). 
For fading channels, assuming coherent 
detection, and perfect Channel State 
information (CSI), the fading samples //, are 
i.i.d. random variables with Rayleigh 
density of the form f(ft)= 2//e~ / ' 2 . The 
conditional pairwise error probability is 
given by 



D(R c E b N ot h\/t) = Q /(2i? c hE„/iV £// 2 ,) 



i=l 



where Q function can be defined as 

Q(x)<(l/2) e^ 72 



(6) 



(7) 



By averaging the conditional bit error 
rate over fading using (5), (6), and (7). The 
upper bound for BER is represented by 

n k 

BER < 0.5 £ £ (w/k) A c w , h . 

h=h m w=l 



It is clear from equation (8) that BER 
depends on major factors like signal-to- 
noise ratio per bit, and the input-output 
weight coefficients (IOWC), A c Wjh for the 
code, A c Wth is represented related to the type 
of concatenation. 

The average IOWC for X concatenated 
codes with X -1 interleavers can be obtained 
by averaging (5) over all over all possible 
interleavers. This average is obtained by 
replacing the actual / interleaver (i = 1, 2, 
... , X-l), that performs a permutation of the 
JV, input bits, with an abstract interleaver 
called uniform interleaver defined as a 
probabilistic device that maps a given input 



word of weight w into all distinct 



w 



permutations of it with equal probability 

„-„ c] 



[l/(l+R c E b /N )f 



(8) 



IV. DESIGN OF CONCATENATED 
CODES 

Concatenated codes represent a more 
recent development in the coding research 
field [1], which has risen a large interest in 
the coding community. 

IV. 1. Design of Parallel Concatenated 
Convolutional Codes ( PCCC ) 

The first type of concatenated codes is 
parallel concatenated convolutional codes 
(PCCC) whose encoder is formed by two (or 
more) constituent systematic encoders joined 
through one or more interleavers. The input 
information bits feed the first encoder and, 
after having been scrambled by the 
interleaver, they enter the second encoder. 
A codeword of a parallel concatenated code 
consists of the input bits to the first encoder 
followed by the parity check bits of both 
encoders. As shown in Fig. 1, the structure 
of PCCC consists of convolutional code C t 
with rate R 1 P = p/q t , and convolutional code 
C 2 with rate R 2 P = p/q 2 , where the 
constituent code inputs are joined by an 
interleaver of length JV, generating a PCCC, 
C p , with total rate R p . The output codeword 
length n = nj + n 2 [4]. 
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input 


data 




c, 


n l hi 












to Modulator 


interleaver 
Length = N 








c, 


n? b 











n M 



Fig. 1. Parallel Concatenated 
Convolutional Code ( PCCC ) 

The input-output weight coefficients 
(IOWC), A cp wh , for PCCC can be defined as 
[3] 



w,hl x r\ w ,h2 



A Wj h - Zj A w ,hl,h2 - ^ 



h„h 2 : 
h!+h 2 =h 



h h h 2 : 
h!+h 2 =h 



n 



(9) 



where A cp Wt hi,h2 is the number of codeword 
of the PCCC with output weights h u and h 2 
associated with an input sequence of weight 
w. 

Let A c whj be the IOWC given that the 
convolutional code generates j error events 
with total input w, and output weight h. The 
A c Wy hj actually represents the number of 
sequences of weight h, input weight w, and 
the number of concatenated error events j 
without any gap between them, starting at 
the beginning of the code. For JV much 
larger than the memory of the convolutional 
code, the coefficient of the equivalent code 
can be approximated by 



A c L x 

f* w,h ~ 



% 


N/p 


1=1 


j 



A c u- 



(10) 
where n M , the largest number of error 
events concatenated in a codeword of weight 
h and generated by a weight w input 
sequence, is a function of h and w that 
depends on the decoder. 



j 



a tf/jl 



(11) 



Substitution of this approximation in (10) 
Yields 



A c Wjh a S (N j /j!p!) A c wMJ 



(12) 



Inserting (12) into (9), we obtain the 
input-output weight coefficients (IOWC), 
A cp w , h , for PCCC as [4] 



,l max "max 



N/p 

Hi . 



N/p 
,n 2 . 



A%a S S 

• ^* w,n,m "■ w,n,n 



"max Hmax 



N 
w 



w! 



p Hi! . ri2 ! 



Apil+n2-w *c, Jt 2 

• i ' • " w,h,m •»» w, 



h,n2 



(13) 



IV. 2. Design of Serially Concatenated 
Convolutional Codes ( SCCC ) 

Another equally powerful code 
configuration with comparable performance 
to parallel concatenated codes is serially 
concatenated convolutional codes (SCCC). 

The structure of a serially concatenated 
convolutional code (SCCC) is shown in Fig. 
2. It refers to the case of two convolutional 
CCs, the outer code C with rate R° c = k/p, 
and the inner code C-, with rate R l c = p/n, 
joined by an interleaver length JV bits, 
generating an SCCC with rate R c = k/n. 



outer Code 
C, 



interleaver 
length = A 



.),. inner Code 



Fig. 2. Serially Concatenated 
Convolutional Code ( SCCC ) 

From the knowledge of the IOWC of 
outer and inner codes, which called A C0 (w,L) 
and A c '(l,H). Exploit the properties of the 
uniform interleaver, which transforms a 
codeword of weight I at the output of the 
outer encoder into all its distinct rN ^ 
permutations. 1 1 J 
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As a consequence, each codeword of the 
outer code C of weight I, through the action 
of the uniform interleaver, enters the inner 
encoder generating rN •>, codewords of 

the inner code C,-. [_ I J 

Thus, the IOWC of the SCCC scheme, 
A cs w ,/,,of codewords with weight h associated 
with an input word of weight w is given by 

JV 

A cs w , h = S A c \ { x A c \ h 
i=o — 



JV 
/ 



(14) 

Using the previous result of (12) with 
j=ri for the inner code, and the analogus 
one, j=n°, for the outer code. 



1 M 



N/p 



A 



w,l,no 



n°=l 



(15) 



Substituting (15) into (14) defines A cs w/l for 
SCCC in the form 



"max "max 



N n„ 

a",* X X X 



N/p 



N/p 

"2 . 



r JV ^ 



:/=cf f n°=i n'=l 



• A Wj / >n o A i y h, n i 



(16) 



where d° f is the free distance of the outer 
code. Inserting the approximation (11) in 
(16) yields 



i/p 









Interleaver n l 

length = JV, 


-* 


Parallel 
Encoder 


Tj . 


V 














TO CHANNEL 




Outer 
Encoder 


+• 


Interleaver n 
length = N 2 


-► 


Inner 
Encoder 


n 2 



Fig. 3. Hybrid Concatenated 
Convolutional Code ( HCCC ) 



composed of three concatenated codes, the 
parallel code C p with rate R p c = kp/n p , the 
outer code C with rate R° c = k„/p , and the 
inner code C-, with rate R' c = p/n-, , with two 
interleavers JVj and N 2 bits long. Generating 
an HCCC C H with overall rate R H . For 
simplicity, assuming k p = k and p = p, = p, 
then R H = k /( n p + tii). 

Since the HCCC has two outputs, the 
upper bounds on the bit error probability in 
(8) can be modified to 



m n 2 



BER < H H H (w/k) . A c \ 



hl,h2 



h=h p h= h w=w m 



. Q[^2R H (h 1 +h 2 )(E b /N )] 



(18) 



A\ h .ESS 

l=d° f n°=l ri=l 



/! 



j no+ "' . n° ! . n' ! 






(17) 



IV. 3. Design of Hybrid Concatenated 
Convolutional Codes ( HCCC ) 



The structure of a hybrid concatenated 
convolutional code is shown in Fig. 3. It is 



where A CH wM<h2 for the HCCC code 
represents the number of codewords with 
output weight hj for the parallel code and 
output weight h 2 for the inner code, 
associated with an input sequence of weight 
w, A Ch wMM is the IOWC for HCCC, w m is the 
minimum weight of an input sequence 
generating the error events of the parallel 
code and the outer code, h p is the minimum 
weight of the codewords of C p , and h, is the 
minimum weight of the codewords of C, . 

With knowledge of the IOWC A Cp „ M for 
the constituent parallel code, the IOWC 
A Co w ,for the constituent outer code, and the 
IOWC A c 'i yh2 for the constituent inner code, 
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using the concept of the uniform interleave!-, 
the A CH wM>h2 for HCCC can be obtained. 



N 2 

A w hlh? = £-k 



A cp , 



w,hl X A C ° w i X A"ih2 



1=0 



w 



I 



(19) 



A CH w ,h can be obtained by summing 
A CH Wi hi,h2 overall h ly and h 2 such that 
h 1 +h 2 =h. A Co Wy i is the number of codewords 
of C of weight I given by the input 
sequences of weight w. Analogous 
definitions apply for A Cp Wthl and A Ci Iih2 . 



V. EXAMPLES CONFIRMING THE 

DESIGN OF CONCATENATED 

CODES RULES 



LU 
DQ 



and Rayleigh fading channels with GMSK 
modulation scheme, using interleaver of 
lengths JV = 100, 1000, and 2000 bits. 




To obtain the design rules obtained 
asymptotically, for different signal-to-noise 
ratios and large interleaver lengths, JV, the 
upper bounds for (8) to BER for several 
types of the concatenated codes were 
evaluated, with different interleaver lengths, 
and compare their performances with those 
predicted by the design guidelines. 



Fig. 4. Analytical bounds for PCCC with 
GMSK Modulation Scheme through different 
interleaver lengths 



2. Serially Concatenated 
Convolutional Codes (SCCC) 



1. Parallel Concatenated 
Convolutional Codes (PCCC) 



Consider a PCCC with overall rate = 1/3, 
formed by two convolutional codes, C ly and 
C 2 , have equal rate = 1/2, linked through an 
uniform interleaver with length JV, and 
whose encoder is shown in Fig. 1. We have 
constructed different PCCCs through 
interleavers of various lengths, and passed 
through the previous steps to evaluate their 
performance with GMSK modulator. 



Consider a rate 1/3 SCCC using as outer 
code a convolutional encoder C„ with rate 
R° c = 1/2, and the inner code C, with rate R' c 
= 2/3, joined by an uniform interleaver of 
length JV = 100, 1000, and 2000 bits, as 
shown in Fig. 2. Using the previously 
analysis for SCCC that defined in (8), and 
(17), we obtained the bit-error probability 
bounds illustrated in Fig. 5. The 
performance was obtained over AWGN, 
and Rayleigh fading channels with GMSK 
modulation scheme. 



Upper bounds to the error probability 
based on the union bound described in(8), 
and (13) present a divergence at low values 
of signal-to-noise ratio. Fig. 4. shows the bit 
error probability of a PCCC over AWGN, 
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Fig. 5. Analytical bounds for SCCC with 

GMSK Modulation Scheme through 
different interleaver lengths 



tr 

LU 
CO 




E./N„ 



dB 



Fig. 6. Analytical bounds for HCCC with 
GMSK Modulation Scheme through 
different interleaver lengths 



3. Hybrid Concatenated 

Convolutional Codes (HCCC) 



VI. ITERATIVE DECODING OF 
CONCATENATED CODES 



Consider a rate 1/4 HCCC formed by a 
parallel systematic convolutional code with rate 
1/2, an outer four convolutional code with rate 
1/2, and an inner convolutional code with rate 
2/3, joined by two uniform interleavers of 
length JVi = JV and JV 2 = 2JV, where JV=100, 1000, 
and 2000 bits, as shown in Fig. 3. Using (8), and 
(18) we have obtained the bit error probability 
curves over AWGN, and Rayleigh fading 
channels with GMSK modulation scheme, 
shown in Fig. 6. 



Maximum-likelihood (ML) decoding of SCCC, 
PCCC, and HCCC with large JV is an almost 
complex and impossible achievement. To acquire 
a practical significance, an iterative algorithm 
consists of a soft-input, soft-output (SISO) 
maximum a posteriori (MAP) decoding algorithm 
applied to CC's [10], [11], and [12]. A functional 
diagram of the iterative decoding algorithm for 
PCCC, SCCC, and HCTC are illustrated in 
figures 7, 8, and 9, respectively. 
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Fig. 7. Iterative decoding algorithm for 
PCCC 
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Fig. 8. Iterative decoding algorithm for 
SCCC 
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Fig. 9. Iterative decoding algorithm for 
HCCC 

VI . THE EFFECT OF VARIOUS 

PARAMETERS ON THE 

PERFORMANCE OF 

CONCATENATED CODES 

The performances of concatenated codes 
were evaluated and analyzed in the previous 
sections. There are many parameters which 
affect the performance of CC's when 
decoded with iterative decoder over AWGN 
and Rayleigh fading channels. It is shown, 
briefly, the effect of the interleavers lengths, 
and the number of decoding iterations. 
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Fig. 10. Analysis of Iterative decoding algorithm 
for 1/3 PCCC with different No of 
iterations 
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Fig. 1 1. Analysis of Iterative decoding algorithm 
for 1/3 SCCC with different No of 
iterations 
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VII . CONCLUSIONS 



A construction of concatenated codes 
CC's have presented and constructed in this 
paper with three main basic schemes: 
PCCC, SCCC, and HCCC, over AWGN 
and Rayleigh fading channels. The effects of 
various parameters on the performance of 
CC's, using an upper bound to the soft- 
input, soft-output (SISO) maximum a 
posteriori (MAP) decoding algorithm are 
investigated. These parameters are : the 
interleaver length, and the number of 
iterations. The analytical results showed 
that coding gain was improved by 
increasing the interleaver length, and the 
number of iterations. 



E b 'N 



dB 



Fig. 12. Analysis of Iterative decoding algorithm 
for 1/4 HCCC with different No of 
iterations 

A. The effect of interleaver length 

It is well known that a good interleaving 
affects the CC's error performance 
considerably. Figures 4, 5, and 6 represent 
the BER of PCCC, SCCC, and HCCC, 
respectively, versus the interleaving length, 
JV. From these figures, it is shown that BER 
improve with increasing the length of 
interleaver. 



B. The effect of number of decoder 
iterations 

The choice of decoding algorithm and 
number of decoder iterations also influences 
performance. A functional diagrams of the 
iterative decoding algorithm for CC's were 
presented in figures 7, 8, and 9 for PCCC, 
SCCC, and HCCC, respectively. It could be 
observed, from figures 10, 11, and 12, that 
the slope of curves and coding gain are 
improved by increasing the number of 
iterations. 
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Abstract — We define a priority based mobile transaction 
scheme in which mobile users can share data stored in the cache 
of a mobile agent which is a special mobile node for coordinating 
the sharing process. This framework allows mobile affiliation 
work group to be formed dynamically with a mobile agent and 
mobile hosts. Using short range wireless communication 
technology, mobile users can simultaneously access the data from 
the cache of the mobile agent. Data Access Manager module at 
the mobile agent enforces concurrency control using cache 
invalidation technique. Four levels of priority are assigned to the 
requesting mobile nodes based on available energy and 
connectivity. This model supports disconnected mobile 
computing by allowing mobile agent to move along with the 
Mobile Hosts. The proposed Transaction frame work has been 
simulated in J2ME and NS2 and performance of this scheme is 
compared with existing frame works. 

Key words - Transaction, concurrency control, mobile database, 
cache invalidation, mobility 

I. Introduction 

Mobile computing environment consists of Fixed Hosts 
(FHs), Mobile Hosts (MHs) and Base stations or Mobile 
Support Stations (MSSs). MH is connected to the Fixed 
network through MSS via wireless channels. The 
Geographical area covered by a MSS is called a cell. Mobile 
Hosts are portable computers which move around in a cell. 
When a MH enters into a new cell hand-off or hand-over takes 
place. MH communicates only with the MSS responsible for 
its cell. Transactions and data management functions are done 
using the data base servers installed at MSS. In mobile 
computing, it is necessary that a computation is not disrupted 
while an MH is not connected. The part of the computation 
executing on an MH might continue executing concurrently 
with the rest of the computations while the MH is moving and 
not connected to the network [8]. With the evolution of 
PCS( personal Communication System) and GSM(Global 
System for Mobile communication), advanced wireless 
communication services are being offered to the mobile users. 
Mobile Database System is a distributed client/server system 
based on PCS or GSM in which clients can move around 
freely while performing their data processing activities in 
connected or disconnected mode. Frequent disconnections, 
mobility, limited battery power and resources pose new 
challenges to mobile computing environment. Frequent aborts 



due to disconnection should be minimized in mobile 
transactions. The low and variable bandwidth of wireless 
network together with the expensive transmission cost makes 
bandwidth consumption an important concern [2]. Correctness 
of transactions executed on both fixed and mobile hosts must 
be ensured by the operations on shared data. Blocking of 
mobile transactions due to long disconnection periods should 
be minimized to reduce communication cost and to increase 
concurrency [3]. After disconnection, mobile host should be 
able to process transactions and commit locally. In Mobile 
computing, there is always a competition for shared data since 
it provides users with the ability to access information through 
wireless connections that can be retained even while the user 
is moving. Further, mobile users are required to share their 
data with others. This provides the possibility of concurrent 
access of data by mobile hosts which may result in data 
inconsistency. Concurrency control methods have been used 
to control concurrency. Due to limitations and restrictions of 
wireless communication channels, it is difficult to ensure 
consistency of data while sharing takes place. 

In this paper, we present a priority based mobile 
transaction frame work that allows mobile users to share data 
cached in the Mobile Agent which is a special node for 
coordinating the sharing process. Whenever an MH enters into 
a Mobile Agent area it can connect and access the data in the 
cache. But upon update request by a MH, updation is done at 
the local cache and invalidation report is sent to all the mobile 
hosts which have already accessed the same data. This will 
force the mobile hosts to refresh their data values. This 
framework also provides the provision for transaction update 
during disconnection. Data Access Manager (DAM) at the 
Mobile Agent will take care of concurrency control while 
sharing takes place. Concurrency control is enforced using 
cache invalidation technique. In order to give priority to the 
mobile nodes running on low power and with low 
connectivity, four levels of priority are used. We also take into 
account the mobility of the Mobile Hosts that has a strong 
impact on mobile applications [4]. 

The remaining part of this paper is organized as follows. 
Section II summarizes the related research. Section III focuses 
on the Mobile Agent based architecture. Section IV specifies 
the proposed framework for disconnected mobile computing. 
Section V gives the performance analysis. In Section VI, the 
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discussion on the proposed model is presented. Finally, 
Section VII concludes the paper. 

II. Related Work 

When simultaneous access to data is made at the server, 
concurrency control techniques are employed to avoid data 
inconsistency. Conventional locking based concurrency 
control methods like centralized Two Phase locking and 
distributed Two Phase locking are not suitable for mobile 
environment. In centralized two phase locking scheme [17, 
19], where one node is responsible for managing all locking 
activities, the problem of single point failure cannot be 
avoided. The distributed two phase locking scheme used in 
[18], allows all nodes to serve as lock managers. But in the 
event of data partition, this algorithm could degenerate into a 
centralized two phase scheme. In conventional locking 
scheme, the communication overhead that arises due to 
locking and unlocking requests can create a serious 
performance problem because of low capacity and limited 
resources in mobile environment [5]. Moreover, it makes 
mobile hosts to communicate with the server continuously to 
obtain and manage locks [6]. 

The timestamp approach for serializing the execution of 
concurrent transactions was developed for the purpose of 
more flexibility, to eliminate the cost of locking, and to cater 
for distributed database systems [7, 13]. In timestamping, the 
execution order of concurrent transactions is defined before 
they begin their execution. The execution order is established 
by associating a unique timestamp to every transaction. When 
two transactions conflict over a data item, their timestamps are 
used to enforce serialization by rolling back one of the 
conflicting transactions. To exploit the dynamic aspects of 
two phase locking and the static ordering of timestamping, a 
number of concurrency control techniques were developed 
using a combined approach. In mixed approach techniques 
called Wound-wait and Wait-die [7, 16], the enforcement of 
mutual exclusion among transactions is carried out using 
locking while conflicts are resolved using timestamps. 

In [14], optimistic concurrency control scheme is used to 
minimize locking overhead by delaying lock operation until 
conflicting transactions are ready to commit. They rely on 
efficiency in the hope that conflicts between transactions will 
not occur. Without using lock during the execution of the 
transactions, this scheme promotes deadlock free execution. 
In optimistic concurrency control with dynamic time stamp 
adjustment protocol, client side write operations are required. 
But it may never be executed due to delay in execution of a 
transaction [1]. In multi version transaction model [9], data is 
made available as soon as a transaction commits at a mobile 
host and another transaction can share this data. But data may 
be locked for a longer time at a mobile host before the lock is 
released at the database server. 

In [11], AVI (Absolute Validity Interval) was introduced 
for enforcing concurrency control without locking. AVI is the 
valid life span of a data item. But it calculates AVI only 
based on previous update interval. In [12], a method based on 
PLP (Predicted Life Period), which takes care of the 



dynamicity of the life time of data was proposed. Here, life 
span of data is predicted based on the probability of updation 
of data item. This method makes PLP of data item very close 
to the actual valid life span of a data item. 

In [10], a transaction model for supporting mobile 
collaborative works was proposed. This model makes use of 
Export-Import repository, which is a mobile sharing work 
space for sharing data states and data status. But in the Export- 
Import repository based model, locking is the main technique 
which has the following disadvantages, (i) More bandwidth is 
needed for request and reply since the locking and unlocking 
requests have to be sent to the server, (ii) Disconnection of 
mobile host or a transaction failure will result in blocking of 
other transactions for a long period. Our framework is better 
than the model which uses Export-Import repository for 
sharing data since it minimizes message communication costs 
and data update costs to a larger extent. Also disconnected 
mobile hosts are treated separately within a mobile affiliation 
by waiting for their reconnection. Transaction Management 
solution proposed in [15], is for reducing energy consumption 
at each MHs by allowing each MH to operate in three modes, 
Active, Doze, and Sleep thus providing a balance of energy 
consumption among MHs. 

III. Mobile Agent Based Architecture 

The proposed Mobile Agent based architecture model is 
illustrated in Fig 1 . The model consists of Mobile Hosts, 
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Fig. 1 . Mobile Agent Based Architecture model 
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Mobile Support Stations (MSS), and Data Base Servers (DBS). 
MSS is connected with a Base Station Controller (BSC) [20], 
which coordinates the operations of MSS using its own stored 
program. Unrestricted mobility is supported by wireless link 
between MSS and Mobile Hosts. Each MSS serves one cell 
whose size depends on the power of its MSS. Data Base 
Servers are connected to the mobile system through wired 
lines as separate nodes. Each DBS can be reached by any 
MSS and new DBSs can be connected and old ones can be 
taken out from the network without affecting mobile 
communication. A DBS can communicate with a MH only via 
MSSs. 

Mobile agent is a special mobile node which connects to 
the MSS to cache the frequently accessed data. Disconnected 
Mobile Hosts can connect to the Mobile Agent using short 
range wireless communication technologies to form mobile 
affiliation workgroup. 

Mobile hosts are allowed to access data from the cache. 
When data request is made for the first time, data is retrieved 
from the server and stored in the cache. Subsequent requests 
are handled by the Data Access Manager module itself. When 
a mobile host requests for data update, after local updation of 
the data item, invalidation report is sent to all the mobile hosts 
that have already accessed the same data. This makes all the 
mobile hosts to refresh their data values. When a mobile host 
is disconnected from the Mobile agent after updation request, 
the updation task is transferred to the Data Access Manager in 
the Mobile Agent. Data Access Manager module is used to 
coordinate the operations in the cache. 

After disconnected from the server, Mobile Agent can 
move along with the connected MHs and MHs can continue 
their transaction execution. If data update at the server is 
requested, mobile agent will wait for reconnection before 
updation is made. 

IV. Mobile Transaction Framework 

When Mobile Hosts enter into the Mobile Agent area, they 
connect to the Mobile Agent using short range wireless 
network technology to form Mobile Affiliation Work Group. 
Frequently accessed data are cached in the Mobile Agent. 
Mobile Hosts can access the cached data in the Mobile Agent. 
The Data Access Manager module at the Mobile Agent is 
responsible for enforcing concurrency and cache invalidation. 

A. Energy and Connectivity Evaluation 

Mobile Hosts all the time maintains its energy availability 
and connectivity. Connectivity is evaluated based on signal 
strength. When signal strength goes below one fourth of total 
strength, connectivity is considered as Low. When available 
energy goes below 25% of total energy level, then energy 
availability is considered as Low. The status of an MH based 
on Energy Availability and Connectivity (Ay) can be Aqo - 
Low Energy & Low Connectivity, A 01 - Low Energy & High 
Connectivity, Ai -High Energy & Low Connectivity and An 
- High Energy & High Connectivity. When Data Access 
Manager receives a transaction request from a mobile host, it 
assigns a priority level using Ay. A mobile host with low 



energy and low connectivity is assigned the highest priority. 
Other levels of priority are assigned according to the various 
possibilities as given in Table I. 



TABLE I 
Levels of Priority 



Status of 
an MH(Ai) 


Energy 
Availability(i) 


Connectivity 
CD 


Priority 


A 00 


Low 


Low 


1 


Aoi 


Low 


High 


2 


Am 


High 


Low 


3 


An 


High 


High 


4 



B. Concurrency Control Mechanism 

When more number of mobile hosts are accessing data 
simultaneously the problem of data inconsistency arises. This 
problem can be solved if we use an efficient concurrency 
control mechanism. When data request is made for the first 
time, data is retrieved from the server and stored in the cache. 
Future requests for data are managed directly by the Data 
Access Manager. 

Data Access Manager uses a suitable data item format to 
store data as quintuple [12] in the cache. It has (id, TLU, PLP, 
dataval, NT) where id denotes unique Id of the data item, TLU 
indicates time of Last Update, PLP is Predicted Life Period, 
dataval is current value of the data item and NT denotes 
number of transactions that concurrently access the data item. 

When Data Access Manager fetches data for the first time 
from the server, it sets TLU to current time, PLP to optimal 
time based on the nature of data item and NT to 1. NT is 
incremented whenever a new data access request is made. 
Data in the cache becomes invalid, once it is updated in the 
server. Life span of a data item is predicted using PLP. It 
makes use of the probability of updation as a basis for setting 
valid life span of a data item. In PLP interval, data item is 
valid and all the mobile hosts can access same data item 
concurrently. 

When a MH makes update request or PLP expires, the 
data item is invalidated. Now PLP is modified and 
invalidation report is sent. The predicted life period of data 
item is computed using the following formula given in [12]. 
PLP=PPLP + (p*PPLP) 

Where PPLP is Previous Predicted Life Period and p is 
predicted probability of updation of data item, p = 
Total_updates / NT. It is the ratio of data item update to data 
item access. Since predicted probability of updation is based 
on recent past history of updation rate, it is highly probable 
that PLP is very close to the actual validity interval of the data 
item. 

C. Transaction Execution in the MH 

After connecting to the Mobile Agent , the MH intimates the 
status of Energy availability and Connectivity (Ay) of the MH 
to DAM at Mobile Agent. Then, the execution of the 



88 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 
Vol. 9, No. 1, January 2011 



transaction starts locally. If the operation is Data Read, the 
request is sent to DAM at the Mobile Agent. Otherwise, If the 
MH wants to update data, it first checks whether it is a 
transaction update or not. If it is a transaction update, it will 
check if the MH is about to be disconnected. If so, the 
updation task is assigned to the Data Access Manager before 
disconnection. Otherwise, update request is sent to Data 
Access Manager. The algorithm is given in Fig. 2. 

Trans_ReqJrom_MH_to_MA(T, MHJD ) 

// Transaction T is initiated by an MH whose ID is MH_ID // 
Begin 

Connect to the Mobile Agent (MA ') 

Intimate the status of Energy availability and Connectivity (Ay) 

of the MH to DAM at MA ' 
Start execution of the transaction T locally 
If Data Read 

Submit Read Request to DAM at MA ' 
Else If Data Update 

IfMH is about to be disconnected 

Assign updation task to DAM at MA ' and disconnect 
Else 

Submit Update Request to DAM at MA ' 
End If 
Else if commit 

Commit 
Else 

Exit 
End if 
End if 



End if 



End 



Fig. 2. MH Execution algorithm 



D. Function of Data Access Manager and Server 

After receiving a transaction request from an MH, the 
transaction is scheduled by assigning a priority to it by 
checking the energy availability and connectivity (Ay). Then, 
the transaction is placed in a Priority queue. After scheduling, 
DAM will take the first transaction from the queue. When MH 
makes a read request, if it is in the cache of the Mobile Agent, 
NT is incremented by one. Otherwise, if Mobile Agent is 
connected to the server, it will fetch the data from the server 
and initialize data item format. If Mobile Agent is 
disconnected, the read request will be put in the queue and it 
will wait for Mobile Agent to get reconnection with the server. 
Once reconnection is got, it will fetch data from the server and 
initialize data item format. 

When MH makes an update request, DAM updates data 
locally and invalidation report is sent to all the mobile hosts 
that have already accessed the same data item. This forces all 
the transactions to refresh their data values. In order to 
forward this update request to the server, it will check whether 
Mobile Agent is connected to the server. If so, update request 
is forwarded to the server. Otherwise, the update request will 
be put in the queue and it will wait until reconnection of 



Mobile Agent with the server is established. After 
reconnection with the server, update request is forwarded to 
the server. The server updates the data and sends invalidation 
confirmation along with the updated value. Once Data Access 
Manager receives the confirmation, it updates the data in the 
cache. The data in the cache is invalidated if updation is made 
in the server or PLP expires. 

If transaction update is made by the Data Access Manager 
for the disconnected MH, the above procedure is followed 
except that at the end, DAM generates updation report and 
forwards it to the MH when it gets reconnected. The 
algorithms are shown in Fig. 3 and 4. 



Data_Access_Manager(T, MHJD, Ay) 

// DAM module will be executed when MA receives a request from 
transaction T with Requesting Mobile Host ID MH_ID, Status of 
Energy availability and Connectivity A tj // 
Begin 

Schedule the transaction T by assigning priority to it by checking 

Aij and place it in apriority queue 
Take the first transaction Tl from the queue 
If Read Request 

If data is in the cache of MA 

Update NT 
Else 

If MA is disconnected 
Wait for reconnection 
If reconnected with server 

Fetch data from server and initialize quintuple 
End if 
End if 

Send data to MH 
End if 
Else If Connected or disconnected Update request 

Update locally and send invalidation report 
If MA is disconnected 

While reconnection with the server is not got do 

Wait for reconnection 
End while 
End if 

Forward update request to server 
If Server Update / PLP expiration 

Update quintuple 
Else 

Wait for MH request 
End if 

Check for any disconnected updates by MHs 
if disconnected updates 

Generate and forward update reports to MHs 
when reconnection 
End if 
Else 

Wait for MH request 
End if 
End if 
End 

Fig. 3. Data Access Manager Algorithm 
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Server _Execution() 
Begin 

Wait for connection 
If connection request 

Connect authorized Mobile Hosts 
If Data Read 

Send data item 
Else if Data Update 

Update data and send invalidation confirmation 
with updated data 
End if 
End if 
End if 
End 

Fig.4. Server execution algorithm 



V. Performance analysis 

Simulation for the framework is done in Pentium Dual 
Core System @ 2.4 GHz with 3 GB RAM using J2ME and 
NS2. A mobile network is simulated with 25 nodes and 4 
Mobile Agents. Mobile nodes move using random walk 
mobility model [21]. Response time is calculated as the time 
taken to service the request made by the mobile host. The 
response time is evaluated for the executed transactions for 
the E-I repository model and the proposed scheme for both 
non disconnected and disconnected cases. The results of the 
analysis for the two cases are shown in Fig 4 and 5. 

VI. Discussion 

Fig. 4 shows the comparison of the performance of E-I 
repository model [10] with the proposed model for non 
disconnected case. As the number of transactions increases, 
the response time increases steadily for both E-I model and 
the proposed model. But the proposed model suffers from a 
slight increase in response time compared to the E-I model, 
when the number of transactions exceeds 1 1 . This is due to the 
presence of Agent delay. It is also found that E-I model takes 
more response time than the proposed model up to 10 
transactions. This is due to the extra time involved in 
communication overhead for locking mechanism of E-I 
repository model. The cache in the Mobile Agent also 
contributes to the low response time taken by the proposed 
model. 

Fig. 5 for transactions with disconnection case shows 
same trend as non disconnected case discussed above. But it is 
found that the disconnection support is provided by the 
proposed model only up to 12 transactions. And there is a 
steep increase in response time, when the number of 
transactions exceeds 12. This is due to the communication 
overhead associated with more number of updation tasks that 
are transferred to the Data Access Manager in the Mobile 
Agent during disconnection, as the number of transactions 
increases. 

The response time for Mobile Hosts with each priority 
level as discussed above are evaluated for 25 cases. The 
average response time is estimated for each priority level is 



given in table II. It is found that MHs with priority level 1 get 
the least average response time while MHs with priority level 
4 have got the highest average response time. The average 
response time for the MHs increases with the increase in 
priority level. This is due to the fact that scheduler gives more 
emphasis to top priority requests. Hence the proposed model 
is suitable for mobile networks with poor energy and poor 
connectivity MHs. 



TABLE II 

Average Response time for Mobile Hosts with priorities 



Priority level 


1 


2 


3 


4 


Avg. Response time 
in Sec. 


4.5 


7.6 


10.8 


15 
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Fig.4. Analysis of Response time for Transactions without disconnection 
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Fig. 5. Analysis of Response time for Transactions with Disconnection 
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VII. 



Conclusion 



In this paper, we have proposed a priority based transaction 
scheme for disconnected mobile computing environment. 
Mobile Agent can form a Mobile Affiliation work group with 
the disconnected Mobile Hosts using short range wireless 
technology. The frequently accessed data are cached in the 
Mobile Agent. This cached data can be accessed by the 
mobile hosts when they get connected. Since the proposed 
scheme uses priority based scheduling for transactions, we get 
better results for mobile networks in which MHs have poor 
energy and poor connectivity. When mobile hosts are 
disconnected from the Mobile Agent, transaction update task 
can be transferred to the Mobile Agent. By using a Mobile 
Agent and concurrency control without locking for accessing 
data, we claim that message communication costs and 
database update costs are minimized to a larger extent. 
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Abstract: 

The existing Information Retrieval (IR) systems which 
are based entirely on syntactic (keyword based) contents have 
serious limitations like irrelevant document retrieval, word 
sense ambiguity, low precision and recall ratio since the 
complete semantics of the contents are not represented. To 
overcome these limitations, from the recent literature it is 
identified that it is necessary to analyze and determine the 
semantic features of both the content in document and query. 
Hence in this paper it is proposed to initially develop a 
semantic pattern that represents semantic features of the 
contents in every document in the corpus as a Term Document 
Matrix (TDM) format. Then to develop a semantic pattern for 
the contents in the query by incorporating it with Natural 
Language Processing technique along with Synset (WordNet) 
for query refinement & expansion. Now the similarity between 
the semantic pattern of the query and TDM is calculated using 
Latent Semantic Analysis (LSA) and plotted in Semantic 
Vector Space. Then by matching against the vector space, 
contents associated to the query can be identified in the 
corresponding cluster. Various experimental results are 
carried on, which shows the increase in document retrieval 
recall and precision rates, thereby demonstrating the 
effectiveness of the model. 

Keywords: Information retrieval, Semantic extraction, 
Query extension, Query matching 

I INTRODUCTION 

The existing information retrieval systems are mostly 
keyword-based and identify relevant documents or 
information by matching keywords. Keyword-based search, 
in spite of its merits of expedient query for information and 
ease-of-use, has failed to represent the complete semantics 
contained in the content (Oh et al, 2007) and has led to the 
following problems (Abdelali et al, 2007; Moreale et al, 
2004): (1) keywords could represent only fragmented 
meanings of the content, and the content identified through 
keywords did not always meet the querist requirements. The 
querist had to screen retrieval results and correct keywords 
several times to obtain the required information. (2) 
Compared to a text, a query usually comprised fewer 
contents, which might lead to wrong retrieval results due to 
problems like insufficient information being used in the 
search process, insufficient query topics, and difficulty in 
determining query features. (3) Due to synonym and 
polysemy in human language, information retrieval through 
keywords can only cover information containing the same 
keyword, while other information with similar semantics but 



different keywords has been completely left out. The user 
normally goes to the search engine to get the exact and 
relevant results. But the current search engine is not 
responsible for producing the accurate results to the user. 

Semantic search seeks to improve search accuracy by 
understanding searcher intent and the contextual meaning of 
terms as they appear in the searchable data space, whether 
on the Web or within a closed system, to generate more 
relevant results. Rather than using ranking algorithms such 
as Google's Page Rank to predict relevancy, Semantic 
Search uses semantics, or the science of meaning in 
language, to produce highly relevant search results. In most 
cases, the goal is to deliver the information queried by a 
user rather than have a user sort through a list of loosely 
related keyword results. Here WordNet is used to get the 
semantics of the query. 

A brief literature survey about the information retrieval 
techniques are done in the section II, then the proposed 
system is explained using various techniques in section III 
and the next two sections deals completely about the 
implementation and Test results. 

II RELATED WORK 

Ming- Yen Chen et al. (2009) introduces a semantic 
enabled information retrieval in which a web corpus is taken 
and the related information is retrieved. The limitation of 
this project is that it won't deals about the Synonyms or 
Synsets. Here in our project we have concentrated on 
WordNet ontology to collect more senses. 

Zongli Jiang et al. (2009) introduce the concept of 
category attribute of a word. According to the category 
attribute of a word, the useless results can be removed from 
the search results and the retrieval efficiency will be 
improved. Latent semantic analysis is a method that can 
discover the underlying semantic relation between words 
and documents. Singular value decomposition is used in 
latent semantic analysis to analyze the words and documents 
and get the semantic relation finally. 

Hongwei Yang et al. (2010) can enable the users to 
find the relevant documents more easily and also help users 
to form an understanding of the different facets of the query 
that have been provided for web search engine. A popular 
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technique for clustering is based on K-means such that the 
data is partitioned into K clusters. In this method, the groups 
are identified by a set of points that are called the cluster 
centers. The data points belong to the cluster whose center is 
closest. The algorithm used in the proposed system is K- 
means clustering algorithm. 

Gang et al. (2009) proposed a method to enhance the 
information retrieval recall and precision. To filter out the 
document which have smaller related degree with original 
query, the scores of search results document is re-calculated 
by use of ontology semantic similarity. A new definition of 
the iterative query expansion parameters is put forward 
which can reduce the number of expansion and further 
improve the efficiency of the query. 

Trong Hai et al. (2008) proposed a system which 
applies the relations between entities discovered from Text 
corpus to ontology integration tasks in which the noun 
phrase (NP) is used to identify its head noun; this is useful 
to avoid wrong relations between entities. It also proposes a 
collaborative acquisition algorithm combining WordNet- 
based and Text corpus to provide general concepts and their 
relations for ontology integration tasks. 

Trong Hai Duong, Geun Sik Jo (2009) designed a new 
measure based on semantic ontology database WordNet is 
proposed, which combines information content-based 
measure and the edge-counting techniques to measure 
semantic similarity. "PART-OF" and "IS-A" hierarchical 
relations' influence are considered on the semantic 
similarity in this paper. Breadth-first search is used to find 
the shortest path between two concepts. The similarity of 
hierarchy and superposition are calculated respectively. 

Ill PROPOSED SYSTEM 

The proposed system uses the semantic analysis 
technique to retrieve the content which is relevant to the user 
query. The user's query will be analyzed in the semantic 
extraction and determination module to extract its semantic 
features for the purpose of determining contents of the query 
and representing them in a structured and materialized 
semantic pattern. In this component the semantic elements 
are identified and analyze their semantic relations, to be 
followed by the integration and simplification of semantic 
relations with Word Net. Now the semantic extension 
module will identify other potentially relevant semantic 
features based on semantic features of the query and include 
them into the query patterns. This will increase the number 
of semantic features in the query as the basis for matching. 
The input query from the user is processed using 
preprocessing techniques such as stop word list removal and 
then stemming is done. Each and every processed word is 
passed to the WordNet to collect all the other senses that the 
corresponding word has. The Synsets related to the query are 
taken and latent semantic Analysis process is done to index 
the documents. 



The Singular value decomposition will process the 
document in the corpus and the term document frequency 
matrix is generated. This term document frequency matrix is 
plotted and most similar terms that are corresponding to the 
query will be plotted in the semantic space. Then finally the 
relevant documents are obtained by using the k-means 
clustering. The block diagram of the proposed system is 
shown below. 



Query 


Stop Words 
Removal 




















' < 






Term Document 
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Document 



Figl: Block diagram of the proposed system 



Consider the word Java. The corresponding senses of 
word java that are taken from WordNet are given below. 



Word 


Senses 


Java 


an island in Indonesia south of Borneo; one of 
the world's most densely populated regions 


Java 


Coffee- a beverage consisting of an infusion 
of ground coffee beans; "he ordered a cup of 
coffee" 


Java 


a simple platform-independent object- 
oriented programming language used for 
writing applets that are downloaded from the 
World Wide Web by a client and run on the 
client's machine 



It means that the single word java has three senses. This 
type of word ambiguity is not satisfied by the current search 
engines. Also consider another example. The query given by 
the user is Computer. Both the words PC and Computer refer 
to a same thing. But in the current search engines, only the 
documents containing the word computer will be indexed and 
retrieved to the user. So even though the word PC resembles 
the same meaning, the pages relevant to word PC are not 
retrieved. Hence precision and recall ratio is minimized. 

The proposed system is to design a content based 
information retrieval based on semantic Analysis where we 
use WordNet ontology for performing a search based on 
Synsets and thus to increase the precision and recall ratio. 
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Precision: What fraction of the returned results is relevant to 
the information need? 

Recall: What fraction of the relevant documents in the 
collection was returned by the system? 



IV IMPLEMENTATION 

The system is implemented by using a corpus of 250 
documents. The query is given as input and the processing 
steps are explained below. The final output obtained is the 
relevant document that exactly matches with the Query. 

• Semantic Pattern Construction 

• Semantic Query Processing 

• Semantic Query Refinement & Expansion 

• Semantic Pattern Matching 

1. Develop Semantic Pattern from the content 

Developing a semantic pattern from the content 
requires the following steps. The given content is pre- 
processed using the porter stemming algorithm to find the 
root word and removing the stop words. The stop words are 
given manually which doesn't make any senses in the 
content and query. 

i. Content Preprocessing 

A content repository of 250 text documents is 
taken as corpus. These documents are to be processed in to 
tokens. Some selected stop words are taken. These stop 
words are discarded by the search engine. All the text 
documents that are present in the corpus are passed through 
these stop word list. The document word that matches with 
the stop word is considered to be stop word and is 
eliminated. This step is done to reduce the token. The 
remaining word is considered to be keyword and is stored in 
a text file. Normally the stop words will be pronouns, 
Articles and Prepositions. 

ii. Porter Stemming Algorithm 

After removing the stop words the 
keywords are passed to a stemming Algorithm. The 
stemming Algorithm used in this work is Portar Stemming 
Algorithm. This component identified semantics elements 
like subject, object, and predicate in the content semantics 
and analyzes their semantic relations. 

iii. Term Document Matrix 

Generate a Term Document Matrix to know the 
occurrences of each and every key word in the document. 
The term-document matrix is a large grid representing every 
document and content word in a collection. The TDM 
(Term Document Matrix) is generated by arranging the list 
of all content words along the vertical axis, and a similar list 



of all documents along the horizontal axis. These need not 
be in any particular order, as long as it is kept track of which 
column and row corresponds to which keyword and 
document. 

2. Query Refinement and Expansion using WordNet 

i. Query Refinement 

The query entered by the user is passed through 
the stop word list to remove the stop words. Then stemming 
is also done to retrieve only the subject. This is passed to the 
WordNet to get more senses. For example, the word vomit 
has 3 senses such as vomits, barf and puke. In the keyword 
based search only the vomit word will be taken but not its 
senses. Hence different words expressing the same meaning 
will not be taken and so the user won't be satisfied with the 
results of search engine. Hence pass each and every token of 
the query to the WordNet to get more senses. 

ii. Query Vector Coordinates 

The query vector coordinates are generated by 
checking the keyword txt file and count the occurrences of 
it. The senses are also counted and hence the count is 
incremented. The goal of WordNet project is the creation of 
dictionary and thesaurus, which could be used intuitively. 
The next purpose of WordNet is the support for automatic 
text analysis and artificial intelligence. WordNet is a lexical 
database for the English language. It groups English words 
into sets of synonyms called Synsets, provides short, general 
definitions, and records the various semantic relations 
between these synonym sets. The purpose is twofold: to 
produce a combination of dictionary and thesaurus that is 
more intuitively usable, and to support automatic text 
analysis and artificial intelligence applications. WordNet 
distinguishes between nouns, verbs, adjectives and adverbs 
because they follow different grammatical rules. Every 
Synset contains a group of synonymous words or 
collocations (a collocation is a sequence of words that go 
together to form a specific meaning, such as "car pool"); 
different senses of a word are in different Synsets. 

A query Q is represented as an n-dimensional 
vector q in the same vector space as the document vectors. 
There are several ways how to search for relevant 
documents. Generally, we can compute matrix to represent 
the similarity of query and document vectors. 



3. Perform SVD and LSA 

i. Term Frequency 
Frequency 



- Inverse Document 



After constructing the Term Document Matrix 
apply weight to all token found in countMatrix. The 
TFIDF (Term Frequency - Inverse Document Frequency) 
is calculated using the formula 

TFIDFi j = ( Nij / N* j ) * log( D / Di ) 
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Where 

Ni,j = the number of times word i appears in 
document j (the original cell count). 

N*,j = the number of total words in document j 
(just add the counts in col j). 

D = the number of documents (the number of 
columns). 

Di = the number of documents in which word i 
appears (the number of non-zero columns in row i). 

The TFIDF matrix obtained is used for the 
computation of the Singular Value Decomposition. 

ii. Singular Value Decomposition 

The matrix that is generated from the term 
frequency- inverse document frequency matrix is used for 
the computation of Singular value decomposition. 

A rank-reduced, Singular Value Decomposition is 
performed on the matrix to determine patterns in the 
relationships between the terms and concepts contained in 
the text. 




I\\ ° 

I \s\ 

I \\ 


* 


I , _92 






Fig. 2 SVD Computation 

The SVD forms the foundation for LSI. It 
computes the term and document vector spaces by 
transforming the single term-frequency matrix, A, into 
three other matrices — a term-concept vector matrix, T, a 
singular values matrix, S, and a concept-document vector 
matrix, D, which satisfy the following relations: 

A = TSD T 
T T T = D T D = L 



TT T = I„ 



DD T = I„ 



S/,7 > S 2 ,2 >■■■> S r>r > Sy = where i ±j 

In the formula, A, is the supplied m by n weighted 
matrix of term frequencies in a collection of text where m is 
the number of unique terms, and n is the number of 
documents. T is a computed m by r matrix of term vectors 
where r is the rank of A — a measure of its unique 
dimensions < min(m,«). S is a computed r by r diagonal 
matrix of decreasing singular values, and D is a computed n 
by r matrix of document vectors. 

The LSI modification to a standard SVD is to 
reduce the rank or truncate the singular value matrix S to 
size k « r, typically on the order of a k in the range of 100 to 
300 dimensions, effectively reducing the term and document 
vector matrix sizes to m by k and n by k respectively. The 
SVD operation, along with this reduction, has the effect of 
preserving the most important semantic information in the 
text while reducing noise and other undesirable artifacts of 



the original space of A. This reduced set of matrices is often 
denoted with a modified formula such as: 

A = A t = T*S*D* T 

Efficient LSI algorithms only compute the first k 
singular values and term and document vectors as opposed 
to computing a full SVD and then truncating it. 

iii. Latent Semantic Analysis (LSA) 

By reducing the term-document space to fewer 
dimensions, SVD reveals the underlying relationships 
between terms and documents in all possible combinations 
and the similarity between terms and documents are 
shown within the reduced space. This technique uses a 
term-document matrix which describes the occurrences of 
terms in documents; it is a sparse matrix whose rows 
correspond to terms and whose columns correspond to 
documents. Latent semantic analysis (LSA) is a technique 
in natural language processing, in particular in vectorial 
semantics, of analyzing relationships between a set of 
documents and the terms they contain by producing a set 
of concepts related to the documents and terms. 

A typical example of the weighting of the elements 
of the matrix is tf-idf (term frequency-inverse document 
frequency): the element of the matrix is proportional to the 
number of times the terms appear in each document, 
where rare terms are up weighted to reflect their relative 
importance. The inverse weighted term document matrix 
calculates the occurrence of single word in all the 
documents. 

4. Query Projection and Matching 

In the LSI model, queries are formed into pseudo- 
documents that specify the location of the query in the 
reduced term-document space. Given q, a vector whose 
non-zero elements contain the weighted term-frequency 
counts of the terms that appear in the query, the pseudo- 
document can be represented by 

A = TSD T 

The singular values are used to individually 
weight each dimension of the term-document space. Once 
the query is projected into the term-document space, one 
of several similarity measures can be applied to compare 
the position of the pseudo-document to the positions of the 
terms or documents in the reduced term-document space. 

i. Term-Term Similarity 

After getting U and S matrix, multiply U 
and S matrix with the resultant matrix (say T matrix) to 
find Term-Term Similarity using Cosine relation. 
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v.w 



cos A = 



IIVII llwll 

If the angle is between and 90 then there exists a 
relation (some similarity) between the two vectors 
coordinated. Similarly cosine relation is computed 
between query coordinate and other coordinate. Lesser the 
angle more similarity between the terms. The cosine 
similarity measure, is often used because, by only finding 
the angle between the pseudo-document and the terms or 
documents in the reduced space, the lengths of the 
documents, which can affect the distance between the 
pseudo-document and the documents in the space, are 
normalized. Once the similarities between the pseudo- 
document and all the terms and documents in the space 
have been computed, the terms or documents are ranked 
according to the results of the similarity measure, and the 
highest-ranking terms or documents, or all the terms and 
documents exceeding some threshold value, are returned 
to the user 



Compute Weighted ID 



Fig. 3: Keywords Extraction 

The keywords are collected and Term document 
matrix is generated. Finally the relevant document is 
retrieved. This also handles the Synonym by passing the 
query through the WordNet. 



Precision and Recall ratio 



ii. K-means Clustering 

The vector coordinates whose cosine similarity 
value is greater than the threshold are retrieved and plotted 
in the semantic space to make the search to be more 
relevant. Then the k-means clustering is done to make the 
cluster documents much relevant to the query. 

The basic idea of k-means algorithm is to do a 
local optimization on a given number of clusters. 
Specifically, first randomly pick up k documents from the 
entire collection and make them as the initial centroid of 
the desired k clusters. Then for each document in the 
collection find the nearest centroid and put this document 
into the corresponding cluster. After each document is 
assigned to one of the cluster, recompute the centroid and 
repeat the computation. This method iteratively optimize 
the clusters until the computation converge when the 
clusters do not change anymore and the clustering quality 
achieved a local maximum. The advantage of the k-means 
is that its complexity is very low and is very easy to 
implementation. In a cluster, the similarity between the 
query and each content in the cluster is computed to sort 
contents by the order of similarity and offer the most 
approximate content to the querist. 

V TEST RESULTS 

The proposed system is implemented by using a 
corpus of 250 documents. The tokens are separated from the 
corpus by means of Keywords. The screenshots are shown 
below. 



In information retrieval contexts, precision and 
recall are defined in terms of a set of retrieved 
documents (e.g. the list of documents produced by a web 
search engine for a query) and a set of relevant 
documents (e.g. the list of all documents on the internet 
that are relevant for a certain topic). In the context of 
information retrieval, precision is defined as the ratio of 
relevant documents to the number of retrieved documents: 

Precision = Number of relevant documents 
Number of retrieved documents 

and recall is defined as the proportion of relevant 
documents that are retrieved: 

Recall = Number of relevant, retrieved documents 
Total number of relevant documents 

Consider 250 documents and the relevant document 
retrieved is 70. Here the precision and recall ratio are 
calculated as 0.28 and 0.7 respectively. Hence the average 
precision and recall ratio is 0.378 and is depicted in the 
below graph. 



0.1 0.1 0.3 



0.5 0.6 



Fig 4: precision-recall ratio curve 
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VI CONCLUSION 

In this study, the proposed approaches can 
efficiently and precisely perform semantic based 
information retrieval. In addition to semantic-based 
information retrieval, the proposed system has two 
significant parts: a semantic extension model which employs 
latent semantic analysis to generate more semantics for 
matching, thereby solving the problem of insufficient 
information for query; and a semantic clustering model 
which uses k-means clustering algorithm based on 
neighbours and then performs content matching in that 
category, thereby improving matching accuracy. Since the 
query is passed through WordNet all the senses will be taken 
and accuracy of the relevant pages will increase. 
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Abstract — Excessive load on the MANET is the main reason 
for link breakage and performance degradation. A congested 
node in the network dies more quickly than other nodes. A 
good load balancing technique share the traffic load evenly 
among all the nodes those can take part in transmission. 
Transferring of load from congested nodes to less busy nodes 
and involvement of other nodes in transmission that can take 
part in route can improve the overall network life. We 
proposed a load balancing scheme for AODV that improves 
overall network life, throughput and reduce average end to end 
delay. 

Keywords: AODV, load balancing,congestion,delay. 

I. INTRODUCTION 

A mobile ad hoc network is defined as a collection of 
mobile nodes with no central management, running on 
batteries and changing topology [12]. The routing in 
MANET is difficult due to its changing topology. There are 
three types of protocols for MANET proactive, reactive and 
hybrid routing protocols. Proactive routing protocols stores 
and maintains routing state of every other node in the 
network. Reactive routing protocols discover route on 
demand, when there is need. Hybrid routing protocols 
combines advantages of both reactive and proactive classes 
of protocols. In this study we proposed a load balanced ad 
hoc routing protocol by modifying basic AODV routing 
protocol. AODV [13] is the main reactive routing protocol 
for mobile ad hoc networks which is most widely used for 
routing in MANET. It is especially designed for MANET 
and performs well then other routing protocols for MANET. 

The basic function of AODV is depended on two 
mechanisms; one is route discovery mechanism and second 
is route mentainence mechanism. Both of these mechanisms 
works through four different type of messages those are 
RREQ, RREP, Route error message and Hello message. 
Whenever a node wants to transmit data to any other node in 
the network, it starts route discovery process by sending a 
broad cost of RREQ to all its neighbors those are within 
transmission rang. A route reply is sent back to the source 
node by the destination or any intermediate node that have 
fresher route to destination. The reply is sent through the 
route which is having less number of hops. 

In this way a route with less number of hops is selected 
during the route discovery mechanism. In the route discovery 
mechanism the route is discovered and selected through 
route discovery algorithm. Lot of work has been done on this 
algorithm and improvements are made in order to increase 
performance of protocol. Certain Load balancing schemes 



are proposed to achieve good load balancing in MANET. In 
Load balancing we transfer the jobs from overloaded nodes 
to less busy nodes or idle nodes. In the result, total time to 
process all jobs can be reduced and also guarantee that no 
node will remain idle while some jobs are there to process. 

Numbers of algorithms are proposed for load balancing 
that consider traffic load for route selection, but these 
algorithms are not suitable for large scale transmissions. 
While selecting the route we must consider that the 
distribution of load should be even. Mobile nodes having 
low traffic load should be preferred to the heavily loaded 
mobile nodes. 

II. RELATED WORK 

Dynamic Load-Aware Routing [2] protocol, DLAR 
defined the network load of a mobile node as the number of 
packets in its interface queue. Load-Balanced Ad hoc 
Routing protocol [1] LBAR defined network load in a node 
as the total number of routes passing through the node and its 
neighbors. 

In Load-Sensitive Routing protocol [3] the network load 
in a node is defined as the summation of the number of 
packets being queued in the interface of the mobile host and 
its neighboring hosts. Even though the load metric of LSR is 
more accurate than those of DLAR or LBAR, but it does not 
consider the effect of access contentions in the MAC layer 
.Therefore, LSR produce contention delay. WLAR [4] 
distributes traffic among mobile nodes through load 
balancing mechanism which is product of average queue size 
and number of shared nodes. Load Aware Routing in Ad hoc 
(LARA) networks protocol [5] defines a new metric called 
traffic density that is used to select the route with minimum 
load. Traffic density means the degree of contention at the 
medium access control layer. 

Simple Load-balancing Approach (SLA) [6] not allowing 
traffic to be concentrated on the node and allowing each 
node to drop RREQ or to give up packet forwarding 
depending on its own traffic load to save energy. It also 
suggests a payment scheme called Protocol-Independent 
Fairness Algorithm (PIFA) for packet forwarding. 

A novel load -balancing technique [7] for ad hoc on- 
demand routing is very effective method to achieve load 
balance and congestion alleviation. If a node ignores RREQ 
messages within a specific period, it can completely be 
excluded from the additional communications that might 
have occurred for that period otherwise. A node can decide 
not to serve a traffic flow by dropping the RREQ for that 
flow. The interface queue occupancy and workload on node 
is used to control RREQ messages adaptively. 
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Delay-based load-aware on-demand routing (D-LAOR) 
protocol [8], discovers the optimal path based on the 
estimated total path delay and the hop count. 

AOMDV routing protocol [9] used Queue Length and 
Hop Count value together to select a route from source to 
destination that avoids congestion and load balancing. A 
threshold value is defined after a threshold alternate path is 
chosen. Intermediate nodes avoids broad cast of RREQ if the 
routes are already congested. 

Aggregate Interface Queue Length (AIQL) scheme has 
been proposed in this paper [10] to deal with load balancing 
issues. A route is selected on the bases of AIQL to transmit 
the data. AIQL is the sum of queue length of all nodes in the 
path form source to destination. 

All proposed protocols work well for small scale 
transmissions but in case of large scale transmission the ad- 
hoc on demand distance vector load and mobility 
(AODVLM) routing protocol [11] shows better results in 
terms of throughput and delivery ratio with little increase in 
routing overhead. The proposed load balancing scheme in 
this paper further extends the AODVLM implementation. 



III. 



PROPOSD LOAD BALANCING SCHEME 



The proposed modification extends AODV and 
distributes the traffic among ad hoc nodes through a simple 
load balancing mechanism. The protocol adopts basic 
AODV procedure. 

A. Selecting Route Selection Procedure 

When a source node initiates a route discovery procedure 
by flooding RREQ messages, each node that receives the 
RREQ looks in its routing table to see if it has a fresh route 
to the destination. 

If it doesn't have the route it calculates the number of 
packets in its interface queue and divides it with its queue 
length and adds calculated ratio in RREQ and broadcasts it 
further. The process is repeated till either the destination is 
reached or no destination is found. 

B. Averaged Aggregated Load Ratio (AALR) 

If P are packets in the queue of a node and L is the length 
of queue then ratio of the load on node is R =P/L and sum of 
ratio on each node in the route is = £R then 

AALR = £R/N, where N is number of hops the 

RREQ has passed through. 

The AALR metric has been used in order to find out the 
heavily loaded route. Because if the aggregate queue length 
for the path is higher, then it obviously means that either all 
the nodes on the path are loaded or there is at least one node 
lying on the route that is overloaded. 

Hence by considering a route with lesser value of 
averaged aggregate load ratio for selecting the path we are 
have diverge the packets from heavily loaded route to 
comparatively lighter route. 

In this way traffic load is distributed among the available 
reachable nodes that can provide a path to destination. 



Instead of increasing load on already busy nodes we are 
distributing traffic load among the other available nodes. 

C. Use of less Busier Nodes 

During the transmission the selected route expires from 
time to time to check the availability of less busier node for 
further transmission of data. There is greater chance that 
more nodes come closer to the active route that can provide 
better route for transmission. For this purpose we expires 
route after fixed intervals of time during the transmission of 
data. Instead of using the same route for entire transmission 
of data new route are discovered. 

The following figure 1 displaying the scenario of 
transmission with basic AODV routing protocol. 
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Figure 1. Example AODVTransmsion Scenerio. 

In figure 1 node 5 is communicating with node 7 
and node is the source node for node 4. We can easily 
analyze that node 3 is busiest node that will be dead very 
soon. For large scale transmission there will be more bad 
results as for as through put is concerned. As from the figure 
it is clear that node 5 can communicate through node s 
instead of node 3. With the passage of time as in part 2 of 
the figure the node can transmit data through node 2 
which is more efficient path but it does not happening in 
case of basic AODV. After new proposed load balancing 
scheme the figure 1 will be like the figure 2. 
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Figure 2. AODVTransmsion Scenerio after Implementation. 
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The new scheme is adopting the better and less busy 
route. It avoids the congested nodes during route discovery 
and later on during transmissions makes use of all available 
less busy nodes. In this way our scheme is shifting the 
traffic load form busier nodes to less busy nodes. New 
proposed scheme not using the certain nodes for entire 
traffic but sharing traffic load with all available nodes that 
can take part in communication as in shown in figure 2. 

As long as a particular node remains busy means it has to 
transmit or forward more packets to its neighboring nodes. 
With transmission of each data and control packet node is 
consuming energy (power). Mobile node relies on batteries 
and battery life decrease with the forwarding of each and 
every packet. 

So, more load means lesser life time of the node and 
lesser network life intern. To calculate the node's load share 
we calculate number of packets forward by that particular 
node and compare that number against each other and the 
network. Our proposed protocol give more even load 
balancing in MANET then existing load balancing protocols. 

IV. PERFORMANCE EVALUATION 

We implemented basic and our load balancing algorithm 
in NS2 [15]. NS2 is discrete event simulator for the 
simulation of wireless ad hoc networks. It supports Two Ray 
Ground propagation and Random Way Point mobility 
models those are required for the implementation of our 
work. We used the following performance metric to evaluate 
the performance of our load balancing algorithm against 
basic AODV algorithm. 

A. Performance Metric 

1) Average end to end delay: 

This is the average overall delay occurs for a packet to 
travel from a source node to a destination node. This 
includes all possible delays caused by buffering during route 
discovery, queuing at the interface-queue, contention and 
retransmission delays at the MAC layer, and propagation and 
transfer times. 

2) Throughput: 

It is defined as the total number of packets transmitted in 
a given time period. 

3) Traffic load Distribution: 

It is the total number of packets that are forwarded by a 
node during transmission. Because each forwarded packet 
consume node's power that reduce node life. 

B. Parameter Setting 

The radio propagation model [14] that is considered for 
the protocol is the Two-Ray Ground and Random way point 
mobility model is used in our implementation of protocol. 

The table I shows complete detail of parameter used in 
our simulation setting. 



TABLE I. 



SIMULATION SETTING 



Channel type 


Channel/Wireless Channel 


Radio-propagation model 


Propagation/TwoRay Ground 


Network interface 


Phy/WirelessPhy 


MAC type 


Mac/802_11 


Interface queue 


Queue/Drop Tail/PriQueue 


Link layer type 


LL 


Antenna model 


Antenna/Omni Antenna 


Max packet in ifq 


25 


Packet size 


1024 


Number of mobile nodes 


20 


Simulation time 


150 seconds 



C. Simulation Results 

The results are compared and presented in graphical form 
after implementing Enhanced load balancing AODV routing 
protocol. We analyzed the results by taking pause time on x- 
axis and performance metric throughput and end to end 
delay on Y-axis and for load distribution number of 
forwarded packets on y-axis and Node ID on x-axis. 

1) Throughput: 

Throughput at different time interval is compared as 
shown in figure 5. 
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Figure 3. Throughput vs Pause time. 

Total number of packets transmitted by AODV is lesser then 
Load balanced AODV and with passage of time throughput 
of load balanced AODV is increasing as more packets are 
transmitting in given time. 

2) Average end to end delay: 

Average end to end delay of load balanced is round about 
18 mille seconds at the start of transmission and as 
transmission goes on it becomes 10 mille second but for 
AODV its minimum value is 14 mille seconds. It means 
averaged end to end delay is reduced in greater extend. This 
reduction in delay improves throughput that means now 
source node is sending packets more quickly to the 
destination then basic AODV. 
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Figure 4. Endto end delay vs Pausetime. 



V. CONCLUSION 

New load balanced AODV routing protocol for 
distributing traffic load evenly among nodes in ad hoc 
networks is proposed. The idea is to provide a scheme for 
load distribution and to reduce congestion in high load 
networks. We performed a simulation study and compared 
the modified version of AODV with basic AODV protocol. 
The results of simulation shows that the proposed load 
balanced protocol can improve average throughput, reduce 
average end to end delay and improves overall network life. 
Hence, the proposed AODV is more useful for longer 
transmission and for moderately loaded high mobility 
networks . 



3) Load distribution: 

Load distribution is important because in which we 
analyzed how all the nodes shared the network traffic load 
among each other that reflects more node life. More packet 
forwarding means more energy consumption and more use 
of battery power. By not sending all the data through some 
specific nodes all nodes that can be involved in transmission 
are included in the route. Load balancing means all node 
sharing equal load in the network. If network is not balanced 
in term of traffic load some nodes have lot of load on it and 
some remains free. The busier nodes can get exhausted 
quickly and may be down quickly that result in to more link 
failure and performance degradation. In figure 5 traffic load 
is more balanced among the nodes in the network then basic 
AODV that show steep up and downs in the graph. In case 
of AODV some nodes like node 2, 5, 9 forwards only round 
about 100 packets and some nodes like node 3.6,8 are 
forwarding round about 700 packets. This means load is not 
balanced among the node and in case of load balanced 
AODV the traffic load is shared evenly among the nodes as 
for the all nodes number of forwarded packets are round 
about 400 packets. 




-AODV 

- Load Balanced 
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Figure 5 . Farwording packet vs Node. 
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Abstract — In this paper we propose Speaker Identification using 
four different Transform Techniques. The feature vectors are the 
row mean of the transforms for different groupings. Experiments 
were performed on Discrete Fourier Transform (DFT), Discrete 
Cosine Transform (DCT), Discrete Sine Transform (DST) and 
Walsh Transform (WHT). All the Transform give an accuracy of 
more than 80 % for the different groupings considered. Accuracy 
increases as the number of samples grouped is increased from 64 
onwards. But for groupings more than 1024 the accuracy again 
starts decreasing. The results show that DST performs best. The 
maximum accuracy obtained for DST is 96% for a grouping of 
1024 samples while taking the transform. 

Keywords - Euclidean distance, Row mean, Speaker Identification, 
Speaker Recognition 



I. 



Introduction 



Human speech conveys an abundance of information, from the 
language and gender to the identity of the person speaking. The 
purpose of a speaker recognition system is thus to extract the 
unique characteristics of a speech signal that identify a 
particular speaker. [1, 2, 3] Speaker recognition systems are 
usually classified into two subdivisions, speaker identification 
and speaker verification. Speaker identification (also known as 
closed set identification) is a 1: N matching process where the 
identity of a person must be determined from a set of known 
speakers [3-5]. Speaker verification (also known as open set 
identification) serves to establish whether the speaker is who he 
claims to be [6]. Speaker recognition can be further classified 
into text-dependent and text-independent systems. In a text 
dependent system, the system knows what utterances to expect 
from the speaker. However, in a text-independent system, no 
assumptions about the text can be made, and the system must be 
more flexible than a text dependent system. 

Speaker recognition technology has made it possible to use 
the speaker's voice to control access to restricted services, for 
example, for giving commands to computer, phone access to 
banking, database services, shopping or voice mail, and access 
to secure equipment. Speaker Recognition systems have been 
developed for a wide range of applications [7 - 10]. 



Although many new techniques have been developed, 
widespread deployment of applications and services is still not 
possible. None of these systems gives accurate and reliable 
results. We When you open have proposed speaker recognition 
using vector quantization in time domain by using LBG (Linde 
Buzo Gray), KFCG (Kekre's Fast Codebook Generation) and 
KMCG (Kekre's Median Codebook Generation) algorithms 
[11], [12], [13] and in transform domain using DFT, DCT and 
DST [14]. 

The concept of row mean of the transform techniques has 
been used for content based image retrieval (CBIR) [15 - 18]. 
This technique also has been applied on speaker identification 
by first converting the speech signal into a spectrogram [19]. 

For the purposes of this paper, we will be considering a 
speaker identification system that is text-dependent. For the 
identification purpose, the feature vectors are extracted by 
taking the row mean of the transforms (Which is a column 
vector). The technique is used as shown in figure 1. Here a 
speech signal of 15 samples is divided into 3 blocks of 5 each, 
and these 3 blocks form the columns of the matrix whose 
transform is taken. Then the mean of the absolute value of each 
row of the transform matrix is taken and this forms the column 
vector of mean. 

The rest of the paper is organized as follows: Section 2 
explains feature generation using the transform techniques, 
Section 3 deals with Feature Matching, and the results are 
explained in Section 4 and the conclusion in section 5. 

II. Transform techniques 

A. Discrete Fourier Transform 

Spectral analysis is the process of identifying component 
frequencies in data. For discrete data, the computational basis 
of spectral analysis is the discrete Fourier transform (DFT). 
The DFT transforms time- or space-based data into frequency- 
based data. The DFT allows you to efficiently estimate 
component frequencies in data from a discrete set of values 
sampled at a fixed rate. If the speech signal is represented by 
y(t), then the DFT of the time series or samples yo, yi,y2, 
y N _! is defined as: 
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H- Zj?i=oyn c 



(1) 



Where y n =y s (nAt); k= 0, 1, 2..., N-l. 
At is the sampling interval. 
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Figure 1 . Row Mean Generation Technique 

B. Discrete Cosine Transform 

A discrete cosine transform (DCT) expresses a sequence of 
finitely many data points in terms of a sum of cosine functions 
oscillating at different frequencies. 

7r(2n-l)(/c-l) 



V 7 

y(k) = w(k) y y(n)cos- 



2JV 



(2) 



Where y(k) is the cosine transform, k=l,. . ., N. 
w(k) = 1/v'W k=l 



= V(-) 2<k<N 



The DCT is closely related to the discrete Fourier transform. 
You can often reconstruct a sequence very accurately from 
only a few DCT coefficients, a useful property for applications 
requiring data reduction [20 - 22]. 



C. Discrete Sine Transform 

A discrete sine transform (DST) expresses a sequence of 
finitely many data points in terms of a sum of sine functions. 



yOO = E£ =1 x(n)sin (7T— ) 



Where y(k) is the sine transform, k=l,..., N. 



(3) 



D. Walsh Transform 

The Walsh transform or Walsh-Hadamard transform is a non- 
sinusoidal, orthogonal transformation technique that 
decomposes a signal into a set of basis functions. These basis 
functions are Walsh functions, which are rectangular or square 
waves with values of +1 or — 1, The Walsh-Hadamard 
transform returns sequency values. Sequency is a more 
generalized notion of frequency and is defined as one half of 
the average number of zero-crossings per unit time interval. 
Each Walsh function has a unique sequency value. You can 
use the returned sequency values to estimate the signal 
frequencies in the original signal. The Walsh-Hadamard 
transform is used in a number of applications, such as image 
processing, speech processing, filtering, and power spectrum 
analysis. It is very useful for reducing bandwidth storage 
requirements and spread-spectrum analysis. Like the FFT, the 
Walsh-Hadamard transform has a fast version, the fast 
Walsh-Hadamard transform (fwht). Compared to the FFT, 
the FWHT requires less storage space and is faster to calculate 
because it uses only real additions and subtractions, while the 
FFT requires complex values. The FWHT is able to represent 
signals with sharp discontinuities more accurately using fewer 
coefficients than the FFT. FWHT h is a divide and conquer 
algorithm that recursively breaks down a WHT of size N into 
two smaller WHTs of size N I 2. This implementation follows 
the recursive definition of the 2A r X 2A r Hadamard 
matrix H N : 

j j _ _j_ fii N-i a N-i 



y/2 v^jv-i — #jv-i 



(4) 



The 1/V2 normalization factors for each stage may be grouped 
together or even omitted. The Sequency ordered, also known 
as Walsh ordered, fast Walsh-Hadamard transform, FWHT W , 
is obtained by computing the FWHT h as above, and then 
rearranging the outputs [23]. 

III. Feature Extraction 
The procedure for feature vector extraction is given below: 

1. The speech signal is divided into groups of n samples. 
(Where n can take values: 64, 128, 256, 512, 1024, 
2048, and 4096) samples. 

2. These blocks are then arranged as columns of a matrix 
and then the different transforms given in section II are 
taken. 
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3. The mean of the absolute values of the rows of the 
transform matrix is then calculated. 

4. These row means form a column vector (lxn where 
n is the number of rows in the transform matrix). 

5. This column vector forms the feature vector for 
the speech sample. 

6. The feature vectors for all the speech samples are 
calculated for different values of n and stored in the 
database. 

Figure 2 shows the row mean generated for the four 
transforms for a grouping of 64 samples for one of the 
speech signal in the databases. These 64 row means 
form the feature vector for the particular sample 
considered. In a similar fashion, the feature vectors for 
other speech signals were also calculated. This process 
was repeated for all values of n. As can be seen from 
figure 2, the 64 mean values form a 1x64 feature 
vector. 

Row Mean for DFT for a grouping of 64 samples 




10 20 30 40 50 60 70 
Mean of the absolute value for each row of the transform matrix 



iv. results 

A. Basics of speech signal 

The speech samples used in this work are recorded using 
Sound Forge 4.5. The sampling frequency is 8000 Hz (8 bit, 
mono PCM samples). Table I shows the database description. 
The samples are collected from different speakers. Samples are 
taken from each speaker in two sessions so that training model 
and testing data can be created. Twelve samples per speaker are 
taken. The samples recorded in one session are kept in database 
and the samples recorded in second session are used for testing. 



Row mean for DCT for a grouping of 64 samples 
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TABLE I. 



Database description 



TABLE II. 



No. of Matches for different groupings 



Parameter 


Sample characteristics 


Language 


English 


No. of Speakers 


105 


Speech type 


Read speech 


Recording conditions 


Normal. (A silent room) 


Sampling frequency 


8000 Hz 


Resolution 


8 bps 



B. Expermental Results 

The feature vectors of all the reference speech samples are 
stored in the database in the training phase. In the matching 
phase, the test sample that is to be identified is taken and 
similarly processed as in the training phase to form the feature 
vector. The stored feature vector which gives the minimum 
Euclidean distance with the input sample feature vector is 
declared as the speaker identified. 

Table II gives the number of matches for the four different 
transforms. The matching has been calculated by considering 
the minimum Euclidean distance between the feature vector of 
the test speech signal and the feature vector of the speech 
signals stored in the database. The rows of Table II show the 
number of samples of each speech signal grouped together to 
form the columns of a matrix whose transform is then taken. 
For each grouping, the transform which gives maximum 
matches has been shaded in yellow. We can see that for 
groupings of 64, 128 and 256 DST gives the best matching i.e. 
86, 98 and 99 (out of 105) respectively. For a grouping of 512, 
DCT gives best matching i.e. 99. For a grouping of 1024 
samples, DST gives maximum matches i.e. 101. It can also be 
seen that as the number of samples grouped is further increased 
beyond 1024, the number of matches is reduced for all the 
transforms. 



No. of 

samples 

grouped 


Number of matches (out of 105) 


FFT 


DCT 


DST 


WALSH 


64 


78 


85 


86 


76 


128 


87 


92 




79 


98 


256 


96 


98 


99 


82 


512 


97 


99 


98 


85 


1024 


100 


97 


101 


89 


2048 


100 


96 


97 


85 


4096 


98 


96 


99 


83 


8192 


96 


90 


90 


67 



C. Accuracy of Identification 

The accuracy of the identification system is calculated as 

given by equation 5. 

mosr of Kzttkss 



Accuracy (%J = — '-^ L - L 
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(5) 



The accuracy for the different groupings of the four transforms 
was calculated and is shown in Figure 3. 
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The results show the accuracy increases as we increase the 
feature vector size from 64 to 512 for the transforms. Only for 
DST, the accuracy decreases from 94.28% to 93.33% as we 
increase the feature vector size from 256 to 512. The feature 
vector size of 1024 gives the best result for all the transforms 
except DCT. For DCT, the best result is obtained for a feature 
vector size of 512. For DFT, the maximum accuracy obtained 
is 95.2381% for a feature vector size of 1024. Walsh transform 
gives a maximum accuracy of around 84.7619%. DST 
performs best giving a maximum accuracy of 96.1905% for a 
feature vector size of 1024. 

V. Conclusion 

In this paper we have compared the performance of four 
different transforms for speaker identification. All the 
Transforms give an accuracy of more than 80% for the feature 
vector size considered. Accuracy increases as the feature 
vector size is increased from 64 onwards. But for feature 
vector size of more than 1024 the accuracy again starts 
decreasing. The results show that DST performs best. The 
maximum accuracy obtained for DST is around 96% for a 
feature vector size of 1024. The present study is ongoing and 
we are analyzing the performance on other transforms. 
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Abstract — In this paper, performance of a space-time turbo 
code (STTuC) in concatenation with space-time block code 
(STBC) in multi-carrier code-division multiple-access (MC- 
CDMA) system with multi-path fading channel is considered. 
The performance in terms of bit error rate (BER) is evaluated 
through simulations. The corresponding BER of the 
concatenated STTuC-STBC-MC-CDMA system is compared 
with STTuC-MC-CDMA system and STBC-MC-CDMA 
system. The simulation results show that the STTuC-MC- 
CDMA system performance is better the STBC-MC-CDMA 
system and it can be further improved by employing 
concatenation technique i.e. STTuC-STBC-MC-CDMA 
system. 

Keywords-MMSE; Multi-path channel; MAP Decoder; 
MIMO; Space-time code; Space-time turbo-code; Space-time 
trellis-code; Viterbi Decoder 

I. Introduction 

The wireless communication market is increased 
exponentially in recent years. A lot of interest has been 
developed in modulation techniques like Orthogonal 
Frequency Division Multiplexing (OFDM), Code Division 
Multiple Access (CDMA) and Multicarrier Code Division 
Multiple Access (MC-CDMA). MC-CDMA is seen as a 
possible candidate for Fourth Generation (4G) wireless 
communication systems that demand higher data rate for 
voice and data transmissions. CDMA technique is widely 
used in current Third Generation (3G) wireless 
communication systems. The principle of spread spectrum 
technology behind CDMA was popularly used in military 
communications for improving secrecy and low probability 
of interception during transmission. Now, CDMA 
technology is also increased in civilian markets due to high 
capacity and better performance. The rapid growth of video, 
voice and data transmission through the internet and the 
increased use of mobile telephony in today's life have the 
necessity for higher data rate transmissions over the wireless 
channels [l]-[4]. 

In 3G systems we have higher data rate i.e. 64kbps - 
2Mbps as compared to 9.6kbps - 14.4kbps used in 2G 
systems. The 4G systems that include broadband wireless 
services require data rate up to 20Mbps. This also 



emphasizes the need for improved spectral efficiency and 
higher Quality of Service (QOS) over current systems [5]- 
[7]. The above requirements can be fulfilled by multicarrier 
modulation techniques. Single carrier systems give good data 
rate but are limited in performance in multi path fading 
channels. Improved performance in multipath fading channel 
conditions, high data rates and efficient bandwidth usage are 
the main advantages of multicarrier modulation. Space-time 
coding (STC) techniques incorporate the methods of 
transmitter diversity, channel coding, and provide significant 
capacity gains over the traditional communication systems in 
the fading wireless channels. Here, STC has been developed 
along two major directions: space-time block coding 
(STBC) and space-time turbo coding (STTuC). 

In this paper, the STBC, STTuC, and STTuC-STBC code 
techniques are studied and applied in MC-CDMA systems. 
These techniques are employed with multiple input multiple 
output (MIMO) antenna diversity in multi-path fading 
channel. At the receiver side minimum mean-square error 
detection (MMSE) technique is used by employing 
maximum a posteriori (MAP) algorithm for turbo code 
decoding purpose on full load. The performance in terms of 
bit error rate probability (BER) is obtained in presence of 
perfect channel state information (CSI). 

The rest of the paper is organized as follows: in Section 
II, MC-CDMA system is presented. In Section III, space- 
time coding technique is described. The space-time block 
code scheme is given in section IV. In Section V, the 
mathematical representation for the space-time turbo code is 
explained. Space-Time turbo code in concatenation with 
space-time block code MC-CDMA system model is given in 
section VI. Simulation for error rate performance of MC- 
CDMA systems in presence of perfect CSI are carried out in 
Section VII. The conclusions are presented in Section VIII. 

II. MC-CDMA Systems 

CDMA communication system allows multiple users to 
transmit at the same time in the same frequency band. 
Traditional multiple access techniques like time division 
multiple access (TDMA) and frequency division multiple 
access (FDMA) are based on the philosophy of letting no 
more than one transmitter occupy a given time-frequency 
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slot. In a CDMA based system, users are assigned different 
signature wave forms or codes. Each transmitter sends its 
data stream by modulating its own signature waveform as in 
a single-user digital communication system. The receiver 
does not need to concern itself with the fact that the signature 
waveforms overlap both in frequency and time, because their 
orthogonality ensures that they will be transparent to the 
output of the other user's correlator [8], [9]. CDMA still has 
a few drawbacks, the main one being that capacity is limited 
by the multiple access interference (MAI). The W-CDMA 
supports high data rate transmission, typically 384 kbps for 
wide area coverage and 2 mbps for local coverage for 
multimedia services. Thus, W-CDMA is capable of offering 
the transmission of voice, text, data, picture (still image) and 
video over a single platform. However, in addition to the 
drawbacks arising from the mobile environment and multiple 
access interference, high bit rate transmission causes inter- 
symbol interference (ISI) to occur. The ISI, therefore, has to 
be taken into account during transmission. 

Multi-carrier modulation is being proposed for 4G 
wireless communication systems for high data rate 
application to reduce the effect of ISI and adapt to channel 
conditions. A number of MC-CDMA systems have been 
proposed lately. These systems solve the ISI problem by 
transmitting the same data symbol over a large number of 
narrow band orthogonal carriers. The number of carriers 
equals or exceeds the pseudo-noise (PN) code length [10]- 
[12]. In MC-CDMA system, each data symbol is transmitted 
over TV narrowband sub-carriers, where each sub-carrier is 
encoded with a or n phase offset. An MC-CDMA signal is 
composed of N narrowband sub-carrier signals each with 
symbol duration, T b , much larger than the delay spread, T d , 
hence MC-CDMA signal does not experience significant ISI. 
Multiple access is achieved with different users transmitting 
at the same set of sub-carriers but with spreading codes that 
are different to the codes of other users. Initially, the data 
stream is serial to parallel converted to a number of lower 
rate streams. Each stream feeds a number of parallel streams 
with the same rate. On each of the parallel streams, bits are 
interleaved and spread by a PN code with a suitable chip 
rate. Then, these streams modulate different or orthogonal 
carriers with a successively overlapping bandwidth. 

In a MC-CDMA system, the numbers of carriers are 
typically chosen to be large enough so that the signal on 
each sub-carrier is propagated through a channel, which 
behaves in a nonselective manner. The fading processes on 
each sub-carrier for each user must be estimated, which can 
be used in forming the MMSE filter. This approach is 
shown to perform close to ideal for sufficiently high vehicle 
speeds, up to which the normalized Doppler rate is about 
1 percent [13]. 

Providing high data rate transmission of the order of 
several megabits per second (mbps) is important for future 
wireless communications. In recent years, antenna systems 
which employ multiple antennas at both the base station 
(BS) and mobile station (MS), have been proposed and 



demonstrated to significantly increase system performance 
as well as capacity. The merit of using multiple antennas or 
space diversity is that no bandwidth expansion or increase in 
transmitted power is required for capacity and performance 
improvements [14]. 

III. S-T Coding Technique 

In most wireless communication systems, the number of 
diversity methods are used to get the required performance. 
According to the domain, the diversity techniques are 
classified into time, frequency, and space diversity [15]. S-T 
coding technique is designed for use with multiple transmit 
antennas. There are various techniques in coding structures, 
which include Alamouti STC, STBC, STTC, STTuC, and 
layered space-time (LST) codes. S-T coding with multiple 
transmit and receive antennas minimizes the effect of multi- 
path fading and improves the performance and capacity of 
digital transmission over wireless radio channels [16]. 

STBC can achieve a maximum possible diversity 
advantage with a simple decoding algorithm. It is very 
attractive because of its simplicity. However, no coding gain 
can be provided by STBC. STTuC is able to combat the 
effects of fading. However, STTuC have a potential 
drawback due to the fact that its decoder complexity (MAP 
decoder) grows with the number of iterations. 

A base band S-T coded system with n T transmit 

antennas and n R receive antennas is shown in Figure 1. The 
transmitted data are encoded by a S-T encoder. At each time 
instant, a block of in binary information symbols, denoted by 

a{n)= (a'(n),a 2 (n),a 3 (n), ,a m (n)\ is fed into the 

S-T encoder. The S-T encoder maps the block of m binary 
input data into n T modulation symbols from a signal set of 
M =2 m points. The coded data are applied to a serial to 
parallel (S/P) converter producing a sequence of n T parallel 
symbols, arranged into a fl T X 1 column vector 

X(n) = (x l (n),x 2 (n), ,x' ,T (n)J 

where T denotes the transpose of a matrix. The n T parallel 
outputs are simultaneously transmitted by n T different 

antennas, where by symbol x' (fl), \<i <n T , is 
transmitted by antenna i and all transmitted symbols have 
the same duration of T sec . The vector of coded modulation 
symbols from different antennas is called a S-T symbol. The 

f 
spectral efficiency of the system is 7] = — = m 

bits / sec/ Hz , where r h is the data rate and B is the 

channel bandwidth. This spectral efficiency is equal to the 
spectral efficiency of a reference uncoded system with one 
transmit antenna. 
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Figure 1 - A base band system model 



The multiple antennas at both the transmitter and the receiver 
create a MIMO channel. For wireless mobile 
communications, each link from a transmit antenna to a 
receive antenna can be modeled by flat fading, if we assume 
that the channel is memoryless. The MIMO channel 

with n T transmit and n R receive antennas can be represented 
by an (n R Xn T ) channel matrix H and it can be given as 



H(n) 



hAn) h,An) 



•••• \,,,.0) 
h 2l (n) h 22 (n) h 2lir (n) 



KM) h ng2 (n) K K ,, h ( n ) 



where the \ji) element, denoted by h- (n) , is the fading 

attenuation coefficient for the path from transmit antenna 
i to receive antenna j . 

It is further assumed that the fading coefficients h, t (n) 
are independent complex Gaussian random variables. At the 
receiver, the signal at each of the n R receive antennas is a 
noisy superposition of the n T transmitted signals degraded 

th 

by channel fading. The n received signal at 
antennaj (j = l,2,....,n R ) denoted by r 1 (n) , is given by 



r j ( n ) = 2j hjj (n)x l (n) + v j (n) 



(1) 



where V J (n) is the noise component of receive antenna j 
at time n , which is an independent noise sample of the zero- 
mean complex Gaussian random variable with the one sided 

power spectral density of A^ . r(n) is the received signal 

sequence from n R receive antennas of n R Xl column 
vector 



r(n) = \r l (n),r 2 (n), ,r nR (ri)) 

Thus, the received signal vector can be represented as, 
r(n) = H(n)X(n) + v(n) 



(2) 



It is assumed that the decoder at the receiver uses a 
maximum likelihood algorithm to estimate the transmitted 
information sequence with receiver has perfect channel state 
information (CSI) on the MIMO channel. At the receiver, the 
decision metric is computed based on the squared Euclidean 
distance between the hypothesized received sequence and the 
actual received sequence as 



z 



'"I 

^(rO-^hjjinjx'in) 



(3) 



The decoder select a codeword with the minimum decision 
metric as the decoded sequence [4], [16]. 

IV. Space-Time Block Code (STBC) 

STBC first introduced by Alamouti with two transmit 
antennas. Figure 2 shows the block diagram of the Alamouti 
S-T encoder. It is assumed that a M — ary modulation 
scheme is used. In the Alamouti S-T encoder, each group of 
m information bits is first coded, where m = log 2 M . 
Here, the encoder takes a block of two modulated symbols 
JCj and X 2 in each encoding operation and maps them to the 
transmit antennas according to a code matrix given by 



X = 



(4) 



The encoder outputs are transmitted in two consecutive 
transmission periods from two transmit antennas. During the 

first transmission period, two signals X l and X 2 are 
transmitted simultaneously from antenna one and antenna 
two, respectively. 
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Figure 2- Block diagram of the Alamouti space-time encoder 



In the second transmission period, signal — X 2 is transmitted 

from transmit antenna one and signal X t from transmit 
antenna two [7], [16]. The main principle of the Alamouti 
scheme is that the transmit sequences from the two transmit 
antennas are orthogonal, since the inner product of the 
sequences x and x is zero, i.e. 

-A. ■ X = X{ ' X2 X2 ' Xj — U 

This scheme may be generalized to an arbitrary number of 
transmit antennas by applying the theory of orthogonal 
designs. The generalized schemes are referred to as STBC. 
The STBC can achieve the full transmit diversity specified 

by the number of the transmit antennas n T , while allowing a 
very simple maximum-likelihood decoding algorithm, based 
only on linear processing of the received signals [8], [16]. 

In general, a STBC is defined by a n T X p transmission 

matrix X. Here n T represents the number of transmit 
antennas and p represents the number of time periods for 
transmission of one block coded symbols. It is assumed that 
the signal constellation consists of 2 m points. At each 
encoding operation, a block of km information bits are 
mapped into the signal constellation to select k modulated 

signals Xj , X 2 , ,X k , where each group of m bits selects 

a constellation signal. The k modulated signals are encoded 
by a S-T block encoder to generate n T parallel signal 
sequences of length p according to the transmission matrix 
X. These sequences are transmitted through n T transmit 
antennas simultaneously in p time periods. 



X X H =a\\x 



+ xJ +....+ x. 






where OC is a constant, X H is the Hermitian of X and I n is 

•th 

an n T Xn T identity matrix. The element of X in the? row 



and j column, x, , i = 1,2,. 



•?"j ? J i,z,. 



;P, 



represents the signal transmitted from the antenna i at 
time j . The orthogonal designs are applied to construct 



STBC. The rows of the transmission matrix X n are 

orthogonal to each other. This means that in each block, the 
signal sequences from any two transmit antennas are 
orthogonal. For example, if we assume that 

Xj = \x i j ,X t 2 ,....,X ; j is the transmitted sequence from 
the i antenna, i = 1,2, ,n T , we have 

1=1 
i± j,i,je {l,2,...., n T ] 
where X. X. denotes the inner product of the sequences 

Xj and X = . The orthogonality enables to achieve the full 

transmit diversity for a given number of transmit antennas. In 
addition, it allows the receiver to decouple the signals 
transmitted from different antennas and consequently, a 
simple maximum likelihood decoding, based only on linear 
processing of the received signals [8], [16]. 

V. Space-Time Turbo Code (STTuC) 

Space-Time Turbo code can achieve outstanding 
performance gain because it uses specific coding and 
decoding structure. Here, in turbo code parallel 
concatenation convolutional code is used, which is a recent 
scheme of channel code developed, whose bit error 
performance is close to the limit predicted by Shannon. In 
coding side it uses a particular concatenation of two 
Recursive Convolutional Codes (RCC), associated together 
by the inter-leaver, while in decoding it delivered soft 
information between two decoder components to make soft- 
input and soft-output iterative decoding. The first decoder 
must deliver a weighted soft decision to the second decoder. 
The Logarithm of Likelihood Ratio (LLR) 

Lj(a n ) associated with each decoded bit a n by first decoder 

is a relevant piece of information for the second decoder. For 

information bit a , It's LLR is defined as the natural log of 

its base probabilities. 
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L(a n ) = In 



P(a n = -l) 



If a n has two values +1 and -1, with equally likely, then 
this ratio is equal to zero. If the binary variable is not equally 
likely then P(a n = - 1 ) = 1 - P(a n =+l). 



L(a n ) = In 



P(a n =+1) 
1-P(a =+1) 



The LLR of N bit sequence is formulated as below. The 
lower indicator of y means it starts at time 1 and the upper 
indicator means the ending point at N. 



L l (a n )=ln 



P(a n = +l\y?) 



(5) 



PK = -\\y" ) 

Here, first the S-T Turbo encoder encodes the source data. 
Next, the encoded data is applied to interleaver, and then 
mapped according to the desired signal constellation. 
Finally at each time interval, the signals are modulated and 
transmitted simultaneously over different transmit antennas 
[16]-[18]. Using Baye's rule, the above equation can be 
reformulated as 

, P(y? ,a n = +iyp(y? ) _ . P(y",a n = +1) 



L(a) = ln- 



■ ln- 



P(y?,a n = -1)/P(y?) P(y?,a n = -l) 

This LLR includes joint probabilities between the received 
bits and the information bit, the numerator of which can be 

written as 

N N 

where s ' is starting state and s is ending state of trellis. 



L(a n )=ln 



P(y?,a n =+\) __ 

P(y?,a n = -l) ^Pts'.s.y?) 



N k-1 N 

yi =x .y„.y» + i =y P >y k >y f 

We take the N bit data sequence and separate this into three 

th 

pieces, from 1 to n-1, then the il point, and then from n+1 
to N. P(s\s,yf) = P(s\s,y p ,y k ,y f ) where y p is past 

sequence, which is the part that came before the current data 
point. y n current data point and y f is the part that come 
after the current point. Using Baye' s rule 

P(s\s,y) = P(s\s,y p ,y n ,y f ) 

= P(y f \s',s, y p ,y n )P(s',s, y p ,y n ) 
The term y , is the future sequence and we consider that it 

is independent of the past and only depend on the present 
state i. We can remove these dependencies to simplify the 
above equation. 



P(s',s,y) = P(y f |s)P(s',s,y p ,y n ). 

Now apply Baye's rule to the last term 

P(s\s,y p ,y n ) = P(s,y n \s',y p )P(s',y p ) 

P(s',s, y)= P(y f \s)P(s, y n \s',y p )P(s', y p ) 

Let a n _ l (s') = P(s',y p ) /? n (s) = P()v|s) 

and y a (s\s) = V(s,y n \s\y p ) 

Then Pis ', s, y) = (X n _ x (s')/3 B (s)r n (s', s) 

The LLR equation for MAP algorithm can be written as 



UfO=^ 



Ytoa&pm&s) 



where CX^s") is called 



the Forward metric, J3 n (s) is called the Backward metric, 

and y„(s', s) is called Transition metric. At the receiver, 

the received data sequence is combined according to the 
combining techniques described for STC-MC-CDMA 
system. The soft output of the combiner is applied directly 
to the deinterleaver, and then finally, it is applied to S-T 
Turbo decoder, such as the MAP algorithm, to decode the 
data. 

L i (a n )= L(a - priori) + L( channel) + L( extrinsic) 
The L(a - priori) is a-priori information about a n , 
L(channel) is the channel value calculated from the 
knowledge of the SNR and received signal. The third term is 
called the a-posteriori term, also called the extrinsic L value. 

Y,an-i(s')ji n (s).f n (s',s) 

L( extrinsic) = In =-^ = (6) 

a 

During each iteration the decoder produces the extrinsic 
value, this extrinsic value becomes the input to the next 
decoder. The decision is made about the bit by looking at 

the sign of the Lvalue. a n = sign (L ] (a n ), The process 

can continue until the extrinsic values change becomes 
insignificant or the algorithm can allow for a fixed number 
of iterations. 

VI. STTuC Concatenated With STBC MC-CDMA 

System Model 

In order to further improvement in the performance of 
STTuC-MC-CDMA system, we can use S-T turbo code in 
concatenation with S-T block code MC-CDMA system. The 
STTuC-STBC-MC-CDMA system provides both diversity 
and coding gain with a reasonable increase in complexity. 
Figure 3 show the general block diagram of concatenated 
system. First, the STTuC encoder encodes the source data. 
Next, the encoded data is applied to S-T block encoder & 
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Figure 3- Block diagram of STTuC Concatenated with STBC code MC-CDMA System 



interleaver, and then mapped according to the desired signal 
constellation. Finally at each time interval, the symbols are 
modulated and transmitted simultaneously over different 
transmit antennas. At the receiver, the received data is 
combined according to the combining techniques described for 
STBC. The soft output of the combiner is sent directly to the 
deinterleaver, and then finally, it is applied to a STTuC 
decoder, such as the MAP algorithm, to decode the data. 

Here, a base band system configuration of the STBC-MC- 
CMDA system employing the Alamouti's S-T coding scheme 
at the transmitter is depicted in Figure 3, which involves two 
transmit antennas, Txl and Tx2, and one receive antenna, Rx. 
At the transmitter, we assume K number of users transmit 
simultaneously with STTuC in concatenation of STBC over 
MC-CDMA system from the two transmit antennas. The 
frequency selective channel between transmit and receive 
antennas is divided into P subchannels such that each 

subchannel is approximately flat. LetjX (w)[ be the S-T 

Turbo encoded output. 

For k* user, the output of S-T Turbo encoder is given to the 
S-T block encoder that is represented by the following code 
matrix 



S w (n) = 



r 
-(*) 



,"(1) s m {2) 



■(*) 



' (1) * (2) 



(7) 



where 



S (t) (l)=JC (t) (l),J ( 



'(2) = -jc (t) *(2) 
^ (!) = *»> (2),^ (2) = ^(1) 



and (.) denotes the complex conjugate. The two columns 

of s [n) will be transmitted in two consecutive time slots, 

with the first element of each column transmitted from Txl 
and the second element from Tx2, respectively. Throughout 

this paper, w is designated to quantities associated with Tx2. 
In the current system, each user is assigned two distinct 
spreading codes to spread symbols transmitted from the two 



antennas. 



Let 



(*)_ 



',...., c 



p-t 



and 



-(*) 



-(*) -(t) 

Co ,...., C p -\ 



are two spreading code sequences for 



k th user with processing gain P which spread the symbols 



transmitted from antenna Txl & Tx2 respectively. Define 



■^'(n) = S {k) (n)r k 'is the signal associated with Txl. The 



OFDM modulation can be implemented via IFFT on u (ri) 

y {k) (n) = F- , u (k) (n) (8) 

Similarly we obtain the signal associated with Tx2 as y (n) . 
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At the receiver, the received signal after demodulating via FFT 
and passing through deinterleaver is given as 

K 



+ V(n) 



Y(n) = ]T \s (k) (n)bc (k) + J (k) (n)bc { 

where b = Fh , and h = \_fl(0), ...., h(M -l),0 T p _ M J is 
channel vector between Txl & Rx, 

andv(n)= V (ft),....,V j(ft) contains samples of the 



channel noise with zero mean and variance <7 v . 

VII. Simulation Results 

The simulations are done for STTuC-MC-CDMA, STBC- 
MC-CDMA, and STTuC-STBC-MC-CDMA systems with K = 
10 users. The user symbols are drawn from a unit-energy 
BPSK (binary phase shift keying) constellation. Walsh- 
Hadamard codes with processing gain P = 32 are used for 
spreading. We assume noise samples as i.i.d. complex 

2 

Gaussian random variables with zero mean and variance (7 . 



STTuC-MCCDMA-lter-1 
STTuC-MCCDMA-lter-2 
STTuC-MCCDMA-lter-5 




Figure 4- BER performance of STTuC-MC-CDMA System for 1, 2, 
number of iterations with perfect CSI. 
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Figure 5- Performance comparision of STTuC-STBC, STTuC, and STBC- 
MC-CDMA Systems with perfect CSI. 



In Figure 4 we present the BER of STTuC-MC-CDMA 
system with different number of iterations, and it is observed 
that the performance is improved by 2 dB from 1 to 2 
iterations and again it is enhanced by around 2 dB from 2 to 5 
iterations at 10~ 3 BER. From this we can state that the rate of 
improvement in the performance decreases with increasing 
number of iterations. The performance of STBC-MC-CDMA, 
STTuC-MC-CDMA, & STTuC-STBC-MC-CDMA systems 
versus the SNR in a Rayleigh fading environment for K = 10 
users and 20000 bit sequences are shown in Figure 5. It is 
noted that at 10~ 3 BER the performance of STTuC-MC-CDMA 
system using MMSE detector is better than STBC-MC- 
CDMA system by around 1 dB. The performance of STTuC- 
MC-CDMA system can also be further improved by 1 .5dB at 
10" 3 BER by using STTuC-STBC-MC-CDMA systems in 
presence of perfect channel state information (CSI). 

VIII. Conclusion 

In this paper, the performance of concatenated STTuC- 
STBC-MC-CDMA, STTuC-MC-CDMA and STBC-MC- 
CDMA systems are obtained using MMSE detection 
technique employing MAP algorithm for turbo code decoding. 
Simulation results are presented in presence of perfect CSI. It 
is noted that the performance of STTuC-MC-CDMA system 
increases with more number of iterations. However, the rate of 
improvement in the performance decreases with increasing 
number of iterations. It is observed that the performance of 
STTuC-MC-CDMA system with 2 numbers of iterations is 
better than STBC-MC-CDMA system by around 1 dB. The 
performance gain can be further improved by around 1.5 dB 
using STTuC-STBC-MC-CDMA system at 10" 3 BER. 
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Abstract — In this paper we describe a new unsupervised feature 
selection method for text clustering. In this method we introduce 
a new kind of features that we called multi term features. Multi 
term feature is the combination of terms with different length. So 
we design a genetic algorithm to find the multi term features that 
have maximum discriminating power. 
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algorithm; fitness function 



I. 



Introduction 



Reducing dimensionality of a problem, in many real world 
problems, is an essential step before any analysis of the data. 
The general criterion for reducing the dimensionality is the 
desire to preserve most of the relevant information of the 
original data according to some optimality criteria. 
Dimensionality reduction or feature selection has been an 
active research area in pattern recognition, statistics and data 
mining communities. The main idea of feature selection is to 
choose a subset of input features by eliminating features with 
little or no predictive information. In particular, feature 
selection removes irrelevant features, increases efficiency of 
learning tasks, improves learning performance and enhances 
comprehensibility of learned results[2] 

Depending on if the class label information is required, 
feature selection can be either unsupervised or supervised. 

Feature selection has been well studied in supervised 
classification [3]. However, it is a quite recent research topic 
and also a challenging problem for clustering analysis for two 
reasons: first, it is not an easy task to define a good criterion 
for evaluating the quality of a candidate feature subset due to 
the absence of accurate labels of items. Second, it requires an 
exponentially increasing number of feature subset evaluations 
to optimize the defined criterion, that is in fact impractical if 
the data set has a large number of features. 

Some methods for unsupervised feature selection have been 
proposed in the literature, such as document frequency(DF), 
term contribution(TC), Term Variance Quality(TVQ), Term 
Variance(TV) et al. In most of these methods a criterion is 
defined for evaluate the relevance of one term of documents 
for clustering, and depend on how much dimensionality 
reduction required, the number of most relevant features will 
be selected. 



In this paper we proposed a novel feature selection method 
that evaluate the discriminating power of set of terms instead 
raw terms as features. 

The main idea of this method is that a feature that is 
irrelevant by itself may become relevant when used with other 
features. So we describe new kind of feature named Multi 
Term Feature(MTF), that is the feature that made from 
combination of terms. 

We use genetic algorithm for search the large space of 
different multi term features to find most relevant of them. To 
achieve this goal we designed the fitness function to estimate 
the discriminating power of MTFs. 

The rest of this paper organized as follows: the next section 
describes two methods for evaluate relevance of MTFs. 
Section III explains using the genetic algorithm to find best 
MTFs. Experimental results are presented in section IV, and a 
conclusion is given in section V. 

II. Evaluate Relevance Of Multi Term Features 

Because in many cases one term can not determine the 
subject of document very well, we use MTF to find the best 
terms that can determine the clusters of documents. So we 
must define criterions for evaluate relevance of MTFs. At first 
we must determine when a MTF appear in a document. 

We defined appearance threshold for determine the 
presence of MTF in a document, that is the minimum number 
of terms of MTF that if appear in a document that's MTF 
appear in the document too. 

Two criterions that we defined for evaluating 
discriminating power of MTFs are as follows: 

A. Modified Term Variance 

Term variance is one of the methods that use for evaluate 
the quality of term in dataset for clustering the documents. The 
equation of this method is as follows: 



v(t,) = £[f,-f,r 



(i) 



j=i 
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In this method the terms that have high frequency but have 
not uniform distribution over document will have high TV 
value. We modified TV method to use with MTFs : 



v(MTF i ,th) = ^[vf i] , th -vf i , th Y 



;=i 



In this relation vf r th is the frequency of ikh MTF in 

document j with appearance threshold th, and vf . th is the 

average of ith MTF frequency in all documents. The frequency 
of MTF is measured by equation as follows: 



(IJCSIS) International Journal of Computer Science and Information Security, 

Vol. 9, No. 1,2011 
large number of MTFs that can extract from documents, using 
a search algorithm that can search a huge amount of data is 
necessary. 

Genetic algorithm is one of the best algorithms that can 
find best solutions for a problem between large number of 
solutions that is in the search space of problem. So we use 
genetic algorithm as our search strategy to find the most 
discriminating MTFs that exist in the search space. 



(2) 



ftflf 



vhtfik = \lm§th 



m \ 







,t=; 



ftefi 1 



(3) 



In this relation ffcf is the kth term of MTF, m is the number 
of term of MTF and ™/ is the jth document in dataset, 'ft£T 

is the number of different MTF 's term that appear in "/and 
length is the length of MTF. 

rff c&tt«i-mQ$TFi,,tti} is the i ogical mnct ion that determine 
if ™/ contains the MTF return TRUE and else return FALSE. 



vf t th is measured as follows: 



jV 



(4) 



B. Dependency Between Terms 

Another criterion that we define to evaluate the relevance 
of MTFs is dependency between terms of MTF that measure 
by this equation: 






(5) 



Our goal is to find the MTFs that have high discriminating 
power, so we look for find the MTFs that terms of them is 
belong to same subject and most of the time appear in the 
documents of that subject. 

Dependency between the terms of MTF is the ratio of sum 
of MTF 's frequency in all documents to sum of the MTF 's 
terms frequency. This value show that most of the time the 
terms of MTF appear together in documents or separately. 



III. Using Genetic Algorithm 

As we already mentioned our goal is to find best MTFs 
that can determine the clusters of documents. Because of the 



A. Chromosomes 

Each chromosome in this method is a MTF that can have 
different length. Each gene of chromosome is a term of the 
MTF. So the chromosome is shown as the set of terms and not 
a binary code. 



B. Initial population 

Initial population is the set of specific number of 
chromosomes. 



C. Crossover and Mutation 

The genetic algorithm generates new solutions by 
recombining the genes of the current best solutions. This is 
accomplished through the crossover and the mutation 
operators. On a one-point crossover, the crossing point is 
selected at random and genes from one side of the 
chromosomes are exchanged. In our model because of the 
different length of chromosomes crossover method is 
different too. 

In this method the crossing point is selected at random on 
both of parent chromosomes. Then one side of chromosomes 
are exchanged, so two chromosomes of results of this kind of 
crossover have not equal length. 

The mutation operator selected one position of gene in 
chromosome at random, and then exchange it with the term 
that is selected from documents randomly. 



D. Fitness function 

The objective function is the cornerstone of the genetic 
process. We designed the following fitness function to explore 
the space of solutions: 



fttotess[ck t } = if(:& fr t&)s ! rf!p(;L£lI«lii(k£tl [fr ,.-f It 



(6) 



In this function: 

Ski Is the ith chromosome 
fftaMsfrfe.* Is the fitness value of sii, 
v (cftj-tfrt is the modified term variance value of ffti with 
appearance threshold ■" 

dspfc'fcf-tfttls the value of dependency between terms offift; 
ifl«gtff Dte Is me i en g t h f st L 
We described the modified term variance and dependency 
between terms of MTF in section 
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Another part of our fitness function is ln(:i«J£tfti fr ..-| It 

During the genetic process the chromosomes' length will 
increased because of operating crossover on the population. 
According to this length increasing the probability of presence 
of chromosome in the document and as its result the value of 
modified term variance and dependency criterions for this 
chromosome will decreased. So the fitness value of the 
chromosomes with more length will decreased, and then the 
algorithm go to select the smaller chromosome and so go to 
usual methods. 

By adding ln(£«5££ft ifc .-f It we gi ve more chance to the bigger 
chromosomes to be selected as relevance chromosome. 

E. The proposed algorithm 

The designed algorithm is as follows: 

1. An initial set of solutions is established at random. 
This population contains chromosomes that are MTFs that 
made of terms that selected randomly from documents. 

2. The fitness value of each chromosome is measured by 
fitness function, the stopping criteria are tested. As a general 
criterion the genetic process is stopped when the maximum 
fitness does not increase over a few iterations. 

3. Selection, mutation and crossover operate on 
population. 

4. The new population is generated and the iterative 
process buckles up from step 2. 

IV. Experimental Results 

The following experiments we conducted are to compare 
the proposed genetic model and term variance method. 

We choose 3 datasets from Reuters-21587 that each one 
have 1000 documents. 

We choose K-means to be the clustering algorithm .since 
K-means clustering algorithm is easily influenced by selection 
of initial centroids, we random produced 10 sets of initial 
centroids for each dataset and averaged 10 times performance 
as the final clustering performance. 

We use Average Accuracy(AA) and Fl-Measure(Fl) that 
defined in [3], as clustering validity criterions for evaluate the 
accuracy of clustering results. This results on reut2-001, reut2- 
002 and reut2-003 datasets are shown in Fig. 1 to Fig. 6. 

From these figures, we can see that proposed algorithm can 
improve the clustering accuracy in most of experiments 
results. 
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Figure 1. precision comparison on reut2-001(AA) 
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Figure 2. precision comparison on reut2-001(Fl) 
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Figure 3. precision comparison on reut2-002(AA) 
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V. Conclusion 

In this paper we described a new feature selection method 
based on genetic algorithm. We use the new kind of feature 
that we called MTF that is the set of terms and then define the 
criterions for evaluate the relevance of these features. The 
experimental results shown that the proposed method can 
improve the accuracy of clustering. 
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Abstract — Feature extraction is often applied in machine 
learning to remove distracting variance from a large and complex 
dataset, so that downstream classifiers or regression estimators 
can perform better. The computational expense of subsequent 
data processing can be reduced with a lower dimensionality. 
Reducing data to two or three dimensions facilitates visualization 
and further analysis by domain experts. The data components 
(parameters) measured in computer assisted semen analysis have 
complicated correlations and their total number is also large. 
This paper presents Principal Component Analysis to de- 
correlate components, reduce dimensions and to extract relevant 
features for classification. It also compares the computation of 
Principal Component Analysis using the Covariance method and 
Correlation method. Covariance based Principal Component 
Analysis was found to be more efficient in reducing the 
dimensionality of the feature space. 

Keywords- Covariance based PCA; Correlation based PCA; 
Dimensionality Reduction; Eigen Values; Eigen Vectors Feature 
Extraction; Principal Component Analysis. 



I. 



Introduction 



The term data mining refers to the analysis of large 
datasets. Humans often have difficulty comprehending data in 
many dimensions. Algorithms that operate on high-dimensional 
data tend to have a very high time complexity. Many machine 
learning algorithms and data mining techniques struggle with 
high-dimensional data. This has become known as the curse of 
dimensionality. Reducing data into fewer dimensions often 
makes analysis algorithms more efficient and can help machine 
learning algorithms make more accurate predictions. Thus Data 
reduction is considered as an important operation in the data 
preparation step. 

Data reduction obtains a reduced representation of the data 
set that is much smaller in volume, yet produces the same 
analytical results. One of the strategies used for data reduction 
is dimensionality reduction. Dimensionality reduction reduces 
the data set size by removing attributes or dimensions which 
may be irrelevant to the mining task. The best and worst 
attributes are determined using tests of statistical significance 
which assumes that the attributes are independent of one 
another. Dimensionality reduction can be divided into feature 
selection and feature extraction. 

Feature selection approaches try to find a subset of the 
original variables. Two strategies are filter (e.g. information 



gain) and wrapper (e.g. search guided by the accuracy) 
approaches. Feature extraction transforms the data in the high- 
dimensional space to a space of fewer dimensions. . The 
transformation technologies can be categorized into two 
groups: linear and non-linear methods. Linear methods use 
linear transforms (projections) for dimensional reduction, while 
the non-linear methods use non-linear transforms for the same 
purpose. . The linear technologies include PCA, LDA, 2DPCA, 
2DLDA and ICA. The non-linear dimensionality reduction 
technologies include KPCA and KFD. 

II. RELATED WORK 

Several linear and non linear methods have been discussed 
in the survey of dimension reduction techniques paper [1]. The 
paper reviews current linear dimensionality reduction 
techniques, such as PCA, Multidimensional scaling(MDS),and 
nonlinear dimensionality reduction techniques, such as 
Isometric Feature Mapping (Isomap), Locally Linear 
Embedding (LLE), Hessian Locally Linear Embedding 
(HLLE)and Local Tangent Space Alignment (LTSA). In order 
to apply nonlinear dimensionality reduction techniques 
effectively, the neighborhood, the density, and noise levels 
need to be taken into account [2]. A brief survey of 
dimensionality reduction methods for classification, data 
analysis and interactive visualization was given [10]. 

In paper [3], an effort has been made to predict the suitable 
time period within a year for mustard plant by considering the 
total effect of environmental parameters using the method of 
factor analysis and principal component analysis. The paper 
proposes a mechanism for comparing and evaluating the 
effectiveness of dimensionality reduction techniques in the 
visual exploration of text document archives. Multivariate 
visualization techniques and interactive visual exploration are 
studied [4]. The paper compares four different dimensionality 
reduction techniques, such as PCA, Independent Component 
Analysis (ICA), Random Mapping (RM) and statistical noise 
reduction algorithm and their performance are evaluated in the 
context of text retrieval [5]. 

The paper [6] examines a rough set Feature Selection 
technique which uses the information gathered from both the 
lower approximation dependency value and a distance metric 
which considers the number of objects in the boundary region 
and the distance of those objects from the lower approximation. 
The use of this measure in rough set feature selection can result 
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in smaller subset sizes than those obtained using the 
dependency function alone. The methods proposed in paper [7] 
is bi-level dimensionality reduction methods that integrate filter 
method and feature extraction method with the aim to improve 
the classification performance of the features selected. In level 
1 of dimensionality reduction, features are selected based on 
mutual correlation and in level 2 selected features are used to 
extract features using PCA or LPP. 

The paper presents an independent component analysis 
(ICA) approach to DR, to be called ICA-DR which uses mutual 
information as a criterion to measure data statistical 
independency that exceeds second-order statistics. As a result, 
the ICA-DR can capture information that cannot be retained or 
preserved by second-order statistics-based DR techniques [8]. 
In paper [9], KPCA is used has a preprocessing step to extract 
relevant feature for classification and to prevent from the 
Hughes phenomenon. Then the classification was done with a 
backpropagation neural network on real hyper spectral ROSIS 
data from urban area. Results were positively compared to the 
linear version (PCA). 

The author has proposed a model and compared four 
dimensionality reduction techniques to reduce the feature space 
into an input space of much lower dimension for the neural 
network classifier. Among the four dimensionality reduction 
techniques proposed, Principal Component Analysis was found 
to be the most effective in reducing the dimensionality of the 
feature space [11]. In this study, a novel biomarker selection 
approach is proposed which combines singular value 
decomposition (SVD) and Monte Carlo strategy to early 
Ovarian Cancer detection. Comparative study and statistical 
analysis show that the proposed method outperforms SVM- 
RFE and T-test methods which are the typical supervised 
classification and differential expression detection based 
feature selection methods [12]. The application of three 
different dimension reduction techniques to the problem of 
classifying functions in object code form as being 
cryptographic in nature or not were compared. It is 
demonstrated that when discarding 90% of the measured 
dimensions, accuracy only suffers by 1% for this problem [13]. 

III. PRINCIPAL COMPONENT ANALYSIS 

Often, the variables under study are highly correlated and 
they are effectively "saying the same thing". It may be useful to 
transform the original set of variables to a new set of 
uncorrected variables called principal components. These new 
variables are linear combinations of original variables and are 
derived in decreasing order of importance so that the first 
principal component accounts for as much as possible of the 
variation in the original data [20] . 

The goal is to transform a given data set X of dimension M 
to an alternative data set Y of smaller dimension L. 
Equivalently, we are seeking to find the matrix Y, where Y is 
the Karhunen-Loeve transform (KLT) of matrix X: 

Y = KLT{X} (1) 

Algorithm for computing PCA [15] using the co variance 
method consists of the following steps 
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Step 1 : Organize the data set 



The microscopic examination of spermatozoa dataset 
comprisis of M observations and each observation is described 
with L variables. This dataset is arranged as a set of N data 
vectors XI,..., Xn with each Xn representing a single grouped 
observation of the M variables. 

Step 2: Calculate the empirical mean 

Find the empirical mean of the previous step along each 
dimension m = 1, ..., M and place it into a mean vector u of 
dimensions M x 1 . 



1 N 
u[m] = — Z X[m,n] 

Nn=l 
Step 3 : Calculate the deviations from the mean 



(2) 



The input dataset is centered by subtracting the empirical 
mean vector u from each column of the data matrix X and it is 
stored in the M x N matrix B. 



B = X-uh 

where h is a 1 x N row vector of all Is. 
Step 4: Find the covariance matrix 



(3) 



Calculate the M x M covariance matrix C from the outer 
product of matrix B with itself: 

C = E[B®B] = E[B.B*] = — IB.B* (4) 

N 

where E is the expected value operator, 

*<£ is the outer product operator and 

* is the conjugate transpose operator. 

Step 5: Find the eigenvectors and eigenvalues of the covariance 
matrix 

Compute the matrix V of eigenvectors which diagonalizes 
the covariance matrix C: 



V ! CV = D 



(5) 



where D is the diagonal matrix of eigenvalues of C. Matrix 
D will take the form of an M x M diagonal matrix, where 

D[p,q] = X m forp = q = m (6) 

is the mth eigenvalue of the covariance matrix 
Step 6: Rearrange the eigenvectors and eigenvalues 

Sort the columns of the eigenvector matrix V and 
eigenvalue matrix D obtained in the previous step in the order 
of decreasing eigenvalue. 

Step 7: Compute the cumulative energy content for each 
eigenvector 

The cumulative energy content g for the mth eigenvector is 
the sum of the energy content across all of the eigenvalues 
from 1 through m: 
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m 



(7) 



g[m]= S D[q,q] for m = 1,...,M 
q=l 

Step 8: Select a subset of the eigenvectors as basis vectors 

Then save the first L columns of V as the M x L matrix W 

W[p,q] = V[p,q] forp = l,...,M q = l,...,L 

where 
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The input dataset as shown in Table I is constructed by 
combining the statistical measurement of morphological 
parameters of spermatozoon given in Table 4.1 and motility 
statistics given in Table 5 of paper [16] & [17]. 



(8) 



1<L<M 

The vector g can be used as a guide to choose an 
appropriate value for L so that it above a certain threshold, like 
90 percent, ie. 

g[m = L] > 90% 

Step 9: Convert the source data to z-scores 

Create an M x 1 standard deviation vector s from the square 
root of each element along the main diagonal of the covariance 
matrix C: 



s = {s[m]} = A /C[p,q] forp = q = m = l. 

Also calculate the M x N z-score matrix: 



.M 



Z = 



B 



(Divide element-by-element) 



(9) 



(10) 



Step 10: Project the z-scores of the data onto the new basis 
The projected vectors are the columns of the matrix 

Y = W*.Z = KLT{X} (11) 

where W* is the conjugate transpose of the eigenvector 
matrix. The columns of matrix Y represent the Karhunen- 
Loeve transforms (KLT) of the data vectors in the columns of 
matrix X. 

IV. EXPERIMENTAL RESULTS 

TABLE I. SAMPLE DATA INPUT 



This data set has fifteen features, so every sample is a 
fifteen dimensional vector. The covariance matrix and 
correlation matrix calculated from the dataset for the first five 
features are given in Table II and Table III. 

TABLE II. COVARIANCE MATRIX FOR INPUT DATASET 





Area 


Perimeter 


Head 
Length 


Head 
Width 


Eccentrici 

ty 


Area 


1,483.97591 


1,522.06560 


171.88957 


55.43896 


0.97301 


Perimeter 


1,522.06560 


2,017.41106 


219.77496 


72.61875 


3.16497 


Head 
Length 


171.88957 


219.77496 


38.35266 


12.39077 


0.49326 


Head 
Width 


55.43896 


72.61875 


12.39077 


5.24063 


0.18160 


Eccentri 
city 


0.97301 


3.16497 


0.49326 


0.18160 


0.05923 



TABLE III CORRELATION MATRIX FOR FNPUT DATASET 





Area 


Perimeter 


Head 
Length 


Head 
Width 


Eccentricity 


Area 


1.00000 


0.87968 


0.72051 


0.62865 


0.10378 


Perimeter 


0.87968 


1.00000 


0.79010 


0.70625 


0.28952 


Head 
Length 


0.72051 


0.79010 


1.00000 


0.87399 


0.32726 


Head 
Width 


0.62865 


0.70625 


0.87399 


1.00000 


0.32594 


Eccentricity 


0.10378 


0.28952 


0.32726 


0.32594 


1.00000 



Based on the correlation matrix, eigen values are 
calculated. In the case of N independent variables, there are N 
eigen values. For the given dataset there are 15 eigen values. 
The proportion of total variance in input dataset explained by 
the i principal component is simply the ratio between the i 
eigen value and the sum of all eigen values. Cumulative 
proportion of variance is computed by adding the current and 
previous proportion of variance. 



Area 


Perimeter 


HeadLe 
n 


Head 
Width 


Eccen 
tricity 


MidLen 


TailLen 


Orienta 
tion 


Equiv 
Diam 


Mean 
Dist 


Mean 
Velocity 


A 


B 


c 


D 


36.0000 


46.7032 


9.8914 


5.3217 


0.8429 


15.6200 


67.5700 


78.5457 


6.7703 


147.7534 


49.2500 


1.00 


0.00 


0.00 


0.00 


158.000 


191.2335 


23.6182 


8.6646 


0.9303 


19.1100 


66.2300 


81.9619 


13.9116 


121.5033 


40.5000 


1.00 


0.00 


0.00 


0.00 


1.0000 


3.6280 


1.1547 


1.1547 


0.9600 


10.2300 


44.6900 


0.0000 


1.1284 


0.0000 


0.0000 


0.00 


0.00 


0.00 


1.00 


37.0000 


25.4530 


10.1335 


5.3444 


0.8496 


19.1200 


35.5400 


88.9338 


6.8637 


17.0721 


5.6900 


0.00 


1.00 


0.00 


0.00 


10.0000 


11.8454 


4.2583 


3.2083 


0.6575 


14.0000 


74.3100 


90.0000 


3.5682 


66.6333 


22.2100 


1.00 


0.00 


0.00 


0.00 


1.0000 


3.6280 


1.1547 


1.1547 


0.0000 


15.0700 


44.1600 


0.0000 


1.1284 


20.0056 


6.6685 


0.00 


1.00 


0.00 


0.00 


7.0000 


13.4457 


5.7735 


1.8145 


0.9493 


15.3500 


38.7700 


45.0000 


2.9854 


17.0721 


5.6907 


0.00 


1.00 


0.00 


0.00 


7.0000 


10.1697 


3.8791 


2.4300 


0.7795 


15.3500 


42.2700 


45.0000 


2.9854 


66.6330 


22.2110 


1.00 


0.00 


0.00 


0.00 


7.6840 


53.9280 


18.7500 


5.0551 


0.9538 


28.1250 


68.7600 


-89.9088 


81.0472 


53.8103 


17.9367 


0.00 


1.00 


0.00 


0.00 


4.5723 


35.9100 


1.6600 


1.0698 


0.9600 


2.4900 


45.5600 


89.7594 


87.2289 


58.4698 


19.4899 


0.00 


1.00 


0.00 


0.00 


6.4139 


48.7620 


8.4622 


5.2565 


0.9597 


12.6933 


32.4500 


-89.8078 


84.2590 


36.6666 


12.2222 


0.00 


1.00 


0.00 


0.00 


5.6677 


42.7140 


9.5653 


5.9086 


0.9599 


14.3480 


65.4700 


-89.9634 


85.3550 


30.9075 


10.3025 


0.00 


1.00 


0.00 


0.00 


7.1918 


52.1640 


2.4652 


1.0893 


0.9596 


3.6978 


45.2600 


89.8741 


84.4477 


7.6775 


2.5592 


0.00 


0.00 


1.00 


0.00 


8.1603 


63.2520 


8.8570 


5.6096 


0.9605 


13.2855 


35.8900 


-89.9996 


82.8648 


110.0000 


36.6700 


1.00 


0.00 


0.00 


0.00 


6.5885 


49.8960 


9.9260 


5.8168 


0.9593 


14.8890 


45.3400 


-89.6868 


83.5839 


46.0652 


15.3500 


0.00 


1.00 


0.00 


0.00 


3.9684 


7.6860 


7.6593 


4.1154 


0.9618 


11.4890 


30.9800 


89.3761 


89.8604 


11.9580 


3.9860 


0.00 


0.00 


1.00 


0.00 
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The Eigen values, proportion and cumulative proportion of 
variance for the Covariance matrix and Correlation matrix are 
shown in Table IV & Table V. 

TABLE IV. EIGEN VALUES OF THE COVARIANCE MATRIX 
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A line graph is plotted with the data taken from Table VI 
and it looks like what is shown in the Fig 1 . The x-axis or the 
horizontal axis shows the principal component and the y-axis 
or the vertical axis shows the cumulative proportion of 
variance. 



Component 


Eigen Value 


Proportion 


Cumulative 
Proportion 





104,057.27016 


0.50139 


0.50139 


1 


63,852.65226 


0.30767 


0.80906 


2 


21,280.82120 


0.10254 


0.91160 


3 


15,102.20724 


0.07277 


0.98437 


4 


2,298.23956 


0.01107 


0.99545 


5 


714.88982 


0.00344 


0.99889 


6 


210.22987 


0.00101 


0.99990 


7 


10.57894 


0.00005 


0.99995 


8 


5.50902 


0.00003 


0.99998 


9 


3.38897 


0.00002 


1.00000 


10 


0.44942 


0.00000 


1.00000 


11 


0.23906 


0.00000 


1.00000 


12 


0.03046 


0.00000 


1.00000 


13 


0.00002 


0.00000 


1.00000 


14 


0.00000 


0.00000 


1.00000 


TABLE V. EIGEN VALUES OF THE CORRELATION MATRIX 


Component 


Eigen Value 


Proportion 


Cumulative 
Proportion 





83.20765 


0.36981 


0.36981 


1 


39.75628 


0.17669 


0.54651 


2 


30.98150 


0.13770 


0.68420 


3 


19.25778 


0.08559 


0.76979 


4 


18.04188 


0.08019 


0.84998 


5 


10.87774 


0.04835 


0.89832 


6 


9.87493 


0.04389 


0.94221 


7 


7.53003 


0.03347 


0.97568 


8 


2.52474 


0.01122 


0.98690 


9 


2.16730 


0.00963 


0.99653 


10 


0.71743 


0.00319 


0.99972 


11 


0.05215 


0.00023 


0.99995 


12 


0.01058 


0.00005 


1.00000 


13 


0.00000 


0.00000 


1.00000 


14 


0.00000 


0.00000 


1.00000 
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Table VI shows the index of the component and its 
equivalent proportion of variance contribution in terms of 
percentage for both the approaches. 

TABLE VI. PRINCIPAL COMPONENT BASE 



Figure 1 . Visualization of Component Distribution For Covariance and 
Correlation Based PCA 

A prior criterion has been set i.e. g[m = L] > 90% to 
select the number of principal components that will explain the 
maximal amount of variance. In the case of Covariance based 
PCA, the first 3 components explains 91.16% of proportion of 
variance and only these 3 components are extracted as shown 
in Table VII. In the case of Correlation based PCA, the first 
six components are extracted because it contributes to 89.83% 
of proportion of variance and their extraction is also shown in 
Table VIII. 



TABLE VII. 



PROJECTION OF PRINCIPAL COMPONENTS FOR 
COVARIANCE BASED PCA 



Index 


Covariance based 
Proportion of variance 


Correlation based 
Proportion of variance 





50.139% 


36.981 % 


1 


30.767 % 


17.669% 


2 


10.254% 


13.770% 


3 


7.277 % 


8.559 % 


4 


1.107% 


8.019% 


5 


0.344 % 


4.835 % 


6 


0.101 % 


4.389 % 


7 


0.005 % 


3.347 % 


8 


0.003 % 


1.122% 


9 


0.002 % 


0.963 % 


10 


0.000 % 


0.319% 


11 


0.000 % 


0.023 % 


12 


0.000 % 


0.005 % 


13 


0.000 % 


0.000 % 


14 


0.000 % 


0.000% 



Covariance Based PCA 


Compt 1 


Compt 2 


Compt 3 


84.0616 


-55.2579 


-51.1463 


118.3525 


-190.921 


18.4082 


-13.8898 


61.9433 


-33.3558 


77.4735 


39.0532 


-2.522 


79.0187 


28.8897 


-33.092 


-11.803 


50.2057 


-41.2432 


30.7564 


52.1994 


-22.8442 


36.0141 


25.2633 


-43.0882 


-108.986 


-31.1044 


1.971 


53.9394 


20.8128 


49.9273 


-112.899 


-12.4223 


13.7731 


-113.766 


-8.3706 


11.6755 


50.9376 


38.7547 


72.207 


-103.324 


-65.5479 


-11.0093 


-111.191 


-20.1258 


8.7022 


45.3036 


66.6282 


61.6368 
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TABLE VIII. 



PROJECTION OF PRINCIPAL COMPONENTS FOR 
CORRELATION BASED PCA 



(IJCSIS) International Journal of Computer Science and Information Security, 

Vol. 9, No. 1,2011 
was found to be more efficient in reducing the dimensionality 
of the feature space. 



Correlation Based PCA 


Compt 1 


Compt 2 


Compt 3 


Compt 4 


Compt 5 


Compt 6 


3.2070 


-2.0161 


-0.3365 


1.0866 


-0.2185 


0.3222 


6.3144 


-0.4150 


0.9929 


-2.0790 


0.5209 


-0.7784 


-2.7463 


-1.4483 


-0.5652 


-1.9583 


-3.1207 


-0.0414 


-0.4117 


0.6218 


-0.7872 


-1.5193 


1.0358 


-0.6042 


0.7179 


-2.3657 


-1.0351 


0.5842 


0.2187 


1.1480 


-2.1965 


-0.7410 


-2.8671 


0.1273 


1.8017 


-0.1998 


-1.5856 


0.1583 


-0.8602 


-0.6454 


0.4515 


-0.5720 


0.0840 


-1.9251 


-0.6756 


0.7497 


-0.1392 


0.0548 


1.4450 


2.8434 


-1.0612 


-0.2360 


-0.1845 


1.7155 


-1.5676 


-0.3117 


0.8458 


1.1044 


0.2757 


-1.5340 


-0.6453 


2.1079 


0.2244 


0.5307 


-0.3289 


-0.9156 


-0.0133 


2.1829 


-0.2519 


0.3425 


-0.3734 


0.5780 


-2.4107 


-0.9544 


2.9752 


-0.2137 


0.7982 


0.5641 


1.7370 


0.1307 


0.7736 


2.0326 


-1.2414 


-0.4710 


-0.0076 


2.1991 


-0.0271 


0.5050 


-0.3525 


-0.2792 


-1.9204 


-0.0668 


2.6550 


-0.4115 


0.8565 


1.0133 



Table IX shows the comparison on the number of principal 
components extracted based on various criterions like 

Kaiser Criterion: The eigen value is compared to 1 and only 
components with eigen values higher than 1 are retained. 

Percentage of variance criterion: The number of 
components to be extracted is determined by the total explained 
percentage of variance. 

Scree test: The eigen values are plotted against the principal 
components in a simple line plot as shown in Fig 1 . It suggests 
finding the place where the smooth decrease of eigen values 
appears to level off to the right of the plot. 



TABLE IX. COMPARISON ON NUMBER OF PRINCIPAL 
COMPONENTS EXTRACTED 





Number of 
Dimensions in 
Input Dataset 


No. of Components Extracted 


Kaiser 
criterion 


Percentage of 
variance>90% 


Scree 
Test 


Covariance 
Based PCA 


15 


10 


3 


4 


Correlation 
Based PCA 


15 


10 


6 


8 



V. CONCLUSION 

Thus principal component analysis aims to summarize the 
data with many independent variables to a smaller set of 
derived variables in such a way that first component has 
maximum variance, followed by second and so on. This 
technique is particularly useful when a data reduction 
procedure is required that makes no assumptions concerning an 
underlying casual structure responsible for covariance in the 
data. 

In this paper, we have compared the computation of 
Principal Component Analysis using the Covariance method 
and Correlation method and their performance is evaluated in 
terms of the number of components to be extracted. It was 
observed that Covariance based Principal Component Analysis 
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Abstract — Lossy compression techniques are more efficient in 
terms of storage and transmission needs. In the case of Lossy 
compression, image characteristics are usually preserved in the 
coefficients of the domain space in which the original image is 
transformed. For transforming the original image, a simple but 
efficient wavelet transform used for image compression is called 
Haar Wavelet Transform. The goal of this paper is to achieve 
high compression ratio in images using 2 D Haar Wavelet 
Trnasform by applying different compression thresholds for the 
wavelet coefficients and these results are obtained in fraction of 
seconds and thus to improve the quality of the reconstructed 
image ie., to arrive at an approximation of our original image. 
Another approach for lossy compression is, instead of 
transforming the whole image, to separately apply the same 
transformation to the regions of interest in which the image 
could be devided according to a predetermined characteristic. 
The Objective of the paper deals to get the coefficients is nearly 
closer to zero. More specifically, the aim of the thesis is to 
exploit the correlation characteristics of the wavelet coefficients 
as well as second order characteristics of images in the design of 
improved lossy compression systems for medical images. Here a 
modified simple but efficient calculation schema for Haar 
Wavelet Transform. 

Index Terms — Haar Wavelet Transform - Linear Algebra 
Technique - Lossy Compression Technique - MRI 



contains a large amount of spatial redundancy in plain areas 
where adjacent picture elements (pixels, pels) have almost 
same values. It means that the pixel values are highly 
correlated [31]. The basic measure for the performance of a 
compression algorithm is Compression Ratio (CR). In a lossy 
compression scheme, the image compression algorithm 
should achieve a tradeoff between compression ratio and 
image quality [32]. The balance of the paper is organized as 
follows: In section II describes the properties and advantages 
of haar wavelet transformation. In section III considers the 
procedure for haar wavelet transformation. In section IV, 
Implementation methodologies for wavelet compression and 
linear algebra are discussed. In section V describes the 
algorithm for its implementation. In section VI considers the 
comparison for metrics. In section VII considers the graphs, 
HWT image compression output results, and these results are 
plotted between various parameters. In section VIII 
elaborates on the importance of this paper, some applications 
and its extensions. Quality and compression can also vary 
according to input image characteristics and content. Images 
need not be reproduced exactly. An approximation of the 
original image is enough for most purposes, as long as the 
error between the original and the compressed image is 
tolerable. Lossy compression technique can be used in this 
area. 



i. Introduction 

IN recent years, many studies have been made on wavelets. 
An excellent overview of what wavelet have brought to the 
fields as diverse as biomedical applications, wireless 
communication, computer graphics or turbulence [30]. Image 
compression is one of the most visible applications of 
wavelets. The rapid increase in the range and use of 
electronic imaging justifies attention of systematic design of 
an image compression system and for providing the image 
quality needed in different applications. A typical still image 



II. Properties and advantages of haar wavelet 

TRANSFORM 

The Properties of the Haar Transform are described as 
follows: 

• Haar Transform is real and orthogonal. Therefore 
Hr=Hr* (1) 

Hr" 1 =Hr T (2) 

Haar Transform is a very fast transform . 
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• The basis vectors of the Haar matrix are sequency 
ordered. 

• Haar Transform has poor energy compaction for 
images. 

• Orthogonality: The original signal is split into a low 
and a high frequency part, and filters enabling the 
splitting without duplicating information are said to be 
orthogonal. 

• Linear Phase: To obtain linear phase, symmetric filters 
would have to be used. 

• Compact support: The magnitude response of the filter 
should be exactly zero outside the frequency range 
covered by the transform. If this property is satisfied, 
the transform is energy invariant. 

• Perfect reconstruction: If the input signal is 
transformed and inversely transformed using a set of 
weighted basis functions, and the reproduced sample 
values are identical to those of the input signal, the 
transform is said to have the perfect reconstruction 
property. If, in addition no information redundancy is 
present in the sampled signal, the wavelet transform is, 
as stated above, ortho normal. 

No wavelets can possess all these properties, so the choice 
of the wavelet is decided based on the consideration of which 
of the above points are important for a particular application. 
Haar-wavelet, Daubechies-wavelets and biorthogonal- 
wavelets are popular choices [1]. These wavelets have 
properties which cover the requirements for a range of 
applications. 

The advantages of Haar Wavelet transform as follows: 

1 . Best performance in terms of computation time. 

2. Computation speed is high. 

3. Simplicity 

4. HWT is efficient compression method. 

5. It is memory efficient, since it can be calculated inplace 
without a temporary array. 



III. Procedure for Haar Wavelet Transform 

To calculate the Haar transform of an array of n samples: 

l.Find the average of each pair of samples, (n/2 
averages) 

2. Find the difference between each average and the samples 
it was calculated from, (n/2 differences) 

3. Fill the first half of the array with averages. 

4. Fill the second half of the array with differences. 

5. Repeat the process on the first half of the array. (The array 
length should be a power of two) 



IV. IMPLEMENTATION METHODOLOGY 

Each image [27] is presented mathematically by a matrix 
of numbers. Haar wavelet uses a method for manipulating the 
matrices called averaging and differencing. Entire row of a 
image matrix is taken, then do the averaging and differencing 
process. After we treated entire each row of an image matrix, 
then do the averaging and differencing process for the entire 
each column of the image matrix. Then consider this matrix 
is known an semifinal matrix (T) whose rows and columns 
have been treated. This procedure is called wavelet 
transform. 

Then compare the original matrix and last matrix 
that is semifinal matrix(T), the data has became smaller. 
Since the data has become smaller, it is easy to transform and 
store the information. The important one is that the treated 
information is reversible. To explain the reversing process 
we need linear algebra. Using linear algebra is to maximize 
compression while maintaining a suitable level of detail. 

A. Wavelet Compression Methodology 

From Semi final Matrix (T) is ready to be compressed. [29] 
Definition of Wavelet Compression is fix a non negative 
threshold value £ and decree that any detail coefficient in the 
wavelet transformed data whose magnitude is less than or 
equal to zero (this leads to a relatively sparse matrix). Then 
rebuild an approximation of the original data using this 
doctored version of the wavelet transformed data. In the case 
of image data, we can throw out a sizable proportion of the 
detail coefficients in this and obtain visually acceptable 
results. This process is called lossless compression. When no 
information is loss (eg., if e=0). Otherwise it is referred to as 
lossy compression (in which case e >0). In the former case, 
we can get our original data back, and in the latter we can 
build an approximation of it. Because we know this, we can 
eliminate some information from our matrix and still be 
capable of attaining a fairly good approximation of our 
original matrix. Doing this, we take threshold value e=10 
ie., reset to zero all elements of semifinal matrix(T) which are 
less than or equal to 10 in absolute value. From this we obtain 
the doctored matrix. Then apply the inverse wavelet 
transform to doctored matrix we get the reconstructed 
approximation R. 

In this process, we can get a good approximation of 
the original image. We have lost some of the detail in the 
image but it is so minimal that the loss would not be 
noticeable in most cases. 
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B. Linear Algebra Methodology 

To apply the averaging and differencing using linear 

algebra [27] we can use matrices such as A1,A2,A3 An. 

that perform each of the steps of the averaging and 
differencing process. 

i. When multiplying the string by the first matrix of the 
first half of columns are taking the average of each pair 
and the last half of columns take the corresponding 
differences. 

ii. The second matrix works in much the same way, the first 
half of columns now perform the averaging and 
differencing to the remaining pairs, and the identity 
matrix in the last half of columns carry down the detail 
coefficient from step i. 

iii. Similarly in the final step, the averaging and differencing 
is done by the first two columns of the matrix, and the 
identity matrix carries down the detail coefficient from 
previous step. 

iv. To simplify this process, we can multiply these matrices 
together to obtain a single transform matrix 
W=A1A2A3) we can now multiply our original string by 
just one transform matrix to go directly form the original 
string to the final results of step iii. 

v. In the following equation we simplify this process of 
matrix multiplication. First the averaging and 
differencing and second the inverse of those operation. 



1. T= 



((AW) T W)) T 



T=(W T A T W) T 

T=W T (A T ) T (W T ) T 

T=W T AW 



2. (W 1 ) -1 T W 1 = A 



(wVtw" 



=A 



(3) 



(4) 



V. ALGORITHM 

• Read the image from the user. 

• Apply 2 D DWT using haar wavelet over the image 

• For the computation of haar wavelet transform, set 
the threshold value 25%, 10%, 5%, 1% ie., set all 
the coefficients to zero except for the largest in 
magnitude 25%, 10%, 5%, 1% . And reconstruct an 
approximation to the original image by apply the 
corresponding inverse transform with only modified 
approximation coefficients. 

• This simulates the process of compressing by factors 
of ',4,1/10,1/20,1/100 respectively. 



• Display the resulting images and comment on the 
quality of the images. 

• Calculate MSE, MAE & PSNR values of different 
Compression Ratios for corresponding Reconstructed 

images. 

• Then add a small amount of white noise to the input 
image. Default : variance =0.01, sigma=0.1, mean=0 

• To compute the haar wavelet transform, set all the 
approximation coefficients to zero except those 
whose magnitude is larger than 3 sigma. 

• This same case is applicable to detail coefficients 
that is horizontal, vertical & diagonal coefficients. 

• Reconstruct an estimate of the original image by 
applying the corresponding inverse transform. 

• Display and compare the results by computing the 
root mean square error, PSNR, and mean absolute 
error of the noisy image and the denoising image. 

• The same process is repeated for various images and 
compare its performance. 

Alternative approach Algorithm is described as follows: 

1 . Read the image cameraman.tif from the user. 

2. Using 2D wavelet decomposition with respect to a haar 
wavelet computes the approximation coefficients matrix 
CA and detail coefficient matrixes CH, CV, CD 
(horizontal, vertical & diagonal respectively) which is 
obtained by wavelet decomposition of the input matrix 
ie., im_input. 

3. From this, again using 2D wavelet decomposition with 
respect to a haar wavelet computes the approximation 
and detail coefficients which are obtained by wavelet 
decomposition of the CA matrix. This is considered as 
level 2. 

4. Again apply the haar wavelet transform from CA matrix 
which is considered as CA1 for level 3. 

5. Do the same process and considered as CA2 for level 4 

6. Take inverse transform for level 1, level 2, level 3 & 
level 4 that ie., im_input, CA, CA1, CA2. 

7. Reconstruct the images for level 1, level 2, level 3 & 
level 4. 

8. Display the results of reconstruction 1, reconstruction 2, 
reconstruction 3, reconstruction 4 ie., level 1,2,3,4 
with respect to the original image. 
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VI. METRICS FOR COMPARISON 

A. Compression Metrics 

The type of compression metrics [21] used for digital data 
varies quite markedly depending on the type of compression 
employed that use a simple ratio formula as given below 

^ • ^ • ,^- Output File size (bytes) 

CompressionRatio(%)= — — - xlOO (5) 

Input File size (bytes) 

A measure of rate is far more suitable metric for large 
compression ratios as it gives the number of bits per pixel 
used to encode an image rather than some abstract 
percentage. 

8 x Output File size (bytes) 



Rate(bpp)= - 



(6) 



Input File size (bytes) 
Rate, for image coding purposes, uses bits per pixel (bpp) 
as its unit. 

B. Error Metrics 

In general, error measurements are used on lossy 
compressed images to try and quantify the quality of a 
picture. Getting a quantifiable measure of the distortion 
between two images is very important as one can try and 
minimize this thesis so as to better replicate the original 
image. There are many ways of measuring the fidelity of a 
picture g(x,y) to its original f(x,y). One of the simplest and 
most popular methods is to use the difference between f and 
g. In its most basic form is the mean square error (MSE) [11] 
given by, 

N, AT, 



MSE= 



1 



N { N 2 ,., _, 



E ll(f(x,y)-g(x,y)r 



(7) 



where f and g are NlxN2 size image. This is a very useful 
measure as it gives an average value of the energy loss in the 
lossy compression of the original image f. Signal-to-noise 
ratio (SNR) is another measure often used to compare the 
performance of reproduced images which is defined by, 



SNR=10xlogl0 






' 1 1 ' 2 J=l z=l 



ZZ(/(*,y)-s(*,y)) 2 



N,N 



2 }'=1 z-1 



(8) 



SNR is measured in dB's and gives a good indication of the 
ratio of signal to noise reproduction. This is a very similar 
measurement to MSE. A more subjective qualitative 
measurement of distortion is the Peak Signal-to-noise ratio 
(PSNR) [3]. 



PSNR=10xlogl0 



255 2 



ii(/(^)-«(ij)) 2 



N,N 2 ,.._ 



(9) 



And also Mean Absolute Error is denoted by 

MAE= — y lg(x,y)-f(x,y)l (10) 

The standard error measures a large distortion, but the 
image has merely been brightened. Individually, MSE, SNR 
and PSNR are not very good at measuring subjective image 
quality, but used together these error metrics are at least 
adequate at determining if an image is reproduced at a certain 
quality. 

Vn. RESULTS AND DISCUSSIONS 

The project deals with the implementation of the haar 
wavelet compression techniques and a comparison over 
various input images. We first look in to results of wavelet 
compression technique by calculating their comparison ratios 
and then compare their results based on the error metrics 
which is shown in Table I. 

Table I 

Different types of Error Metrics with respect to Various 

Compression Ratios. 



Compression 



Error Metrics 



Ratios 


MSE 


RMSE 


PSNR 


4:01 


9937.92 


99.6891 


18.7841 


10:01 


14380.1 


119.917 


15.0893 


20:01 


15990.1 


126.452 


14.028 


100:1 


17453.28 


132.1109 


13.1524 



A. Effects on Compression Ratio Vs Various Parameters 

Wavelet Compression is applied for all images and the 
compression ratio is being calculated. The image quality thus 
measured in compression techniques is compared using a 
BAR CHART, which proves the image quality of the various 
input images which reconstructed images are better. This is 
shown in Fig 1 & 2. 

COMPRESSION RATIO VS MSE 
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IMAGES 
Fig. 1 . Effects on Compression Ratio Vs MSE with Respect to Various 
Input Images 
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COMPRESSION RATIO Vs PSNR 
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Fig. 2. Effects on Compression Ratio Vs PSNR with 
Respect to various input images 

In the first experiment, we report on Compressed Ratio 
consumed by Error Metrics as described in the previous 
section. In our experiments, we used the gray scale sample, 
cameraman.tif of size 256*256. And measured the 
compression ratio and the PSNR of the compressed image. In 
each case, the threshold level was changed and got the output. 
The results are presented in Fig 5. The x-axis represents 
Compression Ratio, while the y-axes represent MSE with 
various input images. 



PSNR values depend on image type and cannot be used to 
compare images with different content. 

The quality of the reconstructed image is measured using 
the error metrics: 

• MSE 

• PSNR 

The values of MSE & PSNR are calculated for all test images 
and are provided in Table II. 

Table II 

Calculation of different kinds of Error Metrics with respect to 

Various Input images under Compression Ratio 100:1 







No of 






SI.No 


Image 


elements to 
store in bytes 


MSE 


PSNR 


1 


cman.tif 


256*256 


17543.280 


13.1524 


2 


Rice.tif 


256*256 


13094.653 


16.0257 


3 


Mri.tif 


128*128 


1248.827 


39.5257 


4 


Eight.tif 


242*308 


41227.182 


4.5567 


5 


Bonemarr.tif 


238*270 


28009.786 


8.4222 



In the Second experiment, we report on Compression Ratio 
Vs PSNR with various input images. In our experiments, we 
used the gray scale image samples. In each case, the threshold 
level was changed and got the output. The results are 
presented in Fig 5. The x-axis represents Compression ratio, 
while the y-axes represents PSNR with various input 
images. 

The quality of compressed image depends on the no of 
decompositions. The no of decompositions determines the 
resolution of the lowest level in wavelet domain. Using larger 
no of decompositions, that will be more successful in 
resolving important HWT coefficients from less important 
coefficients. After decomposing the image and representing 
it with wavelet coefficients, compression can be performed by 
ignoring all coefficients below some threshold. In this 
experiment, compression is obtained by wavelet coefficient 
thresholding. All coefficients below some threshold are 
neglected and Compression Ratio is computed. Compression 
Algorithm operation is follows : Compression Ratio is fixed 
to the required level and threshold value has been changed to 
achieve required Compression Ratio after that PSNR is 
computed. PSNR tends to saturate for a larger no of 
decompositions. For each compression ratio, the PSNR 
characteristic has "threshold" which represents the optimal 
no of decompositions. Below and above the threshold PSNR 
decreases and no of decomposition increases. PSNR is 
increased up to some no of decompositions. Beyond that, 
increasing the no of decomposition has a negative effect. 



VIII. CONCLUSION 

This paper reported is aimed at developing computationally 
efficient and effective algorithm for lossy image compression 
using wavelet techniques. This paper is particularly targeted 
towards wavelet image compression using Haar 
Transformation with an idea to minimize the computational 
requirements to achieve good reproduction image quality. In 
this direction the following methods are developed. This 
image compression schemes for images have been presented 
based on the 2 D HWT. The promising results obtained 
concerning reconstructed image quality as well as 
preservation of significant image details, while on the 
otherhand achieving high compression rates. 

• High compression ratio and better image quality 
obtained which is better than existing methods. 

• In addition, the above methods are to be for noisy 
images 

• To improve the quality of the reconstructed image 

• The results are executed in fraction of seconds. 

• To obtain the wavelet coefficients are nearly closer to 
zero. 

• Image denoising techniques will allow precise imaging 
at much faster rates by greatly reducing the necessary 
averaging time to construct low noise images. 
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The performance of an image compression algorithm is 
basically evaluated in terms of compression ratio, MSE, and 
PSNR. A "good' algorithm has a high compression ratio. 
Wavelet based image compression theory has rapidly 
increased in the last seven years. With the increasing use of 
multimedia technologies image compression requires higher 
performance as well as new functionality. To address this 
need in the specific area of still image compression here a 
new compression technique is proposed. The results proved 
that the compression ratio is very high and the reconstruction 
is same as that of the original image. 

Wavelet based image compression indeed is a new and 
emerging area and has a lot of scope for improvement and 
extension. In future the following aspects may be considered 
for improving the algorithm. 

This paper has focused on development of efficient and 
effective algorithm for still image compression. Fast and lossy 
coding algorithm using wavelet is developed. 

Results shows that reduction in encoding time with little 
degradation in image quality compared to existing methods. 
While comparing the developed method with other methods 
compression ratio is also increased. 

Some of the applications require a fast image compression 
technique but most of the existing technique requires 
considerable time. So this proposed algorithm developed to 
compress the image so fastly. 

Wavelet transform is popular in image compression mainly 
because of its multi resolution and high energy compaction 
properties. Pictures or images are non stationary in frequency 
and spatial content; hence, data representing picture content 
may be any where in the actual picture. This property is 
included in this thesis. 

The main bottleneck in the compression lies in the search 
of domain, which is inherently time expensive. This leads to 
excessive compression time. The algorithm can be improved 
by applying some indexing scheme. 



implementation issues such as bit allocation methods and 
error estimation can be studied. 

Image denoising method using wavelet for noisy image 
could be developed. This yield better result in image 
compression techniques using wavelet for noisy input images. 
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Fig. 3: Original and Haar Wavelet Transformed images for Different Levels 
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Fig. 4: Reconstructed Images for different Levels 
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Abstract — Information security and ethics are viewed as major 
areas of interest by many academic researchers and industrial 
experts. They are defined as an all-encompassing term that refers 
to all activities needed to secure information and systems that 
supports it in order to facilitate its ethical use. In this research, 
the important parts of current studies introduced. To accomplish 
the goals of information security and ethics, suggested framework 
discussed from educational level to training phase in order to 
evaluate computer ethics and its social impacts. Using survey 
research, insight is provided regarding the extent to which and 
how university student have dealt with issues of computer ethics 
and to address the result of designed computer ethics framework 
on their future career and behavioral experience. 

Keywords-component; information security; ethics; framework 

I. Introduction 

The current development in information and 
communication technologies impacted all sectors in our daily 
life. To ensure effective working of information security 
factors, various controls and measures had been implemented 
by current policies and guidelines between computer 
developers [7]. However, lack of proper computer ethics 
studies in this field motivated researcher s to define a new 
framework. 

Hence, this research will examine awareness and 
information of students in computer ethics from educational 
aspect. Also from Malaysian perspective, review of related 
research [11] indicates the existence of conflicting views 
concerning the ethical perceptions of students. In today's 
global economy, computer security and computer ethics 
awareness is an important component of any management 
information system [13]. 



It be would an undeniable element of security in Malaysian 
computer technology as Malaysia is ranked 8 out of 10 top 
infected countries in the Asia Pacific region as a target for 
cyber attackers [14]. Indeed, points out that there is a need to 
understand the basic cultural, social, legal and ethical issues 
inherent in the discipline of computing. For such reasons, it 
would be important that future computer professionals are 
taught the meaning of responsible conduct [9]. 

As the computer ethics was one of the major topics which 
have been throughout the past decades, in this part of 
introduction we reviewed a short milestone on computer ethics 
and related history of developments. During the late 1970s, 
Joseph Weizenbaum, a computer scientist at Massachusetts 
Institute of Technology in Boston, created a computer program 
that he called ELIZA. In his first experiment with ELIZA, he 
scripted it to provide a crude imitation of a psychotherapist 
engaged in an initial interview with a patient. In the mid 1970s, 
Walter Maner began to use the term "computer ethics" to refer 
to that field of inquiry dealing with ethical problems 
aggravated, transformed or created by computer technology. 

Maner offered an experimental course on the subject at 
University. During the late 1970s, Maner generated much 
interest in university- level computer ethics courses. He offered 
a variety of workshops and lectures at computer science 
conferences and philosophy conferences across America. 

By the 1980s, a number of social and ethical consequences 
of information technology were becoming public issues in the 
world, issues like computer-enabled crime, disasters caused by 
computer failures, invasions of privacy via computer databases, 
and major law suits regarding software ownership. Because of 
the work of Parker and others, the foundation had been laid for 
computer ethics as an academic discipline. In the mid-80s, 
James Moor of Dartmouth College published his influential 
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special issue of the journal on that particular time. hence evaluate ethical dilemmas. 



During the 1990s, new university courses, research centers, 
conferences, journals, articles and textbooks appeared, and a 
wide diversity of additional scholars and topics became 
involved. The mid-1990s has heralded the beginning of a 
second generation of Computer Ethics which contain the new 
concept of security. The time has come to build upon and 
elaborate the conceptual foundation whilst, in parallel, 
developing the frameworks within which practical action can 
occur, thus reducing the probability of unforeseen effects of 
information technology application. 

In 2000s, the computer revolution can be usefully divided 
into three stages, two of which have already occurred, the 
introduction stage and the permeation stage. 

The world entered the third and most important stage "the 
power stage" in which many of the most serious social, 
political, legal, and ethical questions involving information 
technology will present them on a large scale. The important 
mission in this era is to believe that future developments in 
information technology will make computer ethics more 
vibrant and more important than ever. Computer ethics is made 
to research about security and it's beneficial aspects. 

The remainder of this paper is organized as follows: section 
2 describes the details of DAMA frame work by further phases 
on section 3. In section 4 the related theories are discussed 
from ethical views. 

II. FRAMEWORK 

This research is going to propose a framework for 
development of information security with computer ethics 
respect to educational conception. The further discussion 
follows the exact code of ethics which are including Privacy, 
Property, Accuracy and Accessibility. As Figure 1 depicts, 
DAMA (Delimma, Attitude, Morality, and Awareness) 
framework examines information security and computer ethics 
from two major dimensions: the educational and security 
training. In addition, DAMA framework are also explored to 
suggested the educational core of computer ethics which is the 
effective ways to teach information security along with 
computer ethics from the basis of educational level rather than 
higher level. 

The educational dimension is focusing on the core of 
information security which considers along with awareness, 
morality, attitude and dilemma. In fact, educational dimension 
is explored from various perspectives to have relevance for 
group rather than individuals where the main focus of this issue 
has been mentioned in training level. Examples of questions in 
order to guide the development of DAMA framework 
references include: have you ever heard about computer ethics? 
What are ethical dilemmas and its social impacts? 

The other main phase of educational dimension is moral 
development that includes personal beliefs related to their 
background of computer ethics. In fact, it focus on morality and 
further effectiveness that how individual morality can change 



Moreover, security and training dimension is what students 
themselves manifest core of information security along with the 
help of formal and informal discussion. The security dimension 
includes informal discussion of common mistakes that happens 
among most of security consultant and officers which are 
relevant to information security ethics. It includes discussions 
of specific exploits of current weaknesses and may result as 
unethical behavior. The goal of security dimension is to 
communicate students from technical perspective to theoretical 
training. 

DAMA approaches present methods and creative ideas for 
teaching of computer ethics with respect of information 
security for diverse audiences. The framework's dimensions 
cover the basic levels for computer ethics lectures and class 
room discussions related to ethical behavior of future computer 
scientists. The main emphasis is to presents creative and 
beneficial methods for learning experiences in various kinds of 
information security ethics. The authors place particular focus 
that will require students to build and rebuilt their beliefs in 
different ways in order to know unethical behaviors and their 
social impact on their future career. 
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Figure 1 . DAMA Framework 



III. EDUCATIONAL DIMENSION 

A. DAMA 

Computer education now begins in elementary school and 
is no longer a restricted technical specialty learned only by 
those who are going to design or program computers. Because 
of the widespread prevalence of computers in society a core of 
ethical precepts relating to computer technology should be 
communicated not only to computer professionals, but to the 
general public through all levels of education. The issue should 
be viewed from the perspective of society and perspective of 
computer professionals [15]. 

In looking at the computer ethics there is a great emphasis 
upon incorporating ethical and social impact issues throughout 
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the curriculum starting at the point when children first become 
computer users in school. In particular, there are a set of 
guidelines regarding what students in general need to know 
about computer ethics. The preparation of future computer 
professionals should be examined at both the high school and 
university computer science curriculum [4]. The researchers 
[11] are in the process of developing new recommendations at 
both levels of curriculum. In the high school curriculum, there 
will be both general and specific approaches to ethics and 
social impact issues. 

The general approach is to incorporate these concerns 
across the curriculum, not just in computer courses. This is in 
keeping with the philosophy that computers should be 
integrated across the curriculum as a tool for all disciplines. 
The specific approach is to develop social impact modules 
within the computer courses that will focus on these concerns 
([5], 2004). At the university level the researchers faces a yet- 
to-be resolved dilemma of how to implement the proposed 
societal strand in the new curriculum recommendations. There 
is much discussion, but little action, regarding the necessity of 
preparing ethically and socially responsible computer 
scientists, especially in light of the highly publicized computer 
viruses that are an embarrassment to the profession. 

When combined with other computer science core material, 
the teaching of ethics is made complicated by the fact that it is 
not as concrete as the rest of the curriculum. In accepting the 
value-laden nature of technology, researchers should recognize 
the need to teach a methodology of explicit ethical analysis in 
all decision-making related technology. The moral 
development is at the heart of interest in the morality element. 
In this model [3], researchers wanted to create educational 
opportunities that allow students to examine their existing 
beliefs regarding ethical and technical issues and in relation to 
existing technical, professional, legal, and cultural solutions. In 
an earlier section, it described how students examine these 
solutions with an external, objective point of view. 

Now, the student is positioned at the centre of the 
intersecting circles. The is aim to create educational 
opportunities that allow and encourage students to explore 
"who am I now" in relation to technical, professional, cultural, 
and legal solutions to these ethical and security issues, and asks 
questions such as "what is the relationship between who am I, 
who I want to be, and these issues and solutions"? The most 
important factor in effective computer security is people's 
attitudes, actions, and their sense of right and wrong [8]. 
Problems and issues raised in the computing environment, 
Topics to be discussed include misuse of computers, concepts 
of privacy, codes of conduct for computer professionals, 
disputed rights to products, defining ethical, moral, and legal 
parameters, and what security practitioners should do about 
ethics. 

The issue of computer security has fallen into the gray area 
that educators and industry alike have avoided for fear that too 
little knowledge could be hazardous and too much could be 
dangerous. Most organizations acknowledge the need for data 
security, but, at the same time, approach security as hardware. 
It may be more important, and far more successful to address 
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B. PAPA 

According to [12] decision makers place such a high value 
on information that they will often invade someone's privacy to 
get it. Marketing researchers have been known to go through 
people's garbage to learn what products they buy, and 
government officials have stationed monitors in restrooms to 
gather traffic statistics to be used in justifying expansion of the 
facilities. 

These are examples of snooping that do not use the 
computer. The general public is aware that the computer can be 
used for this purpose, but it is probably not aware of the ease 
with which personal data can be accessed. If you know how to 
go about the search process, you call obtain practically any 
types of personal and financial information about private 
citizens. Here four major aspect of Mason's theory shall be 
studied: 

1) Privacy 

Privacy may define as the claim of individuals to determine 
for themselves when, to whom, and to what extent individually 
identified data about them is communicated or used. Most 
invasions of privacy are not this dramatic or this visible. 
Rather, they creep up on us slowly as, for example, when a 
group of diverse files relating to a student and his or her 
activities are integrated into a single large database. Collections 
of information reveal intimate details about a student and can 
thereby deprive the person of the opportunity to form certain 
professional and personal relationships. 

This is the ultimate cost of an invasion of privacy. So why 
integrate databases in the first place. It is because the bringing 
together of disparate data makes the development of new 
information relationships possible. 

2) Accuracy 

Accuracy represents the legitimacy, precision and 
authenticity with which information is rendered. Because of the 
pervasiveness of information about individuals and 
organizations contained in information systems, special care 
must be taken to guard against errors and to correct known 
mistakes. Difficult questions remain when inaccurate 
information is shared between computer systems. Any 
framework should describe the legal liability issues associated 
with information. Who is held accountable for the errors? This 
is an important question may come across every researcher's 
mind or which party liable for inexact or incorrect information 
that leads to devastation of another. 

3) Property 

One of the more controversial areas of computer ethics 
concerns the intellectual property rights connected with 
software ownership. Some people, like Richard Stallman who 
started the Free Software Foundation, believe that software 
ownership should not be allowed at all. He claims that all 
information should be free, and all programs should be 
available for copying, studying and modifying by anyone who 
wishes to do so. Others argue that software companies or 
programmers would not invest weeks and months of work and 



136 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



significant funds in the development of software if they could 
not get the investment back in the form of license fees or sales 
[12]. 

Today's software industry is a multibillion dollar part of the 
economy; and software companies claim to lose billions of 
dollars per year through illegal copying. Many people think 
that software should be own able, but "casual copying" of 
personally owned programs for one's friends should also be 
permitted. The software industry claims that millions of dollars 
in sales are lost because of such copying. 

4) Accesibility 
Accessibility represents the legitimacy, precision and 
authenticity with which information is rendered. Regarding this 
important aspect of research this question may come across the 
people' s mind who is held accountable for errors? Who can 
you trust in order to outsource your project? In fact, in term 
computer ethics accessibility means, what kind of information 
would available for the legal users and students. 

IV. Security and Training Level 

In terms of computer ethics, security would be an 
undeniable factor of it. Therefore, short review on information 
security which is influence in computer ethics will help the 
researcher to identify the further study. Many different terms 
have been used to describe security in the IT areas where 
information security has become a commonly used concept, 
and is a broader term than data security and IT security. 
Information is dependent on data as a carrier and on IT as a 
tool to manage the information. Information security is 
focused on information that data represent, and on related 
protection requirements. 

So the definition of information system security is "the 
protection of information systems against unauthorized access 
to or modification of information, whether in storage, 
processing or transit, and against the denial of service to 
authorized users or the provision of service to unauthorized 
users, including those measures necessary to detect, document, 
and counter such threats". Four characteristics of information 
security are: availability, confidentiality, integrity and 
accountability, simplified as "the right information to the right 
people in the right time". Availability: concerns the expected 
use of resources within the desired timeframe. Confidentiality: 
relates to data not being accessible or revealed to unauthorized 
people Integrity: concerns protection against undesired 
changes. Accountability: refers to the ability of distinctly 
deriving performed operations from an individual. Both 
technical and administrative security measures are required to 
achieve these four characteristics. 

A. Technical le vel security 

From a technical perspective, the preservation of 
confidentiality, integrity availability and accountability requires 
the adoption of IT security solutions such as encryption of data 
and communication, physical eavesdropping, access control 
systems, secure code programming, authorization and 
authentication mechanisms, database security mechanisms, 
intrusion detection systems, firewalls. At this level it is possible 



(IJCSIS) International Journal of Computer Science and Information Security, 

Vol. 9, No. 1, 2011 
to introduce frameworks and methods for the selection of the 
appropriate technological solution depending on the needs for a 
particular application with respect to security in computer 
ethics. 



B. Formal level security 

The formal level of information security is related 
with the set of policies, rules, controls, standards, etc. aimed to 
define an interface between the technological subsystem 
(Technical level) and the behavioral (computer ethics) 
subsystem (Informal level). 

According to many definitions of an information security, 
this is the level where much of the effort of the information 
security is concentrated. An interesting review of the security 
literature identifies a trend in information system research 
moving away from a narrow technical viewpoint towards a 
socio-organizational perspective. 

C Informal level security 

In the domain of the informal level of information 
security, the unit of analysis is individual and the research is 
concerned about behavioral issues like values, attitude, beliefs, 
and norms that are dominant, and influencing an individual 
employee regarding security practices in an organization. The 
solutions suggested in this domain are more descriptive than 
prescriptive in nature and the findings at this level need to be 
effectively implemented through other levels (i.e. formal and 
technical). An interesting review of research papers in the 
behavioral or computer ethical domain is, looking at used 
theories, suggested solutions, current challenges, and future 
research [1]. 

V. Theories Perspective 

Ethics is an important facet of comprehensive security of 
information system's security. Research in ethics and 
information systems has been also carried outside the 
information security community. Anyhow, researcher sees that 
the relationship of hackers and information security personnel 
has not yet been properly analyzed. Within this short review, a 
philosophical point of view shall be taken, and problems of 
establishing ethical protection measures against violations of 
information security shall be studied. Further analysis leads to 
quite opposite results of the main stream arguments that 
support the need of common ethical theories for information 
security. This addition provides with a framework that is 
feasible within the current technology, supports natural social 
behavior of human beings and is iterative enabling forming of 
larger communities from smaller units. 

Recently, the trend appears to be that the ethics approved 
by the security community is having the law enforcement [2]. 
Several attempts around the world are made to enforce proper 
behavior in the information society by theoretical methods. 
From information security point of view, hackers are seen as 
criminals, unaware of the results of their immoral activities 
making fun out of serious problems. 

Hacker community, on the other hand, sees information 
security staff as militants that respecting the freedom of 
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individual and information [6]. Further depth into the conflict 
can be found by introducing another dimension to the 
classification of ethical theories into two categories: 
Phenomenologist vs. Positivist and individualist vs. collectivist 
ethics. 

Phenomenologism vs. Positivism: According to the 
phenomenological school, what is good is given in the 
situation, derived from the logic and language of the situation 
or from dialogue and debate about "goodness". Positivism 
encourages s to observe the real world and derive ethical 
principles inductively. 

Individualism vs. Collectivism: According to the 
individualistic school, the moral authority is located in the 
individual whereas collectivism says that a larger collectivity 
must care the moral authority. Major schools, based on these 
concepts, can be listed to be Collective Rule-Based Ethics, 
Individual Rule- Based Ethics. A detailed analysis of these 
schools is provided by [ 10]. 

Also from distributed information systems perspective 
security of information systems requires both technical and 
non-technical measures, special effort must be paid on the 
assurance that all methods support each other and do not set 
contradictory or infeasible requirements for each other which 
contain two major theoretical elements: 

Ethics negotiation phase is where organizations or 
individuals representing themselves negotiate the content of 
ethical communication agreement over specific communication 
channels. 

Ethics enforcement phase is where each organization 
enforces changes in the ethical code of conduct by specifying 
administrative and managerial routines, operational guide lines, 
monitoring procedures and sanctions for unacceptable 
behavior. Organizations or university individuals involved in 
negotiation should code desired ethical norms in terms of 
acceptable behavior within the information processing. 
Agreement should be searched and once reached, contract 
made and agreed norms enforced throughout the organization. 
In the optimal case, ethics has the law enforcement and 
juridical actions against violations can be prosecuted in court. 

VI. CONCLUSION 

Educational centers within higher educational level have 
unique opportunity to help and educate computer users in order 
to face with ethical dilemmas. Therefore, this would be the 
main challenge of this study to focus on computer ethics with 
the help of suggested framework. As a result, computer ethics 
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is becoming a field in need of research based upon a necessity 
to provide information for education which is related to 
security concepts. The legal structure appears to be limited in 
its ability to provide ethical behavior effectively. While not 
wishing to be alarmists, research suggests the needs to be 
concerted effort on the part of the all the computer professional 
societies to update their ethical codes and to incorporate a 
process of continual security. 
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Abstract — The problem of mining temporal association rules 
from temporal dataset is to find association between items that 
hold within certain time intervals but not throughout the dataset. 
This involves finding frequent sets that are frequent at certain 
time intervals and then association rules among the items present 
in the frequent sets. In fuzzy temporal datasets as the time of 
transaction is imprecise, we may find set of items that are 
frequent in certain fuzzy time intervals. We call these as fuzzy 
locally frequent sets and the corresponding associated association 
rules as fuzzy local association rules. These association rules 
cannot be discovered in the usual way because of fuzziness 
involved in temporal features. In this paper, we propose a 
modification to the well-known A-priori algorithm to compute 
fuzzy locally frequent sets. Finally we have shown manually with 
the help of an example that the algorithm works. 

Keywords- Temporal Data mining, Fuzzy number, Fuzzy time- 
stamp, Core length of a fuzzy interval, Fuzzified interval 



I. 



Introduction 



The problem of mining association rules has been defined 
initially [15] by R. Agarwal et al for application in large super 
markets. Large supermarkets have large collection of records of 
daily sales. Analyzing the buying patterns of the buyers will 
help in taking typical business decisions such as what to put on 
sale, how to put the materials on the shelves, how to plan for 
future purchase etc. 

Mining for association rules between items in temporal 
databases has been described as an important data-mining 
problem. Transaction data are normally temporal. The market 
basket transaction is an example of this type. 

In this paper we consider datasets, which are fuzzy 
temporal i.e. the time in which a transaction has taken place is 
imprecise or approximate and is attached to the transactions. In 
large volumes of such data, some hidden information or 
relation ship among the items may be there which cannot be 
extracted because of some fuzziness in the temporal features. 
Also the case may be that some association rules may hold in 
certain fuzzy time period but not throughout the dataset. For 
finding such association rules we need to find itemsets that are 
frequent at certain time period, which will obviously be 
imprecise due to the fact that the time of each transaction is 
fuzzy. We call such frequent sets fuzzy locally frequent over 
fuzzy time interval. From these fuzzy locally frequent sets, 
associations among the items can be obtained. It is shown 
manually with the help of an example that the algorithm gives 
the required result. Although it is assumed here that the fuzzy 



time stamps are having similar membership functions, we 
claim that the same algorithm with slight modification can be 
applied to the database having dissimilar fuzzy time stamps. 

In section II we give a brief discussion on the works related 
to our work. In section III we describe the definitions, terms 
and notations used in this paper. In section IV, we give the 
algorithm proposed in this paper for mining fuzzy locally 
frequent sets. In section V, we explain the algorithm with a 
small dataset and display the results. We conclude with 
conclusion and lines for future work in section VI. In the last 
section we give some references. 

II. Related works 

The problem of discovery of association rules was first 
formulated by Agrawal et al in 1993. Given a set L of items 
and a large collection D of transactions involving the items, 
the problem is to find relationships among the items i.e. the 
presence of various items in the transactions. A transaction 
t is said to support an item if that item is present in t. A 
transaction t is said to support an itemset if t supports each 
of the items present in the itemset. An association rule is 
an expression of the form X => Y where X and Y are subsets 
of the itemset I. The rule holds with confidence x if x% of 
the transaction in D that supports X also supports Y. The 
rule has support a if a% of the transactions supports X u Y. 
A method for the discovery of association rules was given 
in [15], which is known as the A priori algorithm. This was 
then followed by subsequent refinements, generalizations, 
extensions and improvements. As the number of association 
rules generated is too large, attempts were made to extract 
the useful rules ([13], [16]) from the large set of discovered 
association rules. Attempts are also made to make the 
process of discovery of rules faster ([12], [14]). 
Generalized association rules ([9], [17]) and Quantitative 
association rules ([18]) were later on defined and 
algorithms were developed for the discovery of these rules. 
A hashed based technique is used in [11] to improve the 
rule mining process of the A priori algorithm. 

Temporal Data Mining is now an important extension 
of conventional data mining and has recently been able to 
attract more people to work in this area. By taking into 
account the time aspect, more interesting patterns that are 
time dependent can be extracted. There are mainly two 
broad directions of temporal data mining [7], One concerns 
the discovery of causal relationships among temporally 



139 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



oriented events. Ordered events form sequences and the 
cause of an event always occur before it. The other 
concerns the discovery of similar patterns within the same 
time sequence or among different time sequences. The 
underlying problem is to find frequent sequential patterns 
in the temporal databases. The name sequence mining is 
normally used for the underlying problem. In [8] the 
problem of recognizing frequent episodes in an event 
sequence is discussed where an episode is defined as a 
collection of events that occur during time intervals of a 
specific size. 

The association rule discovery process is also extended 
to incorporate temporal aspects. In temporal association 
rules each rule has associated with it a time interval in 
which the rule holds. The problems associated are to find 
valid time periods during which association rules hold, the 
discovery of possible periodicities that association rules 
have and the discovery of association rules with temporal 
features. In [10], [19], [20] and [21], the problem of 
temporal data mining is addressed and techniques and 
algorithms have been developed for this. In [10] an 
algorithm for the discovery of temporal association rules is 
described. In [2], two algorithms are proposed for the 
discovery of temporal rules that display regular cyclic 
variations where the time interval is specified by user to 
divide the data into disjoint segments like months, weeks, 
days etc. Similar works were done in [6] and [22] 
incorporating multiple granularities of time intervals (e.g. 
first working day of every month) from which both cyclic 
and user defined calendar patterns can be achieved. In [1], 
the method of finding locally and periodically frequent sets 
and periodic association rules are discussed which is an 
improvement of other methods in the sense that it 
dynamically extract all the rules along with the intervals 
where the rules hold. In ([23], [24]) fuzzy calendric data 
mining and fuzzy temporal data mining is discussed where 
user specified ill-defined fuzzy temporal and calendric 
patterns are extracted from temporal data. 

Our approach is different from the above approaches. 
We are considering the fact that the time of transactions are 
not precise rather they are fuzzy numbers and some items 
are seasonal or appear frequently in the transactions for 
certain ill-defined periods only i.e. summer, winter, etc. 
They appear in the transactions for a short time and then 
disappear for a long time. After this they may again 
reappear for a certain period and this process may repeat. 
For these itemsets the support cannot be calculated in the 
usual way ([1], [10]), it has to be computed by the method 
defined in section 3B. These items may lead to interesting 
association rules over fuzzy time intervals. In this paper 
we calculate the support values of these sets locally in a oc- 
cut of a fuzzy time interval where a fuzzy time interval 
represents a particular season in which the itemset is 
appearing frequently and if they are frequent in the fuzzy 
time interval under consideration then we call these sets 
fuzzy locally frequent sets. The large fuzzy time gap in 
which they do not appear is not counted. As mentioned in 
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the previous paragraph similarly works were also done in 
[23], [24] but in non-fuzzy temporal data. But in all these 
methods they discuss the association rule mining of non- 
fuzzy temporal data. Our approach although little bit 
similar to the work of [1], is different from others in the 
sense that it discovers association rules from fuzzy 
temporal data and finds the association rules along with 
their fuzzy time intervals over which the rules hold 
automatically. 



III. PROBLEM DEFINITION 



A. Some Definition related to Fuzziness 

Let E be the universe of discourse. A fuzzy set A in £ is 
characterized by a membership function A(x) lying in [0,1], 
A(x) for x e E represents the grade of membership of x in A. 
Thus a fuzzy set A is defined as 

A={(x,A(x)), xeE} 

A fuzzy set A is said to be normal if A(x) = 1 for at least one 
x eE 

An a-cut of a fuzzy set is an ordinary set of elements with 
membership grade greater than or equal to a threshold a, < a 
<1. Thus a a-cut A a of a fuzzy set A is characterized by 

A a ={x gE; A(x) >a} [see e.g. [4]] 

A fuzzy set is said to be convex if all its a-cuts are convex 
sets [see e.g. [5]]. 

A fuzzy number is a convex normalized fuzzy set A defined 
on the real line R such that 

1. there exists an x e R such that A(x ) =1, and 

2. A(x) is piecewise continuous. 

A fuzzy number is denoted by [a, b, c] with a < b < c 
where A{a) - A{c) - and A{b) - 1. A{x) for all x e[a, b] is 
known as left reference function and A(x) for x e [b, c] is 
known as the right reference function. Thus a fuzzy number 
can be thought of as containing the real numbers within some 
interval to varying degrees. The a-cut of the fuzzy number [t r 
a, t\, h+a] is a closed interval [ti+(a-l).a, ti+(l-a).a]. 

Fuzzy intervals are special fuzzy numbers satisfying the 
following. 

1. there exists an interval [a, b]cz R such that A(x ) =1 
for all x e [a, b], and 

2. A(x) is piecewise continuous. 

A fuzzy interval can be thought of as a fuzzy number with a 
flat region. A fuzzy interval A is denoted by A = [a, b, c, d] 
with a < b < c < d where A{a) - A{d) - and A(x) = 1 for all 
x e[b, c]. A(x) for all x e[a, b] is known as left reference 
function and A(x) for x e [c, d] is known as the right reference 
function. The left reference function is non-decreasing and the 
right reference function is non-increasing [see e.g. [3]]. 
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Similarly the a-cut of the fuzzy interval [ti-a, t\, t 2 , t 2 +a] is 
a closed interval [ti+(a-l).a, t 2 +(l-a).a]. 

The core of a fuzzy number A is the set of elements of A 
having membership value one i.e. 

Core(A) = {(x, A(x); A(x) = 1} 

For every fuzzy set A, 

A - ae[0,l] 

where a A(x) = a. a A(x), and JK is a special fuzzy set [4] 
For any two fuzzy sets A and B and for all ae [0, 1], 
i) a (AuB) = a A u a B 
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[h-a, ti, t 2 , t 2 +a]. We say that an association rule X => Y, where 
X and Fare item sets holds in the time interval [h-a, t\, t 2 , t 2 +a] 
if and only if given threshold x, 



ii) 



a (Ar*B) = a A n a B 



For any two fuzzy numbers A and B, we say the 
membership functions A(x) and B(x) are similar to each other if 
the slope of the left reference function of A(x) is equal to the 
that of B(x) and the slope of right reference of A(x) is equal that 
of B(x). Obviously for any two fuzzy numbers A and B having 
similar membership functions 

I "A | = \ a B\, Voce[0, 1] 



B. Some Definition related to Fuzzy Locally Frequent set 

Let T = <t , ti, > be a sequence of imprecise or fuzzy 

time stamps over which a linear ordering < is defined where t ; 
< tj means t ; denotes the core of a fuzzy time which is earlier 
than the core of another fuzzy time stamp tj. For the sake of 
convenience, we assume that all the fuzzy time stamps are 
having similar membership functions. Let / denote a finite set 
of items and the transaction database D is a collection of 
transactions where each transaction has a part which is a subset 
of the itemset / and the other part is a fuzzy time-stamp 
indicating the approximate time in which the transaction had 
taken place. We assume that D is ordered in the ascending 
order of the core of fuzzy time stamps. For fuzzy time intervals 
we always consider a fuzzy closed intervals of the form [t^a t 1; 
t 2 , t 2 +a] for some real number a. We say that a transaction is in 
the fuzzy time interval [t r a, t h t 2 , t 2 +a] if the a-cut of the fuzzy 
time stamp of the transaction is contained in a-cut of [t\-a, t\, 
t 2 , t 2 +a] for some user's specified value of a. 

We define the local support of an itemset in a fuzzy time 
interval [t\-a, t\, t 2 , t 2 +a] as the ratio of the number of 
transactions in the time interval [ti+(a-l).a, t 2 +(l-a).a] 
containing the itemset to the total number of transactions in 
[ti+(a-l).a, t 2 +(l-a).a] for the whole data base D for a given 

value of a. We use the notation "ih-a.t^^.h+a] qq tQ 
denote the support of the itemset X in the fuzzy time interval 
[t\-a, ti, t 2 , t 2 +a\. Given a threshold a we say that an itemset X 
is frequent in the fuzzy time interval [t r a, t h t 2 , t 2 +a] if 

U Plh-a,h.t2,h+a]rx) > (a/100)* tc where tc denotes the total 
number of transactions in D that are in the fuzzy time interval 



S »A t , 



{.ti-a,ti,t 2 ,t 2 +a]\ 



(XuY)/Sup [ti _ a . t . +a] (X)£W100.0 



and X^uY is frequent in [ti-a, t 1; t 2 , t 2 +a]. In this case we say 
that the confidence of the rule is x. 

For each locally frequent item set we keep a list of fuzzy 
time intervals in which the set is frequent where each fuzzy 
interval is represented as [start-a, start, end, end+a] where 
start gives the approximate starting time of the time interval 
and end gives the approximate ending time of the time-interval. 
end - start gives the length of the core of the fuzzy time 
interval. For a given value of a of two intervals [start r a, starts 
endi, endi+a] and [start 2 -&, start 2 , end 2 , end 2 +a] are non- 
overlapping if their a-cuts are non-overlapping. 



IV. 



PROPOSED ALGORITHM 



A. Generating Fuzzy Locally Frequent Sets 

While constructing locally frequent sets, with each locally 
frequent set a list of fuzzy time-intervals is maintained in which 
the set is frequent. Two user's specified thresholds a and 
minthd are used for this. During the execution of the algorithm 
while making a pass through the database, if for a particular 
itemset the a-cut of its current fuzzy time-stamp, [ a Lcurrent, 
"Rcurrent] and the a-cut, ["Llastseen, "Rlastseen] of its fuzzy 
time, when it was last seen overlap then the current transaction 
is included in the current time-interval under consideration 
which is extended with replacement of "Rlastseen by 
"Rcurrent; otherwise a new time-interval is started with 
"Lcurrent as the starting point. The support count of the item 
set in the previous time interval is checked to see whether it is 
frequent in that interval or not and if it is so then it is fuzzified 
and added to the list maintained for that set. Also for the fuzzzy 
locally frequent sets over fuzzy time intervals, a minimum core 
length of the fuzzy period is given by the user as minthd and 
fuzzy time intervals of core length greater than or equal to this 
value are only kept. If minthd is not used than an item 
appearing once in the whole database will also become locally 
frequent a over fuzzy point of time. 

Procedure to compute Lu the set of all fuzzy locally frequent 
item sets of size 1. 

For each item while going through the database we always 
keeps an a-cut "lastseen which is ["Llastseen, "Rlastseen] that 
corresponds to the fuzzy time stamp when the item was last 
seen. When an item is found in a transaction and the fuzzy 
time-stamp is tm and if its a-cut "tm-["Ltm, a Rtm] has empty 
intersection with ["Llastseen, "Rlastseen], then a new time 
interval is started by setting start of the new time interval as 
"Ltm and end of the previous time interval as "Rlastseen. The 
previous time interval is fuzzified provided the support of the 
item is greater than min-sup. The fuzzified interval is then 
added to the list maintained for that item provided that the 
duration of the core is greater than minthd. Otherwise 
"Rlastseen is set to "Rtm, the counters maintained for counting 
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transactions are increased appropriately and the process is 
continued. 

Following is the algorithm to compute L h the list of locally 
frequent sets of size 1. Suppose the number of items in the 
dataset under consideration is n and we assume an ordering 
among the items. 
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{ if (itemcountfk] /transcountfk] *1 00 >o) 



Q 



Algorithml 
{(i la tp[k]):k = l,2, ,n} 



where i k is the k-th item and tpfk] points to a list of fuzzy 
time intervals initially empty.} 

for k - 1 ton do 

set a lastseen[k] - </>; 

set itemcountfk] and transcountfk] to zero for each 
transaction t in the database with fuzzy time stamp tm 

do 

{for k- 1 ton do 

{if{i k }£tthen 

{ if( a lastseen[k] ==</>) 

{"lastseenfk] - a firstseen[k] - a tm; 

itemcountfk] - transcountfk] = 1; 

} 
else 

if([ a Llastseen[k], a Rlastseen[k]]n 
[ a Ltm[k], a Rtm[k]]^) 

{"Rlastseenfk] - a Rtm[k]; itemcountfk] + + ; 

transcountfk] + + ; 

} 

else 

{ if (itemcountfk] /transcountfk] *100 >a) 

fuzzify([ a Llastseen[k] , a Rlastseen[k]],\/ a 
e[0,l]| 

if(\core(fuzzified interval)\> minthd) 

add(fuzzified interval) to tpfk]; 

itemcountfk] = transcountfk] = 1; 

lastseenfk] - firstseenfk] - tm; 

} 

} 

else transcountfk] + + ; 
} //end of k-loop // 
} // end of do loop // 
for k - 1 ton do 



fuzzify([ a Llastseen[k], "Rlastseenfk]], V«e[0, 1]) 
if(\core(fuzzified interval)\> minthd) 
add(fuzzified interval) to tpfk]; 
if(tpfk] != 0) add {i K tpfk]} to U 
} 
fuzzifya a a, a b], a) 

{fuzzified interval^ aem] ; 

where a [a, b](x) = a. a [a, b](x) 
return(fuzzified interval) 

} 

Two support counts are kept, itemcount and transcount. If 
the count percentage of an item in an a-cut of a fuzzy time 
interval is greater than the minimum threshold then only the set 
is considered as a locally frequent set over fuzzy time interval. 

Li as computed above will contain all 1-sized locally 
frequent sets over fuzzy time intervals and with each set there 
is associated an ordered list of fuzzy time intervals in which the 
set is frequent. Then A priori candidate generation algorithm is 
used to find candidate frequent set of size 2. With each 
candidate frequent set of size two we associate a list of fuzzy 
time intervals that are obtained in the pruning phase. In the 
generation phase this list is empty. If all subsets of a candidate 
set are found in the previous level then this set is constructed. 
The process is that when the first subset appearing in the 
previous level is found then that list is taken as the list of fuzzy 
time intervals associated with the set. When subsequent subsets 
are found then the list is reconstructed by taking all possible 
pair wise intersection of subsets one from each list. Sets for 
which this list is empty are further pruned. 

Using this concept we describe below the modified A- 
priori algorithm for the problem under consideration. 

• Algorithm2 
Modified A priori 
Initialize 

k = l; 

Cx = all item sets of size 1 

Li - {frequent item sets of size 1 where 

with each itemset fijj a list tpfk] is maintained which 
gives all time fuzzy 

intervals in which the set is frequent} 

Li is computed using algorithm 1.1*/ 

for(k = 2; L kA # ; k+ +) do 

{C k = apriorigen(L k _!) 
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/* same as the candidate generation method of the A priori 
algorithm setting tp[i] to zero for all i*/ 

prune(Cu); 

drop all lists of fuzzy time intervals maintained with the 
sets in C k 

Compute L k from C k . 

//L k can be computed from C k using the same procedure 
used for computing Li // 

k = k + 1 
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Answer - k 

Prune(Ck) 

{Let m be the number of sets in C k and let the sets be s h 
s 2 ,..., s m . Initialize the pointers tp[i] pointing to the list of 
fuzzy time-intervals maintained with each set s, to null 

for i - 1 torn do 

{for each (k-1) subset d ofsj do 

{ifd g L k _! then 

{C k = C k - {s,_ tp[i]}; break;} 

else 

{ if (tp[i] -- null) then set tp[i] to point to the list of 
fuzzy time intervals maintained for d 

else 

{ take all possible pair-wise intersection of fuzzy time 
intervals one from each list,one list maintained with tp[i] and 
the other maintained with d and take this as the list for tp[i] 

delete all fuzzy time intervals whose core length is less than 
the value of minthd if tp[i] is empty then {C k - C k - 

{s u tp[i]}; 

break: 
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V. EXPLANATION OF THE ALGORITHM WITH EXAMPLE 

To illustrate the above algorithms, we consider a dataset of 
two days consisting of fuzzy time stamps and set of 
transactions. Here each fuzzy time stamp is associated with a 
transactions means that the transaction occurs at a fuzzy time. 
For the sake of convenience, we take all the fuzzy time stamps 
as triangular fuzzy numbers. The dataset is given below: 



We execute the algorithm manually with the above dataset 
taking min-sup - 0.4 and minthd = 3. 

After first pass we have the set of 1-item frequent sets along 
with the fuzzy intervals where they are frequent as 
L!={({1}; [0, 2, 19, 21], [7', 9', 21', 23']), 

({2}; [2, 4, 21, 23], [8', 10', 22', 24']), 

({3}; [0, 2, 22, 24], [5', 7', 22', 24']), 

({4}; [4, 6, 22, 24], [1', 3', 9', 11']), 

({5}; [0,2, 19, 21], [2', 4', 10', 12'], 
[15', 17', 22', 24']), 
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({6}; [5, 7, 11, 13]), 

({7}; [6, 8, 15, 17], [5', 7', 11', 13']), 

({8}; [4, 6, 10, 12]), 

({10}; [2, 4, 8, 10])} 
Candidates for the second pass are C2={{1 2}, {1 3}, {1 4}, {1 
5}, {1 6}, {1 7}, {1 8}, {1 10}, {2 3}, {2 4}, {2 5}, {2 6}, {2 
7}, {2 8}, {2 10}, {3 4}, {3 5}, {3 6}, {3 7}, {3 8}, {3 10}, 
{4, 5}, {4 6}, {4 7}, {4 8}, {4 10}, {5 6}, {5 7}, {5 8}, {5 
10}, {6 7}, {6 8}} 

After the second pass, we got the second level frequent sets as 
L 2 ={({1 2};[5, 7, 19, 21],[9', 11', 21', 23']), 

({1 3}; [6, 8, 19, 21], [7', 9', 21', 23']), 

({1 4}; [5, 7, 19, 21]), 

({1 5}; [3, 5, 16, 18]), 

({17}; [6, 8, 14, 16]), 

({1 10}; [3, 5, 8, 10]), 

({2 3}; [2, 4, 21, 23], [9', 11', 22', 24']), 

({2 4}; [4, 6, 20, 22]), 

({2 5}; [7, 9, 19, 21], [17', 19', 22', 24']), 

({2 6}; [5, 7, 11, 13]), 

({2 7}; [6, 8, 15, 17]), 

({2 8}; [4, 6, 10, 12]), 

({3 4}; [4, 6, 19, 21]), 

({3 5}; [0, 2, 5, 7], [7, 9, 16, 18], 
[15', 17', 22', 24']), 

({3 7}; [6, 8, 15, 17], [5', 7', 11', 13']), 

({3 8}; [4, 6, 10, 12]), 

({4 5}; [5, 7,16, 18]), 

({4 7}; [6, 8, 14, 16]), 

({4 8}; [4, 6, 10, 12]), 

({5 7}; [7, 9, 14, 16]), 

({5 10}; [2, 4, 7,9])} 
Candidates for the third pass are 

C 3 ={{1 2 3}, {1 2 4}, {1 2 5}, {1 2 7}, {1 3 4}, {1 3 5}, {1 3 
7}, {1 4 7}, {1 5 7}, {2 3 4}, {2 3 5}, {2 3 7}, {2 3 8}, {2 4 
5}, {2 4 7}, {2 4 8}, {2 5 7}, {3 4 5}, {3 4 7}, {3 4 8},{3 5 7}, 
{4 5 7}, {4 5 8}} 
After the third pass, we got the third level frequent sets as 



={({12 3}; 
({12 4}; 
({12 5}; 
({12 7}; 
({13 4}; 
({13 5}; 
({13 7}; 



(1 4 7}; [6, 8, 14, 16]), 



({15 7}; 
({2 3 4}; 
({2 3 5}; 
({2 3 7}; 
({2 3 8}; 
({2 4 5}; 
({2 4 7}; 
({2 4 8}; 
({2 5 7}; 
({3 4 5}; 
({3 4 7}; 



6,8, 

5,7, 
5,7, 
6,8, 



19, 
19, 
16, 
14, 



21], [9' 
21]), 
18]), 
16]), 



11', 21', 23']), 



6, 8, 19, 21]), 

7, 9, 16, 18]), 
6, 8, 14, 16]), 



7, 9, 14, 16]), 
4, 6, 19, 21]), 
7, 9, 16, 18]), 
6, 8, 15, 17]), 

4, 6, 10, 12]), 

5, 7, 16, 18]), 

6, 8, 14, 16]), 
4, 6, 10, 12]), 

7, 9, 14, 16]), 
7, 9, 16, 18]), 
6, 8, 14, 16]), 
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({3 4 8}; [4, 6, 10,12]), 

({3 5 7}; [7, 9, 14,16]), 

({4 5 7}; [7, 9, 14,16])} 

Candidates for the fourth pass are 

C 4 = {{1 2 3 4}, {1 2 3 5}, {12 3 7}, {12 4 5}, {12 4 7}, {1 

2 5 7}, {1 3 4 5}, {1 3 4 7}, {13 5 7}, {2 3 4 5}, {2 3 4 7}, {2 

3 4 8}, {2 3 5 7}, {2 4 5 7}, {2 4 5 7}} 
L 4 ={({12 3 4}; [6,8,19,21]), 

({1 2 3 5}; [6, 8, 16, 18]), 
({1 2 3 7}; [6, 8, 14, 16]), 
({12 4 5}; [5, 7, 16, 18]), 
({1 2 4 7}; [6, 8, 14, 16]), 
({12 5 7}; [6,8, 14, 16]), 
({13 4 5}; [7, 9, 16, 18]), 
({1 3 4 7}, [6, 8, 14, 16]), 
({13 5 7}; [7, 9, 14, 16]), 
({2 3 4 5}; [7, 9, 16, 18]), 
({2 3 4 7}; [6, 8, 15, 17]), 
({2 3 4 8}; [4, 6, 10, 12]), 
({2 3 5 7}; [7, 9, 15, 17]), 
({2 4 5 7}; [6, 8, 14, 16]), 
({3 4 5 7}; [7,9, 12,14])} 
Candidates for the fifth pass are 

C 5 = {{12 345}, {12 34 7}, {12 3 5 7}, {1245 7}, {13 4 
5 7}, {2 34 5 7}} 

After the fifth pass, we got fifth level frequent sets as 
L 5 = {({12 345}; [7, 9, 16, 18]), 
({12 34 7}; [6, 8, 14, 16]), 
({12 35 7}; [7, 9, 14, 16]), 
({12 45 7}; [7, 9, 14, 16]), 
({1345 7}; [7, 9, 14, 16]), 
({2 345 7}; [7, 9, 14, 16])} 
Candidates for sixth pass are C 6 = {{12345 7}} 
After the sixth pass we got sixth level frequent sets as 
L 6 = {({1 2 3 4 5 7}; [7, 9, 14,16])} 
Answer ={({12 3 4 5 7}; [7, 9,14, 16]), 
({2 3 4 8}; [4,6,10, 12]), 
({12}; [9', 11', 21', 23']), 
({13}; [7', 9', 21', 23']), 
({1 10}; [3, 5, 8,10]), 
({2 3}; [9', 11', 22', 24']), 
({2 5}; [17', 19', 22', 24']), 
({3 5}; [15', 17', 22', 24']), 
({3 7}; [5', 7', 11', 13']), 
({5 10}; [2, 4, 7, 9]), 
({4}; [1', 3', 9', 11']), 
({5};[2',4', 10', 12'])} 

B. Generating Association Rules 

If an items et is frequent in a fuzzy time-interval [tj-a, ti, t 2 , 
t 2 +a] then all its subsets are also frequent in the fuzzy time- 
interval [t r a, ti, t 2 , t 2 +a]. But to generate the association rules 
as defined in section 3, we need the supports of the subsets in 
fuzzy time-interval [t r a, t h t 2 , t 2 +a], which may not be 
available after application of the algorithm as defined in 4.1. 
For this one more scan of the whole database will be needed. 
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For each association rule we attach a fuzzy interval in which 
the association rule holds. 

Conclusions and lines for future works 

An algorithm for finding frequent sets that are frequent in 
certain fuzzy time periods from fuzzy temporal data, is given in 
the paper. The algorithm dynamically computes the frequent 
sets along with their fuzzy time intervals where the sets are 
frequent. These frequent sets are named as fuzzy locally 
frequent setsl. The technique used is similar to the A priori 
algorithm. From these fuzzy locally frequent sets interesting 
rules may follow. 

In the level-wise generation of fuzzy locally frequent sets, 
for each fuzzy locally frequent set we keep a list of all fuzzy 
time-intervals in which it is frequent. For generating candidates 
for the next level, pair-wise intersections of the intervals in two 
lists are taken. Further, we tested manually with an example 
that the algorithm works. For the sake convenience, we have 
taken here the dataset having fuzzy time stamps with similar 
membership functions, but the algorithm can be applicable to 
the dataset with dissimilar fuzzy time stamps. The same 
algorithm can be implemented with both real life as well as 
synthetic datasets. 
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Abstract — This paper aims to examine how the sensor 
information can be shared, through a new resource called 
"cloud". The recent research issue in integrating Wireless sensor 
Networks with Cloud is to establish a faster communication link 
between the two. The wireless sensor networks are used to sense 
and collect information required. The sensor information is 
deployed into the cloud through the sensor profile for web 
services. The Sensor Profile for Web Services specifies a 
lightweight subset of the overall Web services protocol suite that 
is appropriate for network-connected sensors. Cloud generally 
offers resources on demand. Since wireless sensor networks are 
limited in their processing power, battery life and communication 
speed, cloud computing usually offers the opposite, which makes 
it attractive for long term observations, analysis and use in 
different kinds of environments. In this paper a model is 

presented, which combines the concept of wireless sensor 
networks with the cloud computing paradigm, and show how 
both can benefit from this combination. Sensor data access is thus 
moved from loosely managed system to a well managed cloud. 
The integration of sensor information into the cloud through the 
sensor as a service paradigm proves the faster communication 
establishment. The scalability of this approach seems to be 
unlimited, since wireless sensor networks operate independently, 
and are connected to the cloud computing environment through a 
scalable number of wireless sensor network communication 
gateways. The cloud computing environment itself offers a 
scalable infrastructure, which makes it very attractive. The main 
goal is to design a flexible architecture in which sensor network's 
information can be accessed by applications efficiently. 



Keywords- cloud, sensor profiles, webservices, sensors, 
resources, information, scalablity. 



I. 



Introduction 



Wireless Sensor Networks consists of energy constrained 
sensor nodes and a Sink node with higher processing 
capabilities. The sensors are physically composed of electronic 
sensing circuitry, a processor and a wireless transceiver, plus a 
power supply unit (battery). Sensor networks are distributed 
event based systems that focus on simple data gathering 
applications and operate notably differently from that of 
traditional computer networks. The gathered data can be made 
accessible to other nodes, including a specialized one called 
sink through a variety of means. TOSSIM is used to generate 



sensor data. The future sensor networks are envisioned as 
comprising heterogeneous devices assisting to a large range of 
applications. Interoperability is required for such 
heterogeneous devices. To achieve this, we propose a Service 
Oriented approach for the data acquisition from sensor 
network, and an extensible architecture in which this web 
services based deployment is extended to CLOUD. Here the 
sensor nodes are service providers and applications are clients 
of such services. Hosting a web service challenges battery life, 
bandwidth, processing power constraints of low power sensor 
nodes. 

The language in which the sensors are proposed to 
speak is Sensor profiles for web services. The sensor 
information is also planned to be deployed into the cloud 
through the sensor profile for web services. The Sensor Profile 
for Web Services specifies a lightweight subset of the overall 
Web services protocol suite that is appropriate for network- 
connected sensors. The proposed Sensor profiles for web 
services reduce the data processing at sensor nodes, while 
keeping the complex data processing at sink. The sensor 
profiles reduces the power consumption of sensor nodes, hence 
maximizes the network life time. The Sensor Profile prescribes 
how to use elements of core Web services specifications to 
enable these functions: Send more secure messages to and from 
a Web service, Dynamically discover a Web service, Describe 
a Web service Subscribe to, and receive events from, a Web 
service. Complete set of functionalities for sensor integration 
and limited constrained functionalities of sensors can be 
specified. It further reduces the interdependencies between the 
sensors. The huge amount of data, which a sensor network is 
able to deliver, demands a powerful and scalable storage and 
processing infrastructure. Depending on the sample frequency 
(e.g. from 100 Hz or more down to few samples a day for 
calculating observations) of the sensors, the deployed 
infrastructure has to scale up memory, storage and processing 
power. Today wireless sensor network platforms 

(e.g.TOSSIM, Crossbow MicaZ, Sentilla JCreate, SunSpot) 
that perform sensing and complex calculations are most of the 
time constrained in their capabilities and therefore is one 
appropriate way to solve this issue is to do offline processing of 
sensor data if the resources are not sufficient. 

In this paper a model is presented, which combines 
the concept of wireless sensor networks with the cloud 
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computing paradigm, and show how both can benefit from this 
combination. Sensor data access is thus moved from loosely 
managed system to a well managed cloud. The integration of 
sensor information into the cloud through the sensor as a 
service through sensor profiles for web services languages will 
prove the faster communication establishment. 

The scalability of this approach seems to be unlimited, 
since wireless sensor networks operate independently, and are 
connected to the cloud computing environment through a 
scalable number of wireless sensor network communication 
gateways. The cloud computing environment itself offers a 
scalable infrastructure, which makes it very attractive. Hence, 
the sensed information is deployed into the STAX, cloud 
architecture. The combination of wireless sensor networks, 
with their huge amount of gathered sensor data and their 
limited processing power, with a cloud computing 
infrastructure makes it attractive in terms of i) integration of 
sensor network platforms from different vendors, ii) scalability 
of data storage, Hi) scalability of processing power for different 
kinds of analysis, iv) worldwide access to the processing and 
storage infrastructure, v) resource optimization, vi) be able to 
share the results more easily, and vii) using pricing as one more 
criteria for the IT infrastructure. 

The present work defines the proposed architectural 
components as well as the protocol stack of the SPWS 
middleware. The paper is organized as follows: Section II 
covers the state of the art. Section III describes the related 
work. Section IV,V,VI and VII details the system architecture 
and the related components. Section VIII shows the 
performance analysis. Section IX outlines the conclusion. 

II. State of the Art 

The sensor information can be transmitted to the requesting 
client as [1] SOAP messages, which is used to access the 
sensed information with application independent protocol. A 
service approach for the design of wireless sensor networks is 
explained. Services are defined as the data provided by sensor 
nodes and the applications to be executed on those data. Clients 
access the sensor network by submitting queries to those 
services. 

The DPWS proposal is optimized as TinyDPWS [2] 
with application specific format technique, reduces the energy 
consumed by the sensor nodes. An advanced middleware 
solution to the problem of integrating a Wireless Sensor 
Network into the information system of an enterprise at a high 
abstraction level. This is achieved by using the proposed 
middleware which provides to the wireless sensors a Service 
Oriented Architecture connection to the Internet. The proposed 
middleware is based on the Device Profile for Web Services 
which is a Service Oriented Architecture technology at the 
device level. 

A method to access the sensor information using 
structured data [3] and WSDL descriptions is proposed. The 
functionality and data provided by the new nodes is exposed in 
a structured manner, so that multiple applications may access 
them. The result is a highly inter-operable system where 
multiple applications can share a common evolving sensor 
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substrate. A key challenge in using web services on resource 
constrained sensor nodes is the energy and bandwidth overhead 
of the structured data formats used in web services. 



Integrating wireless sensor networks in heterogeneous net- 
works is a complex task. A reason is the absence of a 
standardized data exchange format that is supported in all 
participating sub networks. XML has evolved to the de facto 
standard data exchange format between heterogeneous net- 
works and systems. However, XML usage within sensor 
networks has not been introduced because of the limited 
hardware resources. In this paper, an XML tem-plate objects 
are introduced making XML usage applicable within sensor 
networks. Different optimized way [4] of using XML is 
specified. This new XML data binding technique provides 
significant high compression results while still allowing 
dynamic XML processing and XML navigation. 

The standard device profiles for web services [5] 
which could be used for wireless sensor networks is proposed. 
Even if DPWS is the best candidate to integrate WSN in 
existing infrastructures, it cannot be applied to WSN without 
research efforts, because it addresses softer resource constraints 
as required in WSN. But DPWS provides a minimal set of 
constraints for applications in resource constrained devices. So 
this paper describes an approach that further restricts DPWS 
for WSNs, but keeps it still interoperable with DPWS. 

A cloud storage platform [6] for pervasive computing 
environments such as wireless sensor networks is explained. 
Data storage and sharing is difficult for these sensors due to the 
data inflation and the natural limitations, such as the limited 
storage space and the limited computing capability. Since the 
emerging cloud storage solutions can provide reliable and 
unlimited storage, they satisfy to the requirement of pervasive 
computing very well. Thus a new cloud storage platform is 
designed which includes a series of shadow storage services to 
address these new data management challenges in pervasive 
computing environments, which called as "SmartBox". 

An efficient way of combining cloud computing and 
wireless sensor networks [7] is explained. The cloud provides 
scalable processing power and several kinds of connectable 
services. This distributed architecture has many similarities 
with a typical wireless sensor network, where a lot of motes, 
which are responsible for sensing and local preprocessing, are 
interconnected with wireless connections. Since wireless sensor 
networks are limited in their processing power, battery life and 
communication speed, cloud computing usually offers the 
opposite, which makes it attractive for long term observations, 
analysis and use in different kinds of environments. 

Several service discovery protocols for wireless 
sensor networks [9] are proposed. In addition, to reduce power 
consumption we presented an activation schedule, based on the 
mapping of the nodes' operational modes to Bluetooth states. 
By announcing the activation schedule as a service, a 
representation of the state of the nodes is exposed to client 
applications. The proposed work takes into account of 
deploying the sensed data in STAX cloud using sensor profiles 
for web services approach. 
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III. 



SOA MODEL FOR SENSOR INFORMATION SYSTEM 
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IV. The Extensible Cloud Architecture for Sensor 
Information System 



Service Oriented Architectural model for representation of 
sensor services is shown in Fig.. The SOA model has three 
elements namely Sensor Service Provider, Sensor System 
Registry and Sensor Systems Client. The sensor system 
services are categorized in to Pressure sensing, Temperature 
sensing, and Level sensing services. A sensor Service provider 
offers the above services and describes the interface 
information of the services in interface description language 
called SensorSDL (Sensor Services Description Language) 
which is in the form of XML that makes the services available 
in the Sensor System Registry. 
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Figure l.SOA model for sensor information system 

Services are the key building blocks of SOA. A service is a 
reusable function that can be invoked by another component 
through a well-defined interface. Services are loosely coupled, 
that is, they hide their implementation details and only expose 
their interfaces. In this manner, sensor system client need not 
be aware of any underlying technology or programming 
language which the service is using. The loose coupling 
between services allows for a quicker response to changes than 
the existing conventional applications for sensor applications. 
This results in a much faster adoption to the need of 
applications which makes use of sensor applications. 

The sensor system clients discover the service available in 
the registry by service names and acquire the interface 
information by SensorSDL of the sensor services. Based on 
this information, the clients have a binding with the sensor 
service provider and can invoke services using Simple Object 
Access Protocol (SOAP). 



A. Introduction 

The Service Oriented Architectural model for sensor 
information is extended to cloud architecture. This paper 
proposes an advanced middleware solution to the problem of 
integrating a Wireless Sensor Network into the information 
system of a cloud at a high abstraction level. This is achieved 
by using the proposed middleware which provides to the 
wireless sensors a ServiceOriented Architecture connection to 
the Internet. The proposed middleware is based on the sensor 
Profile for Web Services which is a Service Oriented 
Architecture technology at the sensor level. Since this 
technology is based on exchanging extensible Markup 
Language documents, a technique is utilized which compresses 
and reduces the data volume of such documents at a level that 
can be handled by the use of the resource constrained 
environment of the wireless sensors. By utilizing the proposed 
middleware which implements only the basic functions of the 
sensor Profile for Web Services, we demonstrate how such a 
Wireless Sensor Network can be connected to the Cloud in 
which all its components conform to a Service Oriented 
Architecture standard. 



I 



flpp 
Server 



Code 



* £ LA 



U 




Kitchen 

Sink 



SOA Roles in Proposed Architecture - 



^Internet and Integration Controller Interaction Arcliitecture(Using~ 



Figure 2. Proposed cloud architecture 

B. System Design 
1) Sensor as software 

The sensor data is obtained from TO S SIM. Tiny OS 
simulator is run on TinyOS1.7. NesC is the language used to 
simulate the sensor nodes. The TOSSIM itself got the packages 
to simulate real time sensors. Cygwin is used in windows 
platform to run the TOSSIM. In one cygwin window, the 
commands as in the Fig 3. is run. As a result a sensor node is 
simulated and its sensed parameters are written into tossim.txt 
file in the following path: C:\Program 

Files\UCB\cygwin\opt\tinyos-l.x\apps\Sense\tossim.txt. The 
sense folder also contains two NesC files called configuration 
(Sense. nc)file and Module(SenseM.nc)file. 
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In another cygwin window the appropriate commands are 
run, which opens up the tinyviz, which is builtin visualization 
tool available with TOSSIM. 



/opt/tinyos-l.x/app' 



idninistrfttorPacer-d77c5c8309 /hone 
t cd /opt/tinyos-l.x/apps/Sense 



ldninistratorPacer-d77c5c8309 /opt/tin.,-.. 
/ PflTH=/opt/tinyo5-i.x/tools/jaya/net/tinyo5 



ininistratorPacer-d?' 
■ huild/pc/main.exe -i 



;5c8309 /opt/tinyos-i.x/apps/Si 
_ii i > tossim.t)(t_ 



Figure 3. TOSSIM console 




Figure 4. Simulation of a sensor node using TOSSIM 



2) XML representation of Sensor data 
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using only a minimum number of processing cycles for 
processing xml data. Processability: allowing to process xml 
data dynamically without an expensive decompressing step. 

The following code listing specifies the temperature 
sensor's information: 

<?xml version ="1.0"?> 

<sensor> 

<id>0K/id> 

<type>sensing</type> 

<parameter>Temperature</parameter> 

<units>56'kelvin</units> 

<date>ll</date> 

<month>Novbember</month> 

<year>2009</year> 

<time>11.00</time> 

</sensor> 



This is a step towards more complex but exchangeable data 
management in sensor networks and the extension of the 
service-oriented paradigm to sensor network application 
engineering. 

Monitoring and controlling a physical environment has long 
been possible through device interfaces ranging from basic 
sensors and actuators to complex digital equipment and 
controllers. Such devices and the systems they enable have 
traditionally been the domain of embedded systems developers. 
We now see an increasing need and opportunity to create 
interfaces between the physical world of sensors and actuators 
and the software world of enterprise systems. 



Using XML as a standardized data exchange format in 
wireless sensor networks is a means to support more complex 
data management and heterogeneous networks. Moreover, 
XML is a key feature towards service-oriented sensor 
networks. Recent work has shown that XML can be 
compressed to meet the general hardware restrictions of sensor 
nodes while still supporting updates. 

Integrating wireless sensor networks in heterogeneous 
networks is a complex task. A reason is that the absence of a 
standardized data exchange format that is supported in 
participating sub networks. Using xml in sensor networks 
encourages the interchangeability of different types of sensors 
and systems. The general verbosity of xml conflicts with the 
limited energy and memory capacities of sensor nodes. For this 
reason, native xml support has to be based on efficient data 
binding techniques that saves space, time and energy by 
eliminating the xml overhead. A good xml data binding 
solutions for sensor networks has to fulfill the following 
criteria: 

Memory efficiency: representing high amount of xml data 
with a low amount of allocated memory. Runtime efficiency: 



Wholesalers, retailers, and distributors demand immediate 
monitoring and control of shipments, enabled by RFID sensor 
data piped directly into their manufacturing, billing, and 
distribution software. Home healthcare monitoring can be 
implemented by providing devices such as ECG monitors and 
glucose monitors and pulse oximeters that can continuously 
monitor ambulatory patient status and alert healthcare 
providers of conditions requiring immediate care. A military 
control center must combine sensor data from various logistics 
and tactical environments — including the monitoring and 
control of RFID readers, vehicle control buses, GPS tracking 
systems, cargo climate controllers, and specialized devices — to 
provide situational awareness, preventive fleet maintenance, 
and real-time logistics. 

The types of devices available for such scenarios continues 
to grow, while the cost of deploying them in the physical world 
and connecting them to all manner of networks continues to 
drop. However, the device interfaces, connections, and 
protocols are multiplying at a corresponding rate, and 
enterprise system developers are finding that integrating 
devices into the information technology (IT) world is daunting 
and expensive. 
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To eliminate much of the complexity and cost associated 
with integrating sensors into highly distributed enterprise 
systems, we propose leveraging existing and emerging 
standards from both the embedded-sensor and IT domains 
within a Service-Oriented Sensor Architecture (SOSA). 

3) Sensor profiles for web services 



At the moment, DPWS offers no trivial way to directly 
discover services available on the network. In a generic 
scenario, where a client does not know the services hosted on a 
device, a client always has to discover a device first and then 
discover its Hosted Services, with the help of the metadata 
provided in the description of a device.Bobek et al. [10] 
describe device and service templates for DPWS in a similar 
way to UPNP templates. The goal is to describe the service and 

device types defined by DPWS at development time ina formal 
language and to shorten the discovery phase. The templates are 
divided into device and service templates, as DPWS 
differentiates between service and device types. Device 
templates describe the mandatory and optional services that 
must be implemented by devices offering a specific device 
type. Service templates describe a service that is related to a 
specific service type. Furthermore, device templates can 
include other device templates and build a hierarchical 
structure to enable extensibility. Bobek et al. relates the types 
transmitted during the discovery phase directly to a type 
defined by a device template. A service type that is part of the 
device description is related to a service template. The 
metadata, that is currently only available at runtime, can be 
formally defined at development time. With device and service 
templates, more static scenarios can be defined where a client 
already knows specific services and their endpoints when the 
client finds a device on the network. A typical example would 
be a printer device. This exemplary device type offers a printer 
service that is always hosted on port 80.The language proposed 
by Bobek et al. has some inconsistencies with the DPWS 
specification that are discussed and corrected in the next 
section.The template concept reduces the message exchanges 
on the network required to bind a client to a service also. 

The device and service template concept proposed by 
Bobek et al. bases on a misunderstanding of the DPWS type 
model. WSDL port types are the recommended way to describe 
Web Service interfaces in WSDL documents. The service 
template concept relates DPWS service types to WSDL port 
types. As DPWS service types are directly related to WSDL 
port types, the service template concept is redundant. This 
direct relation is not clearly stated in the specification, but will 
be described in the non-normative documents that are 
published along with the DPWS 1.1 specification by OASISI 
WS-DD. Therefore, the template concept has to be revised in 
general. The template system is reduced to device templates 
only. A device template describes exactly one device type. 
Further device types may be included, to enable extensibility. 
The Hosted Service element may define a URL template for 
the endpoint reference of a Hosted Service. In contrast to the 
proposal by Bobek et al. this proposal refers directly to WSDL 
port types, as service types do in DPWS. To be in line with the 
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DPWS and WSDiscovery specification, all types arel lists of 
qualified names as specified in WS-Discovery. 



4) DPWS Enhancements for Wireless Sensor Networks 

DPWS allows the definition of application specific profiles. 
All enhancements, which are made in this section, are 
summarized in the new defined device type. Additional to the 
DPWS device type, a new device type for DPWS in WSN is 
introduced. The boxes in the sub sections are recommendations 
for requirements for the specification of the new WSN DPWS 
profile. The major goal of all restrictions and enhancements is 
the minimization of exchanged messages inside the WSN and 
the reduction of memory usage of DPWS implementations. The 
presented adaptations result in one discovery message only 
instead of the previously presented worst case scenario. 

Templates for Devices Profile for Web Services: A 
language proposed by Bobek et al. to define service and device 
templates for DPWS. If sensor network nodes are modeled as 
DPWS devices (service providers), a sensor network is simply 
a heap of services. To implement more intelligent WSN, which 
require interaction inside WSN, sensor nodes must be modeled 
as peers that are DPWS devices and clients at the same time. 
Device templates can be used to create tailor-made DPWS 
clients for a specific scenario with smaller memory usage. At 
the same time, the template concept reduces the message 
exchanges on the network required to bind a client to a service 
also. The device and service template concept proposed by 
Bobek et al. bases on a misunderstanding of the DPWS type 
model. WSDL port types are the recommended way to describe 
Web Service interfaces in WSDL documents. The service 
template concept relates DPWS service types to WSDL port 
types. As DPWS service types are directly related to WSDL 
port types, the service template concept is redundant. This 
direct relation is not clearly stated in the specification, but will 
be described in the non-normative documents that are 
published along with the DPWS 1.1 specification by OASISI 
WS-DD.Therefore, the template concept has to be revised in 
general. The template system is reduced to device templates 
only. A device template describes exactly one device type. 
Further device types may be included, to enable extensibility. 
The Hosted Service element may define a URL template for 
the endpoint reference of a Hosted Service. In contrast to the 
proposal by Bobek et al. this proposal refers directly to WSDL 
port types, as service types do in DPWS. To be in line with the 
DPWS and WSDiscovery [17] specification, all types are lists 
of qualified names as specified in WS-Discovery. 

5) conceptual and formal structure of sensor templates 

The following code listing contains an example where we 
define a sensor type for temperature detection. 

<?xml version=" 1.0 " ?> 

<t:Relationshipxmlns: t=" h 1 1 p : / /www. ws4d 
. org /templates/ "> 
<t : H o s t> 
<t:Type> 

<t:localName>sensor</ t:localName> 
</ t:Type> 
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<t:UrlTemplat e>h 1 1 p : / / { i p }:4672 / sensor</ 1 : 
UrlTemplate> 

</ 1 : H o s t> 

<t : H o s t e d> 

<t:Reference> 

h 1 1 p : / /www. ws4d . org / 1 emp 1 a t e s / temperature / 
temperatureService .wsdl 

</t:Reference> 

<t: Serviceld> 

h t t p : / /www 
temperatureService 

</t: Serviceld> 

</ 1 : H o s t e d> 

<t : H o s t e d> 

</t:Relationship> 



ws4d . org / temperature / 
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a stripped down version of the DPWS protocol stack which can 
fit into such devices. Furthermore a technique is proposed that 
allow the compression and reduction of the data volume of 
extensible Markup Language (XML) documents in such a way 
that they can be exchanged based on the Internet Protocol (IP) 
in the environment of the limited resources of WSN. Moreover, 
by enhancing the other components of the enterprise system 
with an extra mechanism that decompresses the compressed 
XML documents sent by sensors, we allow the communication 
between the sensors and the other components to be done in the 
complete SOA information exchange protocol at the 
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Figure 5. Sensor Templates 
V. INTEROPERABITY MODEL 

An extension of the Service Oriented Architecture (SOA) 
paradigm to the device level is considered to comprise the 
technology that will provide the mapping of the resource 
constrained networks to the Internet. DPWS imposes high 
requirements on computing power and memory consumption 
so it is not designed to fit into resource constrained devices, 
such as wireless sensors. For this reason a special middleware 
for wireless sensors is proposed. This middleware implements 
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application level. The SPWS protocol stack, shown in Fig. 6, is 
proposed as a possible way of implementing SOA by the use 
Application-Specific protocols. It constitutes the proposed 
middleware and it is based on the traditional DPWS. Although 
it restricts the protocol stack of the traditional DPWS, it 
enables the wireless sensors to perform as they were hosting 
the traditional DPWS. 

The first thing to consider when we develop DPWS on sensors 
is how we can fit the IPv6 protocol into the sensor's memory 
and route IPv6 packets over energy constrained nodes. Since 
we need our packets to be carried over an Internet connection, 
IP must be utilized. For that reason, the 6L0WPAN architecture 
is utilized. 6L0WPAN is a protocol definition to enable IPv6 
packets to be carried on top of low power wireless networks, 
specifically IEEE 802.15.4. The IEEE 802.15.4 standard 
defines two layers of the OSI model, the physical layer (PHY) 
and the Media Access Control (MAC) layer. Furthermore, it 
uses the Ad Hoc On-Demand Distance Vector protocol 
(AODV) for routing packets, which is a reactive routing 
protocol appropriate for energy constrained nodes. In the 
transport layer, we adopt the use only of the UDP protocol for 
all the interactions between the devices in order to minimize 
network traffic overhead. UDP removes features such as 
recovery of lost data and pre allocation of network resources 
and so the network load is reduced. Moreover it requires no 
connection establishment which can add delay, and it has a 
small segment header. We eliminate the use of SOAP and 



152 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



HTTP protocols. As they are text-based protocols, they come 
with a certain amount of overhead which consumes network 
bandwidth and processor time. SOAP is a simple XML-based 
protocol that lets applications exchange information over 
HTTP. Consequently, HTTP using XML format for the 
transferring of messages constitutes a SOAP implementation. 
Our proposal is based on the application specific format 
technique, which constitutes the proposed technique for 
reducing the XML message size without prohibiting the usage 
of SOAP and other Web services standards. This technique 
allows the wireless sensors that host Web services and the 
component of the enterprise system which constitute the clients 
that may use the Web services hosted by the wireless sensors to 
know in advance the appropriate format of the XML document 
that they are going to exchange, due to the application specific 
type of data. Therefore, there is no need for a full SOAP 
implementation in the wireless sensor, as the compressed SOA 
messages can be manipulated and understood directly by the 
sensor, which is designed to have that ability. In this paper, we 
call compressed SOA message every message that is produced 
according to the application specific format technique. At the 
application level of the SPWS we do not consider the 
implementation of the entire HTTP server as we utilize only the 
HEAD and response messages of the HTTP protocol. In this 
way RAM is saved. This allows the invocation of a Web 
service to be as simple as sending an HTTP HEAD and 
response messages. Since in the proposed approach the 
application specific format technique is used, there is no need 
for the wireless sensor to use XML Schema for viewing a 
document at a relatively high level of abstraction and therefore 
considering its validation. As far as WSDL 1.1 is concerned, a 
modified version of this XML-based language is used for 
describing the wireless sensor's Web services and how to 
access them. The predefined knowledge acquired by the 
application specific format technique is utilized here too. The 
only information that the client and the wireless sensor need to 
exchange via WSDL is the data types used by the Web services 
that are hosted by the wireless sensor, as the wireless sensor 
can sent various types of data (for example temperature, 
pressure, speed etc.) depending on the requested by the client 
Web service. Obviously, this modification of the WSDL 
requires less RAM and fewer exchanges of messages. Instead 
of implementing the whole WS-Addressing which is a 
specification that allows Web services to communicate 
addressing information with transport-neutral mechanisms, a 
'tiny' WS-Addressing protocol is used. WS Addressing 
protocol defines two interoperable constructs, the endpoint 
references and the message information headers, 

VI. MODELING SENSORS AS SERVICES THROUGH 
Sensor Profiles for Web Services 
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in Figure 7. The wireless SPWS sensor is the wireless sensor 
that conforms to the SPWS while the Extended SPWS client is 
every client that conforms to the traditional DPWS and has also 
the mechanism that transforms compressed SOA messages 
which are bsed on sensor profiles for web services to complete 
SOAP/XML messages understood by the traditional DPWS 
and vice versa. This mechanism may be loaded on the client 
that is considered to have significant computing power and 
memory. Every wireless sensor sends, receives and handles 
compressed SOA messages. This allows significant savings in 
bandwidth. The wireless channel implies communication 
limitations, such as channel bandwidth constraints, time- 
varying fading, low QoS, etc. Therefore it is of a very 
importance to alleviate the traffic load with which wireless 
sensors burden the wireless channel. Furthermore, due to the 
fact that we need low-rate and low-cost wireless personal area 
network in order to make savings in battery consumption of 
sensors, the IEEE 802.15.4 standard is utilized for the 
communication between the wireless sensors. The basic 
framework of this standard conceives a 10-meter 
communications area with a transfer rate of 250 kilobit/sec. 
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Figure7.The middleware using SPWS messages 



1) The middleware architecture 

The overall architecture of the proposed system based 
on the proposed middleware that converts a WSN to a Web 
services SOA Network connected to the Internet is depicted 
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VII. EXTENSIBLE CLOUD ARCHITECTURAL MODEL 

The proposed paper aimed at working on applying and 
extending the service oriented paradigm to sensor network 
application engineering such as distributed manufacturing, we 
derived the requirements for the sharing of sensor networks as 
new resources in this domain. The necessary abstraction was 
implemented using the service oriented process parameters, 
which lead to the intelligence integration into the Internet. This 
solution has been extended to sensor clouds, which leads to 
high availability and hence reliability is achieved. This 
architecture presents the Integration Controller and Internet can 
interact using cloud technology. Cloud computing is a way to 
increase capacity or add capabilities on the fly without 
investing in new infrastructure, training new personnel, or 
licensing new software. The proposed architecture Enables 
users to easily collect, access, process, visualize, archive, share 
and search large amounts of sensor data from different 
applications. Supports complete sensor data life cycle from 
data collection to the backend decision support system. Vast 
amount of sensor data can be processed, analyzed, and stored 
using computational and storage resources of the cloud. Allows 
sharing of sensor resources by different users and applications 
under flexible usage scenarios. Enables sensor devices to 
handle specialized processing tasks. In this architecture the IC 
will upload the sensed data to STAX. Figure 8 shows our 
implementation of sensor information in stax proxy 
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Figure 8. The deployment of temperature sensor as a service in cloud 

VIII. PERFORMANCE ANALYSIS 

The sensor network is simulated in TO S SIM with 
300 nodes and the nodes are placed in grid topology. The 
message exchanged by the sensors with Sink/Gateway are 
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Figure 9. Energy consumption during message exchange 



analyzed with traditional SOAP messages and the messages 
used with Sensor Profiles for Web Services. The energy 
consumption of sensor nodes is reduced compared to 
traditional SOAP messages. Similarly with increased number 
of message exchanges, the memory usages in sensor nodes are 
becoming constant with SPWS whereas it is increased with 
SOAP messages. The communication cost for sensors are 
more than their processing cost. Hence the reduction of power 
consumption and memory usage leads to less communication 
cost which enables an energy efficient model of sensor 
networks, which also increases the lifetime of sensor 
networks. 
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Figure 10. Memory usage of sensors 



IX. CONCLUSION 



In this paper a middleware using SPWS has been 
proposed. The lowest hierarchy level is considered to be a 
Wireless Sensor Network (WSN). The proposed advanced 
middleware implements a stripped down version of the 
traditional DPWS protocol. It was shown how a WSN that 
implements the proposed middleware can be integrated into the 
information system of an enterprise at a high abstraction level. 
Moreover, a technique was utilized which compresses and 
reduces the data volume of XML documents at a level that can 
be handled by the wireless sensors. The use of the SPWS in 
conjunction with this technique results to savings in the battery 
life of sensors, in reducing the memory requirements when 
storing XML exchanged documents and in reducing the traffic 
with which the sensors load the wireless channel. A novel way 
of combining wireless sensor networks with cloud computing 
services is presented. The wireless sensor networks are used to 
sense and collect environmental data. Since wireless sensor 
networks are limited in their processing power, battery life and 
communication speed, cloud computing usually offers the 
necessary storage capacity and processing power for long term 
observations, analysis and use in different kind of 
environments and projects. 
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Abstract — With advancement of computers and Internet, there 
has been an increasing trend in utilizing computers and Internet 
for teaching and Education. Advanced topics and High Tech 
experiments demand for lot of infrastructure. There are areas in 
living sciences and other subjects where the magnitude of 
information is so huge that it is more convenient to do the 
experiment by simulation using computers. The present work 
relates to development of computer based learning resource that 
can be used as an online teaching aid or an offline tool to study 
the Brownian motion in two dimensions. It is an interactive tool 
where the learner can change the parameters of interest to study 
the Brownian motion and actually see the effect by way of 
simulated graphics. Quantitative values of the parameters arising 
from the simulation study are also available to the learner. The 
Brownian motion is a phenomenon occurring at microscopic 
scale and thus actual study of the experiment requires real time 
monitoring of microscopic development and progress of the 
Brownian motion which is a tedious task and very difficult to 
implement in laboratory. To this effect, to carry out the 
experiment under different desired conditions, a computer based 
tool is developed that enables the learner to conduct experiment 
using simulation and see the results quantitatively. It is being 
uploaded on internet as an online e-learning material. 

Keywords-Computer Simulation; CBT; Brownian Motion 

Introduction 

The world is witnessing a change in every aspect of life since 
last 2 decades. The advance in Information Technology has 
opened up new vistas in the history of education also. 
Computer has become a useful teaching aid. It has infact 
became an integral part of learning 

E-Learning and CBT 

The term E-Learning means electronic Learning and it is 
basically the online delivery of information, Communication, 
training and learning. E-Learning seems to have a multiplicity 
of definitions to each of its users and the term seems to mean 
something different. A very comprehensive definition has been 
given by the Cisco System, which defines 'E-Learning is 
Internet-enabled learning. Components can include content 
delivery in multiple formats, management of the learning 
experience, and a networked community of learners, content 
developers and experts. E-Learning provides faster learning at 
reduced costs, increased access to learning, and clear 
accountability for all participants in the learning process. 

The World Wide Web now offers the possibility of conducting 
CBT on a global scale, without the usual restrictions of 



platform dependence, the cost of mailing materials, and 
identifying interested users. Instead of searching for people 
who would like to use a given CBT model, the Web allows the 
reader to find the material and review it at his own pace. 
Because Web pages can be updated at any point, it is possible 
to keep the CBT materials up to date without having to do 
anything except edit the HTML documents involved. It is also 
possible to keep channels of communication open between 
author and reader, even if the two have never met before or had 
any sort of contact. Finally, the use of server-side scripts and 
interactive forms make it possible for the reader to be tested on 
what he has learned without any need for supervision. 

Computer-based training (CBT) services are useful where a 
student learns by executing special training programs on a 
computer relating to their occupation. CBT is especially 
effective for training people to use computer applications 
because the CBT program can be integrated with the 
applications so that students can practice using the application 
as they learn. 

Brownian motion 

The Brownian motion has been named in the honor of the 
Scottish botanist Robert Brown. He has presented the theory of 
Random movement of particles. The Brownian motion is the 
random movement of particles discovered by the Scottish 
botanist Robert Brown has made microscopically observations 
in the months of June, July and August, 1827, on the particles 
contained in the pollen of plants; and on the general existence 
of active molecules in organic and inorganic bodies, which can 
be found in the miscellaneous botanical works of Robert 
Brown, Volume 1. In his experiment he found that "the pollen 
particles appeared to move in a completely random fashion". 

The major contribution to the explanation, interpretation and 
application came from Albert Einstien in 1905and Marian 
Smoluchowski obtained that "If Kinetic theory of molecules 
was right, then the molecules in the water would move at 
random, the small particles to move in exactly the same way 
described by Brown." This work of Einstien was further 
refined by Norbart Weiner a mathematician at MIT, in 1923, 
established the modern mathematical framework of Brownian 
motion. 

Outline of Actual Work 

The principles and logic of the Brownian motion is be derived 
from standard literature such as books and research journals. 
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For the implementation of the CBT, necessary algorithms are 
designed and tested initially in C++ and later on implemented 
on a Windows based platform using Html Java with strong 
graphics support for user friendly interactive input and output 
facility. This CBT tool is simulates the Brownian motion with 
the parameters provided by the user. As the Brownian motion 
precedes the random movement of the particle performing 
Brownian motion is displayed graphically. During its motion 
the path traced by the movement is also be displayed 
graphically. The basic concept involves the displacement of the 
particle performing the Brownian motion so the numerical 
values of the parameters of interest are separately recorded. At 
the end of the motion the variables of interest will be displayed 
and the user can go for a fresh experiment again or quit the 
program. 

Testing and Presentation 

The opening page of the CBT is provided with active links to 
the resources within the CBT to make different features and 
information available. In addition to the links provided on the 
left giving information of related topics. The learner can 
visualize graphically and perceive the way the movement of the 
gas molecules behaves under changing conditions. 
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in pressure of gas results in an increase in the number of 
molecules present in a given volume of gas. By default the 
simulation window uses 100 molecules, an increase in value N 
corresponds to an increase in pressure (Figure-l(b)) and 
decrease in N correspond to decrease in pressure (Figure-l(a). 
Thus the simulation of the movement of the gas molecules can 
be studied under changing pressure conditions. Random zigzag 
motion of the molecules when collide with each other undergo 
deflection and the path is changed that can be clearly seen in 
the simulation. The effect of change in pressure can be 
visualized clearly from the simulation. 
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Figure-l(a) Brownian motion of 50 gas molecules' 



H= 1 200 ir2fm1 = 


*■ - V trace ! Noboundary 


• 1 

• 
1 

• • 

• • 

< 

• • 
• • 


• ■ 

■ 

* 
• • 


•• 

• 

• 


■ . 



Figure-l(b) Brownian motion of 200 gas molecules' 

To study the effect of pressure, one has to change the number 
of particles present in the container. As an increase in pressure 
causes an increase in density of the gas molecules, an increase 



In case if the particles collide with a particle with a different 
mass, the displacement of the particle will depend on the mass 
of the particle. To study the effect of the relative masses the 
ratio of Ml: M2 can be changed; the value of M1/M2 is 
assigned a value of 27 by default This means the mass of the 
red molecule (Ml) is 27 times greater than the rest of the 
molecules. This simulation allows for the study of the effect of 
M1/M2 on the distance moved by the particle in one collision 
or the mean free path when taken on an average basis. It can be 
clearly seen in the simulation that as the ratio of M1/M2 is 
large (Figure- 1(c), the displacement of the particle is small and 
for smaller values of M1/M2, this distance moved in one 
collision is large. Thus the process of Brownian motion can be 
clearly studied, perceived and understood by a learner which is 
not that easy in actual laboratory. This also demonstrates the 
concept of momentum transfer as the larger mass undergoes 
smaller displacement and vice versa. (Figure- 1(d) 
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Figure- l(c)Brownian motion with 50 mass(m2/ml) 
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Figure- l(d)Brownian motion with 25 mass(m2/ml) 
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The zigzag random motion of the molecules also depends on 
the temperature of the gas, to study the effect of temperature of 
the gas on the nature of Brownian motion, the simulation 
window is provided with two buttons with + and - sign to vary 
the speed of motion of the gas molecules. This speed of the gas 
molecules is in fact due to the kinetic energy of the 

KE = -mv 2 

molecules ^ , where m is the mass and v is the 

velocity of the molecule. Thus increase in velocity of the gas 
molecules corresponds to increase in temperature and a 
decrease in velocity corresponds to a decrease in temperature 
of the gas. Thus With the help of the two buttons, the effect of 
change in temperature of the gas on the Brownian motion can 
be demonstrated. The learner can easily visualize the effect of 
the change in temperature on the Brownian motion and the 
effect of resulting collisions. 

The two options Trace and No Boundary allow to choose the 
display of the path of the particle to be enabled or disabled, 
when check the trace option, the path traced by the red 
molecule remains visible as a blue trace of zigzag line else the 
zigzag line will not appear (Figure-l(e)). No boundary option 
makes the walls of the container as penetrable as if the medium 
(gas) is continuous and particle crossing one boundary appears 
from the other side so that the total number of molecules in the 
container remains constant. (Figure- 1(f)) 
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successfully be demonstrated through the CBT as described 
above. 
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Figure-l(e) Brownian motion without Trace the path 
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Conclusions and Results 

The CBT developed under the present project work has been 
successfully designed, developed, implemented and thoroughly 
tested. We used this CBT in a small class of students and found 
it to be very effective. It is being uploaded on Web to study the 
Brownian motion. 

The CBT based on the study of Brownian motion was planned, 
designed and developed using techniques and tools described 
earlier. All the branching and links were carefully checked and 
tested for correctness. 
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With Non boundary 

Thus the role of the main parameters, gas pressure, 
temperature and the relative mass of molecules can 
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Abstract — Mobility Management (MM) is one of 
the major issues of Mobile networks that should be taken into 
account for providing Quality of Service (QoS) and to meet the 
subscribers demand (satisfaction). Mobility management 
techniques are divided into two types (i) Location Management 
(LM) and (ii) Handoff Management (HM). The LM is used for 
tracking where the subscribers are locate, and based on that 
permitting calls, Short Message Service (SMS) and other mobile 
phone services are delivered to them with the assistance of 
Intelligent Agent Decision Making Protocol (IADMP). The 
Redundant Update Remove Algorithm (RURA) which is used for 
reducing the updation between BSC and MSC. Enhanced 
Temporal Updation (ETU) reduces the location updates between 
Mobile Node (MN) and MSC using IADMP. To provide 
ubiquitous communication for subscribers without any break in 
the communication, HM protocols play main role in Mobile 
Networks. In HM process there are four protocols, (i) Double 
Threshold Protocol (DTP) (ii) Better Base Station Selection 
Protocol (BBSSP) using Relative Signal Strength (RSS) (iii) 
IADMP and (iv) Hybrid Decision Making Protocol (HDMP) are 
used. The Performances of these protocols are analysed. The 
HDMP and ETU provide QoS in Mobile Networks. 

Keywords-component; Location Management;Handoff 
Mangement; Intelligent Agent; Enhanced Temporal Updation; 
RUR Algorithm; IADMP 



I. 



Introduction 



Mobility Management (MM) [3] is one of the major 
functions of a GSM or other Network. The aims of MM are to 
track where the subscribers are so that calls can be sent to 
them, and to record the subscriber services. 

Mobile networks to provide quality of service (QoS) is 
challenging for the service providers. By introducing Intelligent 
Agent in MM it is possible to meet the QoS. The MM is 
divided into two major divisions as Location Management 
(LM) and Handoff Management (HM). The various MM 
techniques used in mobile networks are shown in Figure 1. 



Mobility Management 




using 
RSS 



IADMP HDMP 



Figure 1. Overview of Mobility Management Techniques 

In Location Management [5], the ability to manage 
information about the current location of mobile nodes based 
on their last update is a significant issue. That enables the 
network to discover the current attachment point of the mobile 
user for call delivery. Location Management is further divided 
into (1) Paging and (2) Call delivery and (3) Location updation. 
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An important issue in the design of Mobile network is how 
to manage the locations of mobile nodes and giving continuous 
connections to the subscribers wherever they go. The Mobile 
networks encompass the mobility management to provide 
ubiquitous and continuous communication to the subscribers, 
billing for the usage and further use. 

An important issue in the design of Mobile network is 
how to manage the locations of mobile nodes and giving 
continuous connections to the subscribers wherever they go. 
The Mobile networks encompass the mobility management to 
provide ubiquitous and continuous communication to the 
subscribers, billing for the usage and further use. 



II. 



LOCATION MANAGEMENT 



The Location Management (LM) maintains the location of 
the Mobile Nodes to provide services. A micro cell [15] 
maximum coverage area is called location of a mobile node. A 
group of locations is called a location area. The LM is divided 
into three functions, updation follows paging and call delivery. 
The updating function makes the Mobile Node to update its 
place to the corresponding BSC. Paging operation is performed 
by the BSC to track all the locations of the mobile nodes at a 
time and periodically. 

A. Analysis of Location Area 

A GSM (Global System for Mobile Communication) 
network is a radio network of individual cells, called as base 
stations. Each base station covers a small geographical area 
which is division of a uniquely identified location area. By 
integrating the coverage of each of these base stations, a 
cellular network provides radio coverage over a much wider 
area. A group of base stations is named as location area. 




Figure 2. Geographical location area 




Figure 3. Geometrical location area 

Figure 2, shows the geographical representation of location 
area and its divisions and the geometrical representation of 
location area were shown in Figure 3. 



B. Paging 

Paging is one of the fundamental mobility management 
procedures of a GSM network and also other cellular networks. 
MSC will request the BSC to scan all the active nodes under its 
coverage [1]. The BSC will send all the data to MSC after 
scanning all the nodes. 

The Visitor Location Register (VLR) which normally 
knows the current location of the subscriber to the level of a 
location area. The VLR also knows which BSC controls cells 
in that location area. The VLR sends a paging request message 
to each of the relevant BSC. The BSC then send a paging 
request to every single cell within the location area. This 
paging request is broadcast on the cell broadcast channel to 
which the mobile is listening. 

C. Call Delivery 

When a mobile node tries to communicate with other 
mobile node, the call reaches MSC first through BSC, after that 
only the connection will be established to concern mobile node 
through BSC. Whenever the call comes from same or other 
network, the connection is established based on the Temporary 
Mobile Subscriber Identity (TMSI). TMSI is the identity most 
commonly sent between the mobile node and the network. An 
important use of the TMSI is in paging of the mobile. 

D. Updation 

The Location update procedure allows a mobile node to 
inform its active state to MSC through BSC. The updation is 
divided into three (1) Spatial updation (2) Temporal updation 
and (3) Enhanced Temporal Updation. This updation will be 
stored into the MSC through BSC. This updation process will 
take place periodically. The mobile node sends a message 
(location update request) to the network about its current 
location. 

1) Spatial Updation: 

The Spatial updation allows a Mobile Node (MN) to inform 
to the cellular network whenever it moves from one location 
area to the next. The mobile nodes should send updation to 
base station for receiving calls if any comes. When the mobile 
node does not send the updation it might be considered as a not 
reachable MN or switched off MN. 

2) Temporal Updation: 

The Temporal updation is performed based on the periodic 
time. The setting of interval time will be controlled by MSC. In 
the existing system the MN will inform the location of its exact 
place periodically. The location of the mobile node will be 
carried out to MSC through BSC. 

Figure 4 gives the detailed operation of the existing update 
of the temporal updation. In this Figure 4, MN sends LU 
(Location Update) signal to BSC, the BSC forwards signal to 
MSC for updation. At the same time BSC sends 
Acknowledgement (ACK) to MN. After receiving signal from 
BSC, the MSC sends Location Acknowledgement (LA) to 
BSC. At last the BSC forwards the LA signal to MN. T|_ui s 
time taken for single updation between MN and MSC. The 
operations are performed regularly by the mobile network. In 
this method, the update function takes place whenever the MN 
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sends update signal. Even though the mobile node is in the 
same location cell, the BSC forwards the update signal to MSC 
when it uses temporal updation. To solve this issue, the RURA 
(Redundant Update Remove Algorithm) is used. This 
algorithm removes the unnecessary updation between BSC and 
MSC. 
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Figure 4. Existing System - Location Update 

a) RURA (Redundant Update Remove Algorithm) 
RURA removes the redundant update when the mobile 
node updates the same location. Figure 5, describes the 
functions of the mobile network using RURA. The BSC 
encompasses the RURA which never allow the same update to 
MSC. The Location Updation (LU) signal from MN and BSC, 
ACK signal from MSC and BSC are shown in figure 5. 
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Figure 5. Functions of Updating Location using RURA 

Whenever the location update takes place, the BSC will 
check the location symbol with existing buffer value, suppose 
the transmitted symbol not equal to existing symbol, it will 
update into the MSC otherwise it will not inform to the MSC. 
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Figure 6. Timing diagram for RURA 

In figure 6 to - Starting time for updation in Mobile node, tl 
Time taken to reach BSC, t2 - Time taken to reach MSC, Tt 



= t0+ tl + t2 , Tt - Total time for reaching MSC,T|_u . Time 
taken for location updation with ACK, The update signal is 
sent to BSC from MN in tl time. The update signal is sent from 
BSC to MSC in t2 time. When the redundant signal comes 
from the Mobile node, the BSC will not respond to MSC and 
Mobile node. But it will update its buffer with time stamp. 

The TABLE t. shows the movement records [7] of a single 
mobile node, for three hours using the temporal updation. The 
updation takes place every 10 minutes once. It updated 21 
times for three hours. The Table II shows the movement 
records of a single mobile node using RURA; it needs only six 
updates for three hours. The updation takes place every 10 
minutes once. 
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Updating records using Temporal Updation 
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TABLE II. Updating records using RURA 
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/* RURA Algorithm 1 */ 

/* set timer=6Q0 seconds*/ 

label 1: 

if( timer = =600) 

if(MS-signal != BSC-buffer) 

{ 

MSC-update=MS-signal: 
database=MSC-update: 
go to label 1;, 

} 

else 

BSC-buffer= MS signal; 

go to Labell: 



TABLE III. 



Comparison of Different Updation Techniques 



Figure 7. RURA Algorithms 

Figure 7 explains the RURA algorithm. The MN signal is 
checked with existing BSC buffer, whether equal to or not. If 
the MSC signal is not equal to BSC buffer value, the MN 
signal will be stored into the BSC buffer as well as the MN 
signal will be forwarded to the MSC. 

The proposed RUR Algorithm reduces the updates only 
between BSC and MSC. In order to reduce the updates in BSC 
and also in MSC, a new technique known as Enhanced 
Temporal Updation (ETU) is introduced. 

3) Enhanced Temporal Updation: 
The Enhanced Temporal Updation (ETU) is a temporal 
updation technique which is performed based on (1) RURA 
and (2) IADMP (Intelligent Agent Decision Making Protocol). 
The RURA removes the redundant location updates. The MSC 
encompasses IA which has an IADMP (Intelligent Agent 
Decision Making Protocol). This Protocol predicts the updation 
of the MN. When the MN updation has to take place, when the 
MN updation has not to take place and how long the updates 
are needed? And how long no need? For these questions are 
answerable based on the movement history and call history 
[16] of MN. The IA analyse the each MN movement history 
and call history using data mining [[6], [2], [11]] process. 
IADMA sends the signal to the MSC to send update-lock-temp 
signal to Mobile node. The MSC temporarily stops the Mobile 
node updates using update-lock-temp signal. This signal will be 
sent from MSC to Mobile node through BSC. This update- 
lock-temp signal will be released automatically after the fixed 
time. Whenever the update-lock-temp signal is released by the 
mobile node, it will be informed to MSC. This information also 
will be analysed by IADMP for future use. Hence the 
Combination of IADM Protocol and RUR Algorithm is known 
as Enhanced Temporal Updation (ETU). 

The TABLE III shows the comparison of packet updation 
using different updation techniques. The number of updation is 
reduced in ETU compared to spatial updation and temporal 
updation. 



No. of MS 


Updates 


SpatiaL Update 


Temporal Update 


Enhanced TU 


20 


1204 


2108 


998 


40 


2180 


3120 


1804 


60 


3210 


4056 


2909 


SO 


4213 


5108 


3906 


100 


5107 


6101 


4806 


120 


6205 


7284 


590S 


140 


7106 


8103 


6806 



Figure 8 shows the graphical representation of packet 
updation using different updation techniques. 
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Figure 8. Mobile Nodes Vs Packet Update 

TABLE IV shows the Comparison of delay in different 
updation techniques. Here the delay means, the time taken by 
the mobile node to receive the acknowledgement signal from 
MSC. The delay is reduced in ETU compared to other 
techniques. 



TABLE IV. 

TECHNIQUES 



Comparison of Delay in different updation 



No. of MS 


Delav 


Sparial Updation 


Temporal Updation 


ET Updation 


20 


0.45 


1.54 


0.36 


40 


0.48 


1.59 


0.38 


60 


0.59 


1.64 


0.42 


80 


0.63 


1.69 


0.46 


100 


0.63 


1.73 


0.42 



Figure 9, a graph plotted for Mobile Nodes Vs Delay. The 
Enhanced Temporal updation technique compared with other 
techniques, the ETU takes less updation delay. In ETU the 
packet updation and delay are reduced compared to other 
techniques. Hence ETU technique provides QoS to Mobile 
networks. 
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Figure 9. Mobile Nodes Vs Delay 
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III. HANDOFF MANAGEMENT 

In Cellular Telecommunications, the term handoff refers to 
the process of transferring an ongoing call or data session from 
one channel to the core network. In Cellular communication 
handoff is the key matter to provide continuous service to the 
mobile nodes without any break. A single cell [8] does not 
cover the whole service area. There are two basic reasons for a 
handoff such as (1) The mobile node moves out of the range of 
cell (2) The received signal level decreases continuously until it 
fall below the minimal requirement for communication 
[12]. Hence Horizontal Handoff refers the same network 
handoff. The vertical Handoff refers the different network 
Handoff. 

A. Analysis of Handoff Techniques 

The Efficiency of the system handoffs [4] depends on the 
five characteristics (1) Minimum handoff latency (2) Low 
packet loss (3) Limited handoff failure (4) Intelligent Agent 
success rate high (5) Better Base Station Selection. 

An analytical model has been previously developed for 
evaluating the performance of handoff algorithms based on 
Relative Signal Strength (RSS) [[4], [10]] measurements, i.e., 
the difference of signal strength from two Base stations, 
Absolute Signal Strength (ASS) which is the averaged value of 
the received signal level from current serving Base station 
measured by the mobile unit. The Measurement reports [8] 
including the quality of current link are sent to BSC by the 
Mobile node about every half second. The BSC receive the 
Mobile node signal and take decision, then it sends Handoff- 
request signal to MSC. Then MSC will send the signal to the 
BSC that activate the next Base station. Then the mobile node 
is taken over by the activated base station. The acknowledged 
signal is sent by mobile node to BSC and then BSC to MSC. 



Network Laver 



Neighbor 
DiscDverv Unit 



Handoff Signal 
Execution Unit 



Data link Laver 



Speed 

Estimation 

Unit 



Handoff 

Execution 

Unit 



Handoff 
trigger 



RSS 

Measurement 

Unit 



Intelligent 

Agent 



Register 



Figure 10. Proposed Handoff Architecture 

As shown in Figure 10 the Proposed Handoff architecture 
[9] has seven modules. The Neighbour Discover unit discovers 
the neighbouring base station based on signal strength and 



round-trip time. The speed estimation unit measures the speed 
of the mobile node. Based on the speed of the Mobile node 
and signal strength, the handoff is initiated in prior to support 
seamless communication. When the Mobile nodes move close 
to next base station, the base station informs to BSC about its 
very low signal. Then BSC takes decision and request the MSC 
for handoff. Many cases this kind of handoff initiations are 
failed. For example, the person carrying mobile node may go 
very close to Base station but he may change his direction at 
last minute. In this situation the handoff process may be 
wasted. In order to avoid this IADM Protocol is introduced to 
analyse the movement history of the Mobile node. At last 
IADMP will suggest whether handoff initiation should be done 
or not. Better base station is identified by BBSSP. 

B. IADMP (Intelligent Agent Decision Making Protocol) 

The Intelligent Agent Decision Making protocol is used to 
provide QoS in mobile networks. The IADMP does the 
following works i) Predicts the updation of the mobile node 
based on the mobile nodes service history and ii) Take the 
decision which base station is better when the handoff take 
place based on the mobile nodes handoff history. In this work 
Apriori Algorithm is used for mining frequent itemsets. 

TABLE V. Movement History of Mobile Node 
Mobile Number: xxxxxxxxxx 



Time 


Location of MX 


Day 


( 7 am-S am) 


a 


h 


c 


d 


e 


f 
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1 
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8.00 
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The table V refers the data records of mobile node 
movements based on location history. In the initial process it 
collects all the details from MSC. The IADMP does the data 
mining process to find the frequent data sets using Apriori 
algorithm. The Apriori algorithm, the first step, it scans all of 
the transactions in order to count the number of occurrences of 
each item. Here number 2 is taken as a minimum support 
count. The algorithm counts the each candidate frequent 
occurrences, the frequency of the occurrences less than 2 
means it will not consider for future use, otherwise it will be 
taken into account to take decision. At last the high frequently 
occurring pattern is retrieved. Using this pattern, decision is 
taken by the IADMP. 

C. HDMP (Hybrid Decision Making Protocol) 

The Hybrid DMP performs the functions based on the 
BBSS Protocol using RSS with IADMP information. The 
IADMP makes decision from the history of the Mobile node 
which is based on the data mining operations. The BBSS 
Protocol finds the better base station using signal strengths. 
Figure 11 shows the procedure for Hybrid DMP. 
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/*HybridDMP*/ 

initializatioiiQ;. 

label! : 

adv erti sement- from- AP( ) : 

MN-up dati oii() : 

si glial- strength - fundi onQ : 

if(signal strength = Ibeacon) 

eallIADMP(): 

h ando ff-notice ( ) : 

registrationO; 

establish -IP-connectivityO; 

transfer-operational -par ametersO; 

transf er-p ackets 0; 

else 

c ontinue - c oimmuii c ati oii( ) : 

call labell: 



Time Vs Signal Strength 



Figure 11. Hybrid DMP 

The HDMP (Hybrid Decision Making Protocol) is a mixing 
of IADMP and BBSSP. The HDMP is compared with Double 
Threshold Protocol (DTP) and BBSSP. The simulation works 
are performed with different speed of mobile node and the 
results are tabulated in table VI. 



TABLE VI. Measurement analysis of Mobile node 



S.Nd 


Measuring Signal strength and Time 


Mobile node 

Speed 

(km'hour) 


Distance 

between BS 
andMN 
(meter) 


Signal 

strength 

CdBm) 


Destination 
Time 

(millisecond) 


I. 


20 


1162.4 


42.83 


58120 


2 


30 


S73.3 


40.34 


29110 


3. 


40 


612.8 


-37.27 


15320 


4. 


50 


352.5 


-32.46 


7050 


5. 


60 


258 


-29.75 


4300 


6. 


70 


245 


-29.30 


3500 


7. 


SO 


196 


-27.37 


2450 



Table VII shows the measurement analysis of Handoff . The 
handoff initiation takes place before Mobile node reaches the 
destination. 



TABLE VII. 



Measurement Analysis of Handoff 



S. 

No. 


Mobile node 

Speed 
(km'hour) 


Destination 

Time 
(millisecond) 


Handoff 
Initiation 

(millisecond) 


Signal strength 

for handoff 

initiation 

(dBni) 


1. 


20 


30000 


29990 


-61.42089 
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30 


20000 


199S8 


-61.30225 


3. 


40 


15000 


14984 


-61.14403 
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60 
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-60.70892 
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8539 


-60.43203 
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7460 


-60.11559 
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Figure 12. Destination time Vs Signal Strength 

Figure 12 shows the graph for Destination time Vs Signal 
strength. When the mobile node moves to base station the 
destination time decreasing, simultaneously the signal strength 
of the mobile node increases. 



TABLE VIII. Comparison of Delay in Different Protocols 



Mobile node 
Spe e d (km/ho ur) 


D elay (millisec o n d) 


DTP 


BBSSP 


HDMP 


20 


1.21 


1.02 


0.9 


30 


1.34 


1.21 


1.13 


40 


1.40 


1.31 


1.19 


50 


1.51 


1.35 


1.24 


60 


1.56 


1.42 


1.30 


70 


2 12 


1.80 


1.35 


80 


2.15 


2.03 


1.48 



The table VIII shows the comparison of different protocols, 
in this table delay refers to the time taken to send signal from 
Mobile node to MSC through BSC, as well as 
acknowledgement signal is sent back from Mobile node to 
correspondent BSC to remove old information. The Double 
Threshold Protocol has two threshold points to alert the 
handoff initiation. In this protocol the delay is high as shown in 
the table VIII. The Better Base Station Selection Protocol 
(BBSSP) selects the better base station for handoff using RSS 
(Relative Signal Strength) and ASS (Absolute Signal Strength). 
Hence the IADMP (Intelligent Agent Decision Making 
Protocol) takes less delay than BBSSP when handoff occurs. 
The HDMP (Hybrid Decision Making Protocol) is the 
combination of BBSSP and IADMP. The HDMP makes less 
delay than other protocols. 
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Figure 13. Graphs for Comparison of Handoff Protocols 
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Figure 13 shows the comparison of delay for different 
handoff Protocols. As shown in the graph HDMP takes less 
delay in Handoff. 

IV. CONCLUSIONS AND FUTURE ENHANCEMENT 

In mobility management, the following techniques are 
implemented i) RUR Algorithm ii) ETU (Enhanced Temporal 
Updation) technique iii) DTP (Double Threshold Protocol) iv) 
IADMP (Intelligent Decision Making Protocol) and v) HDMP 
(Hybrid Decision Making Protocol) using Network simulator 2. 

A. Conclusion 

Location management and Handoff management protocols 
are implemented and improved the Quality of Service in 
mobile networks. The proposed handoff architecture is 
designed to provide the continuous service to mobile user. The 
Service providers and subscribers are more benefited due to the 
technical advancement. Hence these protocols and algorithm 
can be used in the next generation wireless communications 
systems to reduce the location management signalling costs. 
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B. Future Enhancement 

In coming years, IADMP will play major role in mobile 
computing. The Intelligent Agent decision making protocol 
will be adapted with existing protocols without making any 
difficulties. Of course, numerous protocols may be created to 
improve QoS but the requirement of the subscribers necessity 
may be varying based on the technological advancement. It 
may increase the software maintenance cost and system 
complexity, but there is no question for failure of the handoff 
failure. 
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Abstract — This article aims to highlight current trends on the 
market of corporate antivirus solutions. Brief overview of 
modern security threats that can destroy IT environment is 
provided as well as a typical structure and features of antivirus 
suits for corporate users presented on the market. The general 
requirements for corporate products are determined 
according to the last report from av-comparatives.org [1]. The 
detailed analysis of new features is provided based on an 
overview of products available on the market nowadays. At the 
end, an enumeration of modern trends in antivirus industry 
for corporate users completes this article. Finally, the main 
goal of this article is to stress an attention about new trends 
suggested by AV vendors in their solutions in order to protect 
customers against newest security threats. 

Index Terms — Antivirus technologies, corporate security, 
corporate network, malicious software, protection, threats, 
trojan. 



I. Introduction 

MOST companies think of defeating itself against 
potential security attacks, but only a few of them 
really imagine a set of security threats that can danger the 
company. Many of them described in corporate in security 
standards thus helping the companies to organize IT 
security defense system. In such context antivirus protection 
plays the vital part of whole security area. Moreover 
contemporary antivirus solutions become more advanced 
and mature. Nowadays they include not only antivirus 
engine for workstations and an administration console, but 
many additional features, like antivirus for a mail protection 
system, a gateway, a database of incidents and enhanced 
report and logging system. Nonetheless, an implementation 
of many of such solutions is far from solving all corporate 
security issues. That is why it is not enough to install only 
personal antivirus products within a corporate network, but 
whole corporate suite to cope with all threats at different 
levels of a network. This will help to construct a corporate 
secure IT environment. 



II. The Risk of Malware and Internet Threats 

The main risks for companies in area of information 
security comprise infections by viruses, trojans, worms, 
exploits and other malicious code that can reveal the 
corporate secrets by stealing confidential data and be the 
reason of serious data leakage. Also phishing and online 
banking fraud can be a serious problem for IS managers. 

Taking in consideration that corporate IT infrastructure 
mainly consists of domain-joined computers it can be more 
likely to encounter worms. The main propagation vectors of 
worms are opened file shares, removable drives, e-mail and 
IM channels. These are commonly used within companies' 
networks as a corporate communication and can be a 
potential threat. According to Microsoft Security 
Intelligence Report [13], 4 of the top 10 malware families 
detected on domain-joined computers are worms. 

The most popular families are Autorun worms that can 
spread through removable drives, and network worm 
Kido/Kido/Conficker/Downadup which was appeared on 
November 2008 and caused a global world epidemic. The 
worm has struck more than 10 million computers, using 
vulnerability in service "Server" (MS08-067). 

The worm sent to the remote machine specially crafted 
RPC-request on TCP port 445 (MICROSOFT_DS|SMB) 
which caused the buffer overflow by calling wcscpy_s() 
function in NetpwPathCanonicalize() (library netapi32.dll). 
The given malicious program applied a wide spectrum of 
methods to hide the presence in the system: files view 
settings in Explorer, disabling the services, responsible for 
system security. It was used several ways of distribution: 
the admin shared folders, removable devices, downloading 
the updates from websites, domain addresses of which were 
generated by special algorithm. As a result it has received a 
wide proliferation all over the Internet. The detailed 
description of the worm you can find in malware 
encyclopedia [14]. 



* This work was partially supported by CoEIA, King Saudi 
University, KSA. 
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III. Security Risks in Hardware 

A. Overview 

Recently Dell Company, the leading computer system 
manufacturer, announced that in its servers' line PowerEdge 
malicious program has been found embedded in a flash 
memory of a motherboard [15]. 

Thus, the computer industry has been faced with the 
threat of computers' infection with malicious software, but 
at the level of firmware. The topic of malicious inclusions 
in hardware is becoming more importance due to the fact 
that most of our systems on chips are fabricated in 
Southeast Asia, although under the brand names of major 
U.S. companies. This can be explained by reducing 
production costs and increasing market competitiveness. 
Another side of a coin is losing a trust during a fabricating 
process. Especially, when it comes to development for 
military purposes, which may result in decommissioning 
weapon systems. 

A model of compromised system is represented in Fig. 1. 
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Fig. 1. Trojan insertion embedded in system on a chip 

The trojan can be activated by a special value on Master 
Bus, for instance, it can be memory address where stored 
targeted data. Once trojan circuit is triggered, the payload 
can be one of the following: disabling system, transmitting 
interested data to third party by means of embedded 
interfaces, collecting accessed information in the memory 
for further utilization, rising security privileges for a current 
process running in the system. 

B. A Formal Model of Hardware Trojan (HT) 

Let us consider a formal model of HT by introducing 
several abstract concepts. Trojan (Tj) is a malicious 
component that can provide an access to System (Si) in 
certain moment with the appropriate condition. 

The pairs (T„ 0\) are bound by the set of specified 
actions A s . This set is defined according to security policy 
and specification of the vendor and is a subset of the whole 
set A of all possible actions for each pair. 

At the same time, pairs (T it 0{) can communicate by a 
set of malicious actions A m . It is obvious that A = A s U A,„. 



The purpose of security verification is identifying actions 
from the set^4,„. 

The task of malicious circuit detection is getting more 
complicated when HT can take advantage of a set of 
specified actions, that can gain an access to a computer 
system or its component, from the set A s , such as A s (I A m ■*■ 
. As a result, it is needed to verify system considering a 
whole set of actions A. It is a hard verification task even for 
small systems on a chip because of searching within a set of 
all possible input vectors. 

C. Hardware Trojan Detection Task 

The danger hidden in complex system on a chip 
nowadays is underestimated. The trojan circuit can be easily 
embedded to a system on a chip and hardly detected taking 
in consideration the size of the modern digital system [18]. 

The formal view to the problem of malicious insertions 
proves that the task of trojan detection in complex digital 
system is difficult. 

The solution can be found in the area of high level 
testing methodology in order to cope with the complexity of 
the task. Nowadays there are powerful methods that are 
provided by researchers that can help in trojan detection and 
analysis, such as in [19] and [20], but still there is no mature 
solution that can provide universal methodology for fables 
companies and governments. 



IV. Assessing the Losses of the Company From 
Security Threats 

The breaches in corporate environment may cause 
undesirable data leakage and will lead to suspending 
business processes of the company. In such scenario it may 
lose important customers and business partners because 
company which cannot protect itself from this attacks is 
faithless over the unforeseen costs like malicious programs 
influence, information drain, attacks on computer networks, 
etc [16]. 

The result is that when the number of personal computers 
is growing and communication channels capacity is 
increasing malware epidemic's scope and losses are growing 
correspondingly. Therefore the company management has 
to think about the information security. 

In modern world the probability of malicious programs 
get into a computer system is constantly growing. It may 
cause not only short-term fault in the network, but a 
complete stopping the company. Losses by malicious 
programs are estimated as billions of dollars around the 
world annually and continue to increase. 

According to [17] the cost of the average caused by 
malware attack in a corporate network can be calculated as 
in (1). 
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DELAY = (comp_numx fix_timex adjuster_hour_paymert) 
+ additional_expenses + 

items_dayx product_price x fix_timex comp_num | (1) 

8 x adjuster_num 
( salary x comp_numx fix_time ] 
I 8 x 22 x adjuster_num J 



where compjium - number of computers within a 
network; fixjime - time in hours for fixing a fault; 
adjuster _hour_payment - payment for adjusting a computer 
per hour; adjuster _num - number of such specialists; 
additional _expenses - additional expenses for network 
repairing and buying new devices; product _price - price of 
a product; items_day - number of product items per day; 
salary - salary of an employee per month. 



V. Analysis of Corporate Antiviruses 

According to latest report from Av-Comparatives Lab [1] 
the main players at corporate security market are Avira, 
Eset, G Data, Kaspersky, Sophos, and Symantec. In this 
article we will overview functional diversity of existed 
corporate suits and take a look to nearest future of corporate 
antivirus suits which seem to become a total security 
solution for corporate users. 

The typical structure of corporate suite: 

1) Administration console - provides useful managing 
and configuration environment for administrators of 
big networks. 

2) Antivirus for workstation - actually the antivirus 
engine with all features peculiar to workstation 
antivirus. Provides centralized protection of user's 
system on a corporate network against all types of 
malware, network attacks, spam. 

3) Mail server antivirus - protects the mail server against 
spam and malware delivered by email channels. 

4) File server antivirus -protects data on servers under 
Microsoft Windows operation system control against 
all types of malware. Designed mostly for high- 
performance corporate servers. 

Analyzing all products options it has been distinguished 
the main features of modern corporate antivirus: 

1) Easy Installation and Deployment - simple and fast 
way to deploy the solution into a big corporate 
network, supporting Active Directory technology. 

2) Usability and Management - console provides useful 
management interface with real-time monitoring and 
logging features. 

3) Scalability - solution works with networks of different 
size from small business to enterprise scale with 
thousands of computers distributed geographically 
around many offices. 

4) Technical Support and Updates - regularly delivers 
antivirus updates and helps to solve all unforeseen 



security issues of a company with a short response 
time. Also website and online services are important 
points. 
5) Cross-Platform Security - ability to protect systems 
with different types of operational systems, such as 
Linux, MacOS, mobile platforms, etc. 



VI. Nowadays Trends and Suggestions 

As for future in area of corporate users' security 
protection a growing trend is including more sophisticated 
administration interface that provides detailed information 
about the real-time status of the network. It can be 
represented as advanced graphical interface with diagrams 
or even as a separate product. It can be an intelligent agent 
that can handle huge amount of information from thousands 
of computers and hints the administrator what to do in that 
case. 

For instance, Blue Medora designed a special agent for 
Symantec corporate solution which results in "less 
complexity, more uniform operations management, and a 
significant reduction in costs due to the elimination of 
redundant infrastructure and multiple platform-specific 
tools" [2], It proves the idea that there is an area for further 
improvement of corporate antivirus solution even for the 
outstanding vendor. 

Among extensible features are the following: 

1) Improved monitoring of incidents with malware. 

2) Improved monitoring of the user's intrusion into the 
antivirus key processes. 

3) Monitoring of failures in updates and malware 
scanning tasks. 

The new features to be included into the product: 

1) Real-time status and availability monitor. 

2) Log monitors. 

3) Report and take-action system that would help 
administrator to perform necessary actions to any type 
of threats. 

The main idea is to raise a sensitivity level of the persons 
who are responsible for corporate network security and 
reduce the time of reaction to the emerging danger. 
Therefore, useful and exhausted data representation can 
really help in struggling against malware. 

Except logging and monitoring an essential part of 
security solution is integrity. Modern corporate antivirus 
solutions comprise not only a bunch - Antivirus, 
Antispyware, Firewall, Antispam with Managing System, 
but many additional features, such as Backup systems, 
Password and Key Managers and Encryption Utilities to 
organize safe confidential data storage. 

This trend is peculiar to home solutions as well. Thus, 
Kaspersky Pure for home users provides besides malware 
protection also password management system to keep in 
safe all family's identities [3], Another example, Norton 
Online Family also allows observing the kids activity on 
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computer [4], 

As for enterprise suits, Symantec provides Protection 
Suite for Endpoints where gathered encryption, confidential 
data storage and others features aimed to maintain IT 
security in a company [5]. One more interesting product 
came from Sophos [6]. Endpoint Security and Data 
Protection has Integrated DLP (Data Loss Prevention) and 
Encryption tools in its package. 

Also mobile and non-Windows platforms should be 
supported within a corporate solution because of huge 
diversity of working devices: laptops, PDAs, smart phones, 
etc. Many antivirus vendors have such solutions in a 
product line. 

The important point to be considered is Security-as-a- 
Service. A security is not only software, but a state of a 
system. It is important to have 24/7 technical support 
service to solve a newest security issues, such as new 
versions of malware, zero-day exploits. Often proactive 
defense cannot cope with a huge variety of new malware 
modification released every day by hacker's generators. The 
same way administrator cannot keep all software up-to-date 
with new patches installed. In such context deploying 
vulnerability searching system is desirable to reveal 
software breaches and notify to install new updates in time. 

Here the problem of support service's quality has been 
raised. It is not a secret that a high quality support service 
can be granted only by the team of qualified malware 
experts not by "sandbox" robots [here we can put a 
reference to our research in "Sandbox Comparatives"]. 
Many companies provide malware analysis column on their 
web sites or even separate security domains where the 
descriptions of most popular threats are published, like it is 
done at virusradar.com by Eset and securelist.com by 
Kaspersky Lab. 

Another side of the coin is an ability to remove 
consequences of an infection. Not all antivirus engines 
allow proper disinfection of the system or network after an 
incident that already has taken a place. In that case special 
removal utilities and scripts are released by analysts to help 
administrators in cleaning their IT farms. There are such 
services from Symantec [7] and AVZ tool from Kaspersky 
Lab [8]. 

Phishing is becoming a serious problem for all users in 
the cyber world. What antivirus vendors can suggest in 
protecting corporate users against this problem except of 
standard anti-phishing modules that block dangerous web 
sites from black list? The interesting solutions have been 
introduced within Kaspersky Internet Security 2011 - Geo 
Filter and Online Banking modules. According to 
information from official site: "Geo Filter provides the user 
with an option to block domains related to specific 
countries. Online Banking controls requests to Online 
Banking services while processing confidential data" [9]. 
Those modules could be helpful in keeping a 
communication with financial institutions more safe which 
could be essential in corporate environment. 



Finally, a following to corporate security standards is 
what some AV vendors do. The big companies try to 
organize corporate IT security according to policies 
compliant to security standards. Among them: 

1) X509 - is ITU-T standard specifies formats for public 
key certificates, certificate revocation lists, attribute 
certificates, and a certification path validation 
algorithm [10], 

2) LDAP (Lightweight Directory Access Protocol) - is an 
application protocol for querying and modifying data 
using directory services running over TCP/IP [11], 

3) Microsoft IWA (Integrated Windows Authentication) 
- provides authentication connections between 
Microsoft IIS, Internet Explorer, and other Active 
Directory aware applications [12]. 

VII. Conclusion 

To sum up, in this short review the current security 
threats have been briefly presented. According to them an 
analysis of antivirus solution for corporate users was 
proposed. The general features and structure of corporate 
suit were enumerated based on the latest report from av- 
comparatives.org. In the last part of the article we 
considered modern trends in current antivirus solutions 
from most popular AV vendors, such as Eset, Symantec, 
Sophos and Kaspersky. 

It is obvious that the corporate products represent quite 
powerful solutions for enterprise networks but they could 
become better by adopting new standards, technologies and 
a high level of support services. The corporate suit is 
becoming a heavy package of tools aimed to fight against 
malware, network attacks, spam, phishing. It gives to 
administrators a control under a huge corporate network 
that allows monitoring a real-time activity and react to an 
existing situation as soon as possible. A corporate security 
is a multifactor system that consists of security software, 
services, policies and a human factor. None of them should 
be missed in a building process of secure corporate 
environment. 
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This research paper is about data mining (DM) and 
visualization methods using independent 
component analysis and self organizing map for 
gaining insight into multidimensional data. A new 
method is presented for an interactive visualization 
of cluster structures in a self-organizing Map. By 
using a contraction model, the regular grid of self- 
organizing map visualization is smoothly changed 
toward a presentation that shows better the 
proximities in the data space. A Novel Visual Data 
Mining method is proposed for investigating the 
reliability of estimates resulting from a Stochastic 
independent component analysis (ICA) algorithm. 
There are two algorithms presented in this paper 
that can be used in a general context. Fast ICA for 
independent binary sources is described. The 
model resembles the ordinary ICA model but the 
summation is replaced by the Boolean Operator 
OR and the multiplication by AND. A heuristic 
method for estimating the binary mixing matrix is 
also proposed. Furthermore, the differences on the 
results when using different objective function in 
the FastICA estimation algorithm is also discussed. 
KEY WORDS: 

Independent component analysis, Self 
organizing map, Vector quantization, patterns, 



Agglomerative hierarchical methods, Time series 
segmentation, Finding patterns by proximity, 
Clustering validity indices, Feature selection and 
weighing Fast ICA. 
1. INTRODUCTION 

The tasks that are encountered within data mining 
research are predictive modeling, descriptive 
modeling, discovering rules and patterns, 
exploratory data analysis, and retrieval by content. 
Predictive modeling includes many typical tasks of 
machine learning such as classification and 
regression. Descriptive modeling that is ultimately 
about modeling all of the data e.g., estimating its 
probability distribution. Finding a clustering, 
segmentation or informative linear representation 
are common subtasks of descriptive modeling. 
Particular methods for discovering rules and 
patterns emphasize finding interesting local 
characteristics and patterns instead of global 
models. 

Descriptive data mining techniques for 
data description can be divided roughly into three 
groups: 

Proximity preserving projections for (visual) 
investigation of the structure of the data. 
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Partitioning the data by clustering and 
segmentation . 

Linear projections for finding interesting linear 
combinations of the original variables using 
principal component analysis and independent 
component analysis. 

A clustering is a partition of the set of all 
data items C= {1,2,....N} into K disjoint clusters 

C = U K = 1C, 



I I 



2.SELF- ORGANIZING MAP 

The basic Self-organizing map is formed of 
K map units organized on a regular k x 1 low- 
dimensional grid-usually 2D for visualization. 
Associated to each map unit i, there is a 

1. Neighborhood kernel h(dij,a(t))where the 
distance dy is measured from map unit i to others 
along the grid (output space), and 

2. a codebook vector q that quantize the data space 
(input space). 

The magnitude of the neighborhood kernel 

decreases monotonically with the distance dy. A 

typical choice is the Gaussian kernel . 

Batch algorithm 

One possibility to implement a batch SOM 

algorithm is to add an extra step to the batch K- 

means procedure. 

E;=l|c,|h(d fl ,a(0)c,) 

C i '■= J^K i > V ' 

X, = l|C,h(d„.<T(t)) 

A relatively large neighborhood radius in the 



beginning gives a global ordering for the map. The 
kernel width a(t) is then decreased monotonically 
along with iteration steps which increases the 
flexibility of the map to provide lower quantization 
error in the end. If the radius is run to zero, the 
batch SOM becomes identical to K-means. 

The batch SOM is a computational short- 
cut version of the basic. Despite the intuitive clarity 
and elegance of the basic SOM, its mathematical 
analysis has turned out to be rather complex. This 
comes from the fact that there exists no cost 
function that the basic SOM would minimize for a 
probability distribution . 

In general, the number of map codebook vectors 
governs the computational complexity of one 
iteration step of the SOM. If the size of the SOM is 
scaled linearly with the number of data vectors, the 
load scales to O (MN 2 ). But on the other hand, the 

selection of K can be made following, e.g., V N as 
suggested in and the load decreases to O (MN 1 ' 5 ). 
It is suggested that the SOM Toolbox applies to 
small to medium data sets up to, say, 10 000-100 
000 records. A specific problem is that the memory 
consumption in the SOM Toolbox grows 
quadratically along with the map size K. 

In practice, the SOM and its variants have 
been successful in a considerable number of 
application fields and individual applications. In 
the context of this paper interesting application 
areas close to VDM include 
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Visualization and UI techniques especially in 
information retrieval, and exploratory data analysis 
in general. 

Context-aware computing. 

Industrial applications for process monitoring 
and analysis. 

Visualization capabilities, data and noise 
reduction by topoloigically restricted vector 
quantization and practical robustness of the SOM 
are of benefit to data mining. There are also 
methods for additional speed-ups in the SOM for 
especially large datasets in data mining and in 
document retrieval applications. 

The SOM framework is not restricted to 
Euclidean space or real vectors. A variant of the 
SOM in a non-Euclidean space or real vectors. A 
variant of the SOM in a non-Euclidean space is 
presented to enhance modeling and visualizations 
of hierarchically distributed data. This method 
uses a fisheye distortion in the visualization. Also 
self-organizing maps and similar structures for 
symbolic data exist and have been applied also to 
context-aware computation. 

3.AGGLOMERATIVE HIERARCHICAL 

METHODS: 

Some clustering methods construct a model of the 
input data space that inherently would allow 
classifying a new sample into some of the 
determined clusters. K-means partition the input 
data space in this manner. Some other methods 



merely provide a partition of the items in the 
sample: the agglomerative hierarchical methods 
provide an example of this case. 
The family of partitional methods is often opposed 
to the hierarchical methods. Agglomerative 
hierarchical methods do not aim at minimizing a 
global criteria for partitioning, but join data items 
in bigger clusters in a bottom-up manner. In the 
beginning, all samples are considered to form their 
own cluster. After this, at N-l steps the pair of 
clusters having minimal pairwise dissimilarity 8 
are joined, which reduces the number of remaining 
clusters by one. The merging is repeated until all 
data is in one cluster. This gives a set of nested 
partitions and a tree presentation is quite a natural 
way of representing the result. 
Here we list the between-cluster dissimilarities 8 
of some of the most common agglomeration 
strategies the single linkage (SL), complete linkage 
(CL) and average linkage (AL) criteria. 

s i = S sl =mind, 7 isC k ]eC x 
S 2 =S CL =mixd.. isC k jsC, 
1 



^3 = S AL 



I IX 



C k C l isCk jeCi 



Where C k , Q, (k^l) are any two distinct clusters. 
SL and CL are invariant for monotone 
transformations of dissimilarity. SL is reported to 
be noise sensitive but capable of producing 
elongated or chained clusters while CL and AL 
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tend to produce more spherical clusters. If 
similarities are used instead, the merging occurs 
for maximum pairwise cluster similarity. 
4. TIME SERIES SEGMENTATION: 

In addition to the basic cluster analysis 
tasks, other clustering methods that include 
auxiliary constraints are also discussed here. The 
time series segmentation where the data items have 
some natural order, e.g., time, which must be taken 
into account; a segment always consists of a 
sequence of subsequent samples of the time series. 

A K-segmentation divides X into K 

segments Ci with K -1 segment borders CI, , 

C K _! so that 

CI = [x(l), x(2) , x(Ci)], ., C K = [x(Ck.i+1), x(Ck- 

1 +2),....,x(c N )] Eq -1 

This is the basic time series segmentation 
task where each segment is considered to emerge 
from a different model; Furthermore, we consider 
the case where the data to be segmented is readily 
available. 

As in the basic clustering task, we wish to 
minimize some adequate cost function by selection 
of the segment border. We stay with costs which 
are sums of individual segment costs that are not 
affected by changes in other segments. An 
example of such a function is an SSE cost function 
like that of Eq-1 where ci is the mean vector of data 
vectors in segment Ci. There is, of course, a 
fundamental difference between time series 



segmentation with SSE cost and vector 
quantization. In vector quantization, the borders of 
the nearest neighbors regions Vi are defined by the 
codebook vectors, whereas in segmentation, the 
mean vectors, Ci are determined by the segments 
Ci but cannot directly be used to infer the segment 
borders. 

Minimizing the cost in Eq- 1 for 
segmentation aims at describing each segment by 
its mean value. It may also be seen as splitting the 
sequence so that the (biased) sample variance 
computed by pooling the sample variances of the 
segments together is minimal. 

Algorithms 

The basic segmentation problem can be 

solved optimally using dynamic programming. 
The dynamic programming algorithm finds also 
optimal 1,2,.... K-l segmentations while searching 
for an optimal K-segmentation. The computational 
complexity of dynamic programming is of order O 
(KN 2 ) if the cost of a segmentation can be 
calculated in linear time. It may be too much when 
there are large amounts of data. 

Another class are the merge-split 
algorithms of which the local and global iterative 
replacement algorithms (LIR and GIR) resemble 
the batch K-means in the sense that at each step 
they change the descriptors of partition (Segment 
borders vs. codebook vectors) to match with a 
necessary condition of local optimum. The LIR 
gets more easily stuck in bad local minima, and the 
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GIR was considerably better in this sense, yet still 
sensitive to the initialization. The GIR and LIR 
algorithms can be seen as variants of the "Pavlidis 
algorithm" that changes the borders gradually 
toward a local optimum. 

The test procedures use random 
initialization for the segments. As in the case of K- 
means, the initialization matters, and it might be 
advisable to try an educated guess for initial 
positions. One possibility to create a more 
effective segmentation algorithm is to combine 
several greedy methods. For example, the basic 
bottom-up and top-down methods can be fine- 
tuned by merge-split methods. 
Applications 

Time series and other similar 
segmentation problems arise in different 
applications, e.g., in approximating functions by 
piecewise linear functions. This might be done for 
the purpose of simplifying or analyzing contour or 
boundary lines. Another aim, important in 
information retrieval, is to compress or index 
voluminous signal data. Other applications in data 
analysis span from phoneme segmentation into 
finding sequences in biological or industrial 
process data. 

5. VECTOR QUANTIZATION: 
Suggested by intuitive aim of the basic clustering 
task, adequate global clustering criteria can be 
obtained by minimizing / maximizing a function of 



within-cluster dispersion (Scatter) D w , between 
cluster dispersion D B , and their sum, the total 
dispersion D T , that is constant and independent of 
the clustering. For data in a Euclidean space. 



D w = f j D w (i), D w (i)= ^(x(j)-ci) (x(j)-cif 

(=1 jsCi 

K 

D B =Y J ICilci-c)(ci-cf 



D T =D w ,+D B =£(x(i)-c)(x(i)-c) T 

Where K is the number of clusters, Ci is the 
average of the data in cluster Ci, and c is the 
average of all data. These quantities can be 
formulated also for a general dissimilarity matrix. 

The dispersion matrices can be used as a 
basis for different cost functions. Tow criteria 
invariant to (non-singular) linear transformations 
of data based on the dispersion matrices; 

maximizing trace D w D w . Minimizing det (D w ) 

gives the maximum likelihood solution for a model 
where all clusters are assumed to have a Gaussian 
distribution with the same covariance matrix. 

The aforementioned criteria may be 
difficult to optimize. Therefore a scale dependent 
criteria, minimization of trace (D w ) has become 
popular, presumably because it can be 
(Suboptimally) minimized with the fast and 
computationally light K-means algorithm that is 
shortly described in more detail. 
Minimization of trace (D w ) is the same as 
minimizing the sum of squared errors (SSE) 
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between a data vector x(i) and the nearest cluster 
centroid Cj: 

SSE = j^ X *U)-ci 2 

The above Eq. is encountered in vector 
quantization, a form of clustering that is 
particularly intended for compressing data. In 
vector quantization, the cluster centroids appearing 
in the above Eq. are called codebook vectors. The 
codebook vectors partition the input space in 
nearest neighbor regions Vi. A region Vi 
associated with the nearest cluster centroid by 

Vi= {x:llx-cill< llx-clll ;Vj} 

(nearest neighbor condition). 

Cluster Ci in the above Eq is now the set of input 

data points that belong to Vi. 

K-means 

k-means refers to a family of algorithms 
that appear often in the context of vector 
quantization. K-means algorithms are 

tremendously popular in clustering and often used 
for exploratory purpose. As a clustering model the 
vector quantizer has an obvious limitation. The 
nearest neighbor regions are convex, which limits 
the shape of clusters that can be separated. 
We consider only the batch k-means algorithm; 
different sequential procedures are explained. The 
batch K-means algorithm proceeds by applying 
alternatively in successive steps the centroid and 



nearest neighbor conditions that are necessary for 
optimal vector quantization. 

1. Given a codebook of vectors c ; i=l,2, K 

associate the data vectors into codebook 
vectors according to the nearest neighbor 
condition. Now, each code book vector has a 
set of data vectors Ci associated to it. 

2. Update the codebook vectors to the centroids 
of sets Ci according to the centroid condition. 
That is, for all i set q :=(l/|Cil)ZjsciXJ. 

3. Repeat form step 1 until the codebook vectors 
ci do not change any more. 

When the iteration stops, a local minimum for the 
quantity SSE is achieved K-means typically 
converges very fast. Furthermore, when K« N, 
K-means is computationally far less expensive than 
the hierarchical agglomerative methods, since 
computing KN distances between codebook 
vectors and the data vectors suffices. 

Well known problems with the K-means 
procedure are that it converges but to a local 
minimum and is quite sensitive to initial 
conditions. A simple initialization is to start the 
procedure using K randomly picked vectors from 
the sample. A first aid solution for trying to avoid 
bad local minima is to repeat K-means a couple of 
times from different initial conditions. More 
advanced solutions include using some form of 
stochastic relaxation among other modifications. 
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6. CLUSTERING VALIDITY INDICES 

The clustering methods in this paper do not directly 
make a decision of the number of clusters but require 
it as a parameter. This poses a question which 
number of clusters fits best to the "natural structure" 
of the data. The problem is somewhat vaguely 
defined since the utility of clusters is not explicitly 
stated with any cost function. An approach to solve 
this is the "add-on" relative clustering validity 
criteria. Basically, one clusters first the data with an 
algorithm with cluster number K = 2,3,... , K max . 
Then, the index is computed for the partitions, and 
(local) minima, maxima, or knee of the index plot 
indicate the adequate choice(s) of K. 
Two examples of such indices Davies-Bouldin 
type indices are among the most popular relative 
clustering validity criteria: 



s A {c k a) 






A(C,) + A(C,) . 

=max — , vj, j ■*■ i 



S(C„C n 

where A(Cj) is some adequate scalar measure for 
within-cluster dispersion and 8( Q, Cj) for between 
cluster dispersion. A simplified variant of this, the 
R-index (I R ) is 

• K rin 

h=—Y ^,Where 

-K- k=i S k 

s " =^V Z «»„. ^dsf = minrr^- Z Z d u * fc )- 

CJ i,jsck ' C fc Cj isC k jsCl 

In preliminary experiments, the R-index gave 
reasonable suggestions for a sensible number of 
clusters with a given benchmarking data set. 



E^ A b( C J 

m 

where 8 A is some between-cluster dissimilarity 
measure and A B is some measure of within-cluster 
dispersion (diameter), e.g., 

A i( c J =maxd, 7 i,jsC k 



^c k )=-^—Td il . 






There are literally dozens of relative cluster 
validity indices and as is obvious, the selection of 
the R-index is hardly optimal but a working 
solution and it is only meant to roughly guide the 
exploration. 

6.1. Finding interesting linear projections 
Finding patterns in data can be assisted by 
searching an informative recoding of the original 
variables by a linear transformation. The linearity 
is at the same time the power and the weakness of 
these methods. On one hand, a linear model is 
limited, but on the other hand, potentially both 
computationally more tractable and intuitively 
more understandable than a non-linear method. 

6.2. Independent component analysis 

In the basic, linear and noise-free, ICA model, we 
have M latent variables s ; , i.e., the unknown 
independent components (or source signals) that 
are mixed linearly to form M observed signals, 
variables Xj. When X is the observed data, the 
model becomes 
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X=AS -Eq-2 

where A is an unknown constant matrix, called the 
mixing matrix, and S contains the unknown 
independent components; 

S = [s( 1) s(2)... s(N)] consisting of vectors s(i), s 
= [Si s 2 ... s M ] T . The task is to estimate the mixing 
matrix A (and the realizations of the independent 
components s ; ) using the observed data X alone. 
The independent components must have non- 
Gaussian distributions. However, what is often 
estimated in practice, is the demixing matrix W for 
S = WX, where W is a (pseudo)inverse of A. 
This kind of problem setting is pronounced in blind 
signal separation (BSS) problems, such as the 
"cocktail party problem" where one has to resolve 
the utterance of many nearby speakers in the Same 
room. Several algorithms for performing ICA have 
been proposed, and the FastICA algorithm is 
briefly described in the next section. 
6.3. FastICA 

The FastICA algorithm is based on finding 
projections that maximize non-Gaussianity 
measured by an objective function. A necessary 
condition for independence is uncorrelatedness, 
and a way of making the basic ICA problem 
somewhat easier is to whiten the original signals 
X. Thereafter, it suffices to rotate the whitened 
data Z suitably, i.e., to find an orthogonal demixing 
matrix that produces the estimates for the 
independent components S = W*Z. When the 



whitening is performed the demixing matrix for the 
original, centered data is W = W* A' V2 E T . 
Here, we present the symmetrical version of the 
FastICA algorithm where all independent com- 
ponents are estimated simultaneously: 

1. Whiten the data. For simplicity, we denote here 
the whitened data vectors by x and the mixing 
matrix for whitened data with W. 

2. Initialize the demixing matrix 

[T T T 1 I 

W 1 W 2 W M J, e.g., randomly. 

3. Compute new basis vectors using update rule 

wj := E (g(w T j x)x) -E-(g' (wjx)) w ; 

where g is a non-linearity derived from the 
objective function J; in case of kurtosis it becomes 
g(u) = u 3 , and in case of skewness g(u) = u 2 . Use 
sample estimates for expectations. 

4. Orthogonalize the new W, e.g., by W:= 
W(W T W)- 1/2 . 

5. Repeat from step 3 until convergence. 

There is also a deflatory version of the FastICA 
algorithm that finds the independent components 
one by one. It searches for a new component by 
using the fixed point iteration (in step 3 of the 
procedure above) in the remaining subspace that is 
orthogonal to previously found estimates. 
Both practical and theoretical reasons make the 
FastICA an appealing algorithm. It has very com- 
petitive computational and convergence properties. 
Furthermore, FastICA is not restricted to resolve 
either super or sub-Gaussian sources of the original 
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sources as it is the case with many algorithms. 
However, the FastICA algorithm faces the same 
problems related to suboptimal local minima and 
random initialization which appear in many other 
algorithms-including K-means and GIR. 
Consequentiy, a special tool Icasso for VDM style 
assessment of the results was developed in the 
course of this paper . 

6.4. ICA and binary mixture of binary signals 
Next, we consider a very specific non-linear 
mixture of latent variables, the problem of the 
Boolean mixture of latent binary signals and 
possibly binary noise. The mixing matrix A B , the 
observed data vectors x B and the independent, 
latent source vectors s B all consist now of binary 
vectors e{0,l} M . The basic model in Eq.-2 is 
replaced by a Boolean expression 

x, B = va?AS?, i = l,2...M 

! i=i " J 

where a is Boolean AND and v Boolean OR. 
Instead of using Boolean operators it could be 
written x B = U(A B s B ) using a step function U as a 
post-mixture non-linearity. The mixture can be 
further corrupted by binary noise: exclusive-OR 
type of noise. 

On one hand, the basic ICA cannot solve the 
problem in the above eqn. The methods for post- 
non-linear mixtures that assume invertible non- 
linearity cannot be directly applied either. On the 
other hand, it seems possible that the basic ICA 



could work for data emerging from sources and 
basis vectors that are "sparse enough". 
Consequently, we experimented how far the 
performance of the basic ICA can be pushed, using 
reasonable heuristics, without elaborating 
something completely new. In this paper, the 
experiment can be seen as a feasibility study for 
using ICA where the data was close to binary. 
Furthermore, there are similar problems in other 
application fields, prominently in text document 
analysis where such data is encountered. Since the 
basic ICA model is not the optimal choice for 
handling such problems in general, probabilistic 
models and algorithms have recently been 
developed for this purpose. 

First the estimated linear mixing matrix A is 
normalized by dividing each column with the 
element whose magnitude is largest in that column. 
Second, the elements below and equal to 0.5 are 
rounded to zero and those above 0.5 to one: 

A B =U(AA-T) 

Where the diagonal scaling matrix A has elements 
1 



I = 



smax(a ; ) 



where 



s max(a i ) 



fmin a i if |_min a,. J > [max a, J 



I max a j otherwise. 
Where max a i means taking the maximum and 

min (2; the minimum element of the column vector 

a [ , Matrix T contains thresholds, here we set ty = 
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0.5, Vi, j. As supposed, this trick works quite well 
with sparse data and skewness E (y 3 ) works better 
than kurtosis as a basis for the objective function 
on a wide range of sparsity data, except for noisy 
data. 

Conclusion: 

In a nutshell, new ways have been presented to 
develop data mining techniques using SOM and 
ICA as data visualization methods e.g., to be used 
in process analysis, an exploratory method of 
investigating the stability of ICA estimates, 
enhancements and modifications of algorithms 
such as the fast fixed-point algorithm for time 
series segmentation and a heuristic solution to the 
problem of finding a binary mixing matrix and 
independent binary sources. Both time-series 
segmentation and PCA revealed meaningful 
contexts from the features in a visual data 
exploration. 
REFERENCES: 

1. Alhoniemi, E. (2000). Analysis of Pulping Data 
Using the Self-Organizing Map. Tappi Journal, 
83(7):66. 

2. Cheung, Y.-M. (2003). k* -Means: A New 
Generalized k-Means Clustering Algorithm. Pattern 
Recognition Letters, 24(15):2883-2898. 

3. Grabmeier, J. and Rudolph, A. (2002). Techniques of 
Cluster Algorithms in Data Mining. Data Minning 
and Knowledge Discovery, 6(4):303-360. 

4. Hoffman, P.E. and Grinstein, G.G. (2002). A Survey 
of Visualizations for High-Dimensional Data Mining. 
In Fayyad et al. (2002), chapter 2, pages 47-82. 



5. Hyvarinen, A., Karhunen, J., and Oja, E. (20010. 
Independent Component Analysis. Wiley Inter- 
science. 

6. Lampinen, I. and Kostiainen, T. (20020. Generative 
Probability Density Model in the Self-Organizing 
Map. In Seiffert and Iain (2002), chapter 4, pages 75- 
92. 

7. Ultsch, A. (20030. Maps for the Visualization of 
High-Dimensional Data Spaces. In WSOM2003 
(2003). CD-ROM. 

8. WSOM2003 (2003). Proceedings of the Workshop on 
Self-organizing Maps (WSOM2003, Hibino, 
Kitakyushu, Japan. 

9. Grinstein, G.G. and Ward, M.O. (2002). Introduction 
to Data Visualization. In Fayyad et al. (2002), chapter 
1, pages 21-45. 

10. Kohonen, T. (2001). Self-organizing Maps. Springer, 
3 rd edition. 

11. Keim.DA. and Kriegel, H.-P.(1996). Visualization 
Techniques for Mining Large Database: A 
comparison. IEEE Transactions of Knowledgeand 
Data Engineering. 

12. Vesanto.I. (2002). Data Exploration Process Based on 
the Self-Organizing Map. 

13. WSO2003 (20030. Proceedings of the Workshop on 
Self-Organizing Maps (WSOM2003), Hibino, 
Kitakyushu, Japan. 

14. Yin, H. (2001) Visualization Induced SOM (ViSOM). 
In Allinson, N, Yin, H, Allinson, L., and Slack, j., 
editors, Advances in Self-Organizing Maps. 



180 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 
Vol. 9, No. 1, January 2011 



MOBILE AGENT COMPUTING 

MRIGANK RAJYA 

Software Engineer 

HCL Technologies Ltd. 

GURGAON, INDIA 

mrigankraj ya@gmail .com 



ABSTARCT 

In a broad sense, an agent is any program that acts on 
behalf of a (human) user. A mobile agent then is a 
program which represents a user in a computer 
network, and is capable of migrating autonomously 
from node to node, to perform some computation on 
behalf of the user. In computer science, a mobile 
agent is a composition of computer software and data 
which is able to migrate (move) from one computer 
to another autonomously and continue its execution 
on the destination computer. Mobile Agent, namely, 
is a type of software agent, with the feature of 
autonomy, social ability, learning, and most 
important, mobility. Mobile agent is an agent that 
migrates from machine to machine in a 
heterogeneous network at times of its own choosing. 
An agent is "an independent software program which 
runs on behalf of a network user". A mobile agent is 
a program which, once it is launched by a user, can 
travel from node to node autonomously, and can 
continue to function even if the user is disconnected 
from the network. Examples can be Personal 
assistant (mail filter, scheduling), Information agent 
(tactical picture agent), E-commerce agent (stock 
trader, bidder) and Recommendation agent (Firefly, 
Amazon.com). 

Keywords: Mobile Agent (M.A), agent, paradigm, 
life cycle. 

1. WORKING OF MOBILE AGENT 

A mobile agent consists of the program code and the 
program execution state (the current values of 



variables, next instruction to be executed, etc.). 
Initially a mobile agent resides on a computer called 
the home machine [1-2]. The agent is then dispatched 
to execute on a remote computer called a mobile 
agent host (a mobile agent host is also called mobile 
agent platform or mobile agent server). When a 
mobile agent is dispatched the entire code of the 
mobile agent and the execution state of the mobile 
agent is transferred to the host. The host provides a 
suitable execution environment for the mobile agent 
to execute. The mobile agent uses resources (CPU, 
memory, etc.) of the host to perform its task. After 
completing its task on the host, the mobile agent 
migrates to another computer. Since the state 
information is also transferred to the host, Mobile 




#• 




A mobile agent performs work 
on behalf of 3 user ss it 
travels to multiple locations 
on the network. 



Figure 1 
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agents can resume the execution of the code from 
where they left off in the previous host instead of 
having to restart execution from the beginning. This 
continues until the mobile agent returns to its home 
machine after completing execution on the last 
machine in its itinerary. 

2. THE LIFE CYCLE OF MOBILE AGENT 
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Figure 2 

1. The mobile agent is created in the Home 
Machine. 

2. The mobile agent is dispatched to the Host 
Machine A for execution. 

3. The agent executes on Host Machine A. 

4. After execution the agent is cloned to create 
two copies. One (A mobile agent consists of 
the program code and the program execution 
state [3-4]. The mobile agent uses resources 
(CPU, memory etc.) of the host to perform 
its task) .copy is dispatched to Host Machine 
B and the other is dispatched to Host 
Machine C. 

5. The cloned copies execute on their 
respective hosts. 

6. After execution, Host Machine B and C 
send the mobile agent received by them 
back to the Home Machine. 

7. The Home Machine retracts the agents and 
the data brought by the agents is analyzed. 
The agents are then disposed. 



3. DESCRIPTION 



Part- View of Agent Topology 



Collaborative 
Agents 



Collaborative 
Agents 



Smart 
Agents 




Interface 
Agents 



Figure 3 
Different types ofagents:- 

■ Agents exist in a multi-dimensional space 

■ A representative flat-list 

1 . Collaborative agents 

2. Interface agents 

3. Mobile agents 

4. Information/Internet agents 

5 . Reactive agents 

6. Hybrid agents 

7. Smart Agents 

■ Collaborative Agents 

> These emphasize autonomy, and 
collaboration with other agents to 
perform their tasks. 

> They may need to have " social " 
skills in order to communicate and 
negotiate with other agents. 
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> Collaborative Agents example 

1 . Pleiades Project at CMU. 

2. Visitor-Hoster: 

• helps a human secretary to plan the 
schedule of visitors to CMU 

• matches their interests with the interests 
and availability of the faculty and staff. 

• organized as a number of agents that 
retrieve the relevant pieces of information 
from several different real-world 
information sources, such as finger, online 
library search etc. 

■ Interface (Personal) Agents 

> Emphasize autonomy, and learning 
in order to perform useful tasks for 
their owners. 

> Examples 

1. Personal assistants that handle your 
appointments 

2. Office Agents in Microsoft Office. 

> "Learn" to serve the user better, by 
observing and imitating the user, through 
feedback from the user, or by interacting 
with other agents. The main challenge here 
is how to assist the user without bothering 
him, and how to learn effectively. 

Information / Internet Agents 

> Focus on 

o helping us to cope with the sheer 
"tyranny of information" in the 
Internet age. 

> Help to 

o manage, manipulate or collate 
information from many distributed 
sources. 

> Share their 

o respective motivations and 
challenges 



o Functional challenges of managing 
information. 

4. BASIC ARCHITECTURE 

An agent server process runs on each 
participating host. Participating hosts are 
networked through links that can be low- 
bandwidth and unreliable. An agent is a 
serializable object - an object whose data as 
well as state can be marshaled for 
transportation over the network. Data 
marshaling is required for flattening and 
endoding of data structures, so that they can 
be sent from one computer to another. An 
object similarly serialized and transmitted 
between hosts [5-7]. Upon arrival, the object 
can be reconstituted and de-serialized, with 
its execution state restored to when it was 
serialized, and then the object can resume 
execution on the newly-arrived host system; 
i.e. whose execution state can be frozen for 
transportation and reconstituted upon arrival 
at a remote site. 
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Figure 4 

Advantages of the agent paradigm 

• Reducing traffic / congestion as agents 
are smaller in size 

• Enhanced security over protected data 
especially in a broadcast mode 
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• Avoiding unnecessary data transfer: the 
transfer of user intention enabling 
selection of required data and 
intelligently computed abstraction. 

• A modular approach to distributed 
applications. 

• Interoperability: through a new agent 
layer 

5. MOBILE AGENT PARADIGM V/S 
CLIENT SERVER PARADIGM 

In Figure 5 above we have mobile agent 
paradigm and client server paradigm. The mobile 
agent paradigm consists of two hosts HOST A 
and HOST B [8-9]. The client server paradigm 
consists of client host and server host. 



The mobile agent paradigm vs. the 
client-server paradigm 
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Figure 5 



A. Evolution of the "mobile agent" paradigm 

The evolution of mobile agent paradigm is 
explained in Figure 6 as follows. 



Agent 
Code, 
Data, and 
Context 



2. agent migration 



1 Agent dispatch 



Mobile Agent 



Client 



M.Apt migration 



3. Agent migration 



Serar-3 



Figure 6 

The agent dispatches from the client, then 
migrates to the server and finally migrates to the 
client. 

B. Properties of mobile agents 

Mobile agents have the following unique 
properties. 

1. Adaptive Learning: 

Mobile agents can learn from experiences and 
adapt themselves to the environment. They can 
monitor traffic in large networks and learn about 
the trouble spots in the network. Based on the 
experiences of the agent in the network the agent 
can choose better routes to reach the next host. 

2. Autonomy: 

Mobile agents can take some decisions on its 
own. For example, mobile agents are free to 
choose the next host and when to migrate to the 
next host. These decisions are transparent to the 
user and the decisions are taken in the interest of 
theuser. 

3. Mobility: 

Mobile agents have the ability to move from one 
host to another in the network. 

6. ATTRIBUTES OF MOBILE AGENT 

1. Code 

2. State 
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a. Execution state 

b. Object state 

3 . Name 

a. Identifier 

b. Authority 

c. Agent system type 

4. Location 



7. ASSUMPTIONS ABOUT COMPUTER 
SYSTEMS VIOLATED BY MOBILE 
AGENTS 

1. Whenever a program attempts some action, 
we can easily identify a person to whom that 
action can be attributed, and it is safe to 
assume that that person intends the action to 
be taken. 

2. Only persons that are known to the system 
can execute programs on the system. 

3. There is one security domain corresponding 
to each user; all actions within that domain 
can be treated the same way. 

4. Single-user systems require no security. 

5. Essentially all programs are obtained from 
easily identifiable and generally trusted 
sources. 

6. The users of a given piece of software are 
restrained by law and custom from various 
actions against the manufacturer's interests. 

7. Significant security threats come from 
attackers running programs with the intent 
of accomplishing unauthorized results. 

8. Programs cross administrative boundaries 
only rarely, and only when people 
intentionally transmit them. 

9. A given instance of a program runs entirely 
on one machine; processes do not cross 
administrative boundaries at all. 

10. A given program runs on only one particular 
operating system. 
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11. Computer security is provided by the 
operating system. 

8. THREATS POSED BY MOBILE AGENTS 

1) Destruction of 

Data, hardware, current environment. 

2) Denial of service 

• Block execution. 

• Take up memory. 



Prevention of 

resources/network. 



access 



to 



3) Breach of privacy / theft of resources 

■ Use of covert channels. 

■ Obtain/transmit privileged 
information. 

4) Harassment 

Display of annoying /offensive information and 
screen flicker. 

5) Repudiation- Ability to deny an event ever 
happened. 

6) Denial of service. 

7) Unauthorized use or access of code/data. 

8) Unauthorized modification or corruption 
code/data. 

9) Unauthorized access, modification, corruption, or 
repeat of agent external communication. 



9.PROTECTION METHODS 

MALICIOUS MOBILE AGENTS 



AGAINST 



1 . Authenticating credentials 



certificates and 
digital signatures 



2. Access Control and Authorization 

• Reference 
monitor 



security domains 
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• policies 

3. Software-based Fault Isolation 

• Java's "sandbox" 

4. Monitoring 

• auditing of 
agent's activities 

• setting limits 

5. Proxy-based approach to host protection 

6. Code Verification - proof-carrying code 
10. MOBILE AGENT SYSTEMS 

• Mission oriented single agents: ex. 
Information integration in hypermedia or 
pre-routing congestion awareness. 

• Multiple agent - single agency: ex. Dynamic 
routing and network mapping, hidden to end 
users. 

11. BENEFITS OF MOBILE AGENTS 

Bandwidth conservation 

Reduction of latency 

Reduction of completion time 

Asynchronous(disconnected) 
communications 

Load balancing 

Dynamic deployment 



12. DISADVANTAGES 
AGENTS 



OF MOBILE 



The main drawback of mobile agents is the 
security risk involved in using mobile agents 
.Security risks in a mobile computing 
environment are twofold. 

Firstly a malicious mobile agent can damage 
a host. A virus can be disguised as a mobile 
agent and distributed in the network causing 
damage to host machines that execute the 
agent. 



■ On the other hand a malicious host can 
tamper with the functioning of mobile agent. 

■ To illustrate this scenario consider a mobile 
agent that visits the servers of several 
airlines to buy a ticket for the lowest price. 
A malicious airline server can try to obtain 
sensitive price information from the mobile 
agent. 

■ The malicious server may tamper with the 
mobile agent and increase the prices quoted 
by other airlines thereby giving it an unfair 
advantage. 

■ Some servers may even try to steal credit 
card numbers from mobile agent. 

13. APPLICATIONS OF MOBILE AGENTS 

I. TECHNICAL REPORTS 
II. MILITARY 

III. E-COMMERCE - Mobile agents can 
travel to different trading sites and help 
to locate the most appropriate deal, 
negotiate the deal and even finalize 
business transactions on behalf of their 
owners. A mobile agent can be 
programmed to bid in an online auction 
on behalf of the user. The user himself 
need not be online during the auction. 

IV. MOBILE COMPUTING - Mobile 
agents can travel to different trading 
sites and help to locate the most 
appropriate deal, negotiate the deal and 
even finalize business transactions on 
behalf of their owners [10-12]. A 
mobile agent can be programmed to bid 
in an online auction on behalf of the 
user. The user himself need not be 
online during the auction. 

V. PARALLEL COMPUTING - Solving a 
complex problem on a single computer 
takes a lot of time. To overcome this, 
mobile agents can be written to solve 
the problem. These agents migrate to 
computers on the network, which have 
the required resources and use them to 
solve the problem in parallel thereby 
reducing the time required to solve the 
problem. 
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VI. DATA COLLECTION - Consider a 
case wherein, data from many clients 
has to be processed. In the traditional 
client-server model, all the clients have 
to send their data to the server for 
processing resulting in high network 
traffic. Instead mobile agents can be 
sent to the individual clients to process 
data and send back results to the server, 
thereby reducing the network load. 



VII. 


INFORMATION RETRIEVA] 


VIII. 


MONITORING 


IX. 


SHAREWARE 


X. 


VIRTUAL MARKET PLACE 


14. FUTURE SCOPE 


Ad Hoc networks 



• Mobile nodes that can be envisioned as 
routers for message transfer: ex. Laptops 

• Each node installed with a transceiver for 
two way communication in restricted 
bandwidth: signal strength may be adaptively 
variable. 

• Disconnection among caller & responder 
viewed as effect of link failure. 

• Purely distributive control with no hierarchy 
at the systems level 

• Active nodes transmit periodic beacons for 
neighborhood information updates. 
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Abstract — MapReduce one of the distributed computing 
techniques is integrated with decision tree classifier C4.5 in 
the distributed environment and ensemble learning with 
its classifier. This paper proposes an algorithm to classify, 
predict data using MapReduce for DC4.5 with ensemble 
learning. Proposed algorithm increases the accuracy and 
scalability of the data. Noise handling in the decision trees 
with respect to the distributed data is also handled here. 

Keywords C4.5, Distributed Decision Trees, MapReduce, 
Ensemble learning 

I. Introduction 

Classification of the decision trees plays a major role in the 
distributed and centralised environment. Centralised 
classification techniques are not efficient in handling large 
volumes of data. Deluge information is available in today's 
world and it had become necessitated to analyse the 
information and mine knowledge. For these aspects distributed 
classification techniques comes in handy. One of the 
classification techniques C4.5 in distributed environment is 
discussed here and also MapReduce which comes in handy in 
the distributed environment. 

C4.5 decision tree algorithm is one of the most popular 
techniques used to predict and classify the data. On massive 
handling of large data sets may lead to biased selection and 
chances of missing the value are high. C4.5 selects the 
unbiased values and prunes the tree in the times of over fitting. 
Handling discrete and missing values with precision is also 
possible through C4.5. In a distributed environment, C4.5 
selects the attributes across the environment, but the inherit 
disadvantage of the C4.5 is it is an unstable classification so 
another learning techniques of ensemble learning and 
MapReduce is utilised. 

In Ensemble learning, base classifiers are constructed from the 
data sets. New data is classified by combining the predictions 
of the base classifiers. Ensemble paves way to combining and 
perturbing many methods to increase the accuracy of and 



improves the scalability in a significant way. Ability to 
Generate multiple versions of the classifiers by the training set 
or any method or considering any set of parameters. 

SPRINT algorithm[3] achieve the scalable performance in the 
parallel and distributed environment. Prodromidis[4] in the 
meta learning discusses in respect to the distributed 
environment.JAM[5] in the grid and cloud computing 
environment and Weka[6] for grid enabled cross validation 
and testing. These are the few algorithms already specifies for 
the parallel and distributed environment with ensemble 
methods. 

Map Reduce [1] proposed by Google for handling massive 
large data sets. There are two primary functions (1) a Map 
Function (2) Reduce Function for the distributed, parallel and 
cloud computing environment. Basic work of map reduce is 
to iterate the input, compute key - value pairs for each part of 
the input, group all intermediate values by key, then again 
iterate over the resulting groups and finally reduce each group. 
Implementation issues like fault tolerance, load balancing and 
performance are also be able to handle in the Map Reduce 
environment. Series of machine learning techniques are used 
in MapReduce to efficiently solve the problems arises in large 
scale distributed environment. 

Recently ensemble learning had become popular , because of 
it is inherent nature to train many learnings and combine or 
group the results. For the distributed environment ensemble 
learning can increase the accuracy and reduce the computing 
efforts. Utilising the advantages of Map Reduce, ensemble 
and C4.5 , a new classification algorithm DEC4.5-MR is 
proposed here. Distributed ensemble C4.5 with map reduce 
algorithm will classify , construct and predict the data. 

Rest of the paper is organised as follows. Section 2 discuss the 
related work exists for C4.5, ensemble, Map Reduce in 
distributed environment. Section 3 examines the 
distributedC4.5 with ensemble and Map Reduce. Section 4 the 
experimental evaluation and Section 5 described the 
conclusions of this paper 
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II. Related Work 



C4. 5 Method 



C4.5 an successor of CLS and ID3. Generates the classifier in 
form of decision trees and generate rules based on the results. 
Divide and conquer strategy is utilised in the C4.5 which is 
described in the figure 1. Two heuristic evaluation methods 
like information gain and gini index is used in the C4.5 both 
the heuristic technique has the ability to handle discrete, 
missing values and precision of the data handling will be high. 
Numeric or Nominal data can also be considered. After the 
construction pruning can be done to avoid over fitting by using 
post pruning pessimistic method. Suppose for N nodes , E will 
be the errors that occurs and most frequent node is set and can 
be experimented by Bernoulli experiments equation specifies 
the same. Pessimistic error condition can be computed using 
equation 2. 
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The algorithm for distributed DC4.5 decision tree is specified 
in figure 1 . 



Input: A training sets S, a node T; 

Output: A decision tree with the root T; 

1: If the instances in S belong to the same class or the amount 

of instances in S is too few, set T as leaf node 

and label the node T with the most frequent class in S; 

2: Otherwise, choose a test attribute X with two or more 

outcomes based on a selecting criterion, and label the 

node T with X; 

3: Partition S into subsets Si, S2, •••, S n according to the 

outcomes of attribute Xfor each instance; generate Ts 

n children nodes 7\, T 2 , ..., T n ; 

4: For every group (S„ T,), build recursively a subtree with the 

root T y 

5. Each and every group is integrated and global tree is 

generated 



Figl Algorithm for DC4.5 decision tree 

Algorithm for DC4.5 of the distributed decision tree discusses 
how to use C4.5 in distributed environment. 



B. Ensemble Learning in DDM 

Ensemble learning methods in distributed data mining are of 2 
methods one is either mining inherently distributed data and 
scaling up ensemble methods based on partitioning and 
combining results. When the nature of data is geographically 
distributed and handling it in centralised environment is not 
efficient without perturbing the conventional methods. 
Majority voting and weighted voting both can combined in 
distributed decision trees. So ensemble technique allows the 
partition of vertical partitioning otherwise called as 
heterogeneous data[7]. This ensemble technique increases 
accuracy, reduces the processing time in compared with 
centralised prediction. Scalability issues are also handled in 
the ensemble methods 

Bagging, boosting and sub space are some of the algorithms in 
ensemble techniques. Here, bagging one of the most and 
popular classifier is utilised here as it scales well in distributed 
environments [9]. Bagging is well able to handle[8] noise in 
the data 



Bagging ensemble algorithm 

Input: L: a classification method, D: a training data set, m:\hs 

number of base classifiers; 

Output: <p(*): an ensemble classifier; 

1 : for ;' = 1 to m 

2: D' = bootstrap sampling from the set D; 

3:<pi(*)=L(D>); 

4: end for; 

/* 7 is a nominal class label set */ 



5: <p(*) = arg max y^ ._ <p(*) ■ 



v; 



Fig 2. The Bagging Ensemble Algorithm. 

C. MapReduce Distributed Computing Model 

The following architecture specifies the MapReduce 
distributed computing Model and the operation of the two 
functions Map and Reduce. The architecture of the 
MapReduce splits the Map and Value pair and local tasks 
player with the necessitude Jobs Scheduling and work. 

Map function can be highly parallelized and so is the Reduce 
function. Map functions usually deal with parallelized and 
distributed sub-missions. Reduce function usually collect the 
sub-missions and parallelize or distributed it according to the 
need[10]. Computing process of Map Reduce is short(i)Divide 
into large sets (ii)each (or several) data sets handled in one 
cluster for intermediate processing (iii) intermediate is 
combine with final cluster. The Map function read input data 
sets with the format of <key\, value\>. After the analysis, it 
generates an intermediate result <key2, value2> and submits it 
to a Reducer; then the Reduce function combines the results to 
get a final list <key3, value3> according to the list <key2, 
value2>. 
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Fig 3-Hadoop MapReduce framework Architecture 

During the Map process, in order to improve the combination 
efficiency, a Combiner can be used which has similar function 
as Reducer to reduce at local. The transformation between the 
input and the output looks as follows [6]. 

map (keyl, valuel) — > (key2, value!) [ ] 
reduce (keyl, valuel [ ]) —* (key?, value?) [ ] 

Hadoop is an implementation of the MapReduce parallel 
computing model of the open source framework for distributed 
programming. With the help of Hadoop, programmers can 
easily write parallel and distributed programs. It runs in 
computing clusters to deal with massive data [11]. The basic 
components of an application on Hadoop's MapReduce 
include a Mapper and a Reducer class, as well as a program to 
create a JobConf. Some applications also include a Combiner 
class which is actually the implement of the Reducer on local. 

Hadoop implements a distributed file system, referred to 
HDFS. HDFS has the characteristic of high fault-tolerant, and 
is designed for deployed on low-cost hardware. It provides 
high throughput to access the data of applications, which is 
suitable for an application with large data sets. HDFS relax the 
requirements of POSIX, allowing streaming access to data in 
the file system. In addition, Hadoop implements the 
MapReduce distributed computing paradigm. MapReduce 
splits the mission of an application into small blocks of work. 
HDFS establishes multiple replicas of data blocks for 



reliability and places them on compute nodes on server 
groups. So MapReduce can handle these data on the associated 
nodes. Figure 3 shows the Hadoop MapReduce framework 
[10]. 



III. 



Proposed Algorithm 



A. Distributed C4. 5 with ensemble and MapReduce 

The proposed algorithm DC4.5 with ensemble and Map 
reduces has 3 phases. Three phases are partition Phase/the 
map,Build base classifier phase and Reduce/Ensemble phase 
Divide data sets D into n subsets of {D],D 2 ,..Dn} and users 
determine the value n. In the first phase of Map phase a Base 
classifier BQ needs to be generated into Classifier C, with the 
DC4.5 algorithm. In Reduce/Ensemble phase assemble the n 
base classifiers to generated final classifier using Bagging. 

B. Types of keys and values 

The types of sets of key and value of MReC4.5 illustrates as 

follows 

keyl : Text 

valuel : Instances 

keyl : Text 

valuel : Iterator of Classifiers 

key3 : Text 

valued : Classifier 

keyl, keyl, key? are all the Text type offered by Hadoop and 
their values are the file name associated with the input data set 
D. In the Partition phase, when the data set D is split into m 
data sets, according to the input format of the C4.5 algorithm 
each data set is formatted as valuel with the Instances type. In 
the Map phase, we build a classifier model with the C4.5 
algorithm and obtain a classifier model set valuel which 
belongs to the Iterator of Classifiers type; In the Reducer 
phase, we assemble classifiers from valuel to obtain a 
classifier model value? with the Classifier type. 

C. Map/Reduce Phase 

Figure 4 specifies the proposed algorithm for the Map 
operations in respect to the C4.5 algorithm. A change is done 
in the original proposed algorithm to Map and reduce for the 
key value pairs 



function mapper(key, value) 

I* Build base-classifier */ 

1: Build a C4.5 Classifier c with the data set value; 

I* Submit intermediate results *l 

1: Emit(key, c); 

3. Generate {D h D 2 ,..D n } for all subsets 

4. Build and Map with Q 

5. Integrate into one cluster the (key,c) 



Fig 4. The Map Operation 
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In the mapper functions C4.5 classifier is used so that data set 
value with the key is taken and paired with the distributed data 
list. After pairing with the valuejist emit the key. Generating 
all the subsets of data sets which further adhere to the key is 
classified. On classifiers of the all subsets of data Build and 
Map the Ci,C 2 ,- -C,, with the D,,D 2 ,..D n 

D. Reduce/Ensemble Phase 

Figure 5 specifies the proposed algorithm for reduce 
operations with the bagging ensemble which eliminates noise 
and scales the data well. 



function reducer(A:cy, value _list) 

I* Get each classifier model */ 

1: foreach value in value Jist 

2: classifiers[i++] = getClassifieriyalue); 

I* Perform the bagging ensemble */ 

3: c = baggingEnsemble(classifiers); 

4: Emit(key, c); 

5.1ntegate Q and valuejist 

6. Generate the model and predict the results. 

7. Reduce the valuejist based on the key pair 

8. Cj and key with the model . 

9. select only the key which provides the closest combination 
to the value_list generated. 



Fig 5. The Reduce Operation for DC4.5 with ensemble and Map Reduce 

value_list specifies the combination of all intermediate lists 
and submit the final to Map Reduce Framework. 

DC4.5 partitions the data handled and after partitioning the 
data sets into required and necessities format ,the data are 
transferred to next phase of build /classifier phase. In classifier 
phase the classification technique of decision trees in 
distributed data are utilised. Here, the gini index and 
information gain are made use of. After the classifier phase the 
map operations are build and mapped to the cluster with the 
reference to the key value pair. 

Next Phase of Reduce/Ensemble phase each of the value are 
classified and bagging Ensemble technique is used for the 
further classification and model generation. After generating 
the models the results are predicated according to the key- 
value pairs and integrated based on the key. 

IV. Experimental Evalution 

The computational complexity of the algorithm is o(n+m)log n 
where the n and m specifies the values and accuracy. Log n 
specifies how it scales well compared to the centralized 
decision trees. Based on the other methods this increases 
greater accuracy as it takes the O(n) where n is the large data 
sets size. 
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Fig 6 Accuracy Vs Scalability chart for DC4.5 and others 

Hadoop MapReduce takes the various data sets with the 
attributes characteristics of both numeric and categorical 
attributes. On this experimental evaluation computational 
complexity of the each MapReduce phase on the basis of the 
9(n log n 2 ) where n specifies the data sets and the accuracy 
handling based on the emit of key-value pair. 

5.CONCLUSIONS 

This paper deals with the distributed C4.5 in the ensemble 
learning for the distributed environment utilizing the Map 
reduce framework. The proposed algorithm increases accuracy 
as well as scalability of the data handled. Inherent nature of 
the number of data handling in the Distributed Decision Trees 
can be improved based on the valuejist of the key pairs in the 
MapReduce environment. 

Comparing to the centralized decision trees the algorithm 
proposed can be utilised efficiently in terms of the processing 
time and computation cost. Future work may be enhanced well 
with the detailed implementation of the same on the Hadoop 
MapReduce framework so that number of millions of data 
with the characteristics can also be integrated. 
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Abstract — Egyptian e-government facilitates and introduces e- 
services for its partnerships such as citizens, businesses, 
employees and government itself. The combination of geographic 
information systems (GIS) as Egyptian new e-service with 
decision support systems (DSS) is used to help the ministry of 
finance. Our proposed e-service appears the important 
geographical criterions that affect the value of tax rates. The 
committee of tax rates determination for housing units used new 
e-service in order to reduce the time required to manually check 
all buildings in the country. So the estimation of the housing tax 
rates is based on the spatial data from the novel GIS e-service. 

Keywords- E-government, E-services, GIS, GPS, Housing Tax 
Rates. 



I. Introduction 

E-government involves using information technology, and 
especially the Internet, to improve the delivery of government 
services to citizens, businesses, and other government 
agencies to interact and receive services from the federal, state 
or local governments twenty four hours a day, seven days a 
week. It transforms the public service into electronic service 
via information and communication technologies (ICT). 
Nowadays, the rapid development of computer technology as 
Internet facilitates easy access to data, information, and 
knowledge sources which are available online. The Egyptian 
government gives impetus to the development of ICT in 
Egypt. It concentrates on linking them to the economic and 
social development of the Egyptian country [1], This is to 
move from manual information system to computer based one. 
The information society should be able to deliver high quality 
government services to the public where they are and in the 
format that is suitable for them. Egyptian e-government was 
created since 2001 for many reasons. First, in order to reach a 
new level of convenience in government services. Second, to 
offer citizens the opportunity to share in the decision 
making process. Third, to greatly improve efficiency and 
quality of services. Fourth, to enhance the Egyptian economy 
and help in increasing production In the last year, the ministry 
of finance applied a new rules for computing the housing tax 
rates to increase its ability for payment and to support the 
other needs [1-2]. The question here is how to determine 
the tax rates?, How to get it quickly?, and finally how to scan 
all units in short time?. Here, GIS is used to easy access the all 
units at the same time and get all the required information 
about the owners [8-10], 



This paper is organized as follows. Section II explains the 
technology of e-service and reason for using this e- 
government. The proposed e-service is presented in section III. 
The combination of GIS with GPS to provide an efficient DSS 
for determination of housing tax rates is discussed. Finally, 
conclusions are given in section IV. 

II. Why E-Service? 

E-government is now a central theme in information 
society at all levels: local, national, regional and even global. 
It can be defined as a transformation of public-sector internal 
and external relationships through use of ICT to promote 
greater accountability of the Government, increase efficiency 
and cost-effectiveness and create a greater constituency 
participation. Countries of the Asian and Pacific region engage 
in e-government, as they provide cost-effective government- 
related information via Web sites and most have already 
developed a national e-government strategy (often as part of 
an ICT strategy plan). The emerging economies in the region 
have already gone one step further in introducing internal 
information management at various levels of sophistication. 
However, only a few Governments in the region have 
successfully implemented a comprehensive set of online 
public services, and even fewer have backed these operations 
up with comprehensive knowledge management in ministries 
and between the various government agencies. Even though, 
most governments in the region are eager to further benefit 
from e-government, by improving efficiency and transparency 
of the public sector, and providing inclusive public services, 
they may feel that e-government is a concept far removed 
from their current realities. ICT applications in the public 
sector can be used as a strategic tool for development and also 
a response to the current challenges of globalization. For all 
Governments, e-government was a fundamental complement 
to the successful implementation of a range of other 
government policy targets. E-government was clearly linked to 
the international competitiveness of an economy and was a 
fundamental driver of economic growth along with monetary, 
fiscal, labour and trade policies. E-government pushed the 
limits of traditional government, changing the way in which 
government functioned and fostering a culture that made the 
customer and citizen central to everything it did. It involved 
building an integrated, enabling infrastructure that could meet 
the requirements of today's environment, while being readily 
adaptable to new and innovative developments [11]. 
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While the benefits of e-government were growing, there 
remained a need for a better understanding of the impact and 
role of e-government. Owing to the tremendous resources 
required in implementing e-government, the sharing of 
knowledge and experience could help developing countries in 
the region to reduce costs and limit unnecessary mistakes. 
However, there was a need to define an e-government agenda, 
and give priorities and specific recommendations on how best 
to move e-government forward. E-government had impacted 
on all levels of government. Successful economies were those 
where a central coordinating agency had been formed to 
oversee the shift to e-government. If there was not a uniform 
approach, e-government was destined to failure. E-government 
could have effects on policy and programs objectives through: 

• Improved services, e.g. customer satisfaction, burden 
reduction and savings 

• Enhanced economic development 

• Improved policy formulation 

• Redefined communities 

• Increased operational efficiency 

• Enhanced citizen participation 

Furthermore, e-government could be used as an anchor to 
drive transformation across the public and private sector and 
as a tool to drive foreign investment and economic 
development. It was important not to over emphasize the role 
of technology - technology was often a large part of cost, and 
only a small part of success. To ensure success, the 
following items are needed to be done: 

• Become customer-centric 

• Learn how to cope with change 

• Develop technical infrastructure 

• Collaborate for success 

• Work across silos, break down traditional, hierarchical 
structures 

• Develop performance measures 

All of those elements were necessary for transforming the 
government. The technological infrastructure was the base 
upon which other changes could be made. For overall 
transformation in the government those issues are needed to be 
examined in the context of one another [11]. 

The Egyptian ministry of finance introduced new rules for 
computing the housing tax since 2009. Housing tax rate is 
determined by some of important criterions. Such criterions 
are 

1. The total numbers of floors. 

2. The area of the house. 

3. The space around the house. 

4. The location of the house. 

5. The strategic position which means whether the house is 
nearing from a global location such as river, garden or public 
streets/places. 
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The ministry of finance assigned this complex task to the 

committee of evaluation and control. Such committee is 

responsible for calculating the housing tax rates. The duties of 

this committee are: 



1. Collecting data entered by owners 

2. Reviewing such data. 

3. Checking the correctness of this data. 

4. Scanning all buildings, streets and every other location. 

5. Investigate the total income for each owner. 

6. Computing the ratio between the total income for the owner 
and the number of members in his family. 

7. Deciding about the way of payment along the year. 

It is obvious that it will be very difficult to calculate the tax 
rates. Moreover, it is expected that those procedures will 
consume long time. The process of calculating the tax is 
sharable with the help of the owners of units. The owners 
introduce a real estate tax declaration either electronically on 
line or by handling it in the offices of Egyptian ministry of 
finance. The committee can ensure the correctness of the 
entered data by owner via our novel e-service. The evaluation 
of any e-service is customer based. Therefore, the 
determination of the quality of e-services should be 
performed. This can be done by the customers themselves. 

III. The Proposed E-Service 

While much of e-government relied on telecommunication 
innovations such as bandwidth and speed, there was also a 
need to focus on how to distribute e-government applications 
to potential users. E-government access was about providing 
services to citizens and business in ways that they chose to 
apply to them, at a time appropriate to them. Further, universal 
access was essential. Therefore, providers must choose the 
most appropriate delivery channels. 

DSS are mechanisms that can be used to provide managers 
with information needed to make managerial decisions [12- 
73]. Decision support systems are gaining recognition in the 
public sector, which seeks solutions to various problems in a 
number of diverse areas. Many solutions are closely tied to 
individual fields, such as medicine [74], ecology [75] and spatial 
planning [76]. Others, in a more general way, are directed 
towards support in strategic planning and solving problems in 
management [77-78]. Lately, due to the redirection of politics 
away from ascertaining public opinion about the functioning of 
the public sector towards public engagement and cooperation in 
decision making processes, the number of solutions in the area of 
e-democracy is increasing [79-82]. Support systems and 
cooperation in decision making are, however, still used mainly in 
narrow professional circles and have not found their way to 
political decision makers or to the public [83]. The challenge of 
successful implementation of a decision support system in the 
public sector, with engagement over the whole spectrum of 
decision making, is still unmet [84-95]. 

GIS is a specialized information system having all the 
basic possibilities of an information system as query, reporting 
as well as data storage and retrieval [76], A data model is a 
representation of some real world phenomenon for which 
information will be stored in a database. Storing information 
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in a database has many benefits such as allowing the user to 
perform complicated analytical functions and queries, 
handling large amounts of data, imposing certain rules on the 
stored data. GIS makes use of attribute data associated with 
geographical data (spatial data) [4], Geographical data may be 
represented as points, lines or polygons. Attribute data can be 
handled easily using a conventional database management 
system (DBMS) [3-7], GIS has the ability to query this spatial 
data. GIS is defined by its ability to cater for spatial queries. 
GIS allows you to query and find geographical features using 
addresses. Moreover GIS is spatial analysis tools [12-73]. GIS 
is used in our proposed e-service as a tool to help the 
committee of evaluation and control in determining the values 
of housing rate taxes perfectly. After many interviews with 
mangers in the Egyptian ministry of finance, they told us 
about the major important criterions to evaluate the values of 
tax rates. Table I shows the most important criterions that 
affect the values of tax rates and its corresponding GIS data in 
the representation layer. 

The novel GIS e-service is used as a tool to support the 
committee of evaluation and control in order to reduce the 
time consumed to manually checking every flat in all cities. 
Fig. 1 describes the block diagram for the steps of our novel 
GIS e-service. The proposed e-service not only helps the 
citizen but also all the partners of the Egyptian e-govemment. 
The satellite moons will capture all towns in Egypt. Another 
way is to get the maps from Google Earth. The process of 
digitizing converts the master map into vector map by 
determining the important real world criterions as shown in 
Table I. Examples for these criterions are gardens layers, and 
rivers. The owners of the housing units access the online tax 
declaration form and enter the data properties of their units. 
The committee of evaluation and control can determine the 
values of the housing tax rates depending on the resulted 
spatial data. The flow chart of the housing tax computation 
rates is shown in Fig. 2. Fig. 3 shows the interface of the 
proposed GIS e-service. The selected location in any city and 
its different layers are appeared. Fig. 4 clarifies the final 
segmentation of the real world geographical criterions that 
affect the values of the tax rates. Spatial query interface for 
supporting the committee is presented in Fig. 5. Fig. 6 
describes the main responsibility of the unit owners which is 
to enter data of their units like location, size, type (such as 
apartment, villa or building and so on). The committee of 
evaluation and control can use latitude and longitude query 
through our novel GIS e-service to get information about any 
location or unit. The GPS can be used as manual equipment in 
order to check the correctness of owner data that is entered 
into the main property form. GPS finds the actual real latitude 
and longitude degrees. Fig. 7 presents the results of 
committee's query about the latitude and longitude of random 
checking building. 

Table II shows the difference between traditional manual 
service and our novel e-service. The traditional manual service 
needs more effort than our new e-service. This is because the 
effort to manually scanning all units is very huge. The novel 
GIS e-service reduces the time consumed compared with 
manual checking at every flat in all cities. 
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IV. Conclusion 



A new technique for computing housing tax rates has been 
presented. It has been shown that such technique facilitates 
this governmental service for both citizens and the committee 
of evaluation and control. The values of the tax rates have 
been estimated in real-time. Furthermore, all of the housing 
units have been scanned simultaneously. This has been 
achieved by applying GIS in e-government systems. In 
addition, it has been proven that the combination of GIS and 
GPS for DSS has developed the e-services in the Egyptian 
ministry of finance. Moreover, the tax rate of any flat has been 
computed accurately according to its location by using the 
proposed e-service. Compared to the manual computing 
system for housing tax rates, the required time has been 
reduced by using our proposed technique for any housing unit 
in the city. The presented approach can be applied for computing 
any other types of taxes that depend on the geographical location. 
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Table I. Comparison between real world criterions and its GIS representation 



Real world geographical 
criterions 


GIS representation layer 


Roads Network 


Line 


Road Intersection 


Node 


Rivers 


Line 


Garden 


Polygon 


Public buildings 


Polygon 


Train Stations/ Ports 


Polygon 


Water Net Stations 


Line 


Gas Network Stations 


Line 


Sewers 


Line 



Table II. Difference between traditional manual and novel GIS e-service 



Factors 


Traditional manual 
service 


GIS E-service 


Time 


Long time 


Less time 


Effort 


Very High 


Very Low 



Stepl. Getting the raster 

map for all Egyptian 

countries 



I 



Step 2 Covert all maps into 
vectors 



Step3. Determining the GIS 

layers that affect the tax 

rates rates 



Step 4. Allowing the 

housing unit's owners to 

online access tax declaration 

form to enter unit properties 



T 



Step 5 Estimation of the tax 

rates based on the query for 

spatial data from GIS 



Figure 1. Block diagram for the steps of the novel e-services 
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No 



Yes 



For each shop 
Yearly tax value= 12 * monthly rent *(68/1000) 




No 



No tax 
value 



Yes 



For each flat 
Yearly tax value= 12 * monthly rent *(1/10) 



Figure 2. Flow chart of the computational method for housing tax rates 
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Figure 3. Interface of the proposed GIS e-service 



198 



http://sites.google.com/site/ijcsis/ 
ISSN 1947-5500 



(IJCSIS) International Journal of Computer Science and Information Security, 

Vol. 9, No. 1, January 2011 




Figure 4. Interface for final GIS layers 
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Figure 5. Query Interface for the committee 
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Property Details 



Inflation 



[Listing ID: 38 



About the Owner / Submitter 



-algazwy2008@y-ahoo.co 



Office Phone: Not Supplied 



About the Property/Real Estate 



I Property Type 



Property Purpose: For S 
Property Address: Next to the Serag City Mall 



240 square meters, 7th flo 




Figure 6. Interface of main property details that entered by the owner of the unit 
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Figure 7. Results of committee's query about the latitude and longitude of the investigated building 
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